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professional 
mechanics choose 
MAC tools 


Simply getting the job done is never 
enough for professional mechanics. They 
won't settle for anything less than per- 
fection. And to get perfection, they de- 
mand quality... especially in the tools 
they use. 

Here at MAC, we design and manufac- 
ture quality tools for professional 
mechanics, Mechanics who’ve used them 
for years say things like this: 


“My MAC stuff is precision made. No 
guessing about anything.” 


“They have good balance. They just feel 
right in my hand.” 


“MAC tools are tough. | got my first set 
15 years ago and they’re still going 
strong.” 


“Anybody who knows tools knows MAG 


is the best. I’m proud to have them in 
my shop.” 


“Our MAC man comes around all the 
time ...and we count on him to have 
new, special tools to save time and do 
a job right.” 


Besides the tools themselves, there’s an- 
other important reason why professional 
mechanics choose MAC...the MAC 
distributor. 

Your MAC man knows tools. Simply tell 
him what you need, and he makes sure 
you get it. He comes to you, too...so 
you can see and try out any MAC tool 
right on the job. 

Beyond this, your MAC distributor can 
help you set up the payment plan that’s 
best for you. 

This catalog describes more than 8,000 


different tools your MAC distributor has. 
It’s one of the largest assortments of 
sockets, wrenches and special automotive 
tools you'll find anywhere. Hang on to it. 

This catalog, your MAC distributor and 
his “tool supermarket on wheels” are all 
you need to get the kind of tools you 
want as a professional mechanic. 


All MAC tools are carefully designed and 
manufactured to meet fully the require- 
ments of the jobs for which they are in- 
tended. 

All MAC hand tools are absolutely 
guaranteed against defects in workman- 
ship or materials. They will be repaired 
or replaced free of charge should they 
fail at any time due to either of these 
reasons. 


MAC TOOLS, INC. and MAC ALLIED 
TOOLS CORP. cannot accept the respon- 
sibility for injury or damage caused by 
tools which have been used improperly. 

Wrench handles are designed to the 
Proper size, or length-strength ratio. In- 
creased leverage by use of a cheater or 
hammer is hazardous. 

Only impact sockets should be used on 
pneumatic and power wrenches. 

Screw drivers are designed according 
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GUARANTEE 


Certain MAC testing equipment, such as 
tachometers, dwell meters, timing lights, 
etc., are sold under specific warranties. 
These items will be repaired or replaced 
in accordance with the warranty the 
customer is given at a time of purchase. 

MAC motor-driven equipment is guar- 
anteed for ninety days from date of sale. 
After ninety days, a repair charge will be 
made to cover parts and labor. 


Important safety rules 


to the size of the screw. Use only the 
proper size driver. Do not use screw 
drivers for any other purpose than turn- 
ing screws. 

Keep cutting edges on chisels sharp. 
Punches and chisels with mushroomed 
heads may cause injury; keep them 
ground to proper size and shape. 

Eye protection through use of safety 
glasses is recommended for any job in- 
volving the use of all tools, especially 


MAC DISTRIBUTORSHIPS 
AVAILABLE 


For complete information, please 
direct inquiries to Mac Tools, 
Inc., Sales Department, Wash- 
ington Court House, Ohio 43160. 


Final judgment as to whether a tool 
should be repaired or replaced, and as 
to whether a charge should be made, will 
be the responsibility of the manufac- 
turer. 

We know the mechanic will be fair and 
reasonable in exercising his rights under 
this guarantee. And so shall we. 


drills, punches, chisels and grinding and 
sanding tools. 

Make sure that all electrical equip- 
ment is grounded. 

Tools which have been altered, ground 
or repaired by others are considered 
dangerous and unfit for use. 

Due to metal fatigue, sockets or at- 
tachments should never be held with 
bare hand in turning operation when 
using air or electric-driven impact tools. 
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MAC Master Supreme Set 


MASTER SUPREME SET 
MMS600RB — A mechanic can be no bet- 
ter than his tools. When you don’t have 
the tool you need when you need it, it 
costs you time and money. When your 
tools are not up to your standards of 
quality and ability, it is frustrating and 
expensive. 

The MAC Master Supreme Set, MMS600, 
is the most complete, highest quality set 
offered by any manufacturer for repair of 


Description 


SM26-6B 
SX37-6 
$V41-6 


Y” Sq. Dr. Socket Set 
3g” Sq. Dr. Socket Set 
Yo" Sq. Dr. Socket Set 
$Z27-2 34” Sq. Dr. Socket Set 
$1D22B Impact Driver Set 
SD7 Screw Driver Set 
SD6 Phillips Screw Dr. Set 
PC25K Punch & Chisel Set 
PC7K Midget Punch & Ch. Set 
SSE5K Screw Extractor Set 
SOHB4K | Flare Nut Wrench Set 
SDR9K Open End Wrench Set 
SCW11K | Combination Wr. Set 
SCOS8H | Crow Foot Wrench Set 
SCLF8K | Flex Box Wrench Set 
SCL11K Long Com. Wr. Set 
SCHB8H | Flare Nut Cr. Ft. Wr. Set 
SBT5K Brake Tool Set 
SBL7K Long Box Wrench Set 
SDA14K_ | Angle Wrench Set 
HM1618 1/2” x 9/16” 

Half Moon Wr. 
5/8” x 3/4” 

Half Moon Wr. 
$13-A Brake Spring Tongs 
$29 Cotter Key Puller 
$79 Distributor Wrench 
$90 Distributor Wrench 
$94 Distributor Wrench 
$95 Distributor Wrench 
$105 Distributor Wrench 
PM84 Magnetic Screw Driver 
PL18 Heavy Duty 18” Sc. Dr. 
SA3 Scratch Awl 
PB22 22” Pry Bar 
LF16 16” Lady Foot Bar 
P120 Offset Phillips Dr. 

#1& #2 
P340 Offset Phillips Dr. 
#3& #4 

420 9Y2” Pump Plier 


HM2024 


automotive and farm equipment, aircraft, 
heavy construction machinery, electronic 
devices—you name it. 

In one compact, attractive, heavy duty 
rollaway storage cabinet and chest you 
have all the tools you will need for the 
most demanding jobs. The industry's 
most complete size range in socket sets, 
wrenches, drills. All types of special 
wrench sets. 0 to 150 Ibs. torque wrench. 
Carburetor tools. Distributor tools. Brake 
tools. Ignition wrench sets. Four-in-one 


Tool No. 
or Description 
Set No. 


437 7” Dia. Cutting Plier 

606 Super Tap & Die Set 

875A Bushing Driver Set 

AJ4C 4” Adjustable Wrench 

AJ8C 8” Adjustable Wrench 

AJ12C 12” Adjustable Wrench 

BH4 40z. Ball Peen Hammer 

BH12 12 oz. Ball Peen Ham. 

BH16 16 oz. Ball Peen Ham. 

BP21 Battery Terminal Puller 

C333 MAC Deluxe Creeper 

CA80 Carburetor Adj. Tool 

cCD100 Carburetor & Distributor 
Adjustment Tool 111 

CF63 Brake Cylinder Hone 121 

CT65 Compression Testing Set 117 

D1197 Y4” Heavy Duty Drill 159 

DC216 Hub & Dust Cap 

Remover 119 

30’ Reel Type Ext. Light | 116 

13 Piece Drill Set 161 

DT115 Gen. Motors Door Tool | 198 

DT160 G-M Door Handle Tool | 198 

ET12 Electric. Troubleshooter] 108 

ET310 Volt. Regulator Tester | 102 

ET380 Alternator-Gen.-Reg.- 
Tach.-Dwell-Volt. 
Amp. Tester 

FC103T Fender Cover 

FG3 Feeler Gauge 

FT93FB Double Flare Tool Set 

GB15 

GG1140 Soft Vinyl Goggles 

HP8 Hose Clamp Pliers 

HS30 Hack Saw 

IWK13 Ignition Wrench Set 

KAW Allen Wrench Set 

MBF4K File Set 

MP2 Pick Up Tool 

MP5 Magnetic Pick Up 

MP15 Motor-Phone 


DCR203 
DM113 


tune-up meter with alternator-generator- 
regulator tester. Tach-Dwell-Volt-Amp- 
Ohm meter. Pullers and special equip- 
ment for all minor and major overhaul. 
And much more. 

Sooner or later your job will call for a 
set of high quality, professional tools 
this complete. Only MAC can offer it to 
you. Invest in your future now with this 
MAC Master Supreme mobile unit. (And 
the future may come sooner than you 
think.) 


Tool No. 


Description 


Adj. Inspection Mirror 

6 oz. Pump Oiler 
OF8810 Oil Filter Wrench 
OH48 3# Cross Peen Hammer 
P16A Battery Plier 
P17A 642” Needle Nose Plier 
P35 Snap Ring Remover 
P2171 3¥2” Duo Grip Puller 
PH16 16 oz. Plastic Hammer 
PK2 Heavy Duty Putty Knife 
PWR8 8” Pipe Wrench 
PWR12 12” Pipe Wrench 
RBW50K | Ratcheting Box Wr. Set 
RC65 Piston Ring Compress. 
RG500 Ring Groove Tool 
RR2 Ridge Reamer—Lisle 
$c100 Non-Slip Seat Cover 
SGD550 | Weller Soldering Kit 
SHD414_ | 4%” Shank Drills 
SM3 10” Tin Snips 
$S2 242” Screw Starter 
SS5 5%” Screw Starter 
$S10 9%” Screw Starter 
375W 10 Ft. Steel Tape 
TCT9 Wire Crimping Tool 
TG701 Truck Tire Gauge 
TL800B Power Timing Light 
TP23 Internal Ring Plier 
TP24 External Ring Plier 
TR1278 Thread Restoring Set 
TW2 “T” Type Tap Wrench 
T150FR Ratcheting Torque Wr. 
V5WR 5” Junior Vise Grip 
V7WR 7” Vise Grip 
V10R 10” Vise Grip 
WB10 Wood Handle Wire Brush 114 
MB200S | Folding Shelf 91 
MB80 Super Imperial 

Tool Chest 90 

MB90 Super Imperial Rollaway 90 


ET380 


TI50FR 


SPECIAL FEATURES 


Featured here are just 
three of the special tools 
included in the MAC MMS600 
Master Supreme Set. Invest 
in your future by owning 
the very best. 


RBW50K 


MAC Master Supreme Set 
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MAC Master Deluxe Set 


MASTER DELUXE SET 


MMD500B — Designed to increase your 
earning power by saving your time, the 
proper, high quality MAC tool is always 
at hand when you own a MAC Master 
Deluxe Set, MMD500B. 

This is a complete and carefully chosen 
selection of 70 most often needed in- 
dividual tools and tool sets, conveniently 
housed in the MAC Imperial Deluxe 10- 
drawer MB65 tool chest. 

The already oversized drawers of this 
chest are made even larger by being set 
flush. No space is wasted by recessing 
handles to accommodate an unnecessary 
front panel. All drawers glide easily on 
non-spill slide runners. They will not pull 
all the way out, nor bind even when fully 
loaded. A keyed tumbler lock secures the 
cover, and a three point locking bar 
holds each drawer firmly in place when 
the cover is closed. 

But far more important to you than the 
chest are the MAC tools it contains. Each 
is forged from highest grade alloy steel, 
specifically chosen for the work you will 
be doing. Light in weight, yet strong and 
tough, each fits your hand as though it 
was made for it—Because it was. 

Mechanics in every part of the country 
choose MAC tools for their design and 
performance, and because no other tool 


maker offers so complete a line. 
MMD500B — MAC Master Deluxe Set 


Tool No. 
or 
Set No. 


SM26-6B 
$X37-6 
SV41-6 
$1D22-B 
SDRB6 
SD6 
SCL11K 
SCW11K 
SDR9K 


Tool No. 


Description ; or 


Set No. 


¥4” Sq. Dr. Socket Set 
36” Sq. Dr. Socket Set 
¥5” Sq. Dr. Socket Set 
Impact Driver Set 
Bolster Screw Driver Set 
Phillips Screw Dr. Set 
Long Comb. Wr. Set 
Combination Wr. Set 
Open End Wrench Set 


SCHLF8K |Flex Box Wrench Set 


PC19K 
HM1618 


HM2024 


SCHB8H 
SSE5K 
PB22 
LF16 
SA3 
PM84 

$7 

S7A 
S$13A 
$15 


Punch & Chisel Set 
1/2” x 9/16” 

Half Moon Wr. 
5/8” x 3/4” 

Half Moon Wr. 
Short Crowfoot Wr. Set 
Screw Extractor Set 
22” Pry Bar 
16” Lady Foot Bar 
Scratch Awl 
Magnetic Screw Driver 
Brake Adjusting Spoon 
Brake Adjusting Spoon 
Brake Spring Tongs 
Brake Eccentric Wrench 


Description 


Cotter Key Puller 

Brake Adjusting Spoon 

Drag Link Socket 

Drag Link Socket 

Drag Link Socket 

Drag Link Socket 

13/16” Spark Plug Socket 

9¥2” Pump Plier 

7” Dia. Cutting Plier 

4” Adjustable Wrench 

8” Adjustable Wrench 

12” Adjustable Wrench 

4 0z. Ball Peen Hammer 

16 oz. Ball Peen Hammer 

Carb. Adj. Screw Driver 

Carb. Dist. Adj. Tool 

Brake Cylinder Hone 

Hub & Dust Cap 
Remover 

Gen. Motors Door Tool 

Electric. Troubleshooter 

Master Feeler Gauge 

Nylon Cleaning Brush 

Hose Clamp Plier 

Ignition Wrench Set 


Tool No. 
or 
Set No. 


Description 


Allen Wrench Set 

Straight Pick-Up Tool 

Telescop. Pick-Up Tool 

Adj. Inspection Mirror 

Battery Plier 

642” Needle Nose Plier 

Snap Ring Remover 

16 oz. Plastic Hammer 

Heavy Duty Putty Knife 

8” Pipe Wrench 

12” Pipe Wrench 

Yo” Dr. Ratchet Adaptor 

Ratcheting Box Wr. Set 

Tin Snips—10” 

Wire Terminal Crimper 

Truck Tire Gauge 

Internal Ring Plier 

External Ring Plier 

“T” Type Tap Wrench 

Ratcheting Torque Wr. 

5” Midget Vise Grip 

7” Vise Grip 

10” Vise Grip 

Imperial Deluxe Tool 
Chest 


MAC General Service Set 


GENERAL SERVICE SET 
MGS400RB — Sixty-nine individual tools 
and sets—228 pieces in all—enable you 
to perform every day-to-day service and 
repair operation speedily and efficiently. 

You will get the widest size range of 
¥4”, ¥%”, and Y2” square drive sockets 
available anywhere. You will need the 
extra two, three, or four sizes available 
in a MAC set, anyway. And only MAC 
makes them. Rather than piece out an- 
other manufacturer's limited sets with 
extra MAC sockets, isn’t it better sense 
to get all the sizes you will ever need at 
one time in this MAC General Service 
Set, MGS400B? 

Mechanics everywhere look to MAC for 


more complete sets, larger ranges in 
wrench sizes, more special tools. Always 
the proper, high quality MAC tool for the 
job. 

And with this MAC mobile set you 
bring all your tools to every job. They are 
stored and moved in the MAC Deluxe 
MB45 tool chest and MB50 rollaway cabi- 
net. And your tools are safe from loss or 
pilferage. Lock all drawers on the chest 
merely by closing the lid and turning the 
key. All drawers on the rollaway are 
locked when the bottom panel is locked. 

Look at the list of tools included in 
this set. Is your personal set this com- 
plete? 

Shouldn't it be? 
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MGS400RB — MAC General Service Set. 


Tool No. 
or Description 
Set No. 


SM19-2PT |¥4” Sq. Dr. Socket Set 
$X12-6T |36” Sq. Dr. Socket Set 
$XD12-2T |36” Sq. Dr. Deep Skt. Set 
SXU7-2T |3@” Sq. Dr. Univ. Skt. Set 
Hex Head Screw Dr. Set 
Yo” Sq. Dr. Std. Skt. Set 
Yo” Sq. Dr. Deep Skt. Set 
3%” Dr. Exten.—3” Long 
3%” Dr. Exten.—6” Long 
34” Dr. Exten.—12” Long 
34” Dr. Spin Handle 
36” Dr. Flex Handle 
36” Dr. Speed Handle 
3%” Dr. “T” Handle 
¥8” Dr. Ratchet 
¥2” Dr. Exten.—3” Long 
Yo” Dr. Exten.—5” Long 
yo” Dr. Exten.—10” Long 
¥2” Dr. Universal Joint 
Yo” Dr. Flex Handle 
¥5”" Dr. Ratchet 
13/16” Spark Plug Skt. 
Screw Extractor Set 
Punch & Chisel Set 
Phillips Screw Dr. Set 
Standard Sc. Dr. Set 
Scratch Awl 
21” Lady Foot Bar 
Brake Adjusting Spoon 
Brake Spring Tongs 
Distributor Wrench 
Distributor Wrench 
Distributor Wrench 
Seal Puller 
Carbon Scraper 
Cotter Key Puller 
Combination Wr. Set 
Angle Wrench Set 
Flare Nut Wrench Set 
7¥2” Needle Nose Plier 
9¥2” Pump Plier 
7¥2” Diag. Cutting Plier 
Bat. Post & Term. Brush 
16 oz. Ball Peen Ham. 
Battery Clamp Lifter 
8” Battery Plier 
12” Adjustable Wrench 
Electric. Troubleshooter 
Master Feeler Gauge 
Spark Plug Wire Gauge 
Nylon Cleaning Brush 
Deluxe Hack Saw 
Ignition Wrench Set 
Allen Wrench Set 
Hose Clamp Plier 
Magnetic Pick Up Tool 
Adj. Inspection Mirror 
Pump Type Oiler 
Snap Ring Plier 
32 oz. Plastic Hammer 
12” Pipe Wrench 
Wire Crimping Tool 
Thrd. Restorer Set, SAE 
Thrd. Restorer Set, Std. 
Combination Tin Snips 
10” Vise Grips 
Wire Brush 
Tool Chest 
Rollaway Cabinet 


MAC Apprentice Mechanic's Set 


For The New Mechanic 


APPRENTICE 


MECHANIC’S SET 
MAM300B — The MAC MAM300B Appren- 
tice Mechanic’s Set is our suggested tool 
selection for the new mechanic. This set 
consists of a versatile selection of 
“must” tools to begin with—tools that 
allow you to operate efficiently right from 
the start. 

As time goes on and you add more 


Tool No. 
or Description 
Set No. 


SM16-6B 
SX12-6 
SXD12-6 


¥4” Sq. Dr. Socket Set 
¥” Sq. Dr. Stan. Skt. Set 
¥%” Sq. Dr. Deep Skt. Set 
SXU7-6 | 36” Sq. Dr. Univ. Skt. Set 
SXA7 Hex Head Screw Dr. Set 
X3E 3%” Dr. Exten.—3” Long 
X8E ¥%” Dr. Exten.—8” Long 
X12E ¥%” Dr. Exten.—12” Long 
X6S 34” Dr. Spinner Handle 
X8R 3%” Drive Ratchet 

X9R 3%” Dr. Flex Ratchet 
X17S 34” Dr. Speeder Handle 
X12F 34” Dr. Flex Handle 
XU266DP | 13/16” Spark Plug Skt. 
Yo" Sq. Stand. Skt. Set 
yo” Dr, Exten.—3” Long 
¥2” Dr. Exten.—10” Long 
¥2” Drive Ratchet 

Yo” Dr. Flex Ratchet 

¥5” Dr. Flex Handle 


THe 


eater . 


tools to your matched kit, you will really 
appreciate MAC’s wide selection and full 
range of socket and wrench sizes. No 
other manufacturer gives you all the 
choices and the completeness you get 
from MAC Tools. 

The MAC Apprentice Mechanic’s Set 
comes in the MB45 Deluxe Tool Chest, 
for the mechanic who wants the best from 
the very beginning. All drawers move 


Tool No. 
or Description 
Set No. 


¥2” Dr. Univ. Joint 
Punch & Chisel Set 
Bolster Screw Dr. Set 
Phillips Screw Dr. Set 
Fiex Box Wrench Set 
Flare Nut Wrench Set 
Comb. Wrench Set 

21” Lady Foot Bar 
Brake Adjusting Spoon 
Brake Spring Tongs 
Carbon Scraper 

Cotter Key Puller 

#2 Point Phillips Driver 
#3 Point Phillips Driver 
#4 Point Phillips Driver 
7¥2” Needle Nose Plier 
9Y2” Pump Plier 

742” Dia. Cutting Plier 
10” Adjustable Wrench 
24 oz. Ball Peen Hammer 


TOTS 
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smoothly on compound slides with stops. 
Adjustable dividers make the drawer 
space as flexible as you desire. The 
chest is finished in smooth red enamel 
with all chrome plated hardware for easy 
cleaning. A single turn of a single -key 
locks or unlocks cover and all drawers 
simultaneously. 

Ask your MAC Tool Distributor to show 
you this set. Make it the beginning of 
your professional advancement. 


Tool No. 

or Description 
Set No. 
BP21 Battery Terminal Lifter 
BP25 8” Battery Plier 
ET380 Tack-Dwell-Volt-Ammete 
FG3 Master Feeler Gauge 
FG18 Spark Plug Wire Gauge 
FT93FB | Tubing Double Flare Set 
GB15 Nylon Eng. Clean. Brush 
1D67 Impak Driver 
KD428 Hose Clamp Plier 
KAW Allen Wrench Set 
MR16 Adj. Inspection Mirror 
P35 Snap Ring Plier 
PH16 16 oz. Plastic Hammer 
RBW50K | Ratcheting Box Wr. Set 
SM3 Combination Tin Snips 
T150FR | Ratcheting Torque Wr. 
TR8S Thrd. Restorer Set—SAE 
TR8U Thrd. Restorer Set—Std. 
WB10 Wire Brush 
MB517 Tool Chest 


MAS102B 


AUTOMOTIVE SET 
102 Pieces 


in MB28 Metal Box 
MAS102B — You can depend on this 
Automotive Select Set for utility, safety, 


Tool No. 
or Description 
Set No. 


$X12-6 ¥%” Sq. Dr. Skt. Set 
SXD12-6T | 38” Sq. Dr. Deep Set 
X3E 3%” Dr. Exten.—3” Long 
X6E 3%” Dr. Exten.—6” Long 
X12E ¥%” Dr. Exten.—12” Long 
X17S 3%” Dr. Speed Handle 
X8R 3%” Dr. Ratchet 


X12F ¥” Dr. Flex Handle 
X3U 3” Dr. Uni. Joint 


XU266DP 
scwi1 


13/16” Spark Plug Skt. 
Combination Wr. Set 
cw30 15/16” Comb. Wr. 
CW32 1” Comb. Wrench 
DAi2 ¥%” Angle Wrench 
DA14 7/16” Angle Wrench 
DA16 ¥2” Angle Wrench 


SERVICE STATION SET 


32 Pieces in MB6 Metal Box 
MSS32B — Our newest set has been de- 
signed especially for the service station 
attendant who performs basic automotive 
and truck maintenance. 

A set of sixteen 34” square drive sock- 
ets, ratchet, 3” extension, universal joint, 


MAC Automotive Set 


beauty and dependability. These tools 
are made with the distinct, modern de- 
sign to handle all the tough jobs with 
less effort and energy. Each tool has 
been expertly chosen to contribute the 
most in industrial and aircraft work, as 
well as in the automotive field. 


Tool No. 
Description 


9/16” Angle Wrench 
¥e” Angle Wrench 
11/16” Angle Wrench 
34” Angle Wrench 
Standard Sc. Dr. Set 
Phillips Sc. Dr.— 
#1 Point 
Phillips Sc. Dr.— 
#2 Point 
Stubby Phillips Sc. 
Dr.—#2 
5/32” Starter Punch 
3/16” Starter Punch 
Yq” Starter Punch 
7/16” Cold Chisel 
¥2” Cold Chisel 


9/16” and ¥%” wrenches, 8 popular screw 
drivers, pump pliers, cutting pliers, and 
feeler guage all in a heavy duty carrying 
box complete with locking latch and full 
length tote tray. 

A very low initial investment for quality 
tools. 
MB6 — Metal Box Only 


A very attractive, sturdy three-drawer 
tool chest with Tote Tray provides liberal 
roominess to conveniently add other 
items and allows complete visibility of 
all tools at a glance. 

MB28 — Metal Box Only 


Description 


¥8" Cold Chisel 

3/16” Pin Punch 

¥4” Pin Punch 

5/16” Pin Punch 

7Y2" Needle Nose Plier 

9¥2” Pump Plier 

742” Diagonal Cut Plier 

4” Adjustable Wrench 

24 oz. Ball Peen 
Hammer 

Master Feeler Gauge 

Spark Plug Wire Gauge 

Ignition Wrench Set 

Allen Wrench Set 

16 oz. Plastic Hammer 

7” Vise Grip 

3-Drawer Tool Chest 


38” Std., 6 Point 

7/16” Std., 6 Point 

Yo” Std., 6 Point 

9/16” Std., 6 Point 

54” Std., 6 Point 

11/16” Std., 6 Point 

3%” Std., 6 Point 

13/16” Std., 6 Point 

38” Deep, 6 Point 

7/16” Deep, 6 Point 

Ya” Deep, 6 Point 

9/16” Deep, 6 Point 

58” Deep, 6 Point 

11/16” Deep, 6 Point 

34” Deep, 6 Point 

13/16” Deep, 6 Point 

3” Extension 

Universal Joint 

Ratchet 

¥2” Combination Wrench 
9/16” Combination Wr. 
Screw Driver Set 

Feeler Gauge 

Pump Plier 

Curved Diag. Cutter Plier 
Metal Box with Tote Tray 


SUPER SET 


77 Pieces in MB22 Tool Chest 
MS77B —This complete super tool set 
contains a wide range of general over- 
haul tools: Open End Wrenches, Box End 
Wrenches, Screw Drivers of the most pop- 
ular size, one-half inch socket set rang- 
ing from 3%” to 14%”, plus an excellent 
selection of other essential tools. 

The MS77B is the ideal set for trucks, 
tractors, farm and construction equip- 
ment repair. 

The set is housed in the MB22 Tool 
Chest. This chest features two non-spill 
drawers plus a full-length Tote Tray 
which provides ample storage space. 
MB22.— Metal Tool Chest Only 


Description 


SV15-2 | 12” Sq. Dr. Socket Set 
Long Box Wrench Set 
Open End Wrench Set 
Yo” Dr. Flex Handle 
Yo” Dr. Exten. 3” Long 
¥” Dr. Exten. 5” Long 
¥" Dr. Exten. 10” Long 
Yo” Dr. Ratchet 
YQ” Dr. Uni. Joint 
16” Lady Foot Bar 
Phillips Sc. Dr.—#1 Point 


INDUSTRIAL SET 
60 Pieces in MB5 Metal Box 


MI60B — Designed for automotive, truck, 
tractor, and industrial machinery over- 
haul. 

This is a well balanced half-inch drive 
set with sockets ranging from %” to 144”, 


MAC Super Set 


Description 


Phillips Sc. Dr—#2 Point 
Phillips Sc. Dr.—#3 Point 
Standard Screw Driver 
Standard Screw Driver 
Standard Screw Driver 
Center Punch 

Cold Chisel 

Starter Punch 

Pin Punch 

7¥%2” Needle Nose Plier 
9Y2” Pump Plier 


MAC Industrial Set 


combination wrenches from %4” to 7%”, 
starter punches, pin punches, chisels, 
screw drivers and the ever popular MAC 
angle wrenches. 

Each tool in this 60-piece, well- 
balanced selection will add speed and 
efficiency to practically any job you wish 
to perform. 


Description 


12” Adjustable Wrench 
16 oz. Ball Peen Hammer 
Deluxe Hack Saw 

Pump Type Oil Can 

32 oz. Plastic Hammer 
12” Pipe Wrench 

Thread Restorer—SAE 
Thread Restorer—Std. 
10” Vise Grip 

Metal Tool Chest 


Set is housed in a heavy duty carrying 
box complete with lock, full-length Tote 
Tray and ample room for added tools in 
the lower storage compartment. 
MB5 — Metal Tool Box Only 


Description 


$V15-2T |” Sq. Dr. Socket Set 
V18F Yo" Dr. Flex Handle 
VSR Ya" Dr. Ratchet 

V3E ¥2” Dr. Exten. 3” Long 
V10E ¥2” Dr. Exten. 10” Long 
SCW11_ | Comb. Wrench Set 
DA12 ¥4” Angle Wrench 
DA14 7/16” Angle Wrench 
DA16 ¥Y2” Angle Wrench 
DA18 9/16” Angle Wrench 
DA20 3%” Angle Wrench 
DA22 11/16” Angle Wrench 
DA24 %4” Angle Wrench 
DA26 13/16” Angle Wrench 
DA28 7%” Angle Wrench 
DA30 15/16” Angle Wrench 
DA32 1” Angle Wrench 
PC12K | Punch & Chisel Set 
SD7P Standard Sc. Dr.Set 


MAC Auto Body Repair Set 


4‘ 

AUTO BODY REPAIR SET 
MAB153B — More auto body specialists 
are switching to MAC TOOLS every day. 
This excellent assortment of tools is 
possibly one of the reasons why. Quality, 
safety, time saving and economy were all 
essential factors in choosing this sug- 
gested tool set. 

This set housed in the MB45 Deluxe 
Tool Chest for special convenience and 
safe storage. 

MB45 — Deluxe Tool Chest Only 


Too! No. 
or Description 
Set No. 


SM19-6PT| 14” Sq. Dr. Socket Set 
SX12-6T | 36” Sq. Dr. Std. Set 
SXD9-6T | 36” Sq. Dr. Deep Set 
SXU7-6T | 36” Sq. Dr. Univ. Skt. Set 
SID20PT | Impak Driver Set 
SBO5 Short Box Wrench Set 
sewil Combination Wr. Set 
SDR9 Open End Wr. Set 
PC12K Punch & Chisel Set 
SSE5K Screw Extractor Set 
SD6P Phillips Scr. Dr. Set 
SD7P Std. Screw Dr. Set 
P34 Combination Punch 
Ewes Magnetic Screw Driver 
SA3: Scratch Awl 
SP2 Cotter Key Puller 
X17 3%” Dr. Speed Handle 
X8R 3%” Drive Ratchet 
X6S 34” Dr. Spin Handle 
X8T 3%” Dr. “T” Handle 
X12F 34” Drive Flex Handle 
X3E 34” Dr. Exten. 3” Long 
X6E 36” Dr. Exten. 6” Long 
X12E 38” Dr. Exten. 12” Long 
31712 7Y2” Needle Nose Plier 
420 912” Pump Plier 
447 7¥2” Diag. Cutter Plier 
BH16 16 oz. Ball Peen 
Hammer 


BODYTOOL SET 
MAB16B — Here is a complete set of 19 
basic body tools that will handle just 
about any type of a body job situation 
that could come up. 

Our fender hammers are. drop-forged 
from special steels selected to provide 
the ruggedness and durability built into 
each tool. Very carefully heat-treated by 
methods found most successful over the 
years.. Each hammer designed and engi- 
neered for the job. Heads painted MAC 
red with brightly polished working serv- 
ice. Second growth hickory handles 
securely wedged. 

Our dolly blocks are drop-forged from 
selected steels and: painstakingly heat- 
treated for long:hard service. Perfectly 
balanced. Working. services are processed 
and highly polished. A single dolly block 
has a limited variety of working surfaces. 

Our body spdons.are carefully designed 
and engineeréd ito service the specific 
needs of the iii and fender repairmen. 
All spoons are drop-forged from selected 
steels and are carefully heat-treated to 
exacting specifications. All are perfectly 
balanced. Working surfaces are carefully 
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MAB153B 


Tool No. Tool No. 
or Description 


or 
Set No. Set No. 


DC25H 

ET12 

KD429 Hose Clamp Plier 

KD430 GM Door Handle Tool 

PK2 Heavy Duty Putty Knife 

RO807X Ratch. Offset Phillips 
Screw Driver 

RR56 Repairman’s Reamer 


Combination Tin Snips 
Wire Crimping Tool 
Thread Restorer—SAE 
Thread Restorer—Std. 
7” Vise Grip 

10” Vise Grip 

Wire Brush 

Deluxe Tool Chest 


Body Tool Set Contains: 


[Ste | ne | oescinton_| 


BT1036 | Light Spoon 

BT1050 | Combination 
Spoon 

BT1058 | Toe Dolly 

BT1059 | Heel Dolly 

BT1060 | Gen. Purpose 
Dolly 


BT1068 
BT1091 


Low Crown Dolly 
Fender Beading 
Tool 

File Holder 

Set of three (3) 
Bumper Files 
Gen. Purpose 


BT1150 
BT2612 


BTH150 


Hammer 
MAB16B BTH157 | Pick Hammer 
BTH158 | Pick Hammer 


BTH161 | Dinging Hammer 


processed and highly polished. Handles 


are enameled. at BTH164 ee 
All these tools fit nicely and are easy SP3 Reker tires) 


to store in our MB5 gable top tool box— 
a heavy-duty mechanics box with a full- 
size tote tray, made especially for re- 
pairmen. Weight 842 Ibs.—19” x7” x9”. 


Solder Paddles 
Gable top tool 
box 


MB5 


Y%4"" Square Drive Socket Sets 


MIDGET SUPREME SET 


45 pieces in metal box 


SM45-6B — This 45-piece 14” square drive 
set is a time saving must for any profes- 
sional mechanic. You will use it for your 
most difficult under-the-dashboard, air 
conditioning, radio, and body fender as- 
sembly jobs. And you will thank the day 
you bought it. 

All tools are forged from the best alloy 
steel, accurately machined, and heat 
treated to defy wear. Generous nickel 
chrome plating makes them gleamingly 
attractive and easy to clean. The com- 
plete set is contained in a 19”x5%4”x 
13%” fabricated, red enameled metal box, 
B45M. 


B45M — Metal Box Only. 


Tool 
No. Description 


6 Point Sockets 


Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Deep Socket 
Deep Socket 
Deep Socket 


MIDGET DELUXE SET 


29 pieces in metal box 


SM29-6B — Quality tools made from fine 
alloy steel to give top performance. 
These tools are tough, long lasting and 
lightweight as are all MAC Tool Profes- 
sional Mechanic’s Sets. Housed in fabri- 
cated steel box with baked on red 
enameled finish. 8” long, 6” wide and 1” 
deep. 

B19M — Metal Box Only. 


Set is also available with twelve point 
sockets under the following set number. 
SM29-2B — Midget Deluxe Set—29 Pieces 
in Metal Box. 


Tool 
No. Description 
6 Point Sockets 


Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Deep Socket 
Deep Socket 
Deep Socket 
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SM45-6B 
Tool a 
No. Description Description 
6 Point Sockets 


6 Point Sockets 
821 #1 Phillips Dr. 


Deep Socket Yaa" 


Deep Socket Se” #2 Phillips Dr. 
Deep Socket Wa” Spin Handle 
Deep Socket ¥y" Spin Handle 
Deep Socket Ie” Speed Handle 
Deep Socket Yo" Sliding Tee Handle 
Deep Socket Hi” Flex Handle 
Universal Socket Yy4” Ratchet 
Universal Socket ie" Flex Hd. Ratchet 
Universal Socket Way” Ratchet Spinner 
Universal Socket 3%” Extension 
Universal Socket ad Extension 
Universal Socket YQ" Extension 
Universal Socket ya” Extension 


Universal Joint 


[pum [Screw river 


SM29-6B 


Tool 
No. 


parties || 


6 Point Sockets 


#2 Phillips Screw 
Driver Socket 


Deep Socket Spin Handle 
Deep Socket Flex Handle 
Deep Socket Ratchet 

Deep Socket Ratchet Spinner 
Deep Socket Extension 
Screw Driver Skt. Extension 

#1 Phillips Screw Extension 


Driver Socket Universal Joint 


Y4"" Square Drive Socket Sets 


MIDGET STANDARD SET 
26 pieces in metal box 
6-point skts. 
SM26-6B —A 26-piece, %4” square drive 
set designed for working on small, intri- 
cate electronic and mechanical instru- 
ments. Each tool has its individual spot 
in the special molded plastic insert tray 
in the 1744” x6” x 144” red enameled fab- 
ricated metal box. Saves tool hunting 

time and prevents tool loss. 

B26IM— Metal Box with Plastic Insert 
PT15 

Set is also available with twelve point 
sockets under the following set number: 
SM26-2B — 26 Pieces in Metal Box—12 
Point Sockets 


SM19-6PT 


MIDGET STARTER SET 
19 Pieces in Plastic Tray —6 Point Skts. 
SM19-6PT — 19-piece socket set housed 
in an open plastic insert tray for that 
added convenience, while still giving in- 
surance against tool loss by containing 
a special compartment for every tool. 
PT17 — Plastic Tray Only 
Set is also available with twelve point 
sockets under the following set number: 
SM19-2PT — 19 Pieces in Plastic Tray — 
12 Point Sockets 


12 SOCKETS 
6 Point in MT5 Metal Tray 


SM12-6T — 4%” Square Drive Standard 
Sockets, 6 Point, ¥%” through 7%,” 


MT5 — Metal Tray Only 


SM16-6B 
MIDGET BASIC SET 


16 Pieces in Metal Box —6 Point Sockets 
SM16-6B — Sixteen popular 14” square 
drive sockets and attachments help you 
do a better job in less time. Housed in a 
fabricated metal box, 744” x3%4” x1”, 
with a molded plastic insert tray for 
positive tool location. 

B16IM— Metal Box with Plastic Insert 
PT16 

Set is also available with twelve point 
sockets under the following set number: 


SM16-2B —16 Pieces in Metal Box—12 
Point Sockets 


346” Socket 

Yr" Socket 

¥4” Socket 
Ix." Socket 

He” Socket 
M9” Socket 
38” Socket 
He” Socket 

Yo” Socket 

6” Socket 

¥4” Dp. Socket 
Y3’ Dp. Socket 
544” Dp. Socket 
9” Dp. Socket 
34” Dp. Socket 
7" Dp. Socket 
Yo” Dp. Socket 
I” Dp. Socket 
Spin Handle 
Flex Handle 
Ratchet 
Ratchet Spnr. 
Extension, 2” 
Extension, 4” 
Extension, 6” 
Universal Jt. 


>< >< >< >5 OK P88 OK OK >< >< >“ DK > DK OK KOK OK OK OK OK OK OK OO 


SMD10-6T 


SM12-6T 


SM11-6B 
MIDGET ECONOMY SET 


11 Pieces in Metal Box — 6 Point Sockets 
SM11-6B — Economy in more ways than 
one. MAC Spin Handles are designed 
to be used as an extension. Also very 
useful for added leverage when used in 
conjunction with the flex handle. All 
pieces are housed in a handy pocket size 
metal box 642” long, 234” wide, 1” deep. 
B11M — Metal Box Only 

Set is also available with twelve point 
sockets under the following set number: 
$M11-2B —11 Pieces in Metal Box—l2 
Point Sockets 


1 >< > >< > >< >K > KK >< 
1 <*> KOK KOKI Ox 
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10 DEEP SOCKETS 
6 Point, in MT6 Metal Tray 


SMD10-6T — 44” Square Drive Deep Sock- 
ets, 6 Point, 44” through %,” 


MT6 — Metal Tray Only 
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Y%4"" Square Drive Socket Sets 


SMD8-2T SMU7-2T 
7 UNIVERSAL SOCKETS 8 DEEP SOCKETS 7 UNIVERSAL SOCKETS 
6 Point, in MT2 Metal Tray 12 Point, in MT1 Metal Tray 12 Point, in MT2 Metal Tray 
SMU7-6T — 44” Square Drive Universal SMD8-2T — 4%” Square Drive Deep Sock- SMU7-2T —1%4” Square Drive Universal 
Sockets, 6 Point, 4” through 7,” ets, 12 Point, %4” through ¥,”. Sockets, 12 Point, %4” through 7”. 
6 Point 


MT2 — Metal Tray Only 


12 SOCKETS 
12 Point, in MT-5 Metal Tray 


SM12-12T —%4” Square Drive Standard 
Sockets, 12 Point, ¥e” through 7%”. 


SM12-12T 


MT-5 — Metal Tray Only 


Y4" Square Drive Sockets and Attachments 


STANDARD SOCKETS 


Y4” Square Drive —6 Point 
Y%4” Square Drive —12 Point 


Tool 
UNIVERSAL SOCKETS 
12 Point he Length Y%” Square Drive —6 Point 


Y4” Square Drive —12 Point 


Tool DEEP UNIVERSAL SOCKETS 
No. Opening 4” Square Drive —6 Point 


12 Point Size Length 
1%” 
1%” 


Tool 
No. Opening 
6 Point Size Length 


1Y%4” 
1%” 
1%” 
1%” 
1%” 


MU126D 
MU146D 
MU166D 
MU186D 
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Y4"" Square Drive Sockets and Attachments 


Tool 
No. 
12 Point 


Opening 
Size Length 


DEEP SOCKETS 


Y%” Square Drive —12 Point 


DEEP SOCKETS 


Yq” Square Drive —6 Point 


SPEED HANDLES 
M16S — The speed handle is a time saver 
as a nut runner; and useful in hard-to- 
reach places. 


24" 
54” 
642” 


Plastic 
Plastic 
Plastic 


*A female square in the handle end al- 

lows this tool to double as an extension. 
Solid steel shank withstands maximum 
torque when used with 14” square drive 
handles. 


RATCHET SPINNER 
MRS1—An extremely handy tool for 
speed running nuts on or off. The lobes 
on the outside of the spinner give you 


a natural firm grip. 
Length 
1” 


Dae [ne | 


Radius of 
Handle Swing | Length 


1534” 


FLEX HANDLE 
M6F — The MAC flex handle gives you a 
220° swing (arc) to break loose nuts. Flex 
head is attached bya hex head set screw, 
providing tension to hold sockets in any 
working position. Forged female square 
at the handle end permits use in con- 
junction with other handles. 


SLIDING BAR TEE HANDLE 
M6T — The sliding head can be used at 
any position and can be moved back and 


forth for extra power and turning room. 


maf er [eel 


ADAPTER 
A812— 14” female square to 3%” male 
square drive. 
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Y4"" Square Drive Attachments 


RATCHET 
M2R — Outstandingly useful in the close 
quarters found in automotive and _air- 
craft repair. The MAC 14” drive 45-tooth 
action gives positive tooth engagement 
with every 8° of handle movement. 


[Tere [tenet [ih 


5 Chrome 
5" 


Black Oxide 


UNIVERSAL JOINT 


M3U — Standard universal joint, %4” 
square male, 44” square female. 


RATCHET — FLEX HEAD 
M3R — Reach places impossible to get to 
with standard ratchets. Hinge joint at the 
rachet head permits 0° to 90° position- 
ing. You work around obstructions. And 
only 8° of handle movement operates the 
ratchet. Ratchet head is identical with 


M2R. 
Pm [| throne 


PHILLIPS BITS 


821 #1 2" 
822 #2 a 


SOCKET HOLDER 


for %” Drive Sockets 


¥e"" Square Drive Sockets 


MIGHTY SUPREME SET 


123 pieces in metal box 


$X122B — Only MAC offers so complete a 
set. You get six point sockets for under- 
sized and rounded nuts and bolts from 
¥,” thru 1%”; twelve point sockets for 
close quarters from 5,” thru 15%”; deep 
sockets in six and twelve point; male hex 
sockets, and many special tools. One- 
hundred-twenty-three pieces in all. 

Drain plugs, spark plugs, weatherhead 
fittings, hex head screws, Phillips, Pozi, 
clutch type screws—no problems with 
this set. And you don’t lose time chang- 
ing from one drive to another because 
you have complete coverage. 

Set is contained in heavy gauge B123x, 
21” x 742” x6”, special fabricated metal 
tool chest XTT1 tote tray. Tray is parti- 
tioned for complete tool separation, no 
tool hunting. No tool loss. 


B123X — Metal Box Only 
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$X122B 


Tool No. 


¥%" Square Drive Socket Sets 


1D-6; 
Al216 


7? sh 0 GP 


RA-38 X-94 X-104 X-128 X-148 X-168 


sop ddbdbdddd ala 


2823 2824 2825 2827 832 833 834 


842 843 844 


6 6 66 GI 


DRAIN PLUG SOCKET SET #SXX-6 
3%" THRU 1,” 


9%9%%999 


DOUBLE HEX. UNIVERSAL SKT. SET #SXU7-2 
3%" THRU %” 


soa | | 
DLX-1 xgsp *=12 XxS-8 


—— 
\ (/ 

\ X-17S } 

S_ 


\ 
€) 


XRS-1 


XS.10 


—=— 


gg 


HEX. HEAD SCREW DRIVER SET #SXA7 


eg 


weg ag 
WEATHERHEAD SOCKET SET #SXO-7 
46% 993223 
J u 9 
SINGLE HEX. UNIVERSAL SKT. SET #SXU7-6 
3” THRU %" 


X-104D 


MIGHTY SUPREME SET 
123 pieces in metal box 


———=—=£_===_=Zz=:=_=_—a 
X-12E 


OOCI00 Doses 000000000099 


SINGLE HEX. SOCKET SET #SXD12-6 


V4" THRU "5%," 


@e@ceeesdn 


@ 


SINGLE HEX. SOCKET SET #8X12-6 
He" THRU 1%" 
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6 Point Sockets 


Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 


Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 


Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 


Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 


coo00000 8 


Tool No. Description | size | 
12 Point Sockets 


Deep Socket 3” 
Deep Socket ,” 
Deep Socket 3%” 
Deep Socket 13h” 
Deep Socket 7" 
Deep Socket 15Ag” 


6 Point Sockets 


Universal Socket 3” 
Universal Socket he” 
Universal Socket Yo" 
Universal Socket Yo" 
Universal Socket 3” 
Universal Socket he” 
Universal Socket 3%” 


12 Point Sockets 


Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 


6 Point Sockets 


XU206DP} Spark Plug Socket 5” 

XU266DP | Spark Plug Socket 13/4” 
Weatherhead Socket 
Weatherhead Socket 
Weatherhead Socket 
Weatherhead Socket 
Weatherhead Socket 
Weatherhead Socket 
Weatherhead Socket 


4 Point Sockets 


X94 Socket Yoo" 
X104 Socket Sie” 
8 Point Sockets 


Socket 
Socket 
Socket 


Male Hex Socket 
Male Hex Socket 
Male Hex Socket 
Male Hex Socket 


X128 
X148 
X168 


¥% ” 
te” 
af Vp” 


DOUBLE HEX. SOCKET SET #SXD12-2 
6’ THRU 544 


8 8 0 


DOUBLE HEX. SOCKET SET #SX12-2 
36’ THRU 156" 


XU-266DP 
XU-206DP 


§GG666 


99 


Too! No. Description 
[Toot No.] Description | Size | 


Male Hex Socket 56” 
Male Hex Socket Wy” 
Hex Hd. Screw Dr. Ye” 
Hex Hd. Screw Dr. Sho" 
Hex Hd. Screw Dr. he” 
Hex Hd. Screw Dr. Yoo!” 
Hex Hd. Screw Dr. Ya” 
Hex Hd. Screw Dr. ie” 
Hex Hd. Screw Dr. 3” 
Clutch Driver Shy” 
Clutch Driver Hy” 
Clutch Driver yy” 
Clutch Driver Sy” 
Phillips Dr., #2 Point 
Phillips Dr., #3 Point 
Phillips Dr., #4 Point 

Pozi Driver, #2 Point 

Pozi Driver, #3 Point 

Pozi Driver, #4 Point 

Std. Screw Dr. Blade 

Drag Link Socket 

Driver Socket 

Screw Dr. Blade 

Screw Dr. Blade 

Screw Dr. Blade 

Adapter, 36” Sq. to 

Yo” Sq. 

Ratchet Adapter 

Universal Joint 

Ratchet 

Flex Head Ratchet 

Flex Handle 

“T” Handle 

Spin Handle 

Speed Handle 

Ratchet Spinner 

Extension 

Extension 

Extension 

Extension 

Extension 

Wobble Extension 

Wobble Extension 

Wobble Extension 

Impak Driver 


¥%e" Square Drive Socket Sets 


MIGHTY DELUXE SET 

37 pieces in Metal Box 
$X37-6B — Here are the thirty-seven most 
used 34” square drive six point sockets, 
attachments, and handles for the me- 
chanic who wants the very best. Ideal to 
carry in automobiles, boats, or on field 
work where miscellaneous tools can be 
added. 

Set is housed in a B37X special fabri- 
cated metal box with full piano hinge 
and suitcase type handle. There are two 
spring clasps and hasp for padlock. The 
21Y2” x 534” x3” chest has metal parti- 
tions for easy socket storage and fast 
selection. 

MAC Tools are universally known for 
their tough, long lasting performance. 
Like all other MAC products, these are 
made of the finest alloy steel and spe- 
cially heat treated to the precise hard- 
ness needed for ultimate performance on 
their intended jobs. 

B37X — Metal Box Only. 

Set is also available with twelve point 
sockets under the following set number: 
$X37-2B — Mighty Deluxe Set — 37 pieces 
in Metal Box. 


6 Point Sockets 


iy ” 


MIGHTY STANDARD SET 
22 pieces in Metal Box 

$X22-6B — In this basic 22 piece six point 
MAC set you'll find many of the extras 
only MAC offers. You’ll have a MAC 45 
tooth ratchet which needs only 8° of arc 
clearance for operation; the MAC wobble 
1” extension which makes semi-univer- 
sals of all sockets; flex handle with male 
and female squares—use it as is for 
more leverage, or use it as an extension. 

You'll have a complete range in sock- 
ets, 4%” through 1%”. Complete set in 
fabricated metal box, B22IX, with molded 
plastic tray for easy tool storage: SX22- 
6B. 
B221X — Metal Box Only. 


[Tooine.] Deserintion [size | 
6 Point Sockets 


Socket yy” 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
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[Toot No] Deserntion [Size 
6 Point Sockets 


Socket 


Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Universal Socket 


Universal Joint 
Tee Handle 
Extension 
Extension 
Extension 


6 Point Sockets 


Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 


Universal Joint 
Ratchet 

Speed Handle 
Flex Handle 
Extension 
Extension 
Extension 
Wobble Extension 


Wobble Extension 
Speed Handle 
Flex Handle 
Ratchet Spinner 
Ratchet 


¥2"" Square Drive 


MIGHTY STANDARD SET 
22 pieces in Metal Box 
$X22-2B —The basic twenty-two piece 
set, 44” through 1%,” sockets, exactly the 
same as SX22-6B, with twelve point sock- 
ets as listed below: 
B221X — Metal Box Only. 


Set is available with twelve point sockets 
under the following set number. 


[Teatne.] Description [ size_| 
6 Point Sockets 


alli 
12 Point Sockets 


Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket. 
Socket 


UTILITY SET 


19 Pieces in Metal Box—6 Point Sockets 
$X19-6B—MAC Tools are quality through- 
out—light weight, tough, and long last- 
ing. This selection of the 19 most popular 
deep and shallow sockets and attach- 
ments provides the utmost service on the 
most popular size range of nuts and 
bolts. 

Housed in a fabricated steel box, 1334” 
x6” x2”, this box has plenty of room to 
add other tools in making up that special 
utility set every man needs. 
B19X — Metal Box Only 
Set is also available with twelve point 
sockets under the following set number: 
$X19-2B —19 Pieces in Metal Box—12 
Point Sockets. 


MIGHTY BASIC SET 
10 Pieces in Metal Box 
$X10-6B — The most basic sockets and 
attachments you need to start a really 
fine set of tools. Complete in B10X metal 
box, 842” x3” x1”. 


[teotne.[pescintion | sie 
6 Point Sockets 


Socket 3%” 
Socket Hg? 
Socket Yo” 
Socket Ae" 
Socket %” 
Socket Wh” 


Socket 


X8F Flex Handle 
X8R Ratchet 
X3E Extension 3” 


B10X — Metal Box Only. 


Tool No. Description | Size | 
12 Point Sockets 


Universal Joint 


Socket Sets 


@eRe EE 


Extension 
Extension 
Wobble Extension 
Speed Handle 
Flex Handle 
Ratchet Spinner 
Ratchet 


6 Point Sockets 


Standard Socket 
Standard Socket 
Standard Socket 
Standard Socket 
Standard Socket 
Standard Socket 
Standard Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Extension 
Universal Joint 
Flex Handle 
Ratchet 


MIGHTY BASIC SET 
$X10-2B 10 Pieces in Metal Box 


12 Point Sockets 


Socket 3” 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
X8F Flex Handle 
X8R Ratchet 

X3E Extension 


B10X — Metal Box Only. 
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¥e"" Square Drive Socket Sets 


$X12-6T SXD9-6T 
9 SOCKETS 12 SOCKETS 9 DEEP SOCKETS 
6 Point, in XT1 Metal Tray 6 Point, in XT18 Metal Tray 6 Point, in XT19 Metal Tray 
SX9-6T — 3g” Square Drive, 6 Point, 14” $X12-6T — 3g” Square Drive, 6 Point, 14” SXD9-6T — %” Square Drive, 6 Point, 34” 
through 34”. through 15%”. through 7%”. 


ostne. | sie [Toatne | See] 


[esine. | sie | Tootne | Se] 
aaa 


XT18 — Metal Tray Only. 


SX9-2T $X12-2T SXD9-2T 
9 SOCKETS 12 SOCKETS 9 DEEP SOCKETS 
12 Point, in XT1 Metal Tray 12 Point, in XT18 Metal Tray 12 Point, in XT19 Metal Tray 
SX9-2T — 3g” Square Drive, 12 Point, 14” SX12-2T — 3g” Square Drive, 12 Point, 14” SXD9-2T — 34” Square Drive, 12 Point, 36” 
through 34”, through 4”. through 7%”. 


eine. [ae [ Tai 


XT2 — Metal Tray Only. 


XT1 — Metal Tray Only 


12 DEEP SOCKETS 
6 Point, in XT19 Metal Tray 


SXD12-6T — 3g” Square Drive 6 Point, 14” 
through 15,”. 


eatne. [ice | Tooine- | Sie | 
eae Se 


SXD12-6T XT19 — Metal Tray Only. 
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3g" 


12 DEEP SOCKETS _ 
12 Point, in XT19 Metal Tray 


$XD12-2T — 34” Square Drive, 12 Point, 
Y4” through 144”. 


XT19 — Metal Tray Only. 


7 WEATHERHEAD SOCKETS 
in XT12 Metal Tray 
SX0-7T — 36” Square Drive, %,” through 


MH, ri 


Weatherhead Socket 
Weatherhead Socket 
Weatherhead Socket 
Weatherhead Socket 
Weatherhead Socket 
Weatherhead Socket 
Weatherhead Socket 


XT12 — Metal Tray Only. 


6-PIECE DRAIN PLUG 


SOCKET SET 
in XT21 Metal Tray 


SXX-6T — 3%” Square Drive, Male Ends 
3%” through 14,4”. 


[Tene [_peseintion [Sine 


Drain Plug Socket 
Drain Plug Socket 
Drain Plug Socket 
Drain Plug Socket 
Drain Plug Socket 
Drain Plug Socket 


XT21 — Metal Tray Only 


_ SXUT-2T 


Square Drive Socket Sets 


7 UNIVERSAL SOCKETS 
12 Point, in XT14 Metal Tray 


SXU7-2T — 36” Square Drive, 12 Point, 
34” through 34”. 


[Teatno. | sie | Toute. | size] 
ee Re ae 


XT14— Metal Tray Only. 


SxUleT 2 
7 UNIVERSAL SOCKETS 


6 Point, in XT14 Metal Tray 


SXU7-6T — 3g” Square Drive, 6 Point, 36” 
through 34”. 


oon. [sae [Toone | Sie 
aaa 


XT14— Metal Tray Only. 


7 HEX HEAD 
SCREW DRIVERS 
in XT8 Metal Tray 


SXA-7T — 3” Square Drive—Male Hex 
Sizes ¥e” through 3%”. 


Tooine-| —_Deerinton | St] 


Hex Head Screw Driver 
Hex Head Screw Driver 
Hex Head Screw Driver 
Hex Head Screw Driver 
Hex Head Screw Driver 
Hex Head Screw Driver 
Hex Head Screw Driver 


XT8 — Metal Tray Only. 


6 Point in XT8 Metal Tray 


[Tete | _vessation | Si 


6 Point Sockets 


Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 


XU146D 
XU166D 
XU186D 
XU206D 
XU226D 
XU246D 


XT8 — Metal Tray Only 
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44" Square Drive Attachment Sets 


$1D20-B 


20-PIECE IMPAK 


DRIVER SET 
in BID22X Metal Box 


$1D20-B — Contains 20 sockets and at- 
tachments for all purpose use. A nut or 
screw is jarred and turned at the same 
time by the sharp blows of a hammer. 
By using this set, the possibility of 
broken bolts and screws can almost be 
eliminated. The fabricated steel box con- 
tains a plastic insert for handy storage 
which helps eliminate tool losses. 


BID22X — Metal Box with Plastic Insert 


PT12. 
Footne] —_Descriton | Siz 
Phillips Socket Driver, 


#2 Point 

Phillips Socket Driver, 
#3 Point 

Phillips Socket Driver, 
#4 Point 

Clutch Driver 

Clutch Driver 

Clutch Driver 

Drag Link Socket 

Std. Screw Driver Socket 
Hex Head Socket Dr. 
Hex Head Socket Dr. 
Hex Head Socket Dr. 
Hex Head Socket Dr. 
Hex Head Socket Dr. 
Standard Impact Socket 
Standard Impact Socket 
Standard Impact Socket 
Standard Impact Socket 
Standard Impact Socket 
Standard Impact Socket 
Sq. Drive Impak Driver 


CLOSE CLEARANCE 
SOCKET SET 


10 tools in B101X 
metal box 


SXRA-10B — Unlimited bolt clearance in 
very close quarters. Sockets and exten- 
sion have %” male hex. Use them with 
ratcheting box wrench in tight spots. 
Each is also broached with 3%” female 
square for standard 3g” drive handle or 
extension. Set comes in attractive fabri- 
cated metal box, B10-IX, with plastic 
insert tray to hold tools, 9” x 334”x1%4”. 


B10-IX— Metal Box with Plastic Insert 
PT13. (Tools can also be purchased sep- 
arately.) 
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gabhdat 


$4646 


$1D22-B 
22-PIECE IMPAK 
DRIVER SET 
F Allen Socket Driver 
sad iirc pita Allen Socket Driver 

$1D22-B — MAC Impak Driver Set is ex- Allen Socket Driver 
tremely useful in auto body, garages, Allen Socket Driver 
lawn mower repair, construction and Allen Socket Driver 
others that have those tough ornery jobs. Allen Socket Driver 

This combination of hex head, clutch Allen Socket Driver 
head, phillips, pozi, standard, and heavy Screw Dr. Bit 2” Long 
duty standard drivers makes a very ver- Screw Dr. Bit 3” Long 
satile set. Driver also can be used with Clutch Driver Bit 
all regular 3” drive sockets. Included in Clutch Driver Bit 
the set is a 36” to ¥%” adapter to handle Clutch Driver Bit 
those big nuts and screws. Clutch Driver Bit 

The driver can be set to deliver its Pozi Driver #2 Point 
rotary impact below in either direction. Pozi Driver #3 Point 
A sharp blow with a hammer does the Pozi Driver #4 Point 
trick. Instructions are clearly stamped on Phillips Bit #2 Point 
the tool. Phillips Bit #3 Point 

This set is housed in a BID22X fabri- Phillips Bit #4 Point 
cated metal box, 834” x 5%” x3%4”, with Drag Link Socket 
plastic insert tray. Adapter—%” Female to 


Yo” Male 
Impak Driver—3%” 
Square Drive 


BID22X — Metal Box with Plastic Insert 
PT1l 


lb» 
~A 
Wf 


We 
W4 
Zz ff 


SXRA-10B 


Tool 
No. Description 
Ratcheting Wrench Why” Socket 
Socket 
ar ae Becket 


P Adapter 5%” Male Hex 
RW2022S oe Wrench to 3%” Male Square 


Socket Adapter Extension 


Socket 
Socket PT13. (Tools can also be purchased sep- 
arately.) 


%" Square Drive - Crowfoot Wrench Sets 


C fae 
9 PIECE OPEN END 8 PIECE SHORT OPEN END 


~ i— 


8 PIECE FLARE NUT 


CROWFOOT WRENCH SET CROWFOOT WRENCH SET CROWFOOT WRENCH SET 
on KCH-3 Holder on KCH-3 Holder on KCH-3 Holder 
S$C09-H — 34” Square Drive, 7%” through SCOS8-H — %” Square Drive, 3%” through SCHB8-H — 34” Square Drive, 3e” through 

ee 16". He". 


Sht. Open End Crowfoot Wr. Flare Nut Crowfoot Wr. 
Sht. Open End Crowfoot Wr. Flare Nut Crowfoot Wr. 
Sht. Open End Crowfoot Wr. Flare Nut Crowfoot Wr. 


Open End Crowfoot Wr. 
Open End Crowfoot Wr. 
Open End Crowfoot Wr. 
Open End Crowfoot Wr. 
Open End Crowfoot Wr. 
Open End Crowfoot Wr. 
Open End Crowfoot Wr. 
Open End Crowfoot Wr. 
Open End Crowfoot Wr. 


KCH-3 — Holder Only. 


Sht. Open End Crowfoot Wr. Flare Nut Crowfoot Wr. 
Sht. Open End Crowfoot Wr. Flare Nut Crowfoot Wr. 
Sht. Open End Crowfoot Wr. Flare Nut Crowfoot Wr. 
Sht. Open End Crowfoot Wr. Flare Nut Crowfoot Wr. 
Sht. Open End Crowfoot Wr. Flare Nut Crowfoot Wr. 


KCH-3 — Holder Only. KCH-3 — Holder Only. 


3%" Square Drive Sockets 


7 PIECE BOX END 
CROWFOOT WRENCH SET sie SEUREU> 
on KCH-3 Holder Se a I 
SCB-7H — 34” Square Drive, 36” through 3%” Drive —12 Point 
ma”. Tool Tool 


No. No. 
6 Point | 12 Point 


Leder 2 sea 


Box End Crowfoot Wr. 
Box End Crowfoot Wr. 
Box End Crowfoot Wr. 
Box End Crowfoot Wr. 
Box End Crowfoot Wr. 


Tool 
No. 


15g!” 
‘ee DEEP SOCKETS 
1h_” ¥%,” Drive —6 Point 

Wg” ¥%” Drive —12 Point 
Whe” 
Ihe” 


Tool Tool 
Box End Crowfoot Wr. Ihe!” No. No. Opening | Length 
Box End Crowfoot Wr. 15f6!” 6 Point | 12 Point Size 
KCH-3 — Holder Only. ha yy” 

1Y.” 
1%” 
STANDARD SOCKETS ie 
3a” z : 148” 
¥e” square drive—4 point 1544” 


3g” square drive—8 point 
Tool No. 
4 Point 


Intermediate Length—Deep Spline Skt. 


XD186D 
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¥e" Square Drive Sockets and Attachments 


STANDARD 
UNIVERSAL SOCKETS 


¥e"” square drive—6 point 
¥%” square drive—12 point 


1-3/4” 
1-3/4” 
1-3/4” 


1-3/4” 
1-3/4” 
1-3/4” 
1-3/4” 


Radius of 
Tool No. | Handle Swing 


RATCHET—FLEX HEAD 


You work over and around obstructions 
because this MAC flex head ratchet posi- 
tions from 0° to 90°. And only 8° of 
handle movement is needed for positive, 
continuous action. Ratchet head is iden- 
tical with X8R. 


[Toor [_tenath [Fish] 
a a 


RATCHETS 


The MAC 45-tooth drive action will take 
a new bite with as little as 8° of handle 
movement. Really get into those tight 
spots you find in automotive and aircraft 
work. 


7-1/2” Chrome 
7-1/2” Black Oxide 


*This ratchet is identical to X8R, but 
with black finish for industrial use. 


SOCKET HOLDER 
for 3%” drive sockets 
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DEEP UNIVERSAL SOCKETS 
¥e” square drive—6 point 


XU146D 7/16” 
XU166D Lj" 
XU186D 9/16” 
XU206D 5/8” 
XU226D 11/16” 
XU246D 3/4” 


2-7/16” 
2-7/16” 
2-7/16” 
2-7/16” 
2-7/16” 
2-7/16” 


SPIN HANDLE 


ee 


RA38A 


RATCHET ADAPTOR 
3¥8” drive 


cat ADAPTERS 


A128 ¥%” female to 44” male 
A1216 


UNIVERSAL JOINT 


X3U — Regular universal joint, ¥” square, 
36” square female. 


34” female to 42” male 


¥%e" Square Drive Attachments 


RATCHET SPINNER 


An extremely handy tool for speed run- 
ning nuts on or off. 


Tool 
No. Description Length 


| XRSt | Ratchet Spinner 


SCREW DRIVER SOCKET 


Socket for screw driver blades. 


| x104D | 546” Square insert 


Interchangeable inserts for use with 
X104D only. 


Tool Type 
No. Screw Length 


slotted 
slotted 
slotted 


| esasee Sp rsaeees Seis. Ss Se s\ 


a 


MALE HEX PLUG SOCKETS 


These special sockets have a male hex 
end to be used on socket head screws 
and bolts and in female hex pipe plugs. 


SCREW DRIVER BITS 


Standard screw driver bit for use with 
3g” drive attachments. Forged in one 
piece from the best alloy steel. 


Tool Tip Tip 
No. Length | Thickness | Width 

Q” 060” Ie” 

254” .060” 3%" 


12” 
24” 
34” 


WABBLE JOINT 
EXTENSIONS , 


An excellent tool for general use where 
only a small angle is required. 


Tool Tool 
No. Length No. Length 
1” 6” 
3” ; 


¥e" Square Drive Attachments 


Coe SCREW DRIVERS POZI DRIVERS 


[resi [ero 


832 25” 


134” #2~ | 440-2PZD 
2" #3 | 480-3SF 
2” #4 | 480-4PzZD 


OPEN END CROWFOOT 
WEATHERHEAD SOCKETS WRENCHES — LONG 


1%” 
Q" 

254” 
23/4" 
24" 
2546” 
2Y2" 
2Hy6" 
255 ” 


OPEN FOOT CROWFOOT BOX END CROWFOOT FLARE NUT CROWFOOT 
WRENCHES — SHORT WRENCHES WRENCHES 


Ya" Square Drive Socket Sets 


MASTER SUPREME SET 
64 pieces in B64V 
metal tool chest 


SV64-6B — Never has there been such 
complete coverage in a ¥2” square drive 
socket set. Twelve deep sockets from 7,” 
through 14%”. Eight universal sockets 
from 4%” through 1%”. Ten square (or 8 
point) sockets from 3%” through 1”. Four 
drag link sockets. Twenty shallow sockets 
from %” through 1/,”. 

And look at some of the extra advan- 
tages. Sturdy MAC 45-tooth ratchet re- 
quires only 8° of handle clearance. Flex 
ratchet allows head positioning from 0° 
to 90°. Flex handle has male and female 
end. There’s a ratcheting adapter to use 
with tee bar for speed in close quarters. 
Universals have hex head screws to ad- 
just tension. And much more. 

Ask the man who owns a set of MAC 
tools. He'll tell you MAC does the job 
when others only try. And MAC goes right 
on doing the job when the others are 
gone by the wayside. 

Set is housed in a B64V heavy gauge 
fabricated metal tool chest finished in 
red enamel and partitioned for easy tool 
arrangement and safekeeping. Chest size: 
23” x9” X35". 

B64V — Tool Chest Only. 


Tool 
No. Description 


6 Point Sockets 


: SINGLE HEX. SOCKET SET SV20-6 
: He! THRU 1%!" 


Tool 
No. Description 
6 Point Sockets 


Socket 

Socket 

Socket 

Socket 

Socket 

Socket 

Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 
Universal Socket 


— 
Description 


4 Point Socket : 
8 Point Sockets 


Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Drag Link Socket 
Drag Link Socket 
Drag Link Socket 
Drag Link Socket 


Ratchet 
Flex Head Ratchet 
Flex Handle 
Sliding Tee Handie 
Speed Handle 
Extension 
Extension 
Extension 

Ratchet Adapter 
Universal Joint 
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¥2"" Square Drive Socket Sets 


MASTER DELUXE SET 
41 pieces in B49V 
metal tool chest 


S$V41-6B —A mechanic’s favorite, con- 
taining the most popular and useful 
tools for speeding up heavier nut turning 
work in automotive repair and industry. 
You get standard sockets 3” through 
1%”; deep sockets 7%,” through 14%” and 
available on special order, universal 
sockets 4%” through 1%,” along with nine 
most needed handles and attachments. 
It’s a complete set for the man who has 
big jobs to do. 

Set comes in a heavy gauge fabricated 
metal tool chest, B49V, finished in red 
enamel. Full piano hinges, two lever type 
clasps, and a padlock hasp keep your 
tools safe. Chest size 23” x 9” x 35%”. 


B49V — Metal Tool Chest Only 


oo 
Description 


6 Point Sockets 


Tool 
No. 


Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 


MASTER STANDARD SET 
23 pieces in B23V metal box 
$V23-6B — Fifteen heavy duty sockets, 34” 
through 14%”, plus MAC’s famous 45 
tooth ratchet that requires only 8° of 
handle rotation to operate; flex handle, 
sliding tee, and speed handles; three 
extensions; and a universal joint. Housed 
in 19¥%2” x 7%" x 2%", B23V Metal Tool 
Chest. Does the big jobs easily and 

profitably. 

B23V — Metal Tool Chest Only 

~ Set is available with twelve point sockets 
‘under the following set number: 

$V23-2B —Master Standard Set—23 
pieces in B23V Metal Tool Chest 


Ley 
Description 


6 Point Sockets 


Socket 


Socket 


Socket Socket 
Socket Socket 
Socket Socket 
Socket Socket 
Socket Socket 
Socket Socket 


Socket 
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Description — are 


6 Point Sockets 


Tool 
No. Description 


Tool 
No. Description 
6 Point Sockets 


Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Ratchet 
Flex Handle 
Sliding “T” Handle 
Speed Handle 
Ratchet Adaptor 
Extension 
Extension 
Extension 
Universal Joint 


Ratchet 
Flex Handle 
Sliding Tee Handle 


Speed Handle 
Extension 
Extension 
Extension 
Universal Joint 


¥2" Square Drive Socket Sets 


Tool 
No. Description 


6 Point Sockets 
MASTER BASIC SET 2 past 
14 pieces in metal box Socket 
6 point sockets ae Socket 
SV14-6B —Ten standard sockets 7%” thru en © © 6 @. ma 
1” and one 1%” spark plug socket plus i Socket 
two extensions, and a ratchet. Compact 7 ee aaa Socket 
metal tool box 10%” x 412” x2” for easy f 5 Socket 
Storage. : ¢ Socket 
Set is available with twelve point sock- © 
ets under the following set number: Spark Plug Socket 
SV14-2B — Master Basic Set—14 Pieces ee 
in Metal Box—12 Point Sockets. : 
B14V — Metal Box Only SYICGE Bees 


9 SOCKETS 15 SOCKETS 20 SOCKETS 


6 point, in VT14 metal tray 6 point, in VT19 metal tray 6 point, in VT13 metal tray 
SV9-6T — 1%” Square Drive, 6 Point, 36” SV15-6T — 142” Square Drive, 6 Point, 34” $V20-6T — ¥2” Square Drive, 6 Point, 36” 
through 7%” through 144” through 1%,” 


VT14— Metal Tray Only 


VT13 — Metal Tray Only 


15 SOCKETS 


12 point, in VT19 metal tray 
$V15-2T — ¥2” Square Drive, 12 Point, 3%” 


9 SOCKETS through 144” 


12 point, in VT14 metal tray 
SV9-2T — 42” Square Drive, 12 Point, 36” 
through 7%” 


$V15-2T 


7" 
Yo" 


He” 


VT14— Metal Tray Only 


VT19 — Metal Tray Only 
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42" Square Drive Socket Sets 


8 UNIVERSAL SOCKETS 


6 point, in VT20 metal tray 
SVU8-6T — 12” Square Drive, 6 Point, %” 
through 154,” 


VT20 — Metal Tray Only 


12 DEEP SOCKETS 
6 point, in VT15 metal tray 


$VD12-6T — 42” Square Drive, 6 Point, 7%,” 
through 144” 


VT15 — Metal Tray Only 


STANDARD SOCKETS 
‘Y2” square drive —6 point 
~ 2” square drive — 12 point 


Tool No. | Tool No. | Opening 
6 Point | 12 Point Size Length 
3%” 


1%” 
1" 
ly” 
14%” 
ly” 
lip” 
14Q” 
1” 
1” 
1p” 
1” 
15%” 
1%” 
1%” 
1%” 
1%” 
26" 
24” 
244” 
244” 


10 SOCKETS 


8 point, in VT4 metal tray 
$V10-8T — 42” Square Drive, 8 Point, 36” 
through 1” 


S$VD12-2T 


8 DRAIN PLUG SOCKETS 
in VT17 metal tray 


SVP-8T — ¥%” Square Drive Drain Plug 
Sockets, 3%” through 5%” 


Tool Tool 
No. No. 


Male Square 


VT17 — Metal Tray Only 


12 DEEP SOCKETS 
12 point, in VT15 metal tray 


S$VD12-2T — 42” Square Drive, 12 Point, 
%e" through 14” 


DEEP SOCKETS 
2” square drive —6 point 
1” square drive — 12 point 


Tool Tool 
No. No. Opening 
6 Point | 12 Point Size Length 


3%" 
34%” 
34%” 
344” 
34%” 
344” 
344” 
344" 
342” 
3YQ” 
34” 
34a" 


¥2" Square Drive Attachments 


UNIVERSAL SOCKETS 
Yo" square drive —6 point 


SPEED HANDLE 


The fastest handle you can use when 
nuts are out in the open, or when you 
need a long reach. Spins them on or off 
in a hurry. Knurled grip swivels for extra 
easy operation. 


Radius of 
Tool No. | Handle Swing | Length 


a 


FLEX HANDLES 


All purpose handle gets at the work from 
any angle. %” female square in handle 
end fits the tool for use as an extension 
which is that little extra when you buy 
MAC Tools. 


STANDARD SOCKETS 
2" square drive —8 point 


RA12A 


RATCHET ADAPTOR 
4” drive 


RATCHETS 


Nine tooth pawl compression engagement 
with 45 tooth ratchet insures a positive - 
wedging grip to equalize the load over a 
wide area. 


V8R 10” Chrome 
*V8RI 10” Black 
5 Chrome 


*This ratchet is identical with V8R ex- 
cept with black finish for industrial use. 


RATCHET—FLEX HANDLE 
The perfect heavy duty tool for difficult 
to reach places. Hinge joint at the 
ratchet head allows a 30° swing. Ratchet 
head is identical with V8R. 


Tool No. 
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¥2" Square Drive Attachments 


SLIDING TEE HANDLE 


Bar has center groove for spinning and 
friction ball for holding at any given 
point. 


[ Toorne. | Steksiee | tone] 
[ver [one [ier 


ADAPTERS 


A1612 Adapter—¥%” Female to 
%” Male 

A1624 Adapter—'2” Female to 

%4” Male 


Male Square 
Yy” 
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UNIVERSAL JOINT 
V3U — MAC %” Drive Universal Joint is 
assembled with Allen socket head screws. 
Spring tension is easily adjusted and tool 
can be repaired in the field. 


SCREW DRIVER BLADE 


Standard screw driver bit for use with 
¥2” drive attachments. Forged in one 


piece from the best alloy steel. 


Tool Tip Tip 
No. | Thickness | Width | Length 


wso] aso [me | 3a 


EXTENSIONS 


3” 20” 
5” 25” 
10” 36” 


RATCHET SPINNER 


An extremely handy tool for speed run- 
ning nuts on or off. 


vast] 


134” 1%” 


SOCKET HOLDER 
for 42” drive sockets 


34". Square Drive Socket Sets 


HEAVY DUTY 
STANDARD SET 


27 pieces in B32Z 
metal tool chest 


$2Z27-2B — Twenty-seven piece set for the 
big job mechanic. Twenty heavy duty 
sockets from 34” thru 2”. Seven handles, 
extensions, ratchet, and universal joint 
complete the kit. 


Light in weight, yet strong and tough, 
MAC sockets are forged from the best 
grade alloy steel, heat treated to the 


LVOO0 00000000 


exact hardness needed for years of 
trouble free daily use. 

All tools are housed in B32Z heavy 
duty, fabricated tool chest. Chest has full 
length piano hinge, two spring latches, 
and lock hasp. Trunk handles at ends of 
box make for easy carrying of heavy 
loads. Finished in MAC red baked-on 
enamel. 29” x7” x5”. Weighs 22 pounds. 
B32Z — Metal Tool Chest Only. 

Set is available with six point sockets 
under the following set number: 
$Z27-6B — Heavy Duty Standard Set — 27 
pieces in B32Z Metal Tool Chest. 


HEAVY DUTY 
SUPREME SET 


32 pieces in B32Z 
metal tool chest 


$Z32-2B — Do you work on heavy trucks? 
Tractors? Buses? Diesels? With this 
thirty-two piece MAC heavy duty 34” 
square drive socket set you'll do your 
work faster, safer, more conveniently. 

Twenty-five sockets from 34” thru 236” 
plus the handles, ratchets, and exten- 
sions you need to make them really work 
for you. Like all MAC tools, these are 
made from specially heat treated, highest 
quality alloy steel, chrome plated for top 
notch appearance and cleaning ease. 

They'll do the toughest jobs and come 
back for more—year after year after year. 

Set comes in B32Z, 29”x7” x5”, heavy 
duty, fabricated metal tool chest, parti- 
tioned to provide an exact spot for each 
tool. Chest weight—22 pounds. 


B32Z — Metal Tool Chest Only. 
Set is available with six point sockets 
under the following set number: 


$Z32-6B — Heavy Duty Supreme Set — 32 
pieces in B32Z Metal Box 


$Z18-2B 


HEAVY DUTY BASIC SET 


18 pieces in B18Z 
metal tool chest 

(12 point sockets) 
$Z18-2B — This 34” Drive Basic Set con- 
sists of sockets ranging from 7%” thru 
13%” for maintenance on trucks and 
tractors. Housed in a B18Z heavy duty 
fabricated steel tool chest with baked on 
red enamel finish. 21” x 8” x 4” chest will 
fit in the bottom of most rollaways 
equipped with panel type front. 
B18Z— Metal Chest Only 
Set is also available with six point sock- 
ets under the following set number: 
$Z18-6B — Heavy Duty Basic Set—18 
Pieces in B18Z Metal Tool Chest (6 Point 
Sockets). 
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%4" Square Drive Socket Sets 


HEAVY DUTY SET COMPONENTS 


Set No. Set No. Set No. 
Tool No. Description $Z32-2B $Z27-2B $Z18-2B 


12 Point Sockets 


Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Sliding “T” Handle 
Flex Handle 

Flex Handle 
Ratchet 

Universal Joint 
Extension 
Extension 
Extension 


5S 6 >K 6 KDE DE DK OE KOK OK KOKO 


+ D6 D6 6 D6 DE DK OK DK DK DKK DK OK OK DK _ DK _ OK _ DKK OK 


<>< >< >< >< >K ><] >< OK >< > OK OK OK OK OK OK OK OK OOK OKO OK OK OOK OOK OK OKO 


1%” 
1%” 
Ly,” 
Qa" 
216" 
2YQ” 
STANDARD SOCKETS 2%” 
3,” hye . 2%6" 
4" square drive —6 point 2% 
2” 
2Ye” 
2%” 
254” 
21/4” 
234” 
2%” 
3” 
346” 
348” 
3%” 
344” 
34%” 


STANDARD SOCKETS ok 


3%” square drive — 12 point 3%” 
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$ZD11-6T 


11 DEEP SOCKETS 


6 point, in ZT1 metal tray 


$ZD11-6T — 34” Square Drive, 6 Point, 7%” 
through 15%”. 


DEEP SOCKETS 
3%” square drive —6 point 


%4" Square Drive Attachments 


RATCHETS 
The MAC 34” square drive Ratchet has a FLEX HANDLES SLIDING TEE HANDLE 


: : Bar has center groove for spinning and 
compression engagement with the ratchet | ToolNo. | Stock Size | Length 


gear for a positive wedging grip, equaliz- friction ball for holding at any given 
13,4,” 20” 
13,” 28” 


ing the. load over a larger area as pres- point. 
sure is increased. 


20” Chrome 
26” Chrome 


RA34A 


RATCHET ADAPTOR ADAPTERS 
3%” drive 


A2416 Adapter—%4” Female 
to Y2” Male 

A2432 Adapter—%4” Female 
to 1” Male 


Z3U 
EXTENSIONS 
_— UNIVERSAL JOINT 
| Tool No. | Length | Tool No. | Length | Z3U —MAC 3%” Drive Universal Joint is 
5s SOCKET HOLDER assembled with Allen Socket Head 
Shae SEs 2 Screws. Spring tension is easily adjusted 
16 for 34” drive sockets and tool can be repaired in the field. 
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1” Square Drive Socket Sets 


For Your Toughest Jobs 


EXTRA HEAVY DUTY 
SUPREME SET 


21 pieces in B21W 
metal tool chest 


$W21-6B — The twenty-one pieces in this 
extra heavy duty set covers practically 
all the needs of the mechanic faced with 
really tough jobs on tractors, buses, 
trucks, heavy industrial or construction 
equipment. Fifteen wear-defying sockets 
from 15%” through 3” together with six 
attachments. Extra heavy duty ratchet 
head W3R has 12-tooth pawl engaging 60- 
tooth ratchet gear. Compact, but ex- 
tremely rugged. Housed in an attractive, 
heavy gauge fabricated metal tool chest, 
B21W. Size of chest, 29” x 9” x 5”. Weight 
22 pounds. 


B21W — Metal Tool Chest Only 


6 Point Sockets 


Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 


EXTRA HEAVY DUTY 
STANDARD SET 


16 pieces in B21W 
metal tool chest 


SW16-6B — Sixteen extra sturdy sockets 
and attachments for extra tough turning. 
Sockets range from 1%” through 23%”. 
Six extensions and heads as listed below. 

All MAC sockets are forged from 
special alloy steel, heat treated for maxi- 
mum strength and wearability. Deeper 
splines give maximum clearance. And 
thinner side walls mean lighter weight, 
without any sacrifice in strength. Set is 
contained in B21W tool chest, 29” x9” x 
5”. Weight of box—22 pounds. 


B21W — Metal Too! Chest Only 


6 Point Sockets 


Socket 
Socket 
Socket 
Socket 
Socket 
Socket 


34 


6 Point Sockets 


Socket 23/6" 
Socket 244” 
Socket 238” 
Socket 2Ye2” 
Socket 254” 
Socket 234” 
Socket 21546” 


oaine.[ —_oeseintin [Si | 
|S Point Sockets 


6 Point Sockets 


Socket 
Socket 
Socket 
Socket 


Ratchet Head Only 
Flex Head Only 


Socket, 3” 6 Point 
Ratchet Head Only 
Flex Head Only 

Sliding Tee Head Only 
Handle for Attachments 
Extension, 8” 
Extension, 16” 


Sliding Tee Head Only 
Attachment Handle Only 
Extension, 8” 

Extension, 16” 


1” Square Drive Sockets and Attachments 


STANDARD SOCKETS 
1” square drive 


Opening Size Length 


1% ” 27%” 


Ly,” 2156” 
134” 3” 
119,” 3%" 
1%” 34%” 
ar 33%” 
2¥e” 342” 
23%,” 3%” 
244” 334” 
234” 4” 
2Yo” 4Y¥Q” 
254” 4Yg” 
234” 4,” 
2156” 4” 
3” 4y;,,"" 


346" 4%” W3R 


RATCHET HEAD ONLY 


The MAC extra heavy duty Ratchet Head 
possesses all the sturdy qualities of the 
smaller MAC ratchets—compression pawl, 
fine tooth ratchet gear. Despite its com- 
pactness, it has rugged strength for the 
toughest jobs. 


W3R — Ratchet Head only. Attachment 
handle W30H illustrated below should be 
ordered also for a complete unit. 


W30F 


FLEX HEAD ONLY EXTENSIONS 
W30F — Flex Head only in 1” drive to be 
used with Attachment Handle Tool No. 
W30H. Overall Length 30”. 


W30H 


ATTACHMENT HANDLE 


All MAC attachments in the 1” drive 
series are designed for use with this 
handle. This simplifies your work and 
provides you a complete 1” drive set 
W30T with no unnecessary duplication. 


W30H — Attachment Handle only, for use 
SLIDING TEE HEAD ONLY with the following attachments: 


W30T — Sliding Tee Head only in 1” W3R_ Ratchet Head 
drive. To be used with Attachment W30F Flex Head 
Handle Tool No. W30H. W30T Sliding Tee Head 


35 


Combination Wrench Sets 


SCW16-K 


16 COMBINATION 
WRENCHES 


in KB112 kit bag 


SCW16-K — Standard Combination 
Wrenches, 12 Point, 4” through 144”. 


KB112 — Kit Bag Only 


5 COMBINATION 
WRENCHES 


in KB107 kit bag 


SCH5-K — Standard Combination Wrench- 
es, 6 Point, 4” through 3%”. 


eoine | Size | Toto | S| 
ee | aa 


KB107 — Kit Bag Only 
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SCH11-K 


11 COMBINATION 
WRENCHES 


in KB1111 kit bag 


SCH11-K — Standard Combination 
Wrenches, 6 Point, %4” through 7%”. 


Fearne. [ See [ Tootno. | Sie] 


6 Point 


KB1111 — Kit Bag Only 


7 COMBINATION 
WRENCHES 


in KB1081 kit bag 


SCH7-K — Standard Combination Wrench- 
es, 6 Point, 36” through 34”. 


6 Point 


KB1081 — Kit Bag Only 


KB1112 — Kit Bag Only 


SCW11-K 


11 COMBINATION 
WRENCHES 


in KB1112 kit bag 


scw11-K — Standard Combination 
Wrenches, 12 Point, %4” through 7%”. 


eaine. [ Sie [ Toone | si | 
| 12Point 


7 COMBINATION 
WRENCHES 


in KB1082 kit bag 


SCW7-K — Standard Combination 
Wrenches, 12 Point, 38” through 34”. 


KB1082 — Kit Bag Only 


Combination Wrench Sets 


SCL11-K 


11 LONG COMBINATION 
WRENCHES 


in KB 114 kit bag 


SCL11-K — Long Combination Wrenches, 
12 Point, %” through 7%”. 


8 LONG COMBINATION 
WRENCHES 


in KB113 kit bag 


SCL8-K—Long Combination Wrenches, 
12 Point, 4%.” through %4”. 


12 Point 


KB114— Kit Bag Only 


SCL7L-K 


8 DEEP OFFSET 
COMBINATION WRENCHES 
in KB110 kit bag 
SC8S-K— Deep Offset Combination 


Wrenches—Short—5/16” through 3/4”, 12 
Point. 


7 EXTRA LONG 
COMBINATION WRENCHES 


in KB147 kit bag 
SCL7L-K —Extra Long Combination 
Wrenches, 12 Point, 36” through 3%”. 


KB110 — Kit Bag Only 


KB147 — Kit Bag Only 


| | 
ln 


SCL16-K 


16 LONG COMBINATION 
WRENCHES 


in KB 142 kit bag 


SCL16-K —Long Combination Wrenches, 
12 Point, %4” through 144”. 


KB142 — Kit Bag Only 


SCA5-K 


3 OFFSET COMBINATION 
WRENCHES 


in KB1091 kit bag 


SCA5-K — Offset Combination Wrenches, 
6 and 12 Point, 3%” through %”. 


¥e” | CAE 


He” | CAB 
CA20 


KB1091 — Kit Bag Only 
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Each MAC combination wrench has a 6 
or 12 point box end for breaking nuts 
loose or pulling them tight, and an open 
end of the same size for fast turning. The 
box end is offset 15° to clear obstruc- 
tions, and the 15° open end needs only 
30° of handle movement. 

All MAC wrenches are hot forged from 
the best alloy steel, with a special nickel 
chrome finish that does not slip even 
when oily. The polished handles have 
rounded edges for hand comfort, and 
friction grooves assure a good grip. 
Wrench size is marked in two locations 
at opposite ends of the tool, so there is 
no searching for the right wrench, even 
when it is partially hidden in the tool 
box. 


COMBINATION WRENCHES 
standard — 6 point 


standard — 12 point 
These standard length MAC Combination 
Wrenches are required by most mechan- 
ics for work on modern automobiles 
where clearances are at a minimum. 
They are manufactured to meet all gov- 
ernment specifications. 


Opening 
Tool No. Size 
6 Point | 12 Point | Both Ends | Length 


344” 
342” 
334” 
4 
4” 
5” 
53%” 
642” 
7TYe” 
7%" 
834” 
10%4” 
1014” 
12” 
1242” 
14” 
1444” 
164%” 
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Combination 


COMBINATION WRENCHES 
long —6 point 
long — 12 point 
Extra long handles provide more leverage 
when required. 


Opening 
Size 
Tool No. Both 
12 Point Ends 


Tool No. 
6 Point 


4” 
4%" 
5Y%4" 
6” 
7” 
8” 
834” 
942” 
10%” 
114%” 
124” 
1342” 
14%4” 
16” 
17” 
18” 
1912” 
a 
2242” 
24” 
2542” 
26” 
2642” 
ay" 
272” 
28” 


Wrenches 


OFFSET COMBINATION 
WRENCHES 
This MAC Combination Wrench has a 


twenty degree offset on both ends. Par- 
ticularly useful where hand clearance is 


a necessity. 
Opening Size Length 
4-1/4” 


5” 
5-3/4” 
6-1/2” 


COMBINATION WRENCHES 
short — offset box end 
6 and 12 point 


These MAC Combination Wrenches are in 
the short series with deep offset box 
ends for difficult places where hand 
clearance is essential. 


Opening 
Tool No. Size 
6 Point | 12 Point | Both Ends | Length 


EXTRA LONG COMBINATION WRENCHES 


Opening Size Opening Size 
Tool No. Both Ends Length Tool No. Both Ends Length 


11” 


Flex Box Wrench Sets and Wrenches 


SCLF15K 


15 COMBINATION FLEX 
BOX-OPEN END WRENCHES 
in KB117 kit bag 


SCLF15K — Combination Flex Box-Open 
End Wrenches, 6 and 12 Point, 5/16” 
through 1-1/4”. 


oatne. | See | Tootne. | Sie | 
Ps Point = | 12 Point 


CHLF10 She 
CHLF12 3%” 
CHLF14 Ie” 


SCHLF8-K 


8 COMBINATION FLEX 
BOX-OPEN END WRENCHES 


in KB1161 kit bag 


SCHLF8-K — Combination Flex Box-Open 
End Wrenches, 6 Point, 5/16” through 
3/4” 


CHLF18 
CHLF20 
CHLFF22 
CHLF24 


CHLF10 
CHLF12 
CHLF14 
CHLF16 


KB1161 — Kit Bag Only 


5 FLEX BOX WRENCHES 


in KB123 kit bag 


SFB5-K — Flex Box Wrenches 34” through 
7%” 6 and 12 point. 


FB2022 
FB2024 
FB2428 


KB123 — Kit Bag Only 


FHB1214 
FHB1618 


5h" X 1)” 
5” X 3," 
34" X YQ” 


Xe" 
Va" X Ae” 


SCLF8-K 


8 COMBINATION FLEX 
BOX-OPEN END WRENCHES 


in KB1162 kit bag 


SCLF8-K — Combination Flex Box-Open 
End Wrenches, 6 and 12 Point, 5/16” 
through 3/4” 


KB1162 — Kit Bag Only 


FLEX BOX WRENCHES 


6 point 
12 point 


3%” x a i 


Vat x ae 
5” x Wg” 
54” x 4,” 
¥,” x Yq" 


FB2022 
FB2024 
FB2428 


COMBINATION 


TY4” 
842” 
9p” 
10” 
li” 


FLEX BOX WRENCHES 


Tool No. 


6 Point 


CHLF8 

CHLF10 
CHLF12 
CHLF14 
CHLF16 
CHLF18 


CHLF20 
CHLF22 
CHLF24 


6 point 
12 point 


Size 
Opening 


12 Point] Both Ends | Length 


Lid 
5” 
538” 
644” 
TY4" 
8” 
944” 
10” 
i” 
1242” 
1344” 
144” 
15142” 
1614” 
17” 
18” 


39 


SB77-K 


7 BOX WRENCHES 
in KB1041 kit bag 


$B77-K — Long Box Wrenches, Standard 
Offset, 6 and 12 Point, 36” through 114”. 


[tesinn [tie] 
BHXL1214 3/8” x 7/16” 


BXL1618 1/2” x 9/16” 
BXL2022 5/8” x 11/16” 
BXL2428 3/4” x 7/8” 
BXL2630 13/16” x 15/16” 
BXL3234 1” x 1-1/16” 
BXL3640 1-1/8” x 1-1/4” 


KB1041 — Kit Bag Only 


7 BOX WRENCHES 
in KB1042 Kit Bag 


SBL7-K — Long Box Wrenches, Deep Off- 
set, 12 Point, 38” through 1”. 


Tool Tool 
No. No. 


BHL1214 "xX Te” 


BL1416 
BL1618 
BL1820 


BL2022 
BL2428 
BL3032 


5” x Wg” 
¥,” x 7 a 
15/4” x 12 


Te” X Yo” 
Va" X Ae” 
Hyg” X 5h” 


KB1042 — Kit Bag Only 
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Box End Wrench Sets 


5 BOX WRENCHES 
in KB1051 kit bag 


SBO5-K — Short Box Wrenches, Deep Off- 
set, 12 point, 9” through 34” 


BO1214 BO1820 


BO2024 


He” X Th” 
BO1416 | %.” x 2” 
BO1618 | 2” X%”" 


KB1051 — Kit Bag Only 


att x 54” 
5” x ¥,” 


SET OF 5 
HALF MOON WRENCHES 


SHM-5 — Half Moon Wrench Set. Sizes 
range from 3%” to 15%.". 


HM1214 
HM1618 
HM2024 


HM2226 
HM2830 


"Xgl 
Vo" X Hyg" 
5” X 3," 


TY?” x 14,7 
%_" X 1546” 


Box End Wrenches 


BOX WRENCHES 
long — standard offset 
Tool 


No. 
12 Point 


Size 
Openings 
BHXL1214 ¥"X y”” 
Va" X Hie” 
5m” X Wy" 
BXL2428 Hw" X he” 
BXL2630 Vg" X 15g” 
BXL3234 | 1” x1y,” 
BXL3640 | 1%”x1\%” 


BXL1618 
BXL2022 


16” 


BOX WRENCHES 
long — deep offset 


No. Size Length 
12 Point] Openings 


BHL1214 %" x 
he” X 
Yo" X 
Ye" x 5" 
5" X Ag 
¥,” X %,” 
1A,” xX Fe 
15/,/” x 1” 

1Y4” x 148” 


wae 
Vp ” 
Ie” 


BL1416 
BL1618 
BL1820 
BL2022 
BL2428 
BL2628 
BL3032 
BL3436 


*Not Shown 


BHL1618 


BOX WRENCHES 
short — standard offset 


Size Length 
12 Point Openings 


BX1214 
BX1618 
BX2022 
BHX2024 | BX2024 


BNI! 
ae ou 
5 K1/,4"” 
5a" X 3," 


SDR13-K 


13 OPEN END WRENCHES 


in KB122 kit bag 


SDRi3-K—Open end wrenches, %” 
through 154,” 


DR2224 | 1%” 3%” 
DR2428 | %”x %” 


134,"7 x 15/44" 


DR2630 
DR3032 | 1%.” x1” 

DR3436 | 1%.” x 1%” 
DR4042 | 14,” x 15,” 


KB122 — Kit Bag Only 


Box End Wrenches 


BOX WRENCHES 
short — deep offset 


Tool No. | Tool No. Size 
6 Point* | 12 Point | Openings | Length 


BHO1214 | BO1214 | %”x7%,” 
BO1416 | %" xX %” 
BO618 | 4%” x%," 
BO1820 | %%” X %” 
BO2024 | %”x%” 


BHO1618 


Open End Wrench Sets 


9 OPEN END WRENCHES 


in KB1211 kit bag 


SBR9-K—Open end wrenches, \%” 
through %” 


DR1820 
DR2022 
DR2224 
DR2428 


UX Sel” 
He" X We” 


ye" X ” 
5” X Why" 
Me" X 3% ” 
‘%"X Wp ” 


hy” X The” 
Ae” X Va" 
Ya" X Ie” 


KB1211 — Kit Bag Only 


HALF MOON GENERAL 
PURPOSE WRENCHES 


Curved handle half moon wrenches reach 
around obstructions to places impossible 
to get to with a standard socket or 
straight handle wrench. 


Size Openings Length 


HM1214 ml" X Ne" 
HM1618 Yo" X Ye” 
HM2024 5” X 3,” 
HM2226 Wg” X 13/46” 
HM2830 Te” XSfe" 


SDR55-K 


5 OPEN END WRENCHES 
in KB1062 kit bag 


SDR55-K— Open end wrenches, %” 
through 7%” 


DR810 | %"X 5” 
DR1214 | %” xX 7%.” 


DR2022 | 5%” x eo” 
DR2428 | %4” x %” 


DR1618 | 2.” X %." 


KB1062 — Kit Bag Only 


41 


OPEN END WRENCHES 


Forged from the same high quality steel 
as the combination wrenches, light, 


strong and easy to handle. 
Opening Sizes | Length 


DR810 VEX <a 
DR1012 he" X %” 
DR1214 Ye" X Ne” 
DR1416 te XY 
DR1618 "xX Ae" 
DR1820 Ne" X 5” 
DR2022 5” X Wa” 
DR2024 ik 
DR2224 Me" X 9%” 
DR2428 "xX %"” 
DR2628 He” X 7%” 
DR2630 Vi” X 15g" 
DR2830 Ye" X Whe" 
DR3032 We” X 1” 

DR3436 1%" x 11%” 


DR4042 1%” xX 1544” 


SDA18-K 


18 ANGLE WRENCHES 


in KB103 kit bag 


SDA18-K — Angle Wrenches, %” through 
1%” 


154,” x 15/4” 
1” x1” 
Tie xX 1Y4,” 


1%”x1y%y” 
1y,”x1y,” 
1546” X 154,” 
1%” x 13%” 
13,4” 1%,” x ab 
Lye” xly” 


Open End Wrenches 


OPEN END WRENCHES 


thick head 


Open End Wrenches with extra thick 
heads for use on brass fittings or as a 
brake adjusting tool. Can be used as an 
open end flare nut wrench. 


Angle Wrench Sets 


SET NO. SADIAaK 


14 ANGLE WRENCHES 
in KB102 kit bag 


SDA14-K — Angle Wrenches, %” through 
1%” 


%” x 134g” X 1/6" 
he" X h"X %y" 


Vy" X 15g” X 1/4!” 
Ye" x 1” x 1” 

h"”X 1y,,"" Xx Ly" 
1g” X MWh,” 1% "yx 1% ” 
YX 3" Ly? x1" 


KB102 — Kit Bag Only 


Size Openings Length 


DD1214 Hy" X76” 8%,” 
DD1618 Va" X Ho” 


oY,” 


SDA11-K 


11 ANGLE WRENCHES 


in KB101 kit bag 
SDA11-K — Angle Wrenches, %” through 


3%" X 3” %”"X ¥,"" 


134” x 196” 
Vy “xX Vy ” % "yx % ” 
era x ¥," 15/4” x 5A,” 
55” X 54” 1” x 1” 


Way x 1h,” 


KB101 — Kit Bag Only 


Yi x Ae 


Angle Wrenches 


ANGLE WRENCHES 


Provide access to the work regardless of 
angle or position. Opening at one end is 
set at 60 degrees to the handle, while the 
other end is set at 15 degrees. 


Length | Size Openings 


%”X %,” 


HX I" 
Y%"X YY" , 

io ¥ a Length | Size Openings 
54” 4 54” 1” "4 1” 

he” x Whe” 1y,,” x 1y.” 
34,"X 34,” 1%” x 14%” 
We" X 6” 14”x1%” 
% ” x % ” 154,” x 1546” 


15,4” x 15/4” 1%” x 13%” 


Flare Nut Wrench Sets 


SCOB5-K 


5 COMBINATION FLARE 
NUT WRENCHES 


in KB1092 kit bag 


SCOB5-K — Combination Flare Nut 
Wrenches, %” through 5%” 


SCOB8-K 


8 COMBINATION FLARE 
NUT WRENCHES 


in KB120 kit bag 


SCOB8-K—Combination Flare Nut 
Wrenches, %” through 7%” 


COB18 Ie" 
COB20 5” 


KB120 — Kit Bag Only 


SCHB8-K 


Length Size Openings 


14” 1%," x 17%,” 


14%” 1%” x1%”" 
15%,” 154” X15” 
164,” 134,” x 13%” 
17%,” 1%," X1%” 
19” a" x a" 


SOHB4-K 


4 FLARE NUT WRENCHES 
in KB124 kit bag 


SOHB4-K — Flare Nut Wrenches, Double 
End, %” through %” 


OHB2022 
OHB2428 


Sy” X Wg" 
4" X _” 


3" X Tha" 
Vo" X yg" 


KB124 — Kit Bag Only 


8 FLARE NUT 
CROWFOOT WRENCHES 


in KCH3 holder 


KCH3 — Holder Only 
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Flare Nut Wrenches 


FLARE NUT WRENCHES 
double end 


Punched 742° off center to give an extra 
bite when wrench is turned over. Flare 
nut opening is cut out 22%° from center 
line, so there are five bearing surfaces 
compared to four on other models. Head 
thickness is more than sufficient to mini- 
mize disfiguration of brass fittings. 


Tool No. 
6 Point | Size Openings | Length 


OHB1214 wm" X Te” 
OHB1618 We" X Ye" 
OHB2022 5” X Wy” 
OHB2428 Ww" X 7B” 


RBW-50K 


5 RATCHETING BOX 
WRENCHES 


in KB145 kit bag 


Tool Size Tool Size 
No. Openings No. Openings 


RW0810 | 1%” xX %” | RW2022-2] 5%” x 1/4,” 
RW1214 | %” x 7%” HX ye” 
RW1618 | 2” x %,” 


KB145 — Kit Bag Only 
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COMBINATION FLARE NUT 
open end wrenches 


Hex end of these combination flare nut 
wrenches is set at 15° angle to handle, 
and head is offset 15° for clearance. 


Size Opening Length 


She" X Fel” 
Ww" xX 34" 
Wg" X Hig” 
Va" X Ypl? 
Ye" X Hye" 
5h" X 54” 
TWh” X Wag” 
"xX 34,” 
%y"X Yq” 


Rw0810 
RW0812-2 
RW1214 
RW1214-2 
RW1416 
RW1416-2 
RW1618 
RW1618-2 
RW2022-2 
RW2428-2 
RW2024-2 
RW2630-2 


Vy" X Shel" 
V4" X Sy” 
Hy" X The” 
Ye" X Thy” 
The” X Yq” 
Ne" X Yo" 
Va" X Ae" 
Va" X re” 
5” X Wry” 
WX y” 
hH"X 3,” 

19,6” X Why” 


AJB-4 
AJB-6 
AJB-8 
AJB-10 
AJB-12 
AJB-15 
AJB-18 


Jaws, Rollers, and Screw Stocked 


PIPE WRENCHES 


PW-14 14” 
PW-18 18” 
PW-24 24” 


Movable jaws also stocked. 


FLARE NUT CROWFOOT 
WRENCHES 


¥g" square drive* 


Size Opening Length 
‘8 


*Use with standard %” square drive 
handles and extension 


METRIC GENERAL 
PURPOSE SET 


104 pieces in MB22 
metal chest 


MGP104B — Skilled tool users in every 
industry throughout the world prefer MAC 
metric top quality hand tools for profes- 
sional work. Extreme durability and job 
tested designs assure proper strength, 
lightness, balance and ease of handling. 

Your local Mac Tool Distributor can 
supply you with any assortment of quali- 
ty metric hand tools and tool chests de- 
pending upon your individual require- 
ments. For planned tool economy, give 
him a call. 


MB22 — Metal Tool Chest Only. 


Cold Chisel 
Cold Chisel 
Cold Chisel 
Lady Foot Pry Bar 
6mm Combination Wrench 
7mm Combination Wrench 
8mm Combination Wrench 
9mm Combination Wrench 
10mm Combination Wrench 
11mm Combination Wrench 
12mm Combination Wrench 
13mm Combination Wrench 
14mm Combination Wrench 
15mm Combination Wrench 
16mm Combination Wrench 
17mm Combination Wrench 
18mm Combination Wrench 
19mm Combination Wrench 
9mm Angle Wrench 
10mm Angle Wrench 
11mm Angle Wrench 
12mm Angle Wrench 
13mm Angle Wrench 
14mm Angle Wrench 
15mm Angle Wrench 
16mm Angle Wrench 


(0000 pgp 77BeeKee 


MAC Metric Tools 


fons 
ee 


M17DA_ | 17mm Angle Wrench 

18mm Angle Wrench 

19mm Angle Wrench 

#1 Phillips Screw Driver 

#2 Phillips Screw Driver 

#2 Phillips Stubby Screw Dr. 
PP6 Pin Punch 

PP8 Pin Punch 


PP10 Pin Punch 

SD7 7-Piece Std. Screw Dr. Set 
SMP5 Starter Punch 

SMP6 Starter Punch 

SMP8 Starter Punch 


SP16 Carbon Scraper 
SP29 Cotter Key Puller 
X3U 34” Drive Universal Joint 
X3E 34” Drive Extension, 3” 
X6E 34” Drive Extension, 6” 
X12E 34” Drive Extension, 12” 
X8R 34” Drive Ratchet 
X12F 34” Drive Flex Handle 
X17S 3%” Drive Speed Handle 
7mm Socket, 36” Drive 
8mm Socket, 36” Drive 
9mm Socket, 34” Drive 
10mm Socket, 36” Drive 
11mm Socket, 38” Drive 


GESGGoaGa00 00000 00° 


cma 
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12mm Socket, 36” Drive 
13mm Socket, 38” Drive 
14mm Socket, 36” Drive 
15mm Socket, 36” Drive 
16mm Socket, 36” Drive 
17mm Socket, 36” Drive 
18mm Socket, 36” Drive 
19mm Socket, 36” Drive 
20mm Socket, 36” Drive 
21mm Socket, 38” Drive 
22mm Socket, 38” Drive 
23mm Socket, 38” Drive 
11mm Deep Skt.3@” Drive 
12mm Deep Socket, 36” Drive 
13mm Deep Socket, 3%” Drive 
14mm Deep Socket, 3%” Drive 
15mm Deep Socket, 36” Drive 
16mm Deep Socket, 36” Drive 
17mm Deep Socket, 36” Drive 
18mm Deep Socket, 38” Drive: 
19mm Deep Socket, 38” Drive 
13mm Univ. Socket, 38” Drive 
14mm Univ. Socket, 38” Drive 
15mm Univ. Socket, 36” Drive 
16mm Univ. Socket, 38” Drive 
17mm Univ. Socket, 36” Drive 
19mm Univ. Socket, 98” Drive 


XM13-6 
XM14-6 
XM15-6 
XM16-6 
XM17-6 
XM18-6 
XM19-6 
XM20-6 
XM21-6 
XM22-6 
XM23-6 
XDM11-6 
XDM12-6 
XDM13-6 
XDM14-6 
XDM15-6 
XDM16-6 
XDM17-6 
XDM18-6 
XDM19-6 
XMU13-6 
XMU14-6 
XMU15-6 
XMU16-6 
XMU17-7 
XMU19-6 


XMU22-6 | 22mm Univ. Socket, 38” Drive 
XM4D 4mm Male Hex Socket Driver 
XM5D 5mm Male Hex Socket Driver 
XM6D 6mm Male Hex Socket Driver 
XM8D 8mm Male Hex Socket Driver 
XM10D 10mm Male Hex Socket Driver 
31712 Needle Nose Plier 

337 Diagonal Cutting Plier 

420 Pump Plier 

AJ4C 4” Adjustable Wrench 

AJ10C 10” Adjustable Wrench 

BH16 16 oz. Ball Peen Hammer 
GB15 Nylon Engine Cleaning Brush 
HS30 Deluxe Tubular Hacksaw 

FG3 Master Feeler Gauge 

PH16 16 oz. Plastic Tip Hammer 
V7RA 7” Vise Grip 

WB10 Wire Brush 


MB22 Metal Tool Chest 
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SMM28-6B 


MIDGET METRIC SET 


28 pieces, in B28-IM metal box 
SMM28-6B — Twenty-eight piece set gives 
you full coverage of all sizes from 5 
through 14 millimeters in both standard 
and deep sockets. Eight top quality MAC 
attachments complete the set. 

All are housed in a B28IM fabricated 
metal box with a molded plastic insert 
tray for positive tool location. Size of 
Box — 17¥2” x 6” x 14%”, 


6 Point Sockets 


Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 
Deep Socket 


10 DEEP METRIC SOCKETS 


in MT4 metal tray 


SMDM10-6T — Deep Metric Sockets, 14” 
Square Drive, 6 Point, 5 MM through 14 


MM 
[resin [ed 


MDM5-6 5 MM 
MDME6-6 

MDM7-6 

MDM8-6 

MDM9-6 

MDM10-6 


MDM11-6 
MDM12-6 
MDM13-6 
MDM14-6 


MT4 — Metal Tray Only 
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Ya" Square Drive Metric Socket Sets 


[Tootno. | Bescntion | Sie | 
6 Point Sockets 


MDM10-6 | Deep Socket 
MDM11-6 | Deep Socket 
MDM12-6 | Deep Socket 
MDM13-6 | Deep Socket 
MDM14-6 | Deep Socket 
Spin Handle 
Flex Handle 
Ratchet 
Ratchet Spinner 
Extension 
Extension 
Extension 
Universal Joint 


B28IM— Metal Box with Plastic Insert 
#PT14. 


SMDM10-6T 


SMM10-6T 


10 METRIC SOCKETS 


in MT3 metal tray 


SMM10-6T — Metric Sockets, %4” Square 
Drive, 6 Point, 5 MM through 14 MM 


MIDGET METRIC 
STARTER SET 


18 pieces, in B18M metal box 


SMM18-6B —A must for all car mechan- 
ics. With more and more U.S. and foreign 
cars going metric, this eighteen piece set 
gives you basic coverage for any job re- 
quiring a metric tool. Standard 4” 
square drive sockets from 5 through 14 
millimeters and deep sockets from 10 
through 14 millimeters, plus 2 and 4 inch 
extensions and the MAC 45-tooth ratchet 
all housed in a metal box measuring 
5%” x 334” x1” for a convenient, compact 
set. 


6 Point Sockets 


MM5-6 Socket 


MM6-6 Socket 
MMT7-6 Socket 
MM8-6 Socket 
MM9-6 Socket 
MM10-6 Socket 
MM11-6 Socket 
MM12-6 Socket 
MM13-6 Socket 
MM14-6 Socket 
MDM10-6 | Deep Socket 
MDM11-6 | Deep Socket 
MDM12-6 | Deep Socket 
MDM13-6 | Deep Socket 
MDM14-6 | Deep Socket 
M2R Ratchet 
M2E Extension 


M4E Extension 


B18M — Metal Box Only 


SMDM10-6T 


MT3 — Metal Tray Only 


34" Square Drive Metric Sockets Sets 


MIGHTY METRIC SET poe 


53 pieces, in B53X metal box 


SXM53-6B —The most complete metric 
socket set you can buy. Fifty-three pieces 
cover all sizes, 6 through 23 millimeters, 
in both standard and deep sockets, with 
universal sockets 10 through 22 milli- 
meters. 

The MAC 45-tooth ratchet needs only 
8° of handle ‘rotation. It really gets you 
into those tight places found in import 
cars. Flex handle, speed handle, four ex- 
tensions, and a universal joint complete 
the set. All tools are contained in a 
2234” x7” xX 34a” heavy duty fabricated 
metal box, B53X. 


B53X — Metal Box Only. 


Description | Size | 
6 Point Sockets 


XM6-6 Socket 
XM7-6 Socket 
XM8-6 Socket 
XM9-6 Socket 
XM10-6 Socket 
XM11-6 Socket 
XM12-6 Socket 
XM13-6 Socket 
XM14-6 Socket 
XM15-6 Socket 
XM16-6 Socket 
XM17-6 Socket 
XM18-6 Socket 
XM19-6 Socket 
XM20-6 Socket 
XM21-6 Socket 
XM22-6 Socket 
XM23-6 Socket 
XDME6-6 Deep Socket 
XDM7-6 Deep Socket 
XDM8-6 Deep Socket 
XDM9-6 Deep Socket 
XDM10-6 | Deep Socket 
XDM11-6 | Deep Socket 
XDM12-6 | Deep Socket 
XDM13-6 | Deep Socket 


XDM14-6 | Deep Socket 
XDM15-6 | Deep Socket 
XDM16-6 | Deep Socket 
XDM17-6 | Deep Socket 
XDM18-6 | Deep Socket 


DM19-6 D Sock 
ie ai es ria METRIC UTILITY SET 


SXM23-6B 


[Teatno-] peseiton | Sie 


xOM2I-6] Deep Socket 23 pieces, 96” square drive 
XDM22-6 | Deep Socket in metal box 
XDM23-6 | Deep Socket ; XM11-6 Socket 
XMU10-6| Universal Skt. SXM23-6B —MAC Tools are quality XM12-6 Socket 
XMU11-6| Universal Skt. throughout—light weight, tough and long- XM13-6 Socket 
XMU12-6| Universal Skt. lasting. This selection of the 23 most XM14-6 Socket 
XMU13-6| Universal Skt. popular deep and shallow %” square XDM10-6 Deep Socket 
XMU14-6| Universal Skt. drive sockets and attachments provides XDM11-6 Deep Socket 
XMU15-6| Universal Skt. the utmost service on the most popular XDM12-6 Deep Socket 
XMU16-6] Universal Skt. range of metric nuts and bolts. The 8%” XDM13-6 | Deep Socket 
XMU17-6| Universal Skt. x 14%” metal box has partitions for easy XDM14-6 Deep Socket 
XMU19-6| Universal Skt. socket storage and fast selection. XDM15-6 Deep Socket 
XMU22-6 | Universal Skt. XDM16-6 Deep Socket 
Flex Handle : XDM18-6 Deep Socket 
Extension XDM19-6 Deep Socket 


Extension Socket B Ratche 
Wabble Joint Socket Extension 3” 
Extension Socket Extension 6” 


Universal Joint 
Speed Handle 


Socket 


Socket B23X — Metal Box Only. 
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¥e"" Square Drive Metric Socket Sets 


MIGHTY BASIC 
METRIC SET 


12 pieces, 38” square drive 
in B12X metal box 


SXM12-6B — The most basic sockets and 
attachments you need to start a really 
fine set of metric tools. Standard 3%” 
Square Drive Sockets from 6 through 15 
millimeters, 3” Extension and the MAC 
45-tooth Ratchet are contained in a 75%” 
x 2¥2” x 1¥2” Metal Box, B12X. 


14 METRIC SOCKETS 


in XT6 metal tray 


SXM14-6T — 3” Square Drive Metric 
Sockets, 6 MM through 19 MM, 6 Point. 


XT6 — Metal Tray Only 


18 DEEP METRIC SOCKETS 


in XT17 metal tray 


SXDM18-6T — 36” Square Drive Deep 
Metric Sockets, 6 Point, 6 MM through 
23 MM. 


XDM6-6 
XDM7-6 


XDM15-6 
XDM16-6 
XDM17-6 
XDM18-6 
XDM19-6 
XDM20-6 
XDM21-6 
XDM22-6 
XDM23-6 


XT17 — Metal Tray Only 
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XDM8-6 

XDM9-6 

XDM10-6 
XDM11-6 
XDM12-6 
XDM13-6 
XDM14-6 


Tool No. 


[vesention | Sie 


6 Point Sockets 


Socket 
Socket 
Socket 
Socket 


Socket 
Socket 

9 a PEPRA Socket 
Socket 

Socket 
Socket 
Ratchet 


Extension 


18 METRIC SOCKETS 


in XT16 metal tray 


SXM18-6T — 36” Square Drive Metric 
Sockets, 6 MM through 23 MM, 6 Point. 


14 DEEP METRIC SOCKETS 


in XT17 metal tray 


SXDM14-6T — 36” Square Drive Deep 
Metric Sockets, 6 Point, 6 MM through 
19 MM. 


XDM13-6 
XDM14-6 
XDM15-6 
XDM16-6 
XDM17-6 
XDM18-6 
XDM19-6 


XDM11-6 
XDM12-6 


SXDM18-6T 


10 METRIC UNIVERSAL 
SOCKETS 


in XT22 metal tray 


SXMU10-6T — 36” Square Drive Metric 
Universal Sockets, 6 Point, 10 MM through 
22 MM. 


XMU10-6 
XMU11-6 
XMU12-6 
XMU13-6 
XMU14-6 


XMU15-6 
XMU16-6 
XMU17-6 
XMU19-6 
XMU22-6 


XT22 — Metal Tray Only 


¥4" Square Drive Metric Socket Sets 


10 METRIC IMPACT 
UNIVERSAL SOCKETS 
in XT23 metal tray 


SXUPM10-6T — 36” Square Drive Metric 
Impact Universal Sockets, 6 Point, 10 MM 
through 22 MM. 


11 METRIC IMPACT 
SOCKETS 


6 point in XT25 metal tray 


SXPM11-6T — 36” Square Drive, 6 Point, 
10 MM through 22 MM. 


XPM10-6 XPM16-6 


XUPM15-6 


XPM11-6 XPM17-6 
XPM12-6 XPM18-6 XUPMI16-6 
XPM13-6 XPM19-6 XUPM17-6 


XUPM19-6 


XPM14-6 
XPM15-6 


XPM22-6 


XUPM14-6 -XUPM22-6 


SXUPM10-6T XT23 — Metal Tray Only 
(Tools may also be purchased separately) 


¥,"" Square Drive Metric Socket Sets 


XT25 — Metal Tray Only 


MASTER METRIC SET SVM31-2B — For any big jobs on imported speed handle, 3”, 5”, 10” extensions, and 

1 pi : autos, this set contains the following: universal joint. Set comes in B49V heavy- 

3 pieces In B49 twenty-three 12 point sockets from 10 duty fabricated metal tool chest 23” x9” 
metal tool chest millimeters through 32 millimeters, 3%”. 


ratchet, flex handle, sliding tee handle, B49V — Metal Tool Chest Only 


SVPM13-6T 
13 METRIC IMPACT 
SOCKETS SVM10-6T 
6 point in VT12 metal tray 10 METRIC SOCKETS 10 DEEP METRIC SOCKETS 
SVPM13-6T — 42” Square Drive, 6 Point, in VT7 metal tray in VT23 metal tray 


10 MM through 27 MM. . r 
SVM10-6T — 12” Square Drive, 6 Point, SVDM10-6T — 42” Square Drive, 6 Point, 


10 MM through 19 MM. 10 MM through 19 MM. 


VPM10-6 VPM17-6 
VPM11-6 VPM19-6 
VPM12-6 VPM21-6 
VPM13-6 VPM22-6 
VPM14-6 VPM24-6 
VPM15-6 VPM27-6 
VPM16-6 


VT12 — Metal Tray Only. VT7 — Metal Tray Only. 


VDM10-6 VDM15-6 
VDM11-6 VDM16-6 
VDM12-6 VDM17-6 
VDM13-6 VDM18-6 
VDM14-6 VDM19-6 


VT23 — Metal Tray Only. 


Y4"" Square Drive Metric Sockets 


METRIC STANDARD 
SOCKETS 


14” square drive 


METRIC DEEP SOCKETS 
4” square drive 


Tool No. 
6 Point 


METRIC STANDARD METRIC METRIC UNIVERSAL 
SOCKETS DEEP SOCKETS SOCKETS 
¥e" square drive Ye" square drive ¥e" square drive 

Tool No. Opening Tool No. Opening Opening 

6 Point Size Length 6 Point Size Length Size Length 

XM6-6 XDM6-6 XMU8-6 1%” 
XDM7-6 XMUS9-6 134” 
XDM8-6 XMU10-6 13%4” 
XDM9-6 XMU11-6 1%” 
XDM10-6 XMU12-6 134” 
XDM11-6 XMU13-6 134” 
XDM12-6 XMU14-6 134” 
XDM13-6 XMU15-6 134” 
XDM14-6 XMU16-6 134” 
XDM15-6 XMU17-6 134” 
XDM16-6 XMU19-6 134” 
XDM17-6 XMU22-6 134” 
XDM18-6 
XDM19-6 
XDM20-6 
XDM21-6 
XDM22-6 


XDM23-6 
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¥%,"" Square Drive Metric Sockets 


METRIC OPEN END 
METRIC IMPACT SOCKETS CROWFOOT WRENCHES 
38" square drive — 6 point short 


Tooine, [Sie 


XPM10-6 


XPM11-6 MCO10S 
XPM12-6 MCO11S 
XPM13-6 MCO012S 
XPM14-6 MCO13S 
XPM15-6 MCO14S 
XPM16-6 MCO15S 
XPM17-6 MCO16S 
XPM18-6 MCO17S 
XPM19-6 MCO18S 
XPM22-6 MCO19S 


METRIC STANDARD 
SOCKETS 


4" square drive 


vie METRIC IMPACT SOCKETS METRIC DEEP SOCKETS 
vMi2.2 Yo" square drive — 6 point Yo" square drive 

VM13-2 
VM14-2 
VM15-2 
VM16-2 
VM17-2 
VM18-2 
VM19-2 
VM20-2 
VM21-2 
VM22-2 
VM23-2 
VM24-2 
VM25-2 
VM26-2 
VM27-2 
VM28-2 
VM29-2 
VM30-2 
VM31-2 
VM32-2 


VPM10-6 
VPM11-6 
VPM12-6 
VPM13-6 
VPM14-6 
VPM15-6 
VPM16-6 
VPM17-6 
VPM19-6 
VPM21-6 
VPM22-6 
VPM24-6 
VPM27-6 
VPM46-6 


VDM106 
VDM116 
VDM126 
VDM136 
VDM146 
VDM156 
VDM166 
VDM176 
VDM186 
VDM196 
VDM206 
VDM216 
VDM226 
VDM246 
VDM266 
VDM276 
VDM306 
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Metric Wrench Set 


9 METRIC WRENCHES 


in KB1212 kit bag 


SDMS-K — Metric Open End Wrenches, 
6 MM through 23 MM. 


M67DR 6MMx 7MM 


M8S9DR 8MMx 9MM 
M1011DR 10 MM x11MM 
M1214DR 12 MM x 14MM 
M1315DR 13 MM x 15MM 
M1618DR 16 MM x 18 MM 
M1719DR 17 MM x 19 MM 
M2022DR 20 MM x 22 MM 


M2123DR 21 MM x 23 MM 


KB1212 — Kit Bag Only 


10 LONG COMBINATION 
METRIC WRENCHES 


in KB146 kit bag 


SML10-K—Long Combination Metric 
Wrenches, 12 point, 10 MM through 
19 MM. 


KB146 — Kit Bag Only 


11 METRIC ANGLE 
WRENCHES 


in KB127 kit bag 


SDAM11-K— Metric Angle Wrenches, 
9 MM through 19 MM. 


KB127 — Kit Bag Only 
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18 METRIC COMBINATION 
WRENCHES 


in KB119 kit bag 


SCM18-K — Metric Combination Wrenches, 
6 MM through 23 MM. 


SML10-K 


SDAM11-K 


7 METRIC COMBINATION 
FLEX BOX WRENCHES 
in KB115 kit bag 


SCFLM7-K — Metric Combination Flex 
Box Wrenches, 9 MM through 17 MM (ex- 
cluding 15 and 16 MM). 


MSCHLF 9MM | M13CHLF | 13MM 


M10CHLF} 10MM | M14CHLF | 14MM 
M11CHLF} 11MM | M17CHLF | 17MM 
M12CHLF} 12MM 


KB115 — Kit Bag Only 


14 METRIC WRENCHES 


in KB118 kit bag 


SCM14-K — Metric Combination Wrenches, 
6 MM through 19 MM. 


KB118 — Kit Bag Only 


SCLFM7-K 


SOHBM5-K 


5 METRIC FLARE NUT 
WRENCHES 


in KB1093 kit bag 


SOHBM5-K — Metric Flare Nut Wrenches, 
9 MM through 21 MM. 


OHBM911 

OHBM1012 
OHBM1314 
OHBM1517 
OHBM1921 


KB1093 — Kit Bag Only 


Size Openings 


9MM x 11MM 
10 MM x12 MM 
13 MM x 14MM 
15 MM x17MM 
19 MM x 21 MM 


Metric Wrenches 


M67DR 


Opening Sizes 


6MMx 7MM 


M1618DR | 16MMx18MM 


M8SDR 8MMx 9MM M1719DR | 17MMx19MM 
M1011DR | 10MMx11MM M2022DR | 20MMx22MM 
M1214DR | 12MMx14MM M2123DR | 21MMx23MM 


M1315DR | 13MMx15MM 


642” 
7TYe” 
7%" 
Ti” 
834” 
834” 
92” 

1042” 

10%” 


METRIC FLARE NUT WRENCHES 


Size Openings Length Size Openings 


9MM x11MM 6” OHBM1517 | 15 MMx17MM 7%” 
10 MM x12 MM 642” OHBM1820 | 18 MM x20MM 8” 
13 MM x 14MM a” OHBM1921 | 19 MM x21 MM 844” 


LONG COMBINATION METRIC WRENCHES 
12 point 


Opening Size Opening Size 
Tool No. Both Ends Length Tool No. Both Ends Length 


9” 


METRIC COMBINATION 
FLEX BOX-OPEN END 


WRENCHES 


MSCHLF 
M10CHLF 
M11CHLF 
M12CHLF 
M13CHLF 
M14CHLF 
M17CHLF 


METRIC ANGLE WRENCHES 


4Y2” 
434” 
5r 

5Yy” 
52” 
644” 
642” 
634” 
To” 
TY" 
734" 


Opening Sizes 
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7 METRIC RATCHET 
BOX WRENCHES 


in KB144 kit bag 


RBM20K — Metric Ratchet Box Wrenches, 
7 MM through 20 MM. 


RWM0708 


Size Openings 
7MMx 8MM 


RWM0910 9MM x 10MM 
RWM1112 11MM x12MM 
RWM1314 13 MM x 14MM 
RWM1517 15MM x17MM 
RWM1618 16 MM x18 MM 


RWM1920 19 MM x 20 MM 


KB144 — Kit Bag Only (Tools may be pur- 
chased separately) 

RWM1721-2—17 MMx 21 MM Ratchet 
Box Wrench, 12 Point 


VALVE ADJUSTING 
LOCK NUT WRENCH 


Volkswagen 
M1314BXL—A 13 millimeter by 14 milli- 
meter, 12 point box end wrench, bent to 
the right angle for easy loosening and 
tightening of the Volkswagen valve ad- 
justing lock nuts. 


VALVE ADJUSTING TOOL 


Volkswagen 

$160 —A screw driver is built right into 
the box end of this 13 millimeter, 12 
point wrench. Now you won’t need three 
hands to adjust Volkswagen valves. And 
there’s no need to lay down screw driver 
or wrench to use the feeler gauge. This 
could be one of the handiest tools in 
your kit. 


OIL COOLER WRENCH 


Volkswagen 
$156—This 8 millimeter, 12 point box 
end wrench reaches the inaccessible 
nuts at the bottom of the VW oil cooler 
without removing most of the engine 
parts. Wrench retains nut to prevent it 
falling into cylinder cooling fins. 
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Metric Special Tools 


OIL PUMP WRENCH 


Volkswagen Squareback 
$165—8 millimeter, 12 point wrench 
reaches into the narrow space between 
oil pump and fan shroud. Insert at top 
of oil pump where there is clearance for 
box end. Use it to tighten all four oil 
pump bolts. 


WINDSHIELD WIPER ARM 
& BRAKE BLEEDER 
WRENCH 


Volkswagen 

$166 — The 6 millimeter, 6 point box end 
fits down into the windshield wiper arm 
where a standard box end or open wrench 
will not go. Loosens or tightens the bolt 
which holds the wiper arm on the motor 
shaft. The 7 millimeter, 6 point box end 
fits the brake bleeder plugs on all four 
wheels. A handy tool for the mechanic 
working on late model Volkswagens. 


WHEEL BEARING 
WRENCHES 


Volkswagen 
$157 and $157A—Three sizes fit all 
models. Wrenches come in pairs, one 
with a bent handle for easy use on the 
thin VW locknuts. The set is an absolute 
necessity for removing Volkswagen wheel 
bearings. 


Opening 
Size 


Std. Model VW 
Std. Model VW 
Bus or Transporter 
Bus or Transporter 
1500 Sedan 
1500 Sedan 


*Bent Handle 


LIGHT SWITCH AND 
WINDSHIELD WIPER 
SWITCH 
Volkswagen 
SC86—This tool is similar to SC17, ex- 
cept it is made larger to accommodate 
the switches on late model Volkswagens. 
To remove or replace light and wind- 
shield wiper switches on the dashboard. 


LIGHT SWITCH AND 
WINDSHIELD WIPER 
SWITCH 


Volkswagen 
$C17—This tool removes the chrome 
nuts which hold the Light Switch and 
Windshield Wiper Switch in the dash- 
board of all Volkswagens. 


Metric Special Tools 


METRIC ALLEN SOCKET 
DRIVERS — %” SERVICE 


WHEEL BEARING WRENCH 


Volkswagen 
XM6D — 3g” square drive 6 millimeter 
male Hex socket fits Volkswagen front 
wheel clamping type wheel bearing lock 
nuts. 


CLUTCH TOOL 


Porsche 
XM8D — 3g” square drive 8 millimeter 
Hex type wrench socket fits socket bolts 
found on Porsche clutch. 


OIL FILLER PIPE WRENCH 


Volkswagen 
$C78 — 3%” square drive special socket 
fits the nut inside the oil filler pipe on 
the Volkswagen engine. Necessary for in- 
stallation or removal of the upper section 
of the pipe. 


DECELERATION VALVE 
ADJUSTING TOOL 


Capri & Pinto 
$C101 — 3%” hex drive. 


SOCKET FOR AUTOMATIC 
TRANSMISSION TORQUE 
CONVERTER BOLTS 
Volkswagen 
$C82—8 millimeter, 12 point socket, 36” 
square drive. Fits 8 millimeter 12 point 
torque converter bolts on Volkswagen 

automatic transmission. 


DRAIN PLUG SOCKET 


Volkswagen 
SC80 — 3” square drive 17 millimeter, 6 
point male socket fits Volkswagen trans- 
mission drain plug. 


CONSTANT VELOCITY 
JOINT SOCKET 
Volkswagen 


MANIFOLD BOLT SOCKET 
Opel 
$C89— This socket has 3%” square drive 
to fit any standard 3” drive handle. De- 
signed with a special 12-point male 
spline to fit Volkswagen Constant Veloci- 
ty Joint on rear axle and the manifold 
bolts on Opel engines. Bit only—SC89B. 


FRONT WHEEL SUPPORT 
SCREW DRIVER 


Volkswagen 
$C95— 3%” square drive with a special 
6 millimeter, 12-point male spline, this 
tool is designed for the Volkswagen front 
wheel support screw. 


DISC BRAKE CALIPER 
BOLT DRIVER 


Volkswagen 
$C104— 3%” square drive, this tool is de- 
signed for the Volkswagen disc brake 
caliper, bolt with the special 12 point 
female head. 


HEATER JUNCTION 
BOX WRENCH 


Volkswagen 
$161—A 13 millimeter by 14 millimeter, 
12 point box wrench that gets to the 
bolts and nuts you can’t reach with 
standard tools. Especially useful on the 
Volkswagen exhaust system and heater 
junction box. 


FLYWHEEL AND REAR 
AXLE NUT SOCKET 


Volkswagen 
$C79 — 36 millimeter, 6 point impact 
socket designed to fit the close clear- 
ance of the flywheel, yet strong enough 
to be used on the rear axle nuts. Takes 
Yo” square drive, but can be used with 
an adapter for 34” square drive. 


REAR AXLE NUT SOCKET 


Volkswagen 
VPM46-6 — 46 millimeter, 6 point impact 
socket for rear axle nuts on most late 
model Volkswagens, 42” square drive. 


HEAD BOLT WRENCH 
Opel 
$C90— This socket type driver has 14” 
square drive. The special male spline 
drive end is a special 12-point male 
spline. Designed for the head bolts on 
the small Opel engine. 
$C91— 1%” square drive, designed with 
a special 12-point male spline. This tool 
is larger but similar to SC90. It is de- 
signed for the larger Opel engine head 
bolts. 
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Metric Special Tools 


CLUTCH CABLE ADJUSTER 


Volkswagen 
$C92—This tool has been specifically 
designed for ease in adjusting the clutch 
cable on Volkswagens. This is a four- 
point star shaped tool with a 14 milli- 
meter hexagon through the center. 


All MAC chisels and punches are hand 
forged (Bradley Hammer) from electric 
furnace chrome vanadium alloy steel. 
They are unsurpassed for toughness and 
durability. 

The hand ground chisel edges are 
beveled to approximately 70° for faster, 
truer cutting. 

They stay sharp longer, and are easily 
resharpened with a file. 


PC25-K 


25 PUNCHES AND CHISELS 
PC25-K — in KB129 Kit Bag 


Wet | peseroton | size 


Pin Punch 3/32” 
Pin Punch 1/8” 
Pin Punch 5/32” 
Pin Punch 3/16” 
Pin Punch 1/4” 
Pin Punch 5/16” 
Starter Punch 3/32” 
Starter Punch 1/8” 
Starter Punch 5/32" 
Starter Punch 3/16” 
Starter Punch 1/4” 
Starter Punch 5/16” 
Chisel 5/16” 
Chisel 3/8” 
Chisel 7/16” 
Chisel 1/2” 
Chisel 5/8” 
Chisel 3/4” 
Chisel 7/8” 
Center Punch 3/8” 
Center Punch 1/2” 
Flat Cape Chisel 1/4” 
Gouge Chisel 1/4” 
Dia. Pt. Chisel 3/16” 


Chisel Holder 


KB129 — Kit Bag Only 


DISTRIBUTOR WRENCH 


Volkswagen Squareback 
$170—Long handle 10 millimeter open 
end wrench designed specifically for use 
on Volkswagen Squareback Sedan. Makes 
distributor adjustment a simple job. 


Punch and Chisel Sets 


21 PUNCHES AND CHISELS 
PC21-K — in KB143 Kit Bag 


Pin Punch 
Pin Punch 
Pin Punch 
Pin Punch 
Pin Punch 
Pin Punch 
Chisel 
Chisel 
Chisel 
Chisel 


BRAKE ADJUSTING SPOON 


Volkswagen Sedans 
$175— Long enough to work on Volks- 
wagen Buses. A must for all Volkswagen 
mechanics and service stations. 


Chisel 

Starter Punch 
Starter Punch 
Starter Punch 


Starter Punch 
Starter Punch 
Starter Punch 
Center Punch 
Center Punch 
Brass Drift Punch 
Countersink Punch 


KB143 — Kit Bag Only 


Protect Yourself ... Wear Safety Glasses when using punches and chisels. 
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Punch and Chisel Sets 


19 PUNCHES AND CHISELS 12 PUNCHES AND CHISELS 7 MIDGET PUNCHES 


PC19-K —in KB130 Kit Bag PC12-K —in KB131 Kit Bag AND CHISELS 
PC7-K — in KB132 Kit Bag 
Pin Punch Starter Punch 3/32” 
Pin Punch 1/8” Starter Punch 1/8” 
Pin Punch 5/32” Starter Punch 5/32” Pail alll naa 
Pin Punch 3/16” Starter Punch 3/16” Pin Punch 
Pin Punch 1/4” Chisel 5/16” Pin Punch 
Pin Punch 5/16” Chisel 3/8” 
: Center Punch 
Starter Punch 3/32” Chisel 1/2” Chisel 
Starter Punch 1/8” Chisel 5/8” Flat Cape Chisel 
Starter Punch 5/32” Pin Punch 3/32” 
Starter Punch 3/16” Pin Punch 1/8” KB132 — Kit Bag Only 
Starter Punch 1/4” Pin Punch 5/32” 
Starter Punch 5/16” Pin Punch 3/16” 4 DRIFT PUNCHES 
Chisel 5/16” DP40-K — in KB139 Kit Bag 
Chisel 3/8” KB131 — Kit Bag Only Tool 
Chisel 1/2” 
Chisel 5/8” Drift Punch 5/32” x 8” 
Center Punch Drift Punch 3/16” x 9” 


Center Punch Drift Punch 


Drift Punch 


1/4” x11” 
5/16” x 11” 


KB139 — Kit Bag Only 


ji i 


7 COLD CHISELS 
C70K — in KB133 Kit Bag 


5 COLD CHISELS 


Cold Chisel 5/16” x 4-1/2” DPL50-K — in KB140 Kit Bag 
Cold Chisel 3/8” x5” 


besernton | sie 


Cold Chisel 5/16” x 4-1/2” Cold Chisel 7/16” x 5-1/2” 
Cold Chisel 1/2” x6” 
Cold Chisel 5/8” x6-1/2” 


Cold Chisel 3/4” x7” 


Tool er 
Rel | pescvotion | size | 


Long Tapered Drift | 3/32” x 8” 
Long Tapered Drift | 1/8” x10” 


Cold Chisel 3/8? x5" 
Cold Chisel 7/16” x 5-1/2” 
Cold Chisel 1/2” x6” 


Cold Chisel 5/8” x 6-1/2” Cold Chisel 7/8” x8” Long Tapered Drift | 3/16” x 12” 

KB134 — Kit Bag Only KB133 — Kit | Long Tapered Drift | 1/4” x14” 

: e Bae Gaby Long Tapered Drift | 5/16” x 16” 
Wear Safety Glasses when using punches and chisels. KB140 — Kit Bag Only 
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6 PIN PUNCHES 
PP60-K — in KB135 Kit Bag 


Tool — 
Wt [pescrotion | size 


Pin Punch 3/32” x 4-1/4” 
Pin Punch 1/8” x 4-3/4” 
Pin Punch 5/32” x 5” 

Pin Punch 3/16” x 5-1/4” 
Pin Punch 1/4” x 5-3/4” 
Pin Punch 5/16” x 6-1/4” 


KB135 — Kit Bag Only 


12 PIN AND STARTER 


PUNCHES 
PS12-K — in KB138 Kit Bag 


Tool ee 

Feet | pescrotion | sie | 
PP3 Pin Punch 3/32” x 4-1/4” 
PP4 Pin Punch 1/8” x 4-3/4” 


Punch Sets 


5 LONG PIN PUNCHES 
PPL50-K — in KB136 Kit Bag 


Tool eat 
el | peseiation | size 


Long Pin Punch 5/32” x 8” 
Long Pin Punch 3/16” x 8” 
Long Pin Punch 7/32” x 8” 
Long Pin Punch Lae x8" 
Long Pin Punch 5/16” x 8” 


KB136 — Kit Bag Only 


}_descoton | size 


Pin Punch 5/322 x5" 

Pin Punch 3/16” x 5-1/4” 
Pin Punch 1/4” x5-3/4” 
Pin Punch 5/16” x 6-1/4” 
Starter Punch | 3/32” x 4-1/2” 
Starter Punch | 1/8” x 4-3/4” 


Punches and Chisels 


6 STARTER PUNCHES 
SMP60-K — in KB137 Kit Bag 


Tool — 
et [ eweinn [sm 


Starter Punch | 3/32” x 4-1/2” 
Starter Punch | 1/8” x 4-3/4” 
Starter Punch | 5/32”x5” = | 
Starter Punch | 3/16” x 5-1/2” | 
Starter Punch | 1/4” x6” 
Starter Punch | 5/16” x7” 


KB137 — Kit Bag Only 


Tool er 
eel |_peseriston | sie 


Starter Punch | 5/32” x5” 
Starter Punch | 3/16” x 5-1/2” 
Starter Punch | 1/4” x6” 

Starter Punch | 5/16”x7” 


KB138 — Kit Bag Only 


COLD CHISELS 


4-1/2” 
5" 
5-1/2” 
6” 
6-1/2” 
i ag 
Wa 
12 

8” 

14” 
16” 


MUFFLER CHISEL 


Tool Edge 


FLAT CAPE CHISELS 
Tool Edge 
or | wi [ tent |S | 
1/8” 4” 1/4” 
1/4” bt 3/8” 


RIVET BUSTER 


Tool Edge 


Protect Yourself .. . Wear Safety Glasses when using punches and chisels. 
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PIN PUNCHES 


1/16” 4-1/4” 


5/64” 4-1/4” 
3/32” 4-1/4” 
1/8” 4-3/4” 
5/32” 5! 

3/16” 5-1/4” 
7/32” 5-1/2” 
1/4” 5-3/4” 
9/32” 6” 

5/16” 6-1/4” 
3/8” 6-1/2” 


LONG POINT 
PIN PUNCHES 
not illustrated 


5/32” 
3/16” 
7/32” 
1/4” 

5/16” 


CENTER PUNCHES 


Punches 


STARTER OR MACHINE 
PUNCHES 


LONG TAPERED DRIFT 
PUNCHES 
not illustrated 


BRASS DRIFT 


BD8 — To get at those driving jobs where 
soft punch is required. 8” long, %4” stock. 


COMBINATION PUNCH 
AND COUNTERSINK 


P34— Countersinks the metal at the 
same time it punches it. Much in de- 
mand by body men. 


BEARING RACE PUNCH 


PB37L — Designed to aid in removing 
bearing races. 


oN | es tt | 
No. 


PUNCH AND CHISEL 


HOLDER 
KS10— Will hold any tool up to 1” in 
diameter. Saves bruised knuckles. Nylon 
inserts take up shock. 


Line Up and Pry Bars 


PB15 PBI5A LF16 


LINE UP BAR LADY FOOT LINE UP BARS 


PB15A — Puller bar retainer similar to 
MAC PB15 line up bar, but with extra 


bend for leverage. 
Tool 
No. 


LINE UP PRY BARS 


$29 
COTTER KEY PULLERS 


Tool Type 


SCRATCH AWL 


plastic handle 
SA3 — Super, all-purpose for punching, 
marking or lining-up work. Bolster on this 
awl prevents blade from being forced 


SA800 


DELUXE SCRATCH AWL 
wood handle 
SA800— Blade extends through the 
handle to prevent splitting it. Overall 
length—62”. 


Wood 8-1/2” 1/4” : ; ie 
ood 7-1/2” into plastic handle. Overall length—812”. 


*Not Illustrated. 


Screw Driver Sets 


MAC square shank screw drivers have 
finest quality steel blades, set in wooden 
or plastic handles as you prefer. MAC- 
Sure Grip is scientifically designed to 
fit your hand. 


SD8 


8 PIECE 
SCREW DRIVER SET 
flat blade, square shank, 


wood handle 


1/8” x Q" 
3/16” x 3” 
1a" x 2 
1/4” x 4” 
1/4” x 6” 
5/16” x 8” 
3/8" x12" 
7/16” x 10” 


For Replacement Blades & Handles, See Page 67 
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Driver Sets 


Screw 


$7 
7 PIECE 


SCREW DRIVER SET 
flat blade, square shank, 


Tool No. 


wood handle 


1/8” x Q" 
3/16” x 2” 
3/16”x 4” 


3/16” x 8” 
1/4” x 6” 
1/4” x10” 
5/16” x 8” 


SD7P 


7 PIECE 
SCREW DRIVER SET 
flat blade, square shank, 
plastic handle 


1/8” x 2” 
3/16”x 4” 
3/16” x 8” 


1/4” x a” 
1/4” x 6” 
1/4” x10” 
5/16” x 8” 


For Replacement Blades & Handles, See Page 67 


Professional mechanics know they can 
count on MAC screw drivers to be tough- 
er and to stand up better under hard 
usage. The MAC-Sure Grip handle fits 
their hand for a tighter grip and more 
powerful turning. The square shank blade 
will not turn in the handle. MAC's quality 
costs no more, but it lasts so much 
longer. 


8 PIECE 
SCREW DRIVER SET 
flat blade, square shank, 
plastic handle 


1/8” 4 or 
3/16” x 3” 
1/4” x 2” 
1/4" x 4” 
1/4” x 6” 
5/16” x 8” 
3/8” x12” 
7/16” x 10” 


All MAC Phillips screw drivers use 
“super” blades. The finest quality steel 
assures longest trouble-free life. Choose 
wooden or plastic handles. But insist on 
seeing the word “super” on the blade. 
Only MAC gives it to you. 


6 PIECE PHILLIPS 
SCREW DRIVER SET 
phillips blade, round shank, 
wood handle 


#1 Phillips 
#2 Phillips 
#3 Phillips 
#4 Phillips 
#1 Phillips Stubby 
#2 Phillips Stubby 
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Forged bolster on this series prevents 
blade being forced into plastic handle. 
Bolster is hex shaped on 10” and 12” 
lengths for use with wrench for greatest 
leverage. Chrome plated blades are pre- 
cision cross ground. 


6 PIECE BOLSTER 


SCREW DRIVER SET 
flat blade, round shank, 


plastic handle 
Te [oni [oe 
PHRB3 


Bolster Sc. Dr. | 3/16”x 3” 
PIRB4 BolsterSc. Dr. | 1/4” x 4” 


PJRB6 | BolsterSc.Dr. | 5/16”x 6” 
PKRB8 | BolsterSc.Dr. | 3/8” x 8” 
*PKRB10| Bolster Sc. Dr. 3/8” x10” 
*PKRB12| Bolster Sc. S/8° 12” 


*Hexagon Bolster 


SDRB4 


4 PIECE BOLSTER 
SCREW DRIVER SET 
flat blade, round shank, 
plastic handle 


Bolster Sc. Dr. 3/16” x 3” 
1/4” x4” 
5/16” x 6” 


3/8” x 8” 


Bolster Sc. Dr. 
Bolster Sc. Dr. 
Bolster Sc. Dr. 


Screw Driver Sets 


SD6P 


5 PIECE CLUTCH 


DRIVER SET 
Clutch Blade, Round Shank, 

Plastic Handle 
SDC5P — You may not come across a 
clutch head screw often, but when you 
do there’s no other tool you can use. 
Blades from 1” to 6” in length are care- 
fully heat treated and ground to close 
tolerances for perfect fit. 


All MAC Phillips screw drivers use 
“super” blades. The finest quality steel 
assures longest trouble-free life. Choose 
wooden or plastic handles. But insist on 
seeing the word “super” on the blade. 
Only MAC gives it to you. 


6 PIECE PHILLIPS 
SCREW DRIVER SET 


phillips blade, round shank, 
plastic handle 


#1 Phillips 
#2 Phillips 


#3 Phillips 
#4 Phillips 
#1 Phillips Stubby 
#2 Phillips Stubby 


5/32” x1” 
1/8” x 3” 
5/32” x 4” 
3/16” x 4” 
1/4” x6” 


Clutch Screw Driver, 
Clutch Screw Driver, 
Clutch Screw Driver, 
Clutch Screw Driver, 
Clutch Screw Driver, 


Screw Driver Sets 


CARBURETOR 


SCREW DRIVER SET 

4 Pieces, Round Shank, Flat Blade, 
Plastic Handle 
SSDC4— Our cabinet style, carburetor 
screw driver blades are made from extra- 
tough, high test alloy steel, heat treated 
for hardness and durability. Thin blade 
tip is the same width as the shank diam- 
eter to follow screw below surface. Ideal 
where a long reach is necessary. Chrome 
finish. 


| Wet | pessinon | sie 


SDC 3 | Carb. Screw Driver, | 3/16”x 3” 
SDC 6 | Carb. Screw Driver, | 3/16”x 6” 
SDC 10} Carb. Screw Driver, | 3/16” x 10” 
SDC 15} Carb. Screw Driver, | 3/16” x 15” 


SHORT HEAVY DUTY 
SCREW DRIVER 


plastic handle 


Tool | Blade Blade {Overall 
No. | Width Extension|Length 


8 PIECE COMBINATION 
SCREW DRIVER SET 


wood handles 

SD8M and SDS8—These two sets con- 
tain the most popular screwdrivers in 
our line: Five square shank regular 
drivers and three Phillips. Square Shank 
Blades and Phillips Super Blades are of 
the finest quality steel to assure a long, 
trouble-free life. The original MAC wood 
handle is designed for the ultimate in 
hand comfort. The Sure-Grip plastic 
handle speaks for itself. 


Tool 
ial et 


Standard blade 1/8” x2” 
Standard blade 3/16” x 2” 
Standard blade 3/16” x 4” 
Standard blade 3/16” x 8” 
Standard blade 1/4” x6” 
Phillips blade #1 
Phillips blade #2 
Phillips stubby blade #2 


EXTRA SHORT STUBBY 
SCREW DRIVER 


plastic handle 


Tool | Blade Blade {Overall 
No. | Width Extension|Length 


ae 


8 PIECE COMBINATION 
SCREW DRIVER SET 
plastic handles 


Tol | —_esernton | size | 


Standard blade 
Standard blade 
Standard blade 
Standard blade 
Standard blade 
Phillips stubby blade 
Phillips blade 
Phillips blade 


1/4” x2" 
3/16” x 2” 
3/16” x 4” 
1/4” x6” 
5/16” x 8” 
#2 
#1 
#2 


For Replacement Blades & Handles, See Page 67 
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Screw Drivers 


SCREW DRIVERS 
square shank — wood handle 


SCREW DRIVERS 
square shank—plastic handle 


4Y2"” 
644” 
7a" 
8” 
12” 
3%” 
9,” 
11%” 
15%” 
2944” 
14” 


EXTRA LONG STANDARD SCREW DRIVERS 
wood handle plastic handle 


Tool | Blade Blade {Overall Tool | Blade Blade {Overall 
No. | Width Extension|Length No. | Width Extension|Length 


A a 


EXTRA LONG HEAVY DUTY SCREW DRIVERS 
wood handle plastic handle 


Tool | Blade Blade /|Overall Tool | Blade Blade | Overall 
No. | Width Extension| Length No. | Width Extension| Length 
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HEAVY DUTY 
SCREW DRIVERS 
wood handle 
Too! | Blade Blade |Overall 
No. | Width Extension|Length 
K12 .490” 12 1954” 
L10 550” 10” 1742" 
L18 550” | 7%” 18” 2534” 


plastic handle 


Tool | Blade Blade {Overall 
No. | Width Extension |Length 


STUBBY PHILLIPS 
SCREW DRIVERS 


wood handle 


Tool Blade | Overall 
No. Extension | Length 


#1 He" 7" 3” 
#2 yy” 1%4” 334” 
plastic handle 
Tool Blade | Overall 
No. Extension} Length 
#1 3" 7" 3” 
#2 yy” 1%” 334” 


PHILLIPS SCREW DRIVERS 
wood handle 


1642” 
10%” 


164%” 
10%” 
144” 


EXTRA SHORT STUBBY 
SCREW DRIVERS 


plastic handle 


Tool Blade 
No. Extension| Length 


yr” Ye ” 
yy” 5 ” 


Screw Drivers 


EXTRA LONG PHILLIPS 
SCREW DRIVERS 


wood handle 
Tool Blade 
No. Extension |Length 
#1 a” 8” 
#2 iy” 12” 
plastic handle 


Tool Blade 
No. Extension |Length 


#1 
#2 


CLUTCH SCREW DRIVERS 
plastic handle 


Tool Blade | Overall 
No. Extension} Length 
Hy” 


Wy” 


BOLSTER SCREW DRIVERS 
plastic handle 


Blade 
Tool Blade Exten- 
No. Width i 


ten-| Overall 


sion |Length 


MINIATURE PHILLIPS 
SCREW DRIVER 


plastic handle 


Tool Blade 
No. Ex i 


tension|Length 


[reo [wo [oe | 


ROBERTSON TYPE 
SCREW DRIVERS 


plastic handle 


Tool Overall 
No. Length 


PR100 #1 
PR200 #2 
PR300 #3 


Black Oxide Finish 


TY2” 
Tyo ” 
Tye" 


Wy” 
yy” 
yy” 
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Screw Drivers & Offset Screw Drivers 


CARBURETOR SCREW 
DRIVERS 


plastic handle 


Tool Blade Blade Overall 
No. | Diameter | Length | Length 


Oo d 


RATCHET OFFSET 
SCREW DRIVER 


for slotted screws 


RO807X 


RATCHET OFFSET 
SCREW DRIVER 


for crosspoint screws 


| MAGNETIC 


screwdriver 


MAGNETIC SCREW 
DRIVER SET 


SPM24—A must for all mechanics. Use- 
ful tools for the homeowner, too. This set 
contains the PM84 and PM11, plus four 
bits, 211, 213, 221, 222. 


PHILLIPS OFFSET 
SCREW DRIVERS 


P120 #1& #2 45” 
P340 #3& #4 6” 


ops 


OFFSET SCREW DRIVERS 


OD1— Offset Screw Driver. %.” stock, 4” 
length. 

OD2— Offset Screw Driver. %4” stock, 
4¥2” length. 

0D3 — Offset Screw Driver. 5,” stock, 
5¥2” length. 

OD4— Offset Screw Driver. 3%” stock. 
642” length. 


SET COMPLETE IN KIT 
ODS — Not Replaceable. 


“Sy 


MAGNETIC SCREW DRIVER 
plastic handle 


Tool Shank Overall 
No. Length Length 
PM1 1? 342” 


PMB 4” 8” 
PM11 6” fie 


z =| 
le ic Sami, 0810-00- RE) 


REVERSIBLE SCREW 
DRIVERS 


plastic handle 


542” 
VY" 
#1 Phil. 
& Slotted 
PP2-SD | Phillips | %4” Reg. 
& Slotted 
PP12-SD| Phillips | #2 Phil. | #1 Phil. 


PRC12 | PRC1&PRC2 with 
Plastic Handle 
PRCH Plastic Handle Only 


#2 Phil. 


MAGNETIC SCREW DRIVERS 


plastic handle with cap 

A powerful Alnico magnet holds the 
bit in place. Also holds the screw for 
easy starting. Extra bits are stored in top 
of the handle. 
PM84— Magnetic Screw Driver complete 
with four bits, 211, 213, 221, 222, overall 
length—8”. 
PM114—Magnetic Screw Driver complete 
with four bits, 211, 213, 221, 222, overall 
length—11”. 


SCREW HOLDING 

SCREW DRIVER 
SH2— 2” x %,” shank, .028” bit. 
SH3— Screw Holding Screw Driver. 4” x 
¥4” shank, .028” bit. 
SH4— Screw Holding Screw Driver. 4” x 
Y4” shank, .035” bit. 
SH5— Screw Holding Screw Driver. 6” x 
¥,4” shank, .028” bit. 
SH6— Screw Holding Screw Driver. 6” x 
¥4” shank, .035” bit. 
SH8— Screw Holding Screw Driver. 8” x 
%4”" shank, .035” bit. 


Screw Holders 


PHILLIPS TYPE SCREW 
HOLDER 
3” length 


PSH5— Phillips Type Screw Driver. 5” 
length. 


SCREW DRIVER HOLDER 


$H75—A tidy, uncluttered way to put 
screw drivers away and also a simple way 


to check for any missing screw drivers. 


SCREW STARTER 


with magnet opposite end 
SS1M — 25%” length. 
$S2M — Screw Starter with Magnet Op- 
posite End. 55” length. 


$S3M — Screw Starter with Magnet Op- 
posite End. 9%” length. 


SCREW STARTER 
$S2— 22” length, 4” bit. 
SS5 — Screw Starter. 5%” length, 4%” bit. 


$S10 — Screw Starter. 94%” length, 4” 
bit. 


Replacement Blades and Handles 


SCREW DRIVER BLADES 


Blade Screw 
No. Driver No. 


1201B #1x 4%” 1201, P201 
1201SB 31X10" 1201S, P201S 
1202B #2x 6" 1202, P202 
1202SB #2x 14” 1202S, P202S 
1203B #3 x8” 1203, P203 
1204B #4x 10%” 1204, P204 
1211B #1x 23%” 1211, P211 
1212B H#2x 274" 1212, P212 
G2B Ye” x 3144,” G2, PG2 
H2B He" x 4” H2, PH2 
H3B Ie” x 5YQ” H3, PH3 
H4B He” X53” H4, PH4 
H8B he” X 978” H8, PH8 
J8B Se” X 11%” J8, PJ8 
K12B 36” x 1718” K12, PK12 
L10B Te” X15” L10, PL10 
L18B Ne” X 234—” L18, PL18 
N2B Ya” xX 29%” N2, PN2 
N4B Wy” x7 N4, PN4 
N6B Wy” x 9Yg” N6, PN6 
N10B Wy” x 13” N10, PN10 
N24B Ya” x27” N24, PN24 
P1801B #1x 20” P1801 
P1802B #2 x20” P1802 
P983B 542!” X 25g” P983 
P992B Ye” x 434” P992 
P993B 5ho"” X 6” P993 
P994B He" X 6” P994 
P995B YA” x 8” P995 
PG1B Ye” x 2Ya” PGl 

PG4B Ye” x 534” PG4 

PG6B Ye” x9” PG6 

PH1B He" X 234” PH1 
PHRB3B| %.” x 458” PHRB3 
PH12B He" X14” PH12 
PIRB4B V4" x 5” PIRB4B 
PJRB6B | 5.” x77” PJRB6 


Blade Screw 
No. Driver No. 


PKRB8B | 3%” x 10%” PKRB8 
PKRB10B | 3%” x 127,” PKRB10 
PKRB12B | 3%” x 1436” PKRB12 
PL2B he” X 334” PL2 
PP1SDB | %.” x #1x64”| PP1SD 
PP2SDB | %4”x #2x6%4”| PP2SD 
PP12SDB | #1x #2x6%”| PP12SD 
PR100B #1x5%” PR100 
PR200B | #2x5%4” PR200 
PR300B | #3x 534” PR300 
PRC1B 542" X He” X 646” | PRC1 
PRC2B Ya" X He" X BH” | PRC2 
SDC3B He” X 3” SDC3 
SDCEB He” x 6” SDC6 
SDC10B | %,” x10” SDC10 
SDC15B | %,” x15” SDC15 


WOOD SCREW DRIVER 
HANDLES 
N2 


Handle No. 
N4, N6, N10, N24 


J8 

K12 

L10, L18 
1201, 1201S 
1212 

1202, 1202S 
1203 

1211 

1204 


Used With Screw 
Driver No. 


G2 
H2, H3, H4, H8 


PLASTIC SCREW DRIVER 
HANDLES 


Used With Screw 
Handle No. Driver No. 


PS1-94 |PG1, PG2, PG4, PG6, P200 
PS2-62 |P201, P201S, P992, P1801 
PS2-72 |PH2, PH3, PH4, PH8, PH12 
PS2-82 |PR100, PR200, PR300 

PS3-82 |P202, P202S, P993, P994, P1802 
PS3-92 |PN4, PN6, PN10, PN24 

PS4-62 {P2111 

PS4-82 |P212, P983, P984, P985 

PS4-92  |PN2 

PS5-102 |P203, P995 

PS5-234 
PS6-152 
PS6-172 
PS7-42 


PL2, PL10, PL18 
4-A-1, 4-A-3,4-A-4, 4-A-7 
PS7-72 |PH1 


PS7-82 
PRCH 


P221, P222 

PP1SD, PP2SD, PP12SD, 
PRC1, PRC2, PRC12 
PM84H 

PM114H 

PMCAP 


REPLACEMENT BITS 
for magnetic screw drivers 


Thick 
Type Screw ness 


020” ier 
035} %2” 
#1 
#2 
#3 
#5&Up 


Phillips 
Phillips 
Reed-Prince 
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Y%4" Square Drive Impact Sockets and Attachments 


IMPACT ADAPTER / 


nat 7 


AP812 ¥4” Sq. Female i" 
to 3%” Male Sq. 
(For Self-Tapping Screws) ‘D HEXAGON POWER SHANKS 
Tool No. Opening Size Length Frei renee Tool | Male Hex | Male Sq. 
Tea, [nase | No. Size Size Length 


IMPACT EXTENSION 


Pwecer] Pin |e 


¥4"" Square Drive Impact Socket Sets 


6 POINT IMPACT SOCKETS 
Y%” square drive 


SXDP7-6T 
8 IMPACT SOCKETS 7 DEEP IMPACT SOCKETS 7 IMPACT UNIVERSAL 
6 point, in XT11 metal tray 6 point, in XT20 metal tray SOCKETS 
SXP8-6T —%” Square Drive Impact  SXDP7-6T—3” Square Drive Deep 6 point, in XT13 metal tray 
Sockets, 6 Point, 4” through 34”. Length Impact Sockets, 6 Point, 36” SXUP7-6T —%” Square Drive Impact 


through 34”. 


Universal Sockets, 6 Point, 3e” through 
%”. 


[Tooine. | Sie [ Teotno. | Sie 
XDP126 XDP206 oe! Te 


XDP146 XDP226 XUP126 XUP206 
XDP166 XDP246 XUP146 XUP226 
XDP186 XUP166 XUP246 
XT20 — Metal Tray Only XUP186 
XT13 — Metal Tray Only 


¥%"" Square Drive Impact Sockets 


| SXUPD5-6T 
5 DEEP IMPACT STANDARD IMPACT 
UNIVERSAL SOCKETS SOCKETS 


6 point, in XT24 metal tray 


SXUPD5-6T — 34” Square Drive Deep 
Length Impact Universal Sockets, 6 
Point, 3¢” through 52”. 


Tote: [ Sie | Tooine | Sie 
ae 7. aT 


XUP126D ¥%” XUP186D er 
XUP146D Te” XUP206D 52” 
XUP166D Yn” 


XT24 — Metal Tray Only 
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12 point — 38” square drive 


34" Square Drive Impact Sockets and Attachments 


IMPACT SOCKETS IMPACT UNIVERSAL DEEP LENGTH 
6 point — ¥” square drive SOCKETS IMPACT SOCKETS 


Sra Popping Serie) 6 point — 38” square drive 6 point — 36” square drive 


XUP126 4) ad 

XUP146 2%6" XDP126 
XUP166 2," XDP146 
XUP186 QMy6" XDP166 
XUP206 4) ad XDP186 
XUP226 2144" XDP206 
XUP246 XDP226 


XDP246 


DEEP IMPACT 
UNIVERSAL SOCKETS 


Tool! No. Description 
[TootNo.| Description [Length 


AP128 |3¢” Femaleto%4” Male} 1Y,” 
AP1216 |36” Female to %2” Male| 1%” 


XUP2B Ball 2%" 
XUP2P Pin 216" 


¥8” square drive 


XUP126D 
XUP146D 
XUP166D 
XUP186D 
XUP206D 


IMPACT EXTENSIONS 


XP3EP 3 XP8EP 8” 
XP6EP 6” XP12EP 12” 


HEXAGON POWER SHANKS 


Tool Square 
No. Size Length 


VT7 — Metal Tray Only 
9 IMPACT SOCKETS Set is available with twelve point sockets 
6 point, in VT7 metal tray under the following set number: 
SVP9-6T — 12” Square Drive Impact Sock- SVP9-2T —9 Impact Sockets, 12 Point in 
ets, 6 Point, 36” through 7%”. VT7 Metal Tray 


Ya" Square Drive Impact Socket Sets 


AD 
ity 


15 IMPACT SOCKETS 


6 point, in VT18 metal tray 


SVP15-6T —%” Square Drive, Impact 
Sockets, 6 Point, 3e” through 144”. 


eatne | size | Tone] S| 


VT18 — Metal Tray Only 

Set is available with twelve point sockets 
under the following set number: 
SVP15-2T —15 Impact Sockets, 12 Point, 
in VT18 Metal Tray 


7 HEX SCREW INSERTS 


in VT8 metal tray 


SVA-7T — ¥2” Square Drive Hex Screw In- 
serts 4” through 34”. Use with special 
impact socket VI146D. 


[Tere | —vesenion | Sie] 


Al10 Hex Screw Insert 
Al12 Hex Screw Insert 
Al14 Hex Screw Insert 
Al16 Hex Screw Insert 
Al18 Hex Screw Insert 
A120 Hex Screw Insert 
Al24 Hex Screw Insert 
VI146D | Impact Driver 

Skt. for Inserts 


VT8 — Metal Tray Only 
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SVDP13-6T 


13 DEEP IMPACT SOCKETS 


6 point, in VT10 metal tray 


SVDP13-6T — ¥2” Square Drive Deep Im- 
pact Sockets, 6 Point, 7%.” through 144”. 


[size [ Tote | S| 


VDP286 
VDP306 
VDP326 
VDP346 
VDP366 
VDP406 


Tool No. 


VDP146 
VDP166 
VDP186 
VDP206 
VDP226 
VDP246 
VDP266 


VT10 — Metal Tray Only 


¥2" Square Drive 


Mac IMPACT sockets are de- 
signed with steel specifications 
and proper heat treat for hard- 
ness and durability to with- 
stand impact operations for 
heavy duty work. 


DEEP IMPACT SOCKETS 


6 point 


VDP146 
VDP166 
VDP186 
VDP206 
VDP226 
VDP246 
VDP266 
VDP286 
VDP306 
VDP326 
VDP346 
VDP366 
VDP406 


SVUP9-6T 


9 IMPACT UNIVERSAL 
SOCKETS 


6 point, in VT21 metal tray 
SVUP9-6T — 4%” Square Drive Impact 
Universal Sockets, 6 Point, 7%” through 
15h,” 


VUP146 
VUP166 
VUP186 
VUP206 
VUP226 


VT21 — Metal Tray Only 


VUP246 
VUP266 
VUP286 
VUP306 


Impact Sockets 


IMPACT SOCKETS 
6 and 12 point 


¥2" Square Drive Impact Sockets and Attachments 


IMPACT UNIVERSAL SURFACE DRIVE 
SOCKETS IMPACT SOCKETS 
6 point 6 cone 


VUP146 
VUP166 VUP2B 

VUP186 VUP2P 

VUP206 VUP2XB 
VUP226 VUP2XP 
VUP246 
VUP266 
VUP286 
VUP306 


Tool Female Male 
No. Square | Square | Length 
AP1612 Ya" 3” 142” 
AP1624 YQ" %” 1%” 


INSERTS FOR 
IMPACT DRIVER 


IMPACT EXTENSION 
ADAPTERS 


HEXAGON 
34” Male Sq. POWER SHANKS 


VP4EXP | 42” Female Sq 


VP10EXP | 12” Female Sq., 
¥” Male Sq. 


VP3EP Pin 
VP5EP Pin 
VP10EP Pin 


SOCKET PLUG ADAPTERS 54s" Square Drive Attachments 
ee | eves HEXAGON POWER SHANKS 


Size Size 
Square | Length 
Size — 
— 


Y20D3 


1%” 
1%” 
1%” 
14%” 
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3%4” Square Drive Impact Socket Sets 


SZDP11-6T S$ZP11-6T 
11 IMPACT SOCKETS ‘ai er , 11 DEEP IMPACT SOCKETS 
6 point, in ZT2 metal tray ¥a'" Square Drive 6 point in ZT1 metal tray 
SZP11-6T — 34” Square Drive Impact SZDP11-6T — 34” Square Drive Deep Im- 


Sockets, 6 Point, 34” through 136”. Impact Sockets pact Sockets, 6 Point, 34” through 136”. 
Feats [ sin [ron 3] nd Attachments — [time [see [roe] a 
a ee | SE gas | 


ZDP366 
ZDP386 
ZDP406 
ZDP426 
ZDP446 


ZDP246 
ZDP266 
ZDP286 
ZDP306 
ZDP326 
ZDP346 


ZT1 — Metal Tray Only 


STANDARD 
IMPACT SOCKETS 


6 point — 34” State drive 


IMPACT EXTENSIONS 
Sree 
Tool No. Retainer Length 
ZP4EP 4” 
ZPIOE pee or 
ZP10EP 10” 


DEEP IMPACT SOCKETS 
6 point — 34” square drive 


Opening 
Tool No. Size Length 


ZDP246 344” 


ZDP266 34%” 
ZDP286 32” 
ZDP306 ° 342” 
ZDP326 342” 
ZDP346 Sy2"” 
ZDP366 342” 
ZDP386 30” 
ZDP406 Sie” 
ZDP426 3” 
ZDP446 3Y2” 
ZDP466 342” 


ZDP486 342” 


IMPACT UNIVERSAL JOINT IMPACT ADAPTERS 
Car [en | oe 


*“O” Ring and Pin Retainer Part No. 
ZP16, ZO16. 


FOR THE 


PROFESSIONAL 
MECHANIC 


¥5” Male 
AP2432 34” Female to 252” 
1” Male 
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1” Square Drive Impact Sockets 


Opening Size 


WP246 
WP264* 
WP266 
WP286 
WP306 
WP326 
WP346 
WP366 
WP386 
WP406 
WP426 
WP446 
WP466 
WP486 
WP506 
WP526 
WP546 


238” 
22" 
252” 
234” 
21/6” 
3” 
3¥e” 
3%” 


STANDARD 
IMPACT SOCKETS 


4 and 6 point 
1” square drive 


DEEP IMPACT SOCKETS 
6 point— 1” square drive 


= WDP486** 3%” 
Opening Size | Length WDP506 374” 
WDP266 WDP526 3%" 


WDP286 WDP546 37%” 

WDP306 WDP566 4” 

WDP326 WDP586 i 

WDP346 WDP606 

WDP366** WDP626 4” 

WDP386 WDP646 4a” 

WDP406** WDP686 4%” WP2, WO2—“O” Ring and Pin Retainer. 
WDP426** WDP706 4Y2” **These tools are in stock. All others 
WDP446 WDP726 4Y2” priced and manufactured upon request. 
WDP466 WDP766 4Y2" (1” Sq. Dr. Impact Deep Length sock- 


ets only.) 
*IMPACT UNIVERSAL JOINT 


worn ["orrinearin | 86" _| 


IMPACT EXTENSIONS 


*WP6EH | “O” Ring & Pin 6” 
*WP12EH | “O” Ring & Pin 12” 


*“O” Ring & Pin Retainer—Part No. WP2, 
WwO2. 


VP246-266 


EXTENSION DUAL PURPOSE 
for Impact flip socket WHEEL LUG SOCKET 
VP3EB — Impact extension, %” Square Yo" square drive 
Drive, with ball type retainer. To be used This socket is furnished with 34” hex 
in conjunction with VP246-266 Wheel Lug opening on one end and 1%,” hex opening 
Flip Socket on Impact wrenches with on opposite end. The 42” square drive is 
short anvil. located between the two openings and 


IMPACT ADAPTER 


1” Female Sq. & 2Ye2” 
34” Male Sq. 


will accommodate any standard 2” 
square drive extension. 


Size Openings 
VP246-266 Fa” X 15," 


Type Retainer Length 
a wee 


ries 
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Budd Wheel Sockets 


BUDD WHEEL SOCKETS 


4 and 6 point 
34” square drive 


Special Impact Sockets designed for use 
on Budd Wheels. 


Tool No. | Tool No. | Opening 
4Point | 6 Point Size Length 
ZP264BW 1544” 1%" 
ZP306BW | 1%,” 1%” 
ZP486BW | 114” 2%” 


LOCKING RINGS AND PINS 
¥%” and 1” square drives 


Tool 
No. | Description 


Z012| Locking Ring 1%” D 


Z016} Locking Ring lye” Dia 
ZP12 | Locking Pin Ya" x1” 
ZP16 | Locking Pin Wy” x 1¥o" 
WO2 | Locking Ring 1%” Dia. 


WP2 | Locking Pin Wy” x 17” 


FRONT END 
ALIGNMENT SET 


KWA100 — The most popular front end 
alignment wrenches and sockets for auto- 
motive and light trucks. Look to MAC for 
the latest in front end adjustment tools. 
Order individual tools or our complete 
alignment set shown on page 139 


S$C7 Ball Joint Suspension 

Socket 154” 

Ball Joint Suspension 
Socket 17%” 

Ball Joint Suspension 
Socket 21,” 

Ball Joint Suspension 
Socket 12%,” 

Ball Joint Suspension 
Socket 24%” 

Ball Joint Suspension 
Socket 125%,” 

Spreader Jack 
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BUDD WHEEL SOCKETS 
4 and 6 point 


1” square drive 


Special Impact Sockets designed for use 
on Budd Wheels. 


Tool No.| Tool No. | Opening 
4Point | 6 Point Size Length 


2546” 
2544” 
234” 
234” 


DUAL PURPOSE 
LUG WRENCH 


1” square drive 


Remove or install Budd Wheel nuts in 
One operation. The 142” hex opening and 
the 1%,” square opening are both in the 
same socket end, for simultaneous run- 
ning of both nut and stud cap. 


Opening Size Length 


WD486-264-7 | 142” hex and 444” 
14%,” Square 


Special Aircraft Tools 


CYLINDER BASE 
NUT WRENCHES 


12 point — %2” square drive 


Tool Opening | Socket | Overall 
No. Size Dia. Max. — 


Front End Alignment Set 


Steering Idler Arm Wrench 34” 
Alignment Wrench 154,” 

Caster Camber Wrench 34” 
Caster Camber Wrench 34” 
Caster Camber Wrench 34” 
Caster Camber Wrench 1/4” 


S4es000eeefe 


QS = a 


$126 Caster Camber Wrench 1%,” 
$130 Caster Camber Bar 
SVF2B_ | Flex Ratchet Set 


VI5R ¥5” Sq. Drive Flex Ratchet 
FB1618 | Flex Box Wr. ¥2” x %,” 
FB2022 | Flex Box Wr. %” x %/,4” 
FB2428 | Flex Box Wr. 34” x 7” 


Special Tools - Front End Alignment 


FRONT END ALIGNMENT 
FLEX RATCHET SET 


10 piece set 
SVF2B — This set unquestionably repre- 
sents the most revolutionary automotive 
service tooling developments in recent 
years. With it, practically all front end 
alignments are made quickly, easily, and 
profitably. And the set is versatile 
enough to be a time saver on most other 
automotive work, too. If you ever do 
front end alignments, this set belongs in 
your tool cabinet. 

SVF2B — Set furnished in metal box B10V. 
B10V — Metal Box Only 


Flex Handle Ratchet* and Attachments. 


Tool 
No. Description 


Pan are 
Ratchet*, 12 point | Opening 


VRS222 | Socket Adapter 
VRS242 | Socket Adapter 
VRSS202 | Short Skt. Adapter 
VRSS242| Short Skt. Adapter 
VRSS262| Short Skt. Adapter 
VRSS282| Short Skt. Adapter 
VRSS302| Short Skt. Adapter 
VRFP Sq. Drive Adapter 
VRFP38 | Sq. Drive Adapter 
(Not in Set) 


*Patented 


CASTER AND 
CAMBER WRENCH 


ie” 834” |Corvair 
Greenbrier 


CASTER AND 
CAMBER WRENCHES 


wy” 134%” | Ford Products 
34” 13%” | Ford Products 
wy” 1S” Mercury 


BOX WRENCHES 
single end 


Steering Idler 


Arm Chev. 
Fr. Alignment 
Most Cars 


CASTER AND 
CAMBER TOOL 


The $130 solves the caster and camber 
adjustment problem on Ford Fairlane 500 
cars. 


CASTER AND 
CAMBER WRENCH 


Tool 
No. Length 


*Combination Box End-Open End Wrench. 


SPREADER JACK 
caster and camber tool 


TToorne | Pescintn [cam 


Spreader Jack | Falcon 
Comet 


In use, the base of the jack is placed 
against the car frame while the curved 
end fits the ball joint. Use adjusting nut 
to apply sufficient pressure so that 
shims can either be added or removed. 
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Special Tools - Front End Alignment 


CASTER CAMBER WRENCH 
GMC and Chevrolet Trucks 
$173 — 34”, 12 Point opening with long 
handle. Specific use is on %-Ton GMC 
and Chevrolet trucks. Can be used from 

engine side or wheel side of fender. 


OVAL SHAPED SOCKETS 


shock absorber 
and power steering 


These sockets are for use on shock ab- 
sorbers and adjustment of power steer- 
ing on some Chrysler products. 


3%" |” 
¥%"” 1” 


ye” x Yr" 
He” 4 Yy4” 


SPECIAL DOUBLE END 
BRAKE BLEEDER WRENCH 


Tool Size 
No. Openings 


Se" X¥” | Ford, Lincoln, 


Chevrolet 
Y%y” x ¥%” | General Use 
3%" X7%e” | Valiant & Other 

Compacts 
Ya" x44” | General Use 
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BALL JOINT 
SUSPENSION SOCKETS 


¥%4” square drive 
Special socket, four point with rounded 
corners and six point with shallow spline 
for use on all cars with ball joint sus- 
pension. 


Corvair 

Buick 

Buick 

Plymouth, Dodge 
& Desoto 

Chrysler, Imperial, 
Desoto 

Valiant 


BRAKE BLEEDER 
WRENCHES 


iy” xX 3%” 
3" x XN ” 
Yy” x 3%" 


BRAKE BLEEDER WRENCH 
$85 — 34” Offset Box Wrench for bleed- 
ing brakes on Chevrolet Cars. 


TEE WRENCH FOR 
SHOCK ABSORBERS 


Tool Oval 
No. Description | Openings 
i HL Wrench 46” x yr 
ie” x yy" 


Handle end is drilled and tapped to 
screw on to and pull the stud end of the 
shock absorber. 


BALL JOINT 
COLLAR SOCKET 


1" square drive 


$C103 — Special socket designed for easy 
removal and replacement of ball joint 
collars on most Chevy, Ford, and Dodge 
trucks. 


$172 
BRAKE RIVET PUNCH 


$172 —A long punch for knocking rivets 
out of tractor and trailer brake shoes. 
This punch has an extra long %” diam- 
eter point. Overall length is 642”. 


BENDIX BRAKE BLEEDER 


yy” x yr 


BRAKE BLEEDER 
WRENCHES 


Tool Size 
No. _ 
4Y2” | Ford & Mustang 
2 5" Chevelle & F85 


BRAKE ADJUSTING SPOONS 
$119— Tool No. $119, Blade Width %” 
and ¥,”, Length 9” for Corvair, Pontiac, 
Tempest. 


BRAKE ADJUSTING SPOONS 
$75 — Tool No. $75, Blade Width ¥2” and 
Yo", Length 9” for Oldsmobile. 


BRAKE ADJUSTING SPOONS 
$62—Tool No. $62, Blade Width %”, 
Length 442” for Chevrolet Trucks. 


BRAKE CYLINDER TOOL 
Special wrench to remove hydraulic 
brake cylinders (front wheels) from back- 
ing plate. 


iy Opening 
Size = 
$117 | %”-12Pt. 36” Olds. 
Pont. 


BRAKE SPRING TONGS 
A work saver for Fords and cars with 
Bendix brakes. S13T is also ideal for 
putting on and removing hood springs. 


Pass. Cars 
Trucks 


14” long 
20” long 


Special Brake Tools 


Chevrolet 
Oldsmobile 
Pontiac 


BRAKE BLEEDER WRENCH 
$168—A special tool for most of the 
Ford product line. One end has 4%” open- 
ing; the other 3”. 


BRAKE ADJUSTING SPOONS 
$100 — Tool No. $100, Blade Width 34” 
and 34”, Length 9”. 


BRAKE ADJUSTING SPOONS 
$7—Tool No. S7, Blade Width ¥.” and 
34”, Length 7”. 


BRAKE ECCENTRIC 
WRENCHES 


Size Openings | Length 


nd x yy” 
Se” 4 3” 


Tool No. 


BRAKE SHOE RETAINING 
SPRING TOOL 


Use it to remove or install the brake shoe 
retaining springs in most compact cars. 


[Teatno,] Desoiption [cor 


Brake Spring | Corvette 
Tool Falcon 
Valiant 


BRAKE SPRING TOOL 
$13B — Designed for Bendix hydraulic 
brakes, but works equally well on most 
other springs. Socket end fits over post. 
Turn handle to put on or take off spring. 


BRAKE ADJUSTING SPOONS 
$53 — Tool No. $53, Blade Width 4%” and 
¥2”, Length 834”. 


BRAKE ADJUSTING SPOONS 
$7A — Tool No. S7A, Blade Width 4%” and 
Yo", Length 6” for Chevrolet. 

$139— Tool No. $139, Blade Width 34” 
and 34”, Length 14” for GMC and Mack 
Trucks. 


BRAKE SPACER 
$C102— American made cars will con- 
tinue to have brake shoes on the rear for 
many years. Use this tool as a spacer be- 
tween shoes prior to installing hold down 
springs. Will assure full pedal every 
time. Designed for all size brake drums. 


BRAKE DRUM PULLERS 


Chevrolet 
$115 — Furnished in pairs. Use to remove 
the brake drums on any Chevrolet car 
model from 1940 through the present, 
without hammering or heat. 

Place chisel end of pullers in holes 
provided in the brake drum. Drive sharp 
edge between drum and hub. When both 
pullers are in place, apply alternate 
pressure in the direction indicated by 
the arrows. 


$115K is same tool in kit bag KB125. 
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Special Brake Tools - Distributor Tools 


5 PIECE BRAKE TOOL SET 
In KB1061 Kit Bag 


SBT5K — You can do almost any brake 
job with the five popular tools contained 


in this kit. 
Tool 
No. Description 
Brake Adjusting |%.” & 3” 


Spoon 

Brake Adjusting 
Spoon 

Brake Eccentric 
Wrench 

Brake Adjusting 
Spoon 

Brake Adjusting 

Spoon 


Ya" & Yo" 


346" x yy” 


Ya" & Ya" 


Yo” & Yo" 


KB1061 — Kit Bag Only 


SERVICE TOOL 


Delco distributor 


$C4— One end fits the circular slotted 
nut in Delco distributor heads. The other 
end fits the standard 1%,” hex nut. Use 
tool to adjust or replace distributor 
points in the shortest possible time. 


DISTRIBUTOR WRENCH 


Chevrolet 
$C45— One end removes or installs the 
circular slotted nut on the distributor 
points. The other end has a %4” male 
drive for any socket needed. 


Dodge, Chrysler, Chevrolet 
Buick, Oldsmobile, Pontiac 

Ford, Rambler, Chrysler Products 
Buick 

Chevrolet, Buick, Corvair 
Chrysler Products 

6-cylinder Chrysler Products 
Dodge, Plymouth, Cadillac 
Chevrolet 

Ford 


DELCO DISTRIBUTOR 
WRENCHES 


Special screw drivers with Allen %” hex 
blade for Delco distributors. Contact 
point opening or dwell angle can be ad- 


justed while engine is running. 


Tool Blade 
No. Length 


ay? Cadillac 
Buick & Pontiac 
Chevrolet 

Oldsmobile 


SPECIAL DISTRIBUTOR 
WRENCHES 


Special Combination Wrenches with a 25° 
offset bend in each end. 


Tool Size 

No. Openings | Length 
CA16 YQ” 5354” Ford 
CA18 75" 6%” Others 


Head Bolt Tools 


HEAD BOLT WRENCHES 
Greatly simplify removal or tightening 
cylinder head bolts or nuts. One wrench 
end fits the nut. The opposite end is 
broached for %” service. Use any 2” 
drive handle or a torque wrench to turn 
the tool. 


XD102T 


JOHNSON OUTBOARD 


MOTOR SOCKET 
XD102T — Special 4%,” 12 point, deep 
length, socket for easy use on Johnson 
outboard engine connecting rod bolts. 
3%” drive, 13%4” long, 29/46” diameter. 


BALL TYPE 
UNIVERSAL JOINT 
SPARK PLUG SOCKET 


Same capabilities and design as other 
MAC spark plug sockets, plus ball type 
universal joint. 


XUP266DP 19,” 342” 
XUP206DP ” 342” 
SPARK PLUG INSERTS 


(Not Illustrated) 


XR2— Neoprene Insert for 1%.” Spark 
Plug Socket. 
XR3— Neoprene Insert for %” Spark 
Plug Socket. 


TAPPET ADJUSTING 


SCREW DRIVER 


$8 — Short, heavy duty screw driver blade 
is notched to adjust tappet screws with- 
out slipping off. 


Head Bolt Tools 


HEAD BOLT WRENCH 


Opel 

$C90—This socket type driver has 2” 
square drive. This special male spline 
drive end, 12-point, is designed for the 
head bolts on the small Opel engines. 10 
millimeters. 

$c91 — ¥2” square drive, designed with a 
special 12-point male spline. This tool is 
larger, but similar to SC90. It is designed 


for the larger Opel engine head bolts. 12 
millimeters. 


Motor Tools 


SPARK PLUG SOCKETS 


3¥g” square drive 


Neoprene retainer inside socket grips 
spark plug so it won’t be dropped. Out- 
side is knurled for firm grip. 


XD206P 52” 2546” 
XD266P 16” 2546” 


ROCKER ARM AND 
CONNECTING ROD NUT 
SOCKETS 


Made from a special alloy steel for long 
use in this difficult service without ex- 
cessive socket wear. 


Size 
Tool No.| Opening 
VP196 1Yo9/” Connect. Rod Nuts 
XD186B Ie” Chevrolet 


VALVE ADJUSTING 


SCREW DRIVER 
$88 — Spring loaded blade for easy ad- 
justment of overhead valves with motor 
running. 


HEAD BOLT WRENCH 


John Deere 
$176 — 14,”, 12-point, ¥2” square drive. 


UNIVERSAL JOINT 
SPARK PLUG SOCKETS 
3” square drive, block type 
universal joint 


Neoprene retainer holds spark plug. Uni- 
versal joint gets tool into tight places 
and around obstructions. 


Size Opening Length 


XU206DP 5” 34%” 
XU266DP 14,” 3%” 


ELECTRIC OIL PRESSURE 
GAUGE SOCKET 


This special socket is used on electric 
oil pressure gauge plug on Chevrolet 
1958 and later. Can also be used on 
Plymouth. 


[ Toatne-| Size Onening [ive 
psc |r | 


\ sc2 


CARBURETOR JET WRENCH 


$C2— Special tool makes an easy, un- 
complicated job of installing or remov- 
ing jets in Stromberg carburetors. 
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STOP LIGHT AND OIL 


SENDING SWITCH SOCKET 
Combination Stop Light Switch and Oil 
Sending Switch, double stepped socket, 
services Chevrolet, General Motors and 
Chrysler products, also late model Ford 
products. 


| 


Ist step 1%,” %” 
2nd step 1%” 


ROCHESTER 
| CARBURETOR WRENCH 
| Oldsmobile 
1 This special 1” angle wrench, .175” thick 
is required to hold base nut when re- 
moving or installing flarenut connection 


on Oldsmobiles using Rochester Carbu- 
retor. 


Tool Size Thick- 
Coe Openings | ness —_ 


MANIFOLD AND 
STARTER WRENCHES 


5” x 5¥e"” | 11” |Manifold Wr. 
Mack Truck, 
Trans. Wr. 
Dodge, 
Starter Wr. 


Chrysler 
Products 


Motor Tools 


STOP LIGHT AND OIL 
SENDING SWITCH SOCKET 


Special socket for stop light switch on 
most cars, including General Motors and 
Chrysler products for 1958 and later. Fits 
oil sending switch on most Fords, 1964 
and later. 


[Torna [ se oreing [Orie 
a 


HALF MOON GENERAL 
PURPOSE WRENCHES 


Curved handle half moon wrenches reach 
around obstructions to places impossible 
to get to with a standard socket or 
straight handle wrench. 


Tool No. | Size Openings | Length | 


HM1214 He" Xe" 
HM1618 Yo" X 4" 
HM2024 5a” x 34” 
HM2226 Mg” X 1” 
HM2830 Ta" Xu" 


SHM5 — Set of 5 Half Moon Wrenches 
Half Moon Wrench Set contains one each 
of the above listed wrenches. Sizes 
range from 3%” to 1,4”. 


Starter and Manifold Wrenches 


MANIFOLD AND 
STARTER WRENCHES 


Yo" XH," Manifold Wr. 

Starter & 
Obstru. 

Ne" XI" Manifold 


Ford Prod. 


5g” x wy" 


WING NUT SOCKET 


Y%” square drive 
$C98—This special socket is just the 
thing you need when removing or replac- 
ing hose clamps that utilize a wing nut 
bolt. The rubber O-ring provides a secure, 
yet flexible lock between tool and bolt. 
This tool is ideal in aircraft hose work. 


FAN BLADE WRENCH 


The difficult job of removing fan blades 
on most cars is greatly simplified by this 
tool. Comfortable plastic handle. 


[Tostne | Sie Opening | teva] 
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MANIFOLD AND 
STARTER WRENCHES 


Chrysler 


Instrument Panel Set 


For Your Toughest Jobs 


13-PRONGED SOCKETS 


in B101X metal box 


SCP13B —This thirteen-piece pronged 
socket set complete in B101X metal box 
will prove very effective, time saving, and 
should minimize the possibility of dam- 
age to those tough jobs the mechanic is 
faced with today. 

Instrument panels, windshield wiper 
switches, light switches, washer units, 
radio antennas, ignition switches, are 
only a few of the many uses on most 
makes and models of automobiles and 
light trucks. This set will give you that 
added profit and build better customer 
relations. 


Chevrolet & Chrysler Inst. Panel 

Light Switch, Wiper Switch— 
Ford, VW 

Buick Instrument Panel 

Ford Light Switch 

Chevrolet Wiper Switch, 
Radio Antenna 

Ford, Mercury, Lincoln 
Light Switch 

Chevrolet Windshield Washer 

Chevrolet Windshield Wiper 

GM Windshield Wiper 

Ford Light Switch 

Chevrolet, Light Switch, 
Washer Switch 

Chrysler Prod. Antenna & 
Instrument Panel 

Volkswagen Light Switch 


INSTRUMENT PANEL 
WRENCHES 


jew | oe 


Chrysler Instr. Panel, Chevrolet 
Instr. Panel 

Chevelle & Chevrolet Wiper & 
Light Switch 

Ford Products—Instr. Panel 

Buick Instr. Panel 

Chevrolet Windshield Wiper Switch 

Ignition Switch Ford, Mustang, 

Mercury 


13/4” Wy” 3,” Chevrolet Windshield Wiper, Also 
Auto Radio Antenna Nuts 
Te” 34” Light Switch, Ford, Lincoln, Mercury 


Windshield Wiper Chevrolet 
GM Ignition Switch 

GMC Car Windshield Wiper Nut 
Ford Econo Van Light Switch 
Chevrolet Ignition Switch 
Chevrolet Instr. Panel 


Chevelle Glove Box Lock 


In. Dia. 
Skt. End 


Out. Dia. 
Tool No. | Skt. End 
Sci 


sc77 


SC85 


Special 3%” 
6 Point 


Chrysler Corp. Antenna Nuts 
& Instrument Panel 


Ford Wiper Transmission and Motor 


Flywheel and 


Differential 
Wrenches 


FLY WHEEL WRENCH 
Chrysler Products 


54” x 54” 17” 
Combination Wr. 


DIFFERENTIAL WRENCH 
Toronado 


$147 — Reaches the hard to get bolts on 
the Toronado differential. 7%”, 12-point 
opening at each end. 
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Transmission Wrenches 


MODULATOR WRENCH 


Corvair 
$131 — %” x1” extra thin, 13” long 
handle, open end wrench. Designed to 
remove and replace the Modulator Valve 
on the Corvair. 


Tool Opening 
No. Size Length 
7" x1” Corvair 
Mod. 


Carbon Scrapers 


CARBON SCRAPERS 
short blade 


$17S Square Blade 7TY4” 
$17R Round Blade TY4” 


CARBON SCRAPERS 
long blade 


Tool No. Type Handle 
[ToolNo. | TypeHandie | Length | 


Wood Handle 1134” 
Plastic Handle 1134” 


VACUUM CONTROL 
WRENCH 


Fordomatic 
$124—This is an extra thin 3%” Open 
End Crowfoot Wrench for use on the 
Vacuum Control, Throttle Valve on Ford- 
omatic Transmissions. 


FLEXIBLE WIRE 
CARBON SCRAPER 
CS10 — 10” long, 1” wide. 


STANDARD PUTTY KNIFE 
PK1 — 136” blade. 
PK2 — Heavy-duty, Thick Stiff Blade — 
1%”. 
PK10 — Heavy-duty, Thick, Stiff Blade — 
3”. 
PK12A — Standard-duty, Flexible Blade — 
ae 


Diesel and Heavy Equipment Tools 


HEAD BOLT WRENCH 
” square drive 


Tool Size 
No. | Opening | Length 
Ae" GMC Diesel 
Head Bolts 


DIESEL ENGINE WRENCHES 

om fn 
No. | Opening Type 

pt Point 


$96 7” Single End Box | 174%” 
$97 14,” |Single End Box | 174%” 
$98 3” Single End Box | 1242” 


HEAD BOLT WRENCH 
Y2” square drive 


Tool Size 
No. |Opening|Length 
WA,” 45%” | IHC 800 Diesel 
Farm Tractor 
Head Bolts 
82 


These wrenches were designed for use in 
adjusting valve lock nuts on Cummins 
Diesel engines. 


SINGLE END 
BOX WRENCHES 


(straight and offset) 


Tool Size 
No. |Openings|Length 


S67S} %4” 19” Steering Clutch 
Allis Chalmers 
Steering Clutch 

H8 Caterpillar 
Tractor 


$77B Whe” 19" 


Diesel and Heavy Equipment Tools 


FUEL AND WATER 
PUMP WRENCH 


Tool Size 
No. | Openings |Length 
Ya" x Ya" 7” 1|GM Diesel 
Engines 


DIESEL FUEL LINE 
SOCKETS 


These sockets fit the fuel line nuts on 
GMC and Allis Chalmers Diesel Trucks. 


Tool 
No. 


Chalmers 
Diesel Trucks 
GMC Diesel 
Trucks 
Ser. Nos. 
53 to 71 
GMC Diesel 


BRAKE RIVET PUNCH 
$172 — This is a long punch for knocking 
rivets out of tractor and trailer brake 
shoes. This punch has an extra long %2” 


diameter point. 


Tool 
No. Length 


VALVE LOCK NUT WRENCH 


These special wrenches are used to ad- 
just valve lock nuts on Cummins Diesel 
Engines. 


Cummins 
Diesel 

Cummins 
Diesel 


JACOBS BRAKE 


ADJUSTING SOCKET 


This extra deep length socket fits the 
bolt on Jacobs Brakes for quick adjust- 
ment. 


Tool Size 
No. | Opening] Length 


aaa. as 


DIESEL INJECTOR PULLER 
$115 —This special tool will pull the in- 
jectors on diesel engines with very little 
effort. The special bend and long handle 
give you plenty of leverage even for those 
injectors which are stuck. Made from 
heat treated alloy steel to last longer and 
do a good job. 


KB125 — Kit Bag Only 


VALVE ADJUSTING 
WRENCHES 
G.M. Diesel 


Designed for use on No. 5300 and No. 
7100 series engines. 


Tool 
No. Description Length 
54.” Valve Adj. Wrench 4Y4” 
Y2” Valve Adj. Lock Nut | 642” 
Wrench (G.M. Diesel) 
General Purpose 
Tools 


5 PIECE SCREW 
EXTRACTOR SET 


in KB126 kit bag 


SSE5-K — Standard Twist Point Screw 
Extracters 


Tool 
No. Description 


Screw Extracter | %.” x 344” 


Screw Extracter | %4” x 35%” 
Screw Extracter | 5.” x 444” 
Screw Extracter | 36” x 47%” 
Screw Extracter | 7%.” x 54” 


KB126 — Kit Bag Only 
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SCREW EXTRACTORS 
(easy outs) 


VP246-266 


EXTENSION FOR IMPACT 
FLIP SOCKET 


wes [eet 


TUBELESS TIRE 
VALVE TOOL 


Special Tool designed to pull tubeless 
tire valves through wheel rim to proper 
position. Flexible end is threaded to fit 
all valves. 


Tool 
No. Handle Dia. 


ses [ef 


General Purpose Tools 


HEAVY DUTY LONG 
COMBINATION WRENCH 


This special %”, 6 Point Long Heavy 
Duty Combination wrench is used to re- 
move grease plugs on all G.M. and Ford 
cars. 


se [ wow 


CHAIN SAW WRENCH 
THB2007 — Fills the demand for a tool 
to adjust chain saws. A combination of a 
¥." 12-Point socket and a screw driver. 


[Toot | Size Opening_| Lenath_ 
Point 
Ls a 


DUAL PURPOSE WHEEL 
LUG SOCKET 


Yo" square drive 
This socket is furnished with 34” hex 
opening on one end and 1%,” hex open- 
ing on opposite end. The 42” square drive 
is located between the two openings and 
will accommodate any standard 14” 
square drive extension. 


Size Openings ay 
VP246-266 hy” X 13,4” 


DOOR STRIKER AND 


SEAT BELT SOCKET 


$C88 — This special shaped male 6-point 
driver was designed for use on door 
striker bolts and seat belt bolts which 
have a star shaped socket head. No other 
tool will work in these bolts without dam- 
aging the socket head beyond use. This 
special driver has a 3¢” female square to 
fit all 36” drive handles. This tool makes 
removal and replacement a simple task. 


CORVAIR DOOR 


HINGE TOOL 
$C70— No. 4 Phillips Insert Adapter, 
used with Ratcheting Box Wrench, 
RBWI5, to service the door hinges on 
Corvair. An essential tool for alignment 
or removal of the Corvair doors. 


HEADLIGHT BULB TOOL 
$91 —This tool was designed for pulling 
the springs which hold the headlight 
bulb retainer ring. It makes hooking and 
releasing these springs a simple quick 
job. The thin hooked end slips behind 
the springs easily. 


SQUARE DRIVE PLUGS 


Plugs are threaded and furnished with 
bolt, nut and washer for permanent in- 
stallation on tool cabinets or display 
boards. 


Tool 
No. Description 


[xr | Sa ore Pi | Se] 


General Purpose Tools 


DOOR HINGE WRENCHES 
These tools are essential in the removal 
and replacement of front doors on the 
cars listed. 


DECELERATION VALVE 


ADJUSTING TOOL 
$C101—This 36” hex male drive is de- 
signed for use on the Mercury Capri and 
Ford Pinto deceleration valve. 


SEAT RAIL SOCKET 
$C93 — This tool was designed for use on 
the bolts in the seat rails of Ford Prod- 
ucts. Any other tool will only round off 
the corners of the bolt head, and then it 
is impossible to remove or replace these 
bolts. The socket has a 6-point star 
shaped female spline designed specifi- 
cally for these bolts. The 3%” Square 
Drive will fit any 36” drive handle. 


EIGHT POINT GENERAL 
PURPOSE WRENCH 


Tool No. | Size Openings | Length 
son er 


SEAL PULLERS 


A few hammer taps on back of tool will 
remove front seal on automatic trans- 
missions. Excellent for all seals where 


shaft cannot easily be removed. 


Tool Length 
No. Description 
Std. Puller | %” Sq. 12 
Short Puller | 4%” Sq. 6” 


*No Handle 


CHUCK ADAPTER 


YY" square drive 
VP20NF — 20NF threads on male end con- 
verts ¥2” drive impact wrench to a drill 
using impact chucks or Jacobs with 
Y2-20NF threads. 


Size 
Tool | Open- | Length 
No. ings 


115%” 
Tempest, Olds. 

11%” |Late Model 
G.M. Cars 

12” |Ford Galaxie 
&LTD 

15” {Chevy Il, 
Buick Special 
& Skylark, 
Olds F85, 
Pontiac Temp. 
& GTO 


HORN ADJUSTING SOCKET 


Y%” square drive 


$C65— This socket was designed to be 
used on the special spline nut used in 
adjusting the horn on General Motors 
Cars. 


SPANNER SOCKET 
$C10DA— This special socket is de- 
signed with a 5s” male hex drive end so 
it can also be used on a %” ratcheting 
box wrench. For installation and removal 
of window glass on GMC cars. 


VP20NF 


vw 22PF AKT OT 


Chevrolet—Caster 
Camber Wr,—11/16” 
Chevrolet—Std. Idler 
Arm—3/4” 
Buick—Brake Bleeder 
Wrench—5/ 16” x 3/8” 
Chevrolet—Brake Bleeder 
Wrench—3/8” 
GM Cars—Brake Bleeder 
Wrench—3/8” x 7/16” 
Delco Dist. Tool—1/8” 
Delco Dist. Tool—1/8” 
Delco Dist. Tool—1/8” 
Delco Dist. Tool—1/8” 
Chevrolet—Dist. Tool 
Corvair—Caster Camber 
Wrench—11/ 16” 
Chevrolet Feeler Gauge 
Chevrolet—Brake 
Bleeder Wr.—5/16” x 3/8” 
Chev., Olds, Pont.—Brake 
BI, Wr.—5/16” x 3/8” 
Chev. & GMC 1/2-ton Truck 
Caster Camber—3/4” 
Olds, Pont. Brake 
Cylinder Wrench—1/2” 
Chevrolet Dist. Tool 


See your MAC MAN for all Special Tools not illustrated. 


Spanner Socket 
Head Bolt Wrench—3/4” 
Head Bolt Wrench—5/8” 
Chev. & F85—Brake 
Bleeder Wrench—5/ 16” 
Olds. Rochester Carb. 
Wrench—1” 
Corvair—Modulator Wr. 
—7/8" x 1” 
Toronado—Diff. Wr.—9/ 16” 
Chevrolet—Inst. Panel Wr. 
Chevelle—tnst. Panel Wr. 
Buick—Inst. Panel Wr. 
Chevrolet—Inst. Panel Wr. 
Inst. Panel & Antenna Nuts 
Pontiac—Inst. Panel 
Chevrolet—Inst. Panel 
Chevrolet—Inst. Panel 
Ignition Switch 
Windshield Wiper Nut 
Chevrolet Ignition Switch 
Chevrolet Inst. Panel 
Corvair Inst. Panel — 
Chevelle Glove Box 
Lock Wrench 
Chevrolet Wiper Switch 
Wrench 


CS150A 
CS151A 


Special Tools for General Motors Cars and Trucks 


Door Hinge Wrench—9/16” 
Corvair Door Hinge Tool 
Door Hinge Wrench—1/2” 
Dist. Point Adj. Tool 
Chev. V8 Compression 
Tester 
Chev. Ring Compressor 
Corvair Ring Compressor 
Special Door Striker Bolt Skt. 
Door Hinge Wrench—1/2” 
Stop Light & Oil 
Sending Switch Socket 
Oil Pressure Switch Skt. 
Stop Light & Oil 
Sending Switch Socket 
Door & Window Handle 
Lock Clip Remover 
Door Handle Bolt 
Remover—5/ 16” 
Door Handle Spring 
Remover 
Door Handle Tool 
Molding Clip Installing Tool 
Bulge Wee Molding 
Clip Plier 
Thin Point Molding 
Clip Plier 


Special Tools for Ford Motor Company Cars 


lor 
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Distributor Wrenches (Not Illus.) See Page 78 


Caster Camber 
Wrench—34” 
Caster Camber 
Wrench—34” 
Caster Camber 
Wrench—34” 
Caster Camber Bar 
Deceleration Valve 
Adjusting Tool 
Caster Camber 
Spreader Jack 
Distributor Wr.—2” 
Brake Bleeder 
Wr.— 5g” X 98” 


ak ..)lhUBE 


Distributor Wrenches (Not Illus.) See Page 78 


AA | SC29 |Ball Joint. 
Socket—12%,” 

$C30 | Ball Joint 
Socket—2¥” 


BB | SC52 | Ball Joint 
Socket—1254,” 


Brake Bleeder Wr.—'4” 
Seat Belt Anchor 
Bolt Socket 
Brake Bleeder 
Wr.—¥%” x %” 
Stop Light & Oil 
Sending Switch Skt. 
Stop Light & Oil 
Sending Switch Skt. 
Instrument Panel Wr. 
Ignition Switch Skt. 
Fordomatic Vacuum 
Control Wr.—%4” 
Light Switch Wr. 


$C32 | Brake Bleeder 
Wrench—%” xX 7%.” 

KD435| Door Handle Remover 

$C54 | Brake Spring Tool 


Inst. Panel Wrench 
DT118| Door Handle Tool 


See your MAC MAN for all Special Tools not illustrated. 


FG40 | Feeler Gauge 
Go-No Feeler Gauge 

TBP-1} Bushing Puller & 
Driver 

TBP2 | Bushing Puller & 
Driver 

TBP3 | Bushing Puller & 
Driver 

$C55 | Light Switch Wrench 

KD915| Valve Spring 
Compressor 

KD430| Door Handle 
Spring Tool 

CT15 |Compression Tester 


Va 
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More specific information on each tool is furnished elsewhere in catalog. 


Door Striker Bolt Skt. 
Stop Light & Oil 
Sending Switch Skt. 
Stop Light & Oil 
Sending Switch Skt. 
Inst. Panel & 
Antenna Nut Skt. 
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DECIMAL EQUIVALENTS OF 
MILLIMETER, FRACTIONAL & NO. DRILL SIZES ® 


1 mm = 0.03937 in. 1 cm= 0.3937 in. 
1 dm = 3.937 in. 1 m= 39.37 in. 
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Please write for additional conversion charts. 


Tool Chests and Cabinets 


See 


| oe 


The new Matco-Allied Equipment 
Corporation constructs a line of 
tool chests and rollaway cabinets. 


Chests and Cabinets 


For the Professional 


“SUPER IMPERIAL” 
TOOL CHEST 


MB80 — This is the “BIG BOY” of all our 
quality MAC Tool Chests, and comes 
complete with tote tray and a small parts 
tray. This chest contains 10 drawers, ar- 
ranged and designed for easy and ef- 
ficient tool storage. This chest also has 
a deep top section which is partitioned 
for storage of large and small sockets 
and attachments, including large tote 
tray. All drawers are flush and engi- 
neered to pull completely out, giving the ; 
mechanic 100 percent usable space. The — ; 
three-point locking system is positive, : i 
drawers are locked when cover is closed. 

Highly polished chrome handles, large i cre j 
heavy duty carrying handles which do not | 
cut mechanics hand when toting. A Super 

Imperial heavy gauge chest, finished in ——— 

smooth red enamel, well primed, making 
it easy to clean. Quality has been 
stressed in every respect. 


Specifications of No. MB80 


SiZ@i sascha ieeeeuis 33%” x 1534” x 1834” 

Number of Drawers ..............005 10 
i MODY DIBWER \essrsicis Sa vas sv 15” x 5” x 53%” 
i Six Drawers ............. 15” x 11” x 134” 
i Two Drawers .......... 2934” x 15” x 134” 
i Bottom Drawer ....... 29%” x 15” x 234” 
i FINISH «tas eessod Smooth Red Enamel 


“SUPER IMPERIAL” 
ROLLAWAY CABINET 


MB90— The supreme mobile tool cabi- 
net. This heavy duty unit contains all of 
the best features of roller cabinets in its 
design and engineering. A real “KING 
SIZE” rollaway containing 8 large drawers, 
first three of which are partitioned 
for small tool separation and efficiency. 
All drawers are flush and carried on 
heavy duty slides, allowing complete 
usable drawer space. Equipped with a 
special Snap-In lock at top center, which 
automatically locks all drawers. Extra 
heavy duty swivel and stationary casters. 
| High polished chrome hardware and fin- 
ished in a smooth red enamel for easy 


cleaning. 
Specifications of MB90 

SIZ) smite Hencds2'tn48 18” x 3342” x 3442” 
FIGS ccrctecpeticonnisa Red Smooth Enamel 
| Number of Drawers ................00- 8 

2 Drawers ...... 1-15/16” x 27” x 17-3/16” 

1 Drawer ........ 2-7/16” x 27” x 17-3/16” 

3 Drawers ....... 3-7/16” x 27” x 17-3/16” 

1 Drawer ........ 4-7/16” x 27” x 17-3/16” 

1 Drawer ............ 7” x 27” x 16-15/16” 


SUPER IMPERIAL 
CHEST AND ROLLAWAY 
(King Size) 


No. MB90C Extra Heavy Duty Casters 
(Set of 4) 
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ROLLAWAY CABINET 
four drawer 


MB204 — Here in the MB204 is one of the 
most versatile rollaway cabinets offered 
in the automotive market today. An amaz- 
ing 9,000 cu. in. of storage capacity fea- 
tured in one of the toughest and most 
useful rollaway cabinets ever designed. 
Mac quality is present everywhere — in 
the heavy-duty 4” casters with brakes, as 
in the heavy-duty lock and the chrome- 
plated side handle. This rollaway cabinet 
features the exclusive Mac continuous- 
pull handle. The size of the bottom com- 
partment, as illustrated, is 26-7/16” x 16” 
x 8-3/4”. Please note the heavy gauge 
steel disappearing door. This rollaway 
cabinet features full suspension drawers 
for complete access to all tools the me- 
chanic wishes to store. This cabinet also 
has the rubber top feature found on the 
MB506, 6-drawer rollaway cabinet. Heavy 
gauge prime cold rolled steel has been 
used in the manufacture of this cabinet. 
Completely bonderized and electrostatic- 
ally finished with the finest gas and oil 
resistant red baked enamel. Every me- 
chanic will find the MB204 a rugged and 
maximum storage type of rollaway. The 
heavy-duty, extra-wide, high impact 4” 
casters—two swivel with brakes and two 
stationary—make it one of the easiest 
cabinets of its size to move. 


MB103 


ROLLAWAY CABINET 


three drawer 

MB103— Deep drawer cabinet storage 
with two medium size drawers, one deep- 
er drawer, plus the big bottom storage 
area give a complete mobile working sta- 
tion for big, heavy tools or test equip- 
ment. Cabinet drawers all operate on 
wide track roller slides. Super smooth 
working. Open with fingertip ease. Rug- 
ged wrap-around corners keep cabinet 
square. Pull down panel front locks all 
drawers and compartment when closed. 
Heavy duty tumbler lock for maximum 
security. 3” roller bearing wide tread 
casters. Two rigid and two swivel with 
brake. Economy priced. 

Dimensional Data: 


Width — 2634” 
Depth — 173%” 
Height — 3244” 


Rollaway Cabinets 


MB204 
MB204 DRAWER DATA 


Tool 
No. 


MB204-1 Top 2 23/2" X 1515p" X 2254,” 
MB204-2 3rd 3Y4q" X 151%” K 2256” 
MB204-3 4th M59" X 151549” X 2256” 


MB200S 


CABINET SHELF 
MB200S —The shelf is designed to at- 
tach to any Rollaway Cabinet. Heavy Duty 
steel construction. Weighs 742 Ibs. Net 
Size: 16” x 1342”. A smart and useful ad- 
dition to any Rollaway Cabinet. 


“Le i 7007 <a 
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Dimensional Data: 

Width - 2612” 

Depth - 17” 

Height without Casters - 2712” 
Height with Casters - 3244” 
Weight - 9742 pounds 

Storage Capacity - 9,000 cu. in. 


ROLLAWAY FEATURES 


Here is one of the many outstanding fea- 
tures of the 500 Series Rollaway Cabinets 
illustrated on the preceding page. Notice 
the high chrome finish as well as the 
sturdy construction. A quality piece of 
hardware for a quality Rollaway. 
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ROLLAWAY CABINET 


MB520 — Here is the top of the SUPREME 
LINE in quality and appearance. 10 
drawers with maximum storage capacity. 
The famous Mac chrome handle is one 
of the ever present features of this roll- 
away cabinet. Bonderized and finished 
in Mac red baked on enamel. Dependable 
drawer runners that allow full opening 
and ease of operation. Heavy gauge 
prime cold rolled steel in conjunction 
with heavy duty construction give this 
cabinet rugged dependability. Over 80 
positive key changes in the locking sys- 
tem. Any professional mechanic will tell 
you that this is the top of anyone's line. 
Heavy duty 5” casters. Rubber mat. 


No. 
Req’d.| Height 
4 2% 


Chest Outside Dimensions 


Height: 3236 

Depth: 26% 

Width: 18 

Height: w/5” casters: 374% 


Storage Capacity Net Weight 
9703 cubic inches 155 Ibs. 


ROLLAWAY CABINET 
six drawer 


MB506— Here is a beauty in quality 
workmanship and dependability. All the 
capacity required to really put your tools 
where you can find them. “Mac Made” 
for durability. Prime heavy gauge cold 
rolled steel with the added construction 
and reinforcement known to give you 
service. One heavy duty tumbler lock 
secures all drawers with our new locking 
mechanism—trouble free. Dependable 
drawer runners allow full opening. No 
“feeling” to find tools you can’t see. Oil 
and gasoline resistant red baked-on 
enamel electrostatically applied over 
bonderized surface for added rust pro- 
tection and lasting beauty. Heavy duty, 
extra wide, high impact, 4” casters, two 
swivel with brakes and two stationary 
make it a pleasure to move. Notice the 
new drawer pulls of polished bright 
chrome that make it easy to open a 
drawer from any side or angle. 


MB506 ROLLAWAY DRAWER DATA 


22 Se” X17." X24” 
22 546” X17 2" X 3%" 


4th & 5th | 22 4." x 17%" x4y"” 
221544” X 1712” X 6%” 


Rollaway Cabinets 


MB520 


Dimensional Data: 

Width - 26%” 

Depth - 19” 

Height - 337%,” Top to Floor 
Weight - 138 Ibs. Net 

Storage Capacity - 8312 cu. in. 


SUPREME LINE CHEST 
ten drawer 


MB510 — Excellence in quality and work- 
manship are reflected in the MB510 tool 
chest. 5552 cubic inches of storage ca- 
pacity in a beautiful chest featuring red 
baked enamel finish and the famous 
Mac chrome handle. Prime heavy gauge 
cold rolled steel with the added rein- 
forcement and quality construction 
known only to Mac give you one of the 
most rugged chests on the market today. 
This chest is the companion to the 
MB520 rollaway cabinet. As a combina- 
tion chest and rollaway you have reached 
perfection. 


TT7 — Universal Tote Tray 
DRAWER DATA 


Chest Outside Dimensions 
Height: 18154, 


Depth: 15 

Width: 26 

Storage Capacity Net Weight 
5552 cubic inches 94 Ibs. 


DROP FRONT CHEST 


10 drawer 


MB500 — Heavy gauge prime cold rolled 
steel. Stainless steel pin in continuous 
hinge. Runners provide full drawer open- 
ing with ease in operation on fully load- 
ed drawers. New heavy duty side chest 
handles welded to the sides and rein- 
forced for security. Extra large and com- 
fortable. 3-way locking with heavy duty 6 
disc tumbler cam locks, with 80 positive 
key changes. Completely bonderized and 
electrostatically finished with the finest 
gas and oil resistance red baked enamel. 
110 Ibs. weight. Rugged. 

Every professional mechanic will find 
the all new “MAC” MB500 a heavy duty 
chest designed for rugged service use. 
Heavy gauge steel and top workmanship 
are combined to give you 110 tough 
pounds of tool chest. 5143 cubic inches 
of storage capacity in full access drawers 
enables you to quickly and easily find 
the right tool for the job. Even with all 
these rugged features the MB500 is one 
of the most attractive pieces of quality 
merchandise any professional mechanic 
will ever desire. 


Chests 


MB510 


MB500 
MB500 DRAWER DATA 


MB500-1 


MB500-2 
MB500-3 
MB500-4 2g X 232%2 X 1442 
MB500-5 345 X 232542 X 14Y2 


Drawer cubic inch - 3578 
Top compartment - 1565 
Total storage - 5143 cubic inches 


Chest Outside Dimensions 
Height: 1734 
Depth: 1515, 
Width: 26%, 
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MAXIMUM STORAGE 
CAPACITY TOOL CHEST 


ten drawer 


MB210 — Every mechanic will find maxi- 
mum storage capacity, such as found 
only in the Mac quality line of tool 
chests and cabinets. An amazing 4,239 
cu. inches of storage capacity is found in 
this tool chest. When this chest is com- 
bined with the MB204, 4-drawer rollaway 
cabinet, you will have 13,239 cu. in. of 
storage capacity. All of this storage ca- 
pacity found in a Mac quality heavy- 
duty gauge cold rolled prime steel set 
of boxes. The MB210 features a catalog 
retainer where the mechanic may place 
the Mac catalog and other important 
literature. Also featured is the shop card 
retainer for use by the Mac distributor 
and the professional mechanic to keep 
accurate records of tool purchases. An- 
other feature found in the MB210 is the 
heavy-duty tumbler lock. Also note the 
heavy-duty side handles, as featured in 
the photograph. The continuous pull 
handle is an exclusive design on this 
tool chest, as well as on the MB204 roll- 
away cabinet. Specifically designed for 
easy finger access. You will find the 
MB210, in combination with the MB204, 
the maximum storage capacity in the 
finest quality workmanship chest and 
cabinet found on the automotive market 
today. 


TT7 — Universal Tote Tray. 


DROP FRONT CHEST 


seven drawer 


MB507 — Just as new and fresh as our 
new line of Tool Chests and Rollaway 
Cabinets. “MB507” is truly a service 
chest. Heavy gauge prime cold rolled 
steel. Stainless steel pin in continuous 
hinge. Runners provide full drawer open- 
ing with ease in operation on fully 
loaded drawers. New heavy duty side 
chest handles welded to the sides and 
reinforced for security. Extra large and 
comfortable. 3-way locking with heavy 
duty 6 disc tumbler cam locks, with 80 
positive key changes. Completely bond- 
erized and electrostatically finished with 
the finest gas and oil resistance red 
baked enamel. 81 net Ibs. weight. 
Rugged. 

Every professional mechanic will find 
the all new “MAC” MB507 a heavy duty 
chest designed for rugged road service 
use. Heavy gauge steel and top work- 
manship are combined to give you 81 
tough pounds of tool chest. 3001 cubic 
inches of storage capacity in full access 
drawers enables you to quickly and easi- 
ly find the right tool for the job. Even 
with all these rugged features the MB507 
is one of the most attractive pieces of 
quality merchandise any professional 
mechanic will ever desire. Don’t “miss 
the boat”—one look at this service box 
and you'll never let it out of your sight. 


TT7 — Universal Tote Tray. 
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Chests 


MB210 DRAWER DATA 


1%,” M6" 112%,” 
43,” 5 Vg” 112%,” 
23,2" 221546" 112542” 
352" 221546” 11254,” 


MB210-3] 8th & 9th 
MB210-4} Bottom 10th 


Dimensional Data 

Width - 26-3/32” 

Depth - 13-5/8” 

Height - 16-5/16” 

Weight - 81 Lbs. Net 

Storage capacity - 3001 cu. in. 


COVER DROPS 
TO LOCK 


“DRAWERS 
ye: i 
/ 


, di 


Dimensional Data: 

Width - 26” 

Depth - 13” 

Height - 18154,” 

Weight - 8042 pounds 

Storage Capacity - 4,239 cu. in. 


MB507-1 
MB507-2 
MB507-3 
MB507-4 
MB507-5 


7 4" 4 12%,” x Ly,” 
231546” X 124%" X 1IV4” 
231346” X 12%" X LY," 
231546" X 12%," X2 4” 
231544" X 12%" X3 4" 


OPEN FRONT CHEST 
seven drawer 


MB517 —This is our new seven drawer 
open front chest with the Mac quality 
and ruggedness built in for years of 
trouble free service. New locking mech- 
anism that is secure and trouble free. 
One heavy duty lock secures all drawers. 
If one drawer is left open it may be 
pushed closed and locked without un- 
locking the unit. Dependable drawer 
runners that allow full opening and ease 
of operation. Heavy gauge prime cold 
rolled steel. Bonderized and finished in 
red baked on enamel. New bright chrome 
plated drawer pulls of our design truly 
set this chest off in a class all its own. 


MB517 CHEST DRAWER DATA 


221544” X11%_" X24” 
221546" X114%_" X 3%” 


ECONOMY 10-DRAWER 
CHEST 


MB110— This economy chest has the 
capacity required by many mechanics to 
properly store their tools. The size of this 
chest is 26%” long, 19” high, 124%” deep. 

Cover locks all drawers. Tumbler lock 
secures the cover. Full length piano 
hinge with watershed roof. Here is a 10- 
drawer quality chest at a reasonable 
price. 


Chests 


Dimensional Data: 
Width - 2634,” 

Depth - 13” 

Height - 1613,” 
Weight - 80 Ibs. net. 


Storage Capacity -2754 cu. in. of drawer 
space. This excludes area of top compart- 


ment. 


MAXIMUM STORAGE CHEST 
six drawer 


MB206 — 3579 cubic inches of storage 
capacity in only 6 drawers! The MB206 
like its companions the MB210 and 
MB204 features the continuous pull 
handle. Prime cold rolled steel in heavy 
duty construction. Look at the weight in 
this box—59 Ibs. in only 6 drawers! The 
continuous pull handle is specially de- 
signed for easy finger access. One of the 
features of this chest is the catalog re- 
tainer and shop card retainer. Truly a 
fine piece of workmanship. 


6-DRAWER CHEST 

MB106— The above shows our 6-drawer 
chest. The size of this chest is 26%” 
long, 15” high, 12%” deep. Drawers lock 
on heavy duty full suspension slides. 
Cover automatically locks all drawers 
when closed. Strong tumbler lock. Two 
keys. Full size lift-out tray with handle. 
Cover has watershed roof over full length 
piano hinge. Plated hardware. 


Chest Outside Dimensions 


Height: 1554, 

Depth: 13 

Width: 26 

Storage Capacity Net Weight 
3579 cubic inches 59 Ibs. 


HEAVY DUTY TOOL CHEST 
B64V — Designed to carry the 64-piece 
(SV64-6B) %” square drive socket set 
with ease, this chest is fabricated from 
heavy gauge steel. Full length piano 
hinge, two lever type clasp fasteners, and 
a padlock hasp provide security. Luggage 
type, formed steel handle on chest cover. 
23” long, 9” wide, 352” deep. Weighs 15 
Ibs. Finished in baked-on MAC red 
enamel. 


Combinations 


MAC CHEST AND ROLLAWAY COMBINATIONS 


CHEST ROLLAWAY Total 
Number Cu. In. Number Cu. In. Cu. In. 
of Drawers | Storage of Drawers | Storage Storage 


For further specifications, see the in- 
MB503 Storage Chest adds 2,272 cu. in. dividual specs on each chest or rollaway 
to any 500 Series Rollaway Combination. in this section of the catalog. 


MB510 and MB520 


COMBINATION 
MB510 and MB520 — This combination 
consists of the MB510 Ten Drawer 
Supreme Line Chest and the MB520 Ten 
Drawer Supreme Line Rollaway Cabinet. 
It provides 15,255 cu. in. of storage space. 
Features red baked enamel on prime 
heavy gauge cold rolled steel. Heavy duty 
construction gives the utmost in rugged 
dependability. See the individual speci- 
fications on these items for full details. 


EE ee 


Combinations 


MB517 and MB506 


COMBINATION 
MB517 and MB506 — This combination 
consists of the new MB517 seven drawer 


MB110 MB103 
COMBINATION 


MB110 and MB103— The combination 
illustrated above includes our MB110 
Economy Line 10-drawer Tool Chest and 
our MB103 Economy Line Rollaway Chest 
with three drawers and a large area be- 
low to store your bigger tools. This is a 
very versatile combination available with- 
in the MAC Economy Line. 


open-front chest and the MB506 six 
drawer Rollaway Cabinet. It provides 
11,066 cu. in. of storage capacity. Fea- 
tures new locking system that allows a 
drawer left open to closed and locked 
without unlocking the unit. Supreme line 
heavy duty. construction for years of 
trouble free service. 


500 SERIES CHEST 


500 SERIES ROLLAWAY 


MB210 MB204 


COMBINATION 


MB210 and MB204—The mechanic will 
find an incredible 13,239 cu. in. of stor- 
age capacity. These are rugged boxes 
which in combination give the mechanic 
14 drawers and a large 267,” x 16” x 834” 
bottom storage compartment. For further 
specifications see the individual specs 
on each metal box. 


MB503 STORAGE CHEST 


MB503 Storage Chest adds 2,272 cu. in. 
to any 500 Series Rollaway Combination. 


ADD 3 DRAWERS 
TO YOUR 500 
SERIES COMBINATION 
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MB6 
MECHANIC’S BOX 


MB6 — All-Purpose streamlined Box with 
round corner cover. Electrically welded 
seams throughout. Added features in- 
clude two heavy suitcase bolts, hasp and 
staple, and substantial handle for con- 
venient carrying. Full size life-out tray 
with formed handle and three compart- 
ments providing additional space. Fin- 
ished in smooth “Coca-Cola” red enamel. 
MB6 — Size 20” x 842” x 942” 

TT6 — Tote Tray Only. 


GABLE TOP TOOL BOX 


MB5 —A heavy-duty mechanic’s box, with 
full size tote tray. Made especially for re- 
pairmen, industrial workers, garagemen. 
Weight—8% Ibs. Weight per carton—10 
Ibs. Size Box—19” x7” x9”. 

MB5 — Tool Box 

TT5 — Tote Tray Only. 


MB1 


IGNITION TOOLS BOX 


MB1—A compact, attractive and sturdy 
box, for your storage of ignition tools, 
and small socket sets and attachments. 
This box is finished in our new smooth 
“Coca-Cola” red enamel. It has a top 
compartment for storage of Sockets and 
Attachments, and a full drawer below for 
all ignition wrenches, etc. It gives you 
your complete ignition tune-up tools in 
the palm of your hand. It is constructed 
in the same sturdy manner as all larger 
tool boxes, built to stand the gaff. 
MB1— Ignition Tools Box—8” long, 4” 
wide, 2” deep. 


HEAVY DUTY TOOL CHEST 
B23V — Used with the MAC Basic 23- 
piece (SV23-2B and SV23-6B) %2” square 
drive socket set. Like all MAC tool chests, 
it is fabricated from heavy gauge steel. 
Lid has full length piano hinge. Two 
luggage type spring catches keep the 
cover closed. Padlock hasp for locking. 
Formed steel handle firmly attached to 
cover. 19¥2” long, 7%2” wide,-2%4” deep. 
Weighs 7 Ibs. Finished in MAC red baked- 
on enamel. 


B123X 


HEAVY DUTY TOOL CHEST 


Bi23X—A tool chest every mechanic 
should have. The liftout tote tray was de- 
signed for MAC’s 123-piece (SX123B) 3%” 
square drive socket set. There is plenty 
of extra room left for other tools. Fabri- 
cated from heavy gauge steel. Full length 
piano hinge. Two lever fasteners and a 
lock hasp hold the cover. Formed steel 
handle gives you a comfortable grip on 
a heavy load. 21” long, 742” wide, 6” 
deep. Finished in MAC red baked-on 
enamel. 

XTT1 — Tote tray only. Heavy gauge steel, 
partitioned for holding the sockets in 
SX123B socket set. 


B32Z 


HEAVY DUTY TOOL CHEST 
B32Z— Built for the 32-piece (SZ32-2B 
and SZ32-6B) and the 27-piece (SZ27-2B 
and SZ27-6B) 34” heavy duty socket sets. 
Fabricated from heavy gauge steel, with 
a full length piano hinge, spring latches, 
and a lock hasp. Chest ends are fitted 
with trunk type handles for easy carrying. 
Chest is finished in MAC red baked-on 
enamel. 29” long, 9” wide, 5” deep. 
Weight, 22 Ibs. 


UTILITY BOX 


MB7—Here is a handy all-purpose 
utility box. Store any number of smaller 
items in this heavy gauge cold rolled 
steel box. Features handle and locking 
bracket. MAC red enamel. 


BOX 
B10-1X — For storing small parts. Plastic 
insert is designed to hold the 10 pieces 
in the MAC low clearance socket set 
(SXRA-10). Length: 834”, width: 334”, 
depth: 1-3/16”. 


BOX 
B11M — This box is made for the SM11-2B 
and the SM11-6B, %4” Square Drive 
Socket Set. Heavy gauge fabricated steel 
with baked on MAC red enamel. Length 
642”, Width 234”, Depth 1”, Weight 10 oz. 


BID22X 


UTILITY BOX 
BID22X — Designed for the 22-piece Im- 
pak Driver set (SID22B), box comes with 
removable plastic tray molded to hold the 
tools in this set. Remove the tray and 
you have an excellent fabricated steel 
box for storing and protecting valuable 
small parts or tools. Two welded hinges 
and snap type latch keep it tightly 
closed. 834” long, 5%2” wide, 344” deep. 
Finished in MAC red baked-on enamel. 


HEAVY DUTY TOOL BOX 
B10V—Compact steel box for the 
SVF2B front end alignment, flex ratchet 
set. Two welded on butt hinges and a 
sturdy snap type latch secure the cover 
of this fabricated heavy gauge box. 
Weighs 2 Ibs. Finished in baked-on MAC 
red enamel. 15%” long, 242” wide, 1%” 
deep. 


B16-IM 


BOX 
B16-IM— Designed for the 16-piece 
(SM16-6B) 14” drive socket set. Just right 
for storing small parts or tools. 842” long, 
5” wide, and 14%” deep. Finished as all 
the above in MAC red baked-on enamel. 


Boxes 


BOXES 

B26-IM & B28-IM— Designed for the 26- 
piece (SM26-6B) and the 28-piece 
(SMM28-6B) socket sets. The only differ- 
ence being the Plastic insert furnished 
with the box. Length: 17%”, width: 6”, 
and depth: 144”. 

B26-IM — For the 26-piece standard set. 
B28-IM — For the 28-piece metric socket 
set. 


BOX 
B19X — This box is made for the SX19-2B 
and the SX19-6B. 36” Square Drive Sock- 
et Set. Heavy gauge fabricated steel with 
baked on MAC red enamel. Length 14%4”, 
Width 6%”, Depth 154”, Weight 2 Ib. 8 oz. 


BOX 
B45M —For the 45-piece (SM45-6B) 4” 
drive socket set. Length: 19”, width: 144”, 
depth: 13¢”. Can be used as a utility or 
storage box. 


BOX 
B14V — This box is made for the SV14-2B 
and the SV14-6B, 42” Square Drive Socket 
Set. Heavy gauge fabricated steel with 
baked on MAC red enamel. Length 104%”, 
Width 458”, Depth 2”, Weight 1 Ib., 12 oz. 


BOX 
B19M — This box is made for the SM29-2B 
and the SM29-6B, 4%” Square Drive Sock- 
et Set. Heavy gauge fabricated steel 
with baked on MAC red enamel. Length 
8”, Width 6”, Depth 1”, Weight 1 Ib. 


BOX 
B10X — One of the strongest small boxes 
you can find. For the 10-piece (SX10-6B 
and SX10-2B) socket sets. Box is 84%” 
long, 3” wide, and 142” deep. 


BOX 
B18Z— This box is made for the SZ18-2B 
and the SZ18-6B, 34” Square Drive Socket 
Set. Heavy gauge fabricated steel with 
baked on MAC red enamel. Length 2142”, 
Width 8”, Depth 44%”, Weight 20 Ibs. 


AUXILIARY CHEST 
three drawer 


MBS503— Add three drawers to your 
MB506/MB507 or MB517 combination 
chest and rollaway cabinet. Chrome 
handles and Mac quality red baked 
enamel finish are only two of the many 
features of this unit. Get the greatest 
number of drawers possible with the 
MB506/MB517 combination by adding 
this attractive unit. 


DRAWER DATA 


144%” 
1414” 
1442” 


MBK1 


PROTECTIVE 
TOOL CHEST COVER 


MBK1 — Heavy Duty Automotive Red 
Vinyl. Cotton Twill Backing. Fits MB106, 
MB507, MB517 and others. Width 28”, 
depth 15”, height 18”. 

This is a new item you have been ask- 
ing for and now you have it! With a great 
big Mac Tool emblem on the front so 
everybody will recognize it. Naturally, in 
our easy-to-spot colors. 

This heavy duty automotive expanded 
vinyl cover with supporting cotton twill 
backing and sturdily constructed piped 
seams is made for long usage—protects 
your investment from nicks and scratch- 
es, thereby increasing the life and ap- 
pearance of the tool box—grease and 
dirt wipes off easily and cover is guar- 
anteed for one year under normal usage 
conditions. 


GIANT TOTE TRAY 


TCT1—Here is an extra-large tote tray 
for the mechanic who wants to carry 
numerous tools while making service 
calls. 


Dimensions 


[ne [Beerton|nats [Bena 


Small tool or socket shelf built in one 
end of tray. Dimensional Data: 
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Height-3” Width - 914” 


Chests and Accessories 


Chest Outside Dimensions 
Height: 9%, Depth: 15% 


Storage Capacity 
2277 cubic inches 


Width: 26% 


VINYL DRAWER LINER 


DL100 — Will withstand temperatures 
down to 40° below zero without becom- 
ing stiff or cracking. Is impervious to 
just about any liquids or compounds that 
are used in average automobile service 
center. Will protect the bottom of 
drawers from scratches and stains. Will 
protect tools from being scratched while 
in the drawer. 

Will keep tools in better drawer align- 
ment and more orderly, easier to find 
and arrange due to the non-slip quality. 
When liner becomes greasy or just plain 
dirty, it can be removed very easily, 
cleaned properly and replaced ready to 
do what it is intended to do. 36” wide, 
20 foot rolls standard. 


Depth - 842” 


HEAVY DUTY TOOL CHEST 
B221X — Made for the 22-piece (SX22-2B 
and SX22-6B) 3%” square drive socket 
sets. Fabricated from heavy gauge steel 
and finished in baked-on MAC red en- 
amel. Full length piano type hinge. Two 
spring latches. Padlock hasp. Formed 
steel suitcase handle. 18” long, 9” wide, 
142” deep. 


FAST DRY 


‘SPRAY 
PAINT 
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SPRAY PAINT 
MBP2— MAC Red Spray Paint. Fast Dry- 
ing. 13 oz. can. 


GENERAL PURPOSE 
BENCH SIZE TOOL CHEST 


MB28—A very attractive, sturdy, and 
durable tool chest finished in smooth 
“Coca-Cola” Red enamel, easy to keep 
clean and neat, free from grease stains. 
Equipped with 3 drawers with sturdy 
slides and stops. Permanent divider in 


HEAVY DUTY TOOL CHEST 
B37X — Strong fabricated steel tool chest 
for MAC’s 37-piece (SX37-2B and SX37-6B) 
3%” square drive socket set. Full length 
piano hinge. Two lever type cover fasten- 
ers. Padlock hasp. Suitcase type formed 
steel handle is fastened securely to the 
cover for easy carrying. 2134” long, 6” 
wide, 3%” deep. Finished in MAC red 
baked-on enamel. Weighs 16% Ibs. 


Chests 


top section with tote tray included. One 
key completely locks the chest. When lid 
is open, it is unlocked; when lid is 
closed, it is completely locked. All hard- 
ware is chrome plated. 
Dimensions 

MB28 — Tool Chest Complete. 26” x 10” x 
115%” 

TT28 — Tote Tray Only. 


HEAVY DUTY TOOL CHEST 
B21W —An extra heavy duty tool chest 
designed for the 21-piece (SW21-6B) and 
the 16-piece (SW16-6B) 1” square drive 
heavy duty socket sets. Fabricated from 
heavy gauge steel, the chest has a full 
length piano type hinge, two spring 
latches, and a lock hasp. Two trunk 
handles located at chest ends allows 
heavy loads to be carried easily. 29” long, 
9” wide, 5” deep. Weighs 22 Ibs. Finished 
in smooth MAC red baked-on enamel for 
easy cleaning. 


HEAVY DUTY TOOL CHEST 
B53X — Designed to carry the 53-piece 
(SX53-6B) 36” square drive metric socket 
set. Fabricated from heavy gauge steel, 
with full length piano hinge. Two luggage 
type spring latches and a padlock hasp 
to secure the cover. Formed steel suit- 
case type handle for comfortable carry- 
ing. Weighs 642 Ibs. Finished in MAC 
red baked-on enamel. 2234” long, 7” wide, 
3%e” deep. 


2-DRAWER CHEST 
MB22 — Newest, smallest, most compact 
portable chest .. . but with big-size chest 
features. Carrying handle on top, PLUS 
full-length Tote Tray and 2 full-width 
large capacity drawers, make it ideal for 
carrying “on-the-job” tools. Drawers have 
full-width for fitting pullout handles and 
positive stops on their easy-acting com- 
pound slides. Locking bar automatically 
secures drawers when cover is closed. 
Specifications 


Size of Chest .......... 856” x 9Y2” x 20” 
PACKiNg socdinecsses 1 Chest per Carton 
Shipping Wt. per Carton ......... 20 Ibs. 
Size Till-in Top ........ 236” x BY2” x 20” 
Size Tote Tray ....... 158” x 752” x 1934” 
Numbers of Drawers .............0000 2 
Size of Drawers .......... 244” x 8” x 18” 


Sparkling Red baked enamel with Red 
Drawers and Tray. 
MB22 — Tool Chest. 


B49V 


HEAVY DUTY TOOL CHEST 
B49V — Holds the 49-piece (SV49-6B) 42” 
square drive socket set. Fabricated from 
heavy gauge steel. Full length piano 
hinge. Two tension lever clasps and a 
padlock hasp secure the cover. Formed 
steel, suitcase type handle. 23” long, 9” 
wide, 358” deep. Finished in smooth, easy 
to clean MAC red baked-on enamel. 
Weighs 15 Ibs. 
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TACH-DWELL-VOLT- 
AMMETER 


cuts time, builds profits 

ET-380 — Here’s a combination ignition- 
charging system tester that will save you 
time and increase your tune-up profits. 
Ammeter lead plugs into tester base and 
may be disconnected when not in use. 
And it makes no difference if the igni- 
tion system is C-D or conventional or 
whether the charging system is AC or DC. 
A separate cylinder selector switch per- 
mits direct reading of the tachometer 
and dwell meter on all 4, 6 and 8 cylinder 
engines and a voltage regulating circuit 
eliminates the need for adjustment be- 
fore each use. 

Advanced-design, temperature compen- 
sated, solid-state circuits give you accu- 
rate readings over a wide temperature 
range and a battery condition indicator 
tells you when tester battery needs re- 
placement. Printed circuit construction 
and durable spring-backed jewelled 
meter withstands normal shop use. Com- 
plete with instructions, battery post 
adapter, regulator jumper leads and 
adapter for connecting to coils with 
push-on terminals. 

Makes These Tests: 
@ Dwell and Dwell Variation 
@ Idle Speed and Mixture Adjustment 
@ Engine Speed, 0-5000 r.p.m. 
@ Current, 0-100 amps 
@ Alternator or Generator Output 
@ Cutout Relay 
@ Voltage Regulator 
@ Current Regulator 
@ Charging Circuit Resistance 
B Voltage, 0-16 Volts 
Technical Data: 
Meter Size: 41 in. 
Meter Scales: 
Tachometer: 0-1000 r.p.m. 
0-5000 r.p.m. 

Dwell: 0-60° 

Voltmeter: 0-16 Volts 

Ammeter: 0-100 amps 
Accuracy: +2% F.S. 

Lead Length: 5 ft. 

Dimensions: 2%, x 5% x 61%, in. 

Power Req.: One 9 volt NEDA type 
1600 dry cell 
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Electric Testin 


CYLINDERS 
6 8 


VOLT-AMP TESTER 


ET-310 — Here’s a compact, portable volt- 
amp tester that can test any 6, 12, or 24 
volt negative ground charging or starting 
system. Ammeter lead plugs into tester 
base and may be disconnected when not 
in use. Specially designed ammeter 
shunt connects directly to the vehicle 
battery for charging and starter current 
tests, and a special screw adaptor per- 
mits connecting the shunt to side termi- 
nal batteries. A series of regulator adap- 
tor leads is provided for connecting to 
any Chrysler, Delco-Remy, Ford, Motorola, 
Leece-Neville, or Prestolite alternator or 
generator charging system, whether con- 
ventional or transistor regulator. Has an 
overload protected low voltage scale for 
testing voltage loss in system wiring and 
connections. 


Tools 


ET-380 


Complete with easy-to-follow instruc- 
tions. There’s nothing else to buy. 
Makes These Tests: 

@ Alternator or Generator Output 
@ Cutout Relay 
@ Voltage Regulator 
@ Current Regulator 
@ Charging Circuit Resistance 
@ Voltage, 0-32 volts 
@ Current, 0-400 amps 
Technical Data: 
Meter Size: 4% in. 
Meter Scales: 
Voltmeter: 0-3.2 volts 
0-16 volts 
0-32 volts 
Ammeter: 0-100 amps 
0-400 amps 
Accuracy: +2% F.S. 
Lead Length: 5 ft. 
Dimensions: 25, x 5% x 61%, in. 


ET-390 


ELECTRICAL SYSTEMS 
ANALYZER 


does more, costs less 
ET-390 — Makes over 90 percent of the 
electrical system tests required on to- 
day’s passenger cars and trucks. Does the 
work of equipment costing twice as 
much. This compact, portable unit can 
test any 6 or 12 volt AC or DC charging 
system, any 6 or 12 volt starting system 
or any 6, 12 or 24 volt ignition system. It 
also works on the new Delco-Remy Unit 
Ignition, the Chrysler Electronic Ignition 
and other ignition systems where fast 


ET-340 


TACH-DWELL 


for fast, accurate tune-up 
ET-340 — The most accurate, easy-to-use 
tach-dwell tester available. With one pair 
of leads and one hookup you can test any 
ignition system; 6, 12 or 24 volt, tran- 
sistorized, capacitor discharge or conven- 
tional. And there’s no sacrificing accura- 
cy when testing 4, 6 or 8 cylinder engines. 


Electric Testing Tools 


switching, high input impedance tacho- 
meters are required. 

There’s no sacrificing accuracy when 
testing 4, 6 or 8 cylinder engines. A sep- 
arate cylinder selector switch permits 
direct reading of the tachometer and 
dwell meter on any engine. A unique 
point resistance test circuit lets you test 
the distributor points with the engine 
running or stopped and a separate ohm- 
meter lets you test alternator diodes and 
spark plug cables. You can also check 
continuity in electrical wiring and com- 
ponents. 

Ammeter and ohmmeter leads plug into 
tester base and may be disconnected 
when not in use. Specially designed am- 
meter shunt connects directly to the ve- 
hicle -battery for charging and starter 
current tests and a special screw adapt- 
er permits connecting the shunt to side 
terminal batteries. A series of regulator 
adapter leads let you hook up to any 
Chrysler, Delco-Remy, Ford, Motorola, 
Leece-Neville or Prestolite alternator or 
generator charging system, whether con- 
ventional or transistor regulator. 

Dependable, temperature compensated, 
solid-state circuits are designed to give 
you accurate readings over a wide tem- 
perature range and provide years of 
trouble-free service. Tester battery lasts 
up to one year with average shop use 
and a battery condition indicator tells 
you when battery needs replacement. 
There’s no tach or dwell set control to 
adjust. Voltage’ regulating circuit elimi- 
nates the need for adjustment before 
each use. Printed circuit construction 


A separate cylinder selector switch lets 
you make full use of the dual range tach- 
ometer and dwell meter on any engine. 
A unique point resistance test circuit lets 
you test the distributor points with the 
engine running or, stopped. 

Advanced design, solid-state circuits 
stay accurate longer; provide years of 
trouble-free service. Low current drain 
assures long battery life —up to one year 
with average shop use. Battery condition 
indicator tells you when battery needs 
replacement. Temperature compensated 
circuits assure accurate readings over a 
wide temperature range. No set control 
to adjust. Voltage regulating circuit 
eliminates need for adjustment before 
each use. Rugged printed circuit con- 
struction and spring-backed jewelled 
meter withstand rough treatment. Com- 
plete with easy-to-follow instructions and 
adaptor for connecting to coils with 
push-on terminals. 


Makes These Tests: 

@ Point Resistance 

H@ Dwell and Dwell Variation 

Hi Idle Speed and Mixture Adjustment 
@ Engine Speed, 0-5000 RPM 


Technical Data: 
Meter Size: 4% in. 
Meter Scales: 
Point Resistance 
Low Tach: 0-1000 RPM 
High Tach: 0-5000 RPM 
Dwell: 0-60° 


and rugged spring-backed jewelled meter 
withstands normal shop use. Complete 
with easy-to-follow instructions and 
adapters for connecting to coils with 
push-on terminals. 
Makes These Tests: 
@ Primary Voltage 
M@ Cranking Voltage 
@ Starter Current Draw 
@ Point Resistance 
@ Dwell and Dwell Variation 
@ Alternator or Generator Output 
@ Cutout Relay 
@ Voltage Regulator 
@ Current Regulator 
M@ Engine Idle Speed and 
Mixture Adjustment 
H Charging Circuit Resistance 
@ Engine Speed, 0-6000 RPM 
H@ Voltage, 0-16 Volts 
@ Resistance, 0-100,000 Ohms 
@ Alternator Diode 
Technical Data: 
Meter Size: 4% in. 
Meter Scales: 
Low Tach: 0-1000 RPM 
High Tach: 0-6000 RPM 
Dwell: 0-60° 
Volts: 0-16 Volts 
Low Ammeter: 0-100 Amps 
High Ammeter: 0-400 Amps 
Ohmmeter: 0-100,000 Ohms 
Point Resistance: OK-BAD 
Accuracy: =2% F.S.; 
Ohmmeter, +3° of arc 
Lead Length: 5 ft. 
Dimensions: 2% x 5% x 613, in. 
Power Req.: One 9 volt NEDA type 
1600 dry cell 


Accuracy: +2% F.S. 

Lead Length: 5 ft. 

Dimensions: 25, x 5% x 61%, in. 

Power Req.: One 9 volt NEDA type 
1600 dry cell 


TACH-DWELL 


ET-350 — Same as ET-340 except high 
range tachometer is 0-10,000 RPM. Per- 
fect for speed shops. 
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TACH-DWELL 


makes tune-up testing easy 
ET-370— The easiest to use tach-dwell 
tester on the market today. Just hook up 
leads and turn knob to desired test po- 
sition and you can test any 6, 12 or 24 
volt ignition system, whether transis- 
torized, capacitor discharge or conven- 
tional. There is no cylinder selector or 
calibrate control to set. You read sepa- 
rate tach and dwell scales for either 6 
or 8 cylinder engines. For 4 cylinder en- 
gines multiply 8 cylinder reading by two. 
High quality solid-state circuits pro- 
vide years of trouble-free .service, stays 
accurate longer. Low current drain as- 
sures long battery life—up to one year 
with average shop use. Battery condition 
indicator tells you when battery needs 
replacement. Temperature compensated 
circuits assure accurate readings over a 
wide temperature range. Voltage regulat- 
ing circuit eliminates need for an exter- 
nal set or calibrate control. Rugged 
printed circuit construction and spring- 
backed jewelled meter withstands rough 
treatment. Complete with easy-to-follow 
instructions and adapter for connecting 
to coils with push-on terminals. 
Makes These Tests: 
@ Dwell and Dwell Variation 
M@ Idle Speed and Mixture Adjustment 
M@ Engine Speed, 
0-4500 r.p.m., 8 cyl. 
0-6000 r.p.m., 6 cyl. 
0-9000 r.p.m., 4 cyl. 
Technical Data: 
Meter Size: 4% in. 
Meter Scales: 
Tachometer: 0-1500, 8 cyl. 
0-4500, 8 cyl. 
0-2000, 6 cyl. 
0-6000, 6 cyl. 
Dwell: 0-45°, 8 cyl. 
0-60°, 6 cyl. 
Accuracy: +2% F.S. 
Lead Length: 5 ft. 
Dimensions: 2%, x 5% x 6134, in. 
Power Req.: One 9 volt NEDA type 
1600 dry cell 
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Electric Testing Tools 


ACH Ove sll 


UNIVERSAL TACH-DWELL 


for all engines 

ET-300 — Time-saving clamp-on inductive 
pickup hooks up in seconds, gives you 
readings in the time it takes to connect 
ordinary tachometers. Just clamp the 
pickup onto any convenient spark plug 
wire and you can measure rpm on any 
engine, one cylinder or more, battery or 
magneto ignition, 2 or 4 cycle, regardless 
of voltage. You can also measure dwell 
on any 6, 12 or 24 volt battery ignition 
system or any magneto ignition system 
where the primary terminal is exposed. 
Saves disassembly time required to 
check point spacing and timing on many 
small engines. Ideal for use on small 
engines, outboard motors, marine and in- 
dustrial engines, motorcycles, snowmo- 
biles, farm tractors, natural gas engines, 
passenger cars and trucks. 

Reliable, temperature compensated, 
solid-state circuits give you accurate 
readings over a wide temperature range. 
An exclusive voltage regulating circuit 
eliminates the need for adjustment be- 
fore each use and a battery condition 
indicator tells you when tester battery 
needs replacement. Durable printed cir- 
cuit construction and spring-backed 
jewelled meter withstands normal shop 
use. Complete with instructions and 
adapter for connecting to coils with 
push-on terminals. 

Makes These Tests: 
@ Dwell and Dwell Variation 
™@ Idle Speed and Mixture Adjustment 
M@ Engine Speed 0-12,000 RPM 
Technical Data: 
Meter Size: 41, in. 
Meter Scales: 
Tachometer: 0-1000, 0-6000, 0-12,000 RPM 
Dwell: 10-45°, 8 Cyl. 
10-60°, 6 Cyl. 
Accuracy: +2% F.S. 
Lead Length: 5 ft. 
Dimensions: 25, x 5% X 61%, in. 
Power Req.: One 9 volt NEDA 
type 1600 dry cell 


ET-330 


IGNITION TESTER 
spots ignition 

defects instantly 
ET-330— Easy to use ignition tester 
shows open resistance wires, defective 
distributor caps and rotors, defective 
plugs, reversed coil polarity, defective 
coils and shorted condensers quickly with 
one hookup. 

Can also be used for plug-by-plug 
checks of firing voltage which indicates 
individual cylinder fouling, low compres- 
sion or ignition defects. 

Reads true peak kilovolts just as a 
high quality oscilloscope, and will work 
on all ignition systems, including capaci- 
tive discharge, transistor, magneto and 
other modern ignition systems such as 
the Delco-Remy Unit Ignition and the 
Chrysler Electronic Ignition. Measures 
positive and negative peak kilovolts to 
obtain coil polarity, ignition required, 
ignition available and ignition reserve. 

Broad band width and quick meter re- 
sponse to ignition peaks insure accuracy 
on all ignition systems during short 
periods of acceleration. Complete with 
adaptors, internal battery, and instruc- 
tions. 


Makes These Tests: 

@ Spark Polarity 

@ Ignition Required 

H Ignition Available 

H Ignition Reserve 

@ Individual Plug Firing Voltages 


Technical Data: 

Meter Size: 41% in. 

Meter Scale: 0-30 Kilovolts 

Accuracy: +1 Kilovolt 

Lead Length: 5 feet 

Weight: 2 Ibs. 7 oz. 

Dimensions: 254. X 5% X 61%, in. 

Power Required: One 9V NEDA type 1600 
dry cell 


TACH-DWELL-VOLT- 
OHMMETER 


saves tune-up time 

ET-360 — Easy to use. Just connect the 
leads and turn the selector switch to the 
desired test position and read distribu- 
tor point dwell, point condition, and en- 
gine r.p.m. on any 6, 12, or 24 volt battery 
ignition system; measure voltage on any 
6 or 12 volt electrical system; or check 
the resistance in spark plug cables and 
electrical components. Also tests alter- 
nator diodes. A separate cylinder selector 
switch makes full use of the tachometer 
and dwell meter on all 4, 6 and 8 cylinder 
engines. 

Reliable, temperature compensated, 
solid-state circuits give accurate read- 
ings over a wide temperature range and 
an indicator tells when tester battery 
needs replacement. No tach or dwell set 
control to adjust. Voltage regulating cir- 
cuit eliminates adjustment before each 
use. Printed circuit construction and 
rugged spring-backed jewelled meter 
withstands normal shop use. Complete 
with instructions and adapter for con- 
necting to coils with push-on terminals. 
Makes These Tests: 

H Cranking Voltage 

Mf Primary Voltage 

@ Distributor Resistance 

H@ Dwell and Dwell Variation 
M@ Idle Speed and Mixture Adjustment 
M@ Charging Voltage 

M@ Engine Speed, 0-5000 r.p.m. 
@ Point Resistance 

@ Voltage, 0-16 Volts 

Hf Resistance, 0-100,000 Ohms 
@ Diode 

Technical Data: 

Meter Size: 41% in. 

Meter Scales: 

Tachometer: 0-1,000 r.p.m. 0-5,000 r.p.m. 

Dwell: 0-60° 

Voltmeter: 0-16 Volts 

Ohmmeter: 0-100,000 Ohms 
Accuracy: +2% F.S,; 

Ohmmeter, +3° of arc 
Lead Length: 5 ft. 
Dimensions: 25%, x 5% x 61%, in. 
Power Req,.: One 9 volt NEDA 
type 1600 dry cell 


Electric Testing Tools 


OHMMETER 


versatile, easy to use 

ET-320—This specially designed tester 
is a must for any shop engaged in the 
diagnosis and repair of automotive elec- 
trical systems and components. With this 
instrument you can measure resistance 
in such components as TVRS spark plug 
cables, ignition coils, distributor caps 
and rotors, resistor spark plugs, ignition 
primary resistors and alternator and gen- 
erator field coils. Or you can use it to 
trouble-shoot capacitor discharge igni- 
tion system amplifiers, alternators and 
transistor regulators integrated charging 
systems and heating and air condition- 
ing control systems. You can also check 
continuity in electrical wiring, switches, 
fuses, circuit breakers and light bulbs. 
It's about the most useful piece of equip- 
ment you can own! 


OHMS X 1000 


eo. nf Ter 
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ET-360 


Operation is easy. One pair of leads, 
one selector switch and one control to 
adjust. And there are five scale ranges 
to choose from — 50, 500, 5,000, 50,000 and 
500,000 ohms. For measurements above 
500 ohms, you simply multiply the meter 
reading by the selector number. Spring- 
backed jewelled meter withstands normal 
shop use. Complete with easy-to-follow 
instructions. 

Makes These Tests: 

B Alternator Diode 

@ Circuit Continuity 

M@ Resistance, 0-500,000 Ohms 
Technical Data: 

Meter Size: 41% in. 

Meter Scales: 

Low Ohms: 0-50 

High Ohms: 0-500 
Lead Length: 3% ft. 

Dimensions: 25 x 5% X 61%, in. 
Power Req.: One 1% volt size D dry cell 
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Electric Testing Tools 


TACH-DWELL 
Mac hand type combination 


dwell meter and tachometer 

ET11—Calibration is factory set—never 
any calibrating. One simple connection 
to coil and ground to make all tests. 
Engine operates normally during test— 
no loss of engine speed or power. Works 
on 4-, 6-, and 8-cylinder engines. Auto- 
matically adjusts to 6- or 12-volt opera- 
tions. 


ALTERNATOR, GENERATOR, 
REGULATOR TESTER 


ET42 — Simple two-lead connection plus 
ground and each and every test can be 
made without changing leads. Polarity- 
reversing switch allows the same hookup 
whether ground is negative or positive. 
Checks 6- or 12-volt systems directly... 
no switching to remember. Specifically 
designed to make testing of alternator or 
generator systems easier. Voltage range 
0-18 volts .. . amp range 0-80 amps. 


HAND TYPE 
OHMMETER 


ET48— An essential tool for servicing 
automotive electrical systems. Alternator 
and generator work made easy. Checks 
diodes, brushes, stators, rotors, etc. as 
well as wires, plugs, coil secondary wind- 
ings, etc. The mechanic who owns an 
ET48 will wonder how he ever got along 
without it. 
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HAND TYPE 
IGNITION TESTER 


ET61— Versatile tool for checking the 
entire ignition system. Simple good-bad 
meter scale will reveal most ignition dif- 
ficulties at once without having to look 
up specifications. Easy to use one lead 
plus ground ... just one switch for all 
voltage and amperage readings. All tests 
made dynamically with engine running 

. no need to remove parts for testing. 


HAND TYPE 
EXHAUST ANALYZER 


EA4089 — Quickly and accurately meas- 
ures the air-fuel ratio of gasoline and 
liquid gas burning engines. For use on 
vehicles either positive or negative 
ground—6- or 12-volt. Solid state security 
eliminates troublesome internal batteries 
and the need for continuous set adjust- 
ments. 


MAC 


HAND=TYPE TUNE UP TESTING TOOLS 


RACK 


ETKR — Only for ET11, ET42, ET48, ET61, 
and TL65. 


TUNE-UP KIT 


ET88 — As pictured above, consisting of: 
E11 — Tach-Dwell Combination 

ET42— Hand Type Combination Alterna- 
tor 

ET48 — Hand Type Ohmmeter 

ET61— Hand Type Ignition Tester 

TL65 — Power Timing Light 

ETKR — Rack 


TIMING ADVANCE TESTER 


TL825—Lets you check ignition timing 
or test distributor spark advance without 
removing the distributor from the engine. 
Helps you find faulty centrifugal and 
vacuum advance mechanisms quickly, 
easily. Saves time and increases your 
tune-up profit. 

An exclusive calibrated advance con- 
trol retains the spark advance reading 
after the engine is stopped—a feature 
usually found on expensive, metered, 
console type engine analyzers. A time- 
saving clamp-on magnetic pickup lets 
you hook up without stopping the engine 
or disconnecting any spark plug cables. 
Dependable, temperature compensated, 
voltage regulated, a solid-state circuits 
give you accurate readings over a wide 
temperature range, provide years of 
trouble-free service. 

A Xenon flash tube provides brilliant 
blue-white flash for clear illumination of 
timing marks at all engine speeds. Push- 
button trigger turns light on only when 
needed, extends flash tube life. Shock- 
proof, high impact plastic case. Operates 
from 12 volt battery, but may be used to 
test any 6, 12 or 24 volt battery ignition 
system. Complete with easy to follow in- 
structions. 

Makes These Tests: 

@ Ignition Timing 

M@ Centrifugal Spark Advance 
M Vacuum Spark Advance 
Technical Data: 

Degrees Advance Scale: 

Length: 2% in. 

Range: 0-60°, 1° increments 

Lead Length: 5 ft. 

Weight: 2 Ibs., 1 oz. 

Dimensions: 73 x 1034 x 2 in. 

Power Req.: 12 volts D.C. 


POWER TIMING LIGHT 


TL65 — This is a 6-12-volt automatic, fully 
chrome-plated, shock-resistant, built-in 
ground, timing light. The bright blue- 
white beam is accurately focused to the 
most convenient and safe-working dis- 
tance. Small, comfortable-in-your-hand 
light with trigger action. 
TL65PA — Spark Plug Adaptor. For use 
with electrical testing tools. 


Power Timing Lights 


POWER TIMING LIGHT 


choice of the pros 


TL805B — Works on any engine, 2 or 4 
cycle, battery or magneto ignition, C-D or 
conventional, high or low tension. Time- 
saving clamp-on inductive pickup hooks 
up in seconds. No wires to disconnect. 
No adapters to install. Ideal for use on 
outboard motors, marine and industrial 
engines, motorcycles, snowmobiles, farm 
tractors, natural gas engines, passenger 
cars and trucks. 


Xenon flash tube provides brilliant 
blue-white flash for clear illumination of 
timing mark at all engine speeds up to 
5000 rpm. Compact, pistol-grip design lets 
you get into close quarters and a voltage 
selector switch provides superior bright- 
ness on 6 or 12 volts. Push-button trigger 
turns light on only when needed, extends 
flash tube life. All solid-state, overload 
protected circuit for dependable, trouble- 
free service. Shockproof, high impact 
plastic case. Complete with instructions. 
Technical Data: 

Lead Length: 5 ft. 

Weight: 1 Ib., 15 oz. 

Dimensions: 73%” x 1034” x 2 in. 

Power Req.: 6 or 12 volt D.C. storage or 
lantern battery 


POWER TIMING LIGHT 


all time favorite 


TL800B — Excells all others in quality 
and performance. Choice of the profes- 
sional mechanic for more than a decade. 
Works on all 2 and 4 cycle engines, bat- 
tery or magneto ignition, C-D or conven- 
tional. Perfect for timing outboard 
motors, marine and industrial engines, 
motorcycles, snowmobiles, farm tractors, 
Passenger cars and trucks. 

Compact, pistol-grip design lets you 
get into close quarters. Xenon flash tube 
provides brilliant blue-white flash at all 
engine speeds up to 5000 rpm. Voltage 
selector switch provides superior bright- 
ness on either 6 or 12 volts. Push-button 
trigger turns light on only when needed, 
extends flash tube life. Reliable, all 
solid-state, overload protected circuit for 
trouble-free service. Shock-proof, high 
impact plastic case. Complete with in- 
structions and spark plug adapters. 
Technical Data: 

Lead Length: 5 ft. 

Weight: 1 Ib., 15 oz. 

Dimensions: 73 x 1034 x 2 in. 

Power Req.: 6 or 12 volt D.C. storage or 
lantern battery 
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Ignition and Electric Testers 


GENERATOR CURRENT 
INDICATOR 


GT50— Will indicate load in amperes 
from 0 to 75. Will work on 6-, 12-, or 24- 
volt systems. 


ELECTRICAL TEST KIT 
KD125C — Electrical Test Kit gives the 
mechanic a versatile set of equipment, 
designed to find a wide range of electri- 
cal troubles with speed and accuracy. 
Includes: 

“Shock proof” Hi-low Voltage Test Light. 
Combination electrical trouble shooter 
and spark plug tester. For all 6, 12, 24 
and 32 volt systems. 
Power Pak 

Self contained power unit. Safely tests 
circuits with power off. Contains 3 popu- 
lar flashlight batteries. 

Alternator Diode Probe 
Check alternator diodes, transistors, posi- 
tive and negative wires. Set packaged in 
white plastic kit with complete set of 
instructions. 
For Checking Alternator Diodes and test- 
ing live and dead circuits, positive and 
negative ground 


PLUG IN VOLT-I-CATOR 


ET15 — Here is a handy tool which plugs 
into the cigarette lighter to check your 
battery, regulator, and Alternator charge 
system. Easy reading of the Volt-l-Cator 
scale enables you to get actual shop ac- 
curacy. 
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STARTER AND GENERATOR 
CURRENT INDICATORS 


These current indicator tools are simple 
in operation and easily applied. The 
starter current indicator will indicate 
load in amperes from zero to 600. The 
generator current indicator will indicate 
load in amperes from zero to 75. Com- 
plete instructions covering application is 
included with each tester. These testers 
may be used on 6, 12 or 24-volt systems. 


STARTER CURRENT 
INDICATOR 


$T30— Will indicate load in amperes 
from 0 to 600. Will work on 6-, 12-, or 24- 
volt systems. 


TWIN LEAD JUMPER SET 


JK3— Makes possible jumping any part 
of the electrical system. Saves costly 
time wasted in try to find hidden trouble. 
Every mechanic needs this set. Packaged 


8 sets per card. 
JK3 — Jumper Set 


TESTS CIRCUIT WITH POWER OFF.. 


SF 
. TESTER IS SELF POWERED 


ET233 


ELECTRICAL CIRCUIT 
TESTER 


ET233 — Here is a tester that tests circuit 
with power off. This tester is self- 
powered with two penlight batteries. This 
unit has many uses such as testing fuses, 
locating grounded wires, checking 
switches, setting distributor points, etc. 
ET233 — Electrical Circuit Tester 


—= Sie 


$T20 


NEW PENCIL-TYPE 


SPARK PLUG TESTER 
$T20— FEATURES: Will work on both 6 
12 volt systems. 

Equipped with pocket clip and auto- 
matic disappearing needle, allowing me- 
chanic to carry in shirt pocket. 

Push nose of the tester against the 
spark plug. insulation or wire, needle 
automatically pierces the insulation and 
retracts when withdrawn. 

For standard plug terminals merely 
hold nose against spark plug. 
$T20 — Tester 


ELECTRIC TESTING TOOL 
ET100 — Checks shorts or breaks in wir- 
ing, radio circuits, connections, fuses, 
bulbs, armature-fields, switches, etc. For 
6- and 12-volt systems. 

For Testing: Shorts or breaks in wiring. 
Radio circuits. Connections. Fuses— 
Bulbs. Armatures—Fields. Dead battery 
cells. Ignition Timing. Stuck Points. 
Ground circuits. Switches. 


ET100 — For 6 and 12 Volt Systems 


ELECTRIC TROUBLE 
SHOOTER AND SPARK 


PLUG TESTER 
ET12—This tool checks shorts and 
breaks in wiring connectors, ground in 
armature brush holders, continuity of 
field coils, spark plugs, timing and igni- 
tion, head, tail and stop lights. For 6- 
and 12-volt systems. 

Tool Checks: Shorts in Wiring, Breaks 
in Wiring, Wire Connectors, Ground in 
Armatures Brush Holders etc., Continuity 
of Field Coils, Grounds in Field Coils, 
Dead Cells in Battery, Spark Plugs, Bat- 
tery Cable Circuits, Timing of Ignition, 
Stuck Points in Relay, Ground Circuits of 
All Lamps, Switch Adjustment, Head, 
Tail, Stop Lights. 

ET12— For 6 and 12 Volt Systems 


Ignition and Electric Testers 


AUTO-PROBE 
Circuit polarity and 
continuity tester 


FOR 12-VOLT D.C. SYSTEMS 
AP550 — The new AUTO-PROBE is a ver- 
satile, pocket sized 12 Volt D.C. voltage 
polarity indicator and continuity tester 
in one, easy-to-use unit. 

AUTO-PROBE is ideal for mechanics, 
garages, service stations, sports car en- 
thusiasts, campers, boaters, motorcyc- 
lists, snowmobiles, trucks, tractors and 
aircraft. It works on any vehicle with a 
12 Volt D.C. electrical system. With the 
AUTO-PROBE you can check for “HOT” 
wires and terminals, shorts, poor con- 
nections, faulty accessories, blown fuses, 
grounds, opens, etc. 

AUTO-PROBE has a sturdy chrome 
plated steel case. The plastic cap glows 
RED when the tip contacts a “HOT” cir- 
cuit, WHITE when it contacts ground it 
remains unlit if the circuit is open. 

Supplied with two AA sizes batteries, 
a “hands-free” adaptor clip and instruc- 
tion for use. 

Specifications AP550—For 12 Volt D.C. 
Negative Ground Electrical Systems. 
Size: 4” diameter, 6” long, 40” lead wire 
with clip. Standard Carton: 6 Units. Ship- 
pin Weight: 3 Lbs. 


REMOTE CONTROL 
STARTER SWITCH 


$S75— Extra heavy duty portable com- 
bination hand switch, designed for 6, 12, 
24, and 32 volt ignition systems. Mechanic 
fully controls engine movement in the 
palm of his hand. Position or start any 
engine at will. 

Features a precision engineered dual 
switch hook-up, equipped for either con- 
tinuous cranking or engine starting by 
remote control. Three contact clips con- 
nect to the ignition and starter circuit. 

Built in switch, constructed with silver 
inlaid contacts gives extra heavy duty 
performance. Circuit Breaker equipped... 
damage proof. Indestructible shock-proof 
case. Burn-out proof. 


Motor Phone 


MOTOR-PHONE 


MP15— Brings to mechanical trouble 
shooting the sensitivity of the medical 
stethoscope. Invaluable in isolating hard- 
to-locate noises. Made of finest ma- 
terials. 


Electrical Switches 


ALTERNATOR TESTER 


FF100 — Simplifies ‘on the car” alternat- 
ing testing for Delco, Ford and Chrysler 
products. Energizes field circuit so full 
alternator output can be measured. By- 
passes voltage regulator to isolate 
charging circuit problems. Quick and 
easy to use — pull plug from voltage 
regulator and insert into full fielder. 
Works with all types of test equipment. 
Mistake proof-plugs cannot be inserted 
incorrectly. Eliminates errors with jump- 
er wire hook-ups. Unbreakable-made of 
durable, flexible thermolastic. 


SHORT CIRCUIT DETECTOR 
ET10—This is a shirt-pocket model, 
packaged in neat plastic case. Locates 
short circuits in 6- and 12-volt systems 
without removing upholstery, body 
panels, etc. Operates through metal, door 
posts, rocker panels, and upholstery. 
Easy-to-follow instructions are included. 


REMOTE STARTER SWITCH 


FT100 — Permits cranking the engine by 
remote control, from under the hood. 
Saves you time when testing compres- 
sion, locating timing marks and adjust- 
ing distributor point dwell. Heavy duty 
switch and oil resistant leads provide 
years of trouble-free service. Complete 
with instructions. 


Lead Length: 5 ft. Weight: 13% oz. 
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Ignition - Spark Plug Tools 


PROFESSIONAL TUNE-UP 
TOOL SET 


fast, accurate, easy 


$G300 — Sets ignition points and spark 
plugs. No need to remove distributor! No 
need to rotate engine! Does the complete 
job in 1/3 the time ... this means in- 
creased tune-up profits! Complete with 
exclusive new Dial-A-Gap tool and spark 
plug adjusting tools. 


FOR HEX-WRENCH DISTRIBUTORS 
Exclusive Dial-A-Gap tool has a cali- 
brated dial for easy, accurate point-set- 
ting. 

@ Insert Dial-A-Gap into adjusting cap 
screw and turn clockwise until engine 
begins to miss. 

@ Turn Dial-A-Gap counter-clockwise 
180°, using calibrations as easy refer- 
ence for precision gap. 


FOR FEELER-GAUGE DISTRIBUTORS 
The micro-precision rings eliminate the 
need to rotate engine or remove distri- 
butor. 

@ Place correct ring over cam with 
points pressed open, then release 
points. . 

@ Use correct numbered feeler blade 
and adjacent adapter blade together 
for precision gap. 


SPARK PLUG STARTER 
SPS25 — One size fits both standard and 
new 5%” plugs. Starts plugs quickly in 
tight places. Keeps hands away from hot 
engine! 

New! Longer 1234” flexible shaft di- 
rects plugs under pipes, hoses, even into 
unseen holes! New heavy-duty molded 
neoprene head grips plugs firmly, re- 
leases easily! Overall length 1234”. 
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Bends In Where Files Can’t Go. Takes 
the Hardest of Tungsten Contact Points 


Commutators. Does Not Short Circuit. 


CABLE 
TERMINAL REMOVER 


SPT17—No more burned fingers with 
this special tool designed to remove 
cable terminals from spark plugs quick- 
ly and easily. Heavy duty handles covered 
with shock proof plastic. 


SPARK-TESTING 
SCREW DRIVER 


(Not Replaceable) 
$T2—Brilliant Flash, Plug O.K. Stringy 
Flash, Plug Partly Fouled. No Flash, Dead 
Plug. 
$T2— Spark Testing Screw Driver. 442” 
length. 

ST2T — Tube only. 


SPARK CATCHER 


SPE1—Here is a necessary tool for 
motor tune up. Used to catch the spark 
on hard to get at plugs to connect the 
tune up equipment. 


CONTACT POINT DRESSERS 


Contact points are hard! It takes a stone 
to dress them down, but an ordinary 
stone is too thick and too brittle. 
FLEXSTONE is a non-conductor, you 
can dress a commutator, motor running. 
It will not short circuit. Try FLEXSTONE 
just once, and you'll keep using it. 
Made of the hardest of abrasive ma- 
terials pressed into a flexible core, 
RIMAC - FLEXSTONE does not merely re- 
move carbon, it smoothes down the hard- 
est of Tungsten or Platinum Iridium. 
You can bend it! You can twist it! It 
will not break off. And so you can put it 
into the awkward little corners where 
files or other tools can’t go! 
FS1— No. 1 Standard Flexstone 4% x 3% x 
.040 grit 80. 


FS2— No. 2 Extra Thin and Fine 4%4x% 
x .025 grit 120. For Voltage Regulators and 
Softer Points. 


SPARK PLUG 
GAPPING TOOL 


CF71—For setting gap on 14mm and 
18mm passenger and commercial plugs. 
Spacer gauge size .035 to .018. 

CF70A— Spacer gauge size .022 to .040. 
For 5” plugs. 


DISTRIBUTOR 


TOWER BRUSH 
KD103—A rugged brush designed to 
clean all make distributors. 


FILES 
PF5 — Double-cut 5” Point File. 
PF15— Double-cut Delco-Remy Spoon 
File. (Riffler type). 
PF8 — Voltage Regulator File—Auto-lite. 
PF10 — Double-cut 5%” Universal Regu- 
lator File. 


Carburetor and Distributor Tools 


FLEXIBLE DRIVE KIT 


FD4— GM dist. point adjustments. Carb. 
adjustments. Starting and removing 
screws. Retrieving lost parts. Small 
enough to easily slip between wires and 
other obstructions. 

The four tips illustrated easily fit the 
flex shaft. 


FLEXIBLE DRIVER AND 
EXTENSIONS 


MF38, MF6 and MF4— By attaching to 
your sockets, the flexible driver MF4 or 
MF38 you get a flexible drive that per- 
mits removing nuts from out of the way 
places. 

MF4— Flexible Male and Female Exten- 
sion 4%” Dr.— 4” Long. 

MF6 — Flexible Male Driver %4” Dr. 


MF38 — Flexible Male and Female Exten- 
sion 3%” Dr.—8” Long. 


CARBURETOR 
ADJUSTING TOOL 


CA75—This tool is designed to get at 
carburetor adjusting screws which are 
hard to reach. Has recessed screw bit in 
housing. Made from one-piece hollow 
tubing with knurled adjusting handle, as- 
suring easy, positive application. 


CA75 — Carburetor Adjusting Tool. 


MF6 MF4 


DISTRIBUTOR CARBURETOR 
ADJUSTING TOOL 


This is a combination tool. Has 
¥g” hex bit for contact points on Delco- 
Remy distributors and screw driver bit 
for carburetor adjustments. Also distri- 
butor cap window holder. 


KD132 — Distributor Carburetor Tool 


CARBURETOR IDLE 
ADJUSTMENT TOOL 


CA80—This tool has direct 90-degree 
right angle piloted screw driver head. It 
is designed with positive steel geared 
drive; completely chrome finished with 
red plastic handle. You will find this tool 
a time saver. 


CA80 — Carburetor Adjustment Tool 
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CARBURETOR-DISTRIBUTOR 
ADJUSTING TOOL 
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UNIVERSAL 
CARBURETOR GAUGE 


CG21— Handles float level adjustment, 
float drop adjustment and pump rod ad- 
justment. 
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UNIVERSAL 
MASTER GAUGE 


FG3—Contains twenty-five 3%.” x2” 
blades of the following thicknesses: .0015, 
.002, .003, .004, .005, .006, .007, .008, .009, 
.010, .011, .012, .013, .014, .015, .016, .018, 
.020, .022, .024, .025, .028, .030, .032 and .035. 


FORD-MERCURY GAUGE 
FG40 —Contains 9 offset blades sizes 
009, .015, .016, .017, .018, .019, .020, .021 
and .026. Each blade 4” overall length of 
offset 1%”. 


COMBINATION SPARK PLUG 


AND IGNITION GAUGE 
FG16—As illustrated above this gauge 
contains eight (8) spark plug wire type 
blades sizes: .022, .025, .028, .030, .032, 
.035, .038, .040. The ignition blades are in 
the following sizes: 012, .013, .014, .015, 
016, .017, .018, .019, .020, .022, .024, .025, 
.028, .030, .032, and includes a file and 
point bender. 
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MAC Feeler Gauges 


ROUND SPARK PLUG 
WIRE GAUGE 


FG18— The convenient round-type spark 
plug gauge with sizes .020, .025, .028, .030, 
.032, .035, .040. Also, point bender and 
adjuster with sizes .055, .065, .110 and 
140. 


SPARK PLUG GAUGE 
FG6—This Gauge consists of one each 
022, .025, .027, .028, .030, .032, .035, .038, 
and .040 Wire Gauges, and Point Bender. 


CHEVROLET GAUGE 
FG4—Contains eight 3%.” x %” regular 
blades in the following sizes: .006, .007, 
.008, .010, .012, .013, .015, .020. Four 3%,” x 
4” Ignition Blades: .016, .018, .020, .022. 
Three 90° offset wire blades: .032, .035, 
040, One electrode bending tool. 


STANDARD 
FEELER GAUGE 


FG1—Contains ten 3%.” x 42” blades of 
the following thicknesses: .002, .003, .004, 
.005, .006, .007, .008, .010, .012 and .015. 


IGNITION GAUGE 
FG7—Contains twelve 134”x%4” blades 
of the following thicknesses: .011, .012, 
013, .014, .015, .016, .017, .018, .019, .020, 
022 and .025. 


COMBINATION GAUGE 
FG2—Contains ten 3”x%2” blades on 
one end of the following thicknesses: 
002, .003, .004, .005, .006, .007, .008, .010, 
.013, .015; and twelve 134” x 4%” blades on 
the other end of the following thick- 
nesses: .011, .012, .013, .014, .015, .016, .017, 
018, .019, .020, .022 and .025. 


MAC Feeler Gauges 
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GENERAL-PURPOSE FORD GAUGE MASTER IGNITION GAUGE 


GO-NO-GO GAUGE FG5— Contains thirteen step-ground 35,” services domestic 


FG14—This general purpose “GO-NO- x ¥2” Go-No-Go blades of the following : 
GO" feeler ities tienes ie blades thicknesses. .010-.012, .011-.013, .012-.014, and foreign cars 


in the following sizes: .006 to .008, .007 to .013-.015, .014-.016, .015-.017, .016-.018, .017- FG15 — Contains sixteen 134” x 44” blades: 
009, .008 to .010, .009 to .011, .010 to .012, 019, .018-.020, .019-.021, .021-.023, .024-.026, of the following thicknesses: .011, .012, 
.011 to .013, .012 to .014, .013 to .015, .014 .025-.027. Four 3%.” x ¥%” Ignition Blades: .013, .014, .015, .016, .017, .018, .019, .020, 
to .016, .015 to .017, .016 to .018, .017 to .015, .016, .020, .025. Three 90° offset wire 022, .024, .025, .028, .030, .032. 


019, .018 to .020, .019 to .021, .020 to .022, blades: .025, .028, .035. Two straight wire 
All blades are 32” long. blades. .017, .030. One electrode bending 


tool. 
MASTER OFFSET GAUGE PISTON GAUGE SINGLE END FEELER 
FG50 — Contains 26 blades of thickness, FG9—This is an 8-blade gauge, 9” long. STOCK HOLDER 
sizes .005 to .030. Bent 1” from end at 45 Contains 1 each .002, .003, .004, .005, .006,  FG10—Length 5%”. Holds any size feel- 
angle, blades are approximately 4” long —_—_.008, .010, and .015. er stock, to be pulled out as needed. 
— 2” wide. Primarily used for setting 
Tappets. Has a wide range of uses where 
angled blades are required. 
GENERAL-PURPOSE METRIC 32” AND 12” 
SIZE FEELER GAUGE FEELER BLADES 
FG13M— The above 13-blade gauge con- These carried in sizes from .0015 to .040, 
sists of one each of the following blades: inclusive. ¥2” wide. 6 pieces per pack- 


051, .102, .152, .203, .254, .305, .406, .508, age. : 

.610, .711, 813, .889, 1.016. All millimeters. Available No. FBK Feeler Stock Kit—A 
kit for feeler gauge storing, handy, prac- 
tical. 
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Brushes - Scrapers - Knives 
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SHOE HANDLE WIRE BRUSH 


HEAVY-DUTY CARBON 
CLEANING BRUSH 
WB5 — Cable twist 1” diameter with 4” 

shank. 
WB8 — End Brush. 42” diameter with 4” 
shank. 


NYLON BRISTLE 


MOTOR CLEANING BRUSH 
GB15 — 34” diameter. 

GB20— Nylon Bristle Motor Cleaning 
Brush. 14%” diameter. 


UTILITY KNIFE 
PK850 — Equipped with 5 extra reversible 
blades in handle. 
PK851 — Package of 5 blades only. 


BARLOW TYPE MECHANIC’S 


POCKET KNIFE 
PKS — 25%” blade and 17%” blade. 
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HAND WIRE BRUSH 
WB10— Length 14”, 


ADAPTOR FOR 

DRILL CHUCK 
CA1 — 4%” shank. 
CA2 — Adaptor for Drill Chuck. 34” shank. 
CA3 — Adaptor for Drill Chuck. %2” shank. 


FLEXIBLE WIRE 


CARBON SCRAPER 
CS10 — Flexible Wire Carbon Scraper. 10” 
long, 1” wide. 


SAFETY 


RAZOR BLADE SCRAPER 
$$107 —A single-edge razor blade holder 
that you can safely carry at all times. 
With a press of the thumb the blade is 
ready for action or recessed for safe 
storage. 
$S107B —Two boxes of 5 blades each 
mounted on a card. 


Pick-Up Tools 
PICK AND HOOK TOOL 


SW10—This tool is like an extra long 
and strong fingernail for jobs in awkward 
places. Here is a light, inexpensive ad- 
dition for your tool box that was specially 
designed for that type of problem. One 
end has a right angle pack—the other 
end a point with a slight hook to it! Just 
swivel out the end you want the other 
tucks safely away. Light weight aluminum 
handle, corrosion-resistant steel picks. 


STANDARD 


WIRE WHEEL BRUSH 
WW4 — 4” diameter, 1” face. 
WW6S — Standard Wire Wheel Brush. 6” 
diameter, 1” face. 

WW6H — Heavy Duty Wire Wheel Brush, 
6” diameter, 142” face. 
WW6ET — Tempered, Twisted Wire Wheel 
Brush, 6” diameter, 34” face. 


STANDARD PUTTY KNIFE 
PK1 — 136” blade. 
PK2 — Heavy-duty, Thick, Stiff Blade. 
1%”. 
PK10 — Heavy-duty, Thick, Stiff Blade. 3”. 
PK12A — Standard-duty, Flexible Blade. 
3”, 


KD2106 


ALL-PURPOSE SCRAPER 
AND INSPECTION STICKER 


REMOVER 
KD2106 — Handy-Compact-Versatile. 


SCRIBER AND 
PACKING HOOK 


TELESCOPIC MAGNET 


MP8—Clips in pen pocket; extends to 
1734”; telescopes down to 54”; works 
under water. 


MF15 
FLEXIBLE MECHANICAL 


FINGER 


MF15— Extremely useful tool in limited 
working space. Used in “hard-to-get-at” 
spots, too small to insert the hand. Tool 
can be bent into many shapes such as a 
double “S” or at a double right angle 
and still retain full operation of the jaws. 
MF15— Fully flexible type—15” long with 
an 8” flexible section. 


MF12 — Solid Type—12” reach. 


= MK2 


MIRROR 


MK2—Telescoping handle, has 2%” x 
3%” rectangular mirror. overall length 
15%” telescoped—folded, 65%”. 


Mc2 
MIRROR 


MC2—2%4” diameter round mirror. Has 
telescoping handle, overall length 13”. 


Pick-Up Tools 


MP4 MP5 
MAGNETIC PICK-UP TOOLS 


MP4 and MP5—A sensational new mag- 
netic finder and pick-up tool—picks up 
fallen nuts, bolts, screws, washers, etc., 
out of the tough spots to get at. Opens 
to 2 feet, powerful magnet guaranteed 5 
years. 

MP2 — Straight Pick-up Tool. 6” with 
pocket clip. 

MP4— Junior Size Telescope Design 
Pick-up Tool. 

MP5—Senior Size Telescope Design 
Pick-up Tool. 


MP6 
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MB2 


MIRROR 


MB2— Knurled handle, overall length 
82”. Oval mirror 1” x2”. 
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MIRROR 


ME2—114” diameter round mirror. 
Knurled handle 8” long. 


ME2 


MA2 


MIRROR 


MA2 — Easy hold, knurled handle, round 
%" mirror. 


MPF1 


MAGNETIC FLEXIBLE 
PICK-UP TOOL 


MPF1 — This is a combination flexible as 
well as semi-rigid tool, for retrieving 
small parts in hard-to-get-at-places. 12” 
length. 

A new 12” Flexible Pick-Up Tool, with 
strong Alnico V magnet on slender flexi- 
ble shaft. PLUS . . . a Semi-Ridged in- 
serting pin which will telescope into the 
flexible shaft and screw lock into the 
handle, thus giving you a combination 
Flexible and Semi-Ridged Pick-up tool, 
for retrieving small parts from inaccessi- 
ble spots, such as crankcase, transmis- 
sion, differential, etc. 


MPF1 — Magnetic Flexible Pick-Up Tool. 


STRAIGHT PICK-UP 
MAGNETIC TOOL 
MP6 — Powerful magnet pick-up with ad- 
justable head. 1634” length, extends to 
2642” length. Packed in durable plastic 

sleeve. Red vinyl handle. 


MR16 
ADJUSTABLE MIRROR 


MR16 — Plunger action adjusts and locks 
mirror angle from 90° to 180°. Mirror size 
134” x 252” x 16” overall length. 


ML2 


INSPECTION MIRROR 
ML2— High quality 334” Round telescop- 
ing mirror. Double ball joint swivel for 
360” capacity. 1142” length, extends to 
151%” length. Insulated red vinyl grip. 
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Trouble Lights - Bulb Tools 
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GARAGE LITE REEL 


DCR202— Mounted on ceiling or wall, 
gives light where and when needed. Fool- 
proof gravity action locking mechanism. 
Locks and releases easily at any desired 
length. Power outlet in handle with built- 
in strain relief. Heavy duty spring motor 
is dustproof and lifetime lubricated. 

Wall or ceiling mounting. No junction 
boxes needed. 


DCR202 — 20 ft. length 2 wire cord. 


GROUNDING TYPE 
DROP LIGHT REELS 


DCR203 — The MAC grounding type reels 
are designed to meet the most rigid de- 
mands that require grounding of circuits 
for electrical equipment. These units fea- 
ture a grounding type convenience outlet 
in the handle, a grounding type male 
plug. 

DCR203 — 20 ft. length 3 wire cord. 
DCR303 — 30 Ft. length 3 wire cord. 


TROUBLE LAMPS 
DROP CORDS 


heavy duty drop cords 
DC25H— Designed to take roughest 
handling. Impact resistant pistol grip 
handle with built-in electrical outlet. 
Swing open guard and reflector. Also 
available in grounding type. 
DC25-H — 25-ft. cord. 
DC50-H — 50-ft. cord. 
DCS — Lamp shield. 
DC25-G — 3-wire, 25-ft. cord. (grounding 
type) 
DC50-G — 3-wire, 50-ft. cord. (grounding 
type) 


CLIT 
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KD138 


BULB GRIPPER 


KD138 — Installs and removes light bulbs 
from tail lights, stop lights, turn signals, 
running lights on trucks, etc. Removes 
bulbs from corroded sockets. Rubber 
coated jaws permit soft, yet firm grip. 


SOCKET CLEANING 
BRUSH 


KD139— Removes corrosion and cleans 
light bulb sockets. Available in Kraft 
envelope. 
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DCR202 DCR203 


TROUBLE LIGHT 


battery operated 


DC12 — This unique light operates from a 
standard 12 volt Automotive battery. The 
DC12 comes complete with a 75 watt-12 
velt bulb. Two 3” copper clips for firm 
grip on battery terminal. Heavy duty re- 
flector. 
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HEADLIGHT FUSE PAK 


KD137 — Multi-purpose tool makes work- 
ing on head lamps and changing fuses a 
“snap”. Aligns screw holes on head lamp 
casings—pulls head lamp springs and 
reaches between double lamps with short 
screw driver adapted to fit all Reed & 
Prince and Phillips head screws. 


BULB BASE 
REMOVER PLIERS 


KD136 — Removes corroded bases when 
bulb is broken. Serrated lip on jaws gives 
firm hold for tight, positive grip without 
crushing bulb base. 


TAIL & SPOTLIGHT 
BULB KIT 


KD134C — No. 138 Bulb Gripper, No. 136 
Bulb Base Remover and No. 139 Socket 
Cleaning Brush, takes care of installing 
and removing light bulbs and cleaning 
corroded sockets. No more cut fingers 
with these handy tools designed to reach 
into the tightest places. Packaged in 
handy plastic kit. 


FLOOD LIGHTS 


FL25— These lights have a six inch re- 
flector. Also U.L. approved wire. Rubber 
covered spring clamp. 


FL25 — 25 ft. Cord 


FLS0 — 50 ft. Cord 


RUBBER CUSHIONED 
FLASHLIGHT 


FL512 — Has full floating reflector, non- 
breakable lens, no-roll head. Specifically 
designed for the automotive mechanic. 


FLUORESCENT LIGHT 


DC25-F — The most versatile light on the 
market today. Moulded, grounded safety 
plug. Heavy gauge polyvinyl end caps re- 
sist oil and grease. Completely enclosed 
on-off switch. Two hanging hooks (with 
living hinge) allow unlimited lamp posi- 
tions. High quality ballast completely en- 
closed in heat dissipating aluminum 
housing. Aluminized reflector directs 
light, shields eyes. With 15W fluorescent 
bulb equals 100W illumination. Clear as 
glass Butyrate housing designed for 
rough use. Standard 15W replaceable 
bulb, 25 foot, 18 gauge heavy duty cord. 


KD134C 


Compression Testers - Vacuum Gauge 


VACUUM-PRESSURE GAUGE 


Makes Trouble-Shooting Easy 


VG1— Here’s a precision vacuum-pres- 
sure gauge that you can use to check 
fuel pump pressure and vacuum; locate 
air leaks in fuel lines, vacuum operated 
chokes and emission control systems or 
trouble-shoot heating and air condition- 
ing controls, automatic door locking 
mechanisms, windshield wipers and 
power brakes. You can also use it to lo- 
cate such malfunctions as restricted ex- 
haust systems, intake manifold leaks or 
valve trouble. It’s a tool every technician 
should own. Chrome with black baked 
enamel finish. Complete with adapters, 
instructions, 30” of hose length. 
Technical Data: 
Gauge Size: 3% in. 
Scale Ranges: Vacuum, 0-28 in. 
Pressure, 0-10 psi. 
Overall Length 30” 
Weight 9 oz. 


4-WAY WHEEL NUT 
WRENCH 
TT50 — Sizes 34” - 144" - Ve” - 1%". 22” 
length. 
TT51 — Heavy-duty 4-way Wheel Nut 
Wrench. Sizes same as above. 22” length. 


FLEX-DRIVE 


COMPRESSION TESTER 
CT60— Heavy duty flexible drive easily 
withstands torque, abrasion, oil and heat. 
Gets around all obstructions, such as 
power steering, power brake, air condi- 
tioner units, and manifold. Check valve, 
located at very bottom of fitting, is in 
the cylinder to measure actual cylinder 
compression. Gauge Range up to 300 Ibs. 
For 14MM and 18MM spark plug holes, 
including long reach plugs. Quick re- 
lease side valve to take multiple reading 
when necessary. 


EXPANDING CONE 


CT18C — Expanding Cone for 18MM 
Spark Plugs. 


Wheel - Tire Tools 


CURVED SPOON 


TYPE TIRE IRON 
TT2— 24” length. 


| Lee 


TIRE DEPTH GAUGE 


QUICK COUPLER 
COMPRESSION GAUGE 


Makes Compression Testing Easy 


CT65— Lets you test compression on any 
engine, whether spark plug ports are 14 
or 18MM, conventional or tapered seat. 
You have two adapters to choose from. 
One rigid for easy-to-reach ports and one 
flexible for hard-to-reach ports. Both 
have threaded two-in-one adapter that 
fits all engines, assuring positive seal. 
Quick-disconnect coupler makes gauge 
connection easy. Push button vents com- 
pression pressure. Grey baked enamel 
finish. Complete with instructions. 
Technical Data: 
Gauge Size: 2% in. 
Scale Range: 0-300 psi. 
Overall Length: 1834 in. 
Adapter Length: Flexible, 736 in. 

Rigid, 3% in. 
Weight: 1 Ib. 


HEAVY-DUTY DRIVING IRON 
TT22— 12” length. 


LOCK RING REMOVER IRON 
RT1 — 20” length. 


STRAIGHT SPOON 


TYPE TIRE IRON 
TT1 — 24” length. 
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Wheel Balancers - Wheel 


Wheel Balancing 
MAC offers precision equipment and 
wheel weights for proper wheel balancing 
of conventional and mag wheels. With 
this precision equipment, the mechanic 
receives extremely accurate readings. 
MAC Tools offers the bubble-type wheel 
balancer, as well as the roller-type bal- 
ancer, in order to meet the requirements 
of each mechanic. Save time and money 
with MAC wheel balancing equipment and 
make your low-cost investment a _profit- 
able venture through MAC Tools. 


Wheel Balancer 
WA-10 — Here is the top of the MAC line 
— a precision three-point balancer. Fric- 
tionless bearing mountings. Gauge cali- 
brated in 4% ounces. Gives you exact 


Adhesive-Type 

Balancing Weights 
The MAC adhesive balancing weight stays 
on in high temperature, at racing speed, in 
snow, rain and mud, and even where 
steam is used. Once properly applied, the 
adhesive weight, having been tested on 
thousands of wheels, will not come off. 
This test included racing cars at Indianap- 
olis, Charlotte, Riverside, and Daytona at 
speeds in excess of 150 miles per hour. 
With the wheel in motion, centrifugal 
force is constantly pushing the adhesive 
weight against the rim in order to hold 
it in place. 
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weight requirement on first reading. The 
WA-10 is truly a precision instrument, de- 
signed to give you extremely accurate 
readings showing you how much weight to 
add, and where. The operational steps 
have been reduced to an absolute mini- 
mum. This low-cost balancer services 12” 
to 19” wheels. For cars and light trucks, 
as well. Roll this portable unit to the job. 
It requires no leveling. Its speed, simplic- 
ity, and accuracy cannot be matched by 
any other balancer on the market regard- 
less of price. 

The WA-10 is designed to balance wheels 
with or without drums. Rear wheels or 
spares. It eliminates danger from spin- 
ning wheels. Requires no special training 
and let’s you do more work in less time. 
Make more money and have more sat- 
isfied customers. 
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WA-14 


Please note that the MAC adhesive weight 
is designed for all types of wheels. It is, 
however, mandatory, in balancing mag 
wheels. Mag wheels are usually not de- 
signed to accept the clip-on type wheel 
weight, and therefore the MAC adhesive 
weight is the only weight that can be 
used in balancing most mag wheels and 
small foreign car wheels. 


MAC-weight is a wheel weight that 
achieves vibration-free wheel balance 
through placement near the center line 
of the wheel. With MAC-weight no clip is 
needed. An adhesive foam tape backing 
bonds the lead to the wheel. 


WA-5101 — MAC Starter Kit 
WA-5101-W — Weights Only for WA-5101 


Weights 


Bubble-Type Wheel Balancer 
WA-161 — This balancer is offered 
through MAC Tools in the economy line. 
It is a portable and self-leveling balancer. 
Complete with stand. Notice the built-in 
weight tray on the stand. The WA-161 is 
unconditionally guaranteed and meets the 
requirements of small to medium sized 
jobs where wheel balancing is offered as 
an additional service, 


MAC SLIM LINE WEIGHTS 


Tool Standard 
Number Package 


HIDDEN FLUSH WHEEL WEIGHT 


Tool Standard 
Number Package 
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ETE WHEEL ALIGNMENT 


THE PROVEN, ACCURATE, COMPE 


WA409DSAM 


FRONT END 
ALIGNMENT SET 


Tool 
No. Description 


Ball Joint Suspension 
Socket 15%” 

Ball Joint Suspension 
Socket 17%” 

Ball Joint Suspension 
Socket 21,” 

Ball Joint Suspension 
Socket 12%,” 

Ball Joint Suspension 
Socket 244” 

Ball Joint Suspension 
Socket 1254,” 

Spreader Jack 

Steering Idler Arm Wr. 34” 

Alignment Wrench 15,” 

Alignment Wrench 7%” 

Caster Camber Wrench 34” 

Caster Camber Wrench 34” 

Caster Camber Wrench 34” 

Caster Camber Bar 

Caster Camber Wrench 11,” 

Caster Camber Wrench 15%,” 

Caster Camber Bar 

Flex Ratchet Set 

Yo” Sq. Drive Flex Ratchet 

Flex Box Wrench Ya” x %,” 

Flex Box Wrench 5%” x 1144” 

Flex Box Wrench 34” x 7” 


ANGLE GAUGE 


Wheel Alignment Tools 


ROAD SIGN 


(optional) 


FRONT END ALIGNMENT 
SET 


Tool 
No. Qty. Description 


WA510-8 Toe Measuring Gauge 

WA520 Angle Gauge 

WA600B Wh. Alignment Gauges 

WA702 Turntables 

WA802 Rear Wheel Platforms 

WA67 Compact Car Adaptors 

PJ1 Pedal Jack 

GRT1 Grease Retain Puller 

BOARD Display Board 

WA70 Low Skirt Fender 
Adaptors 
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WA702 


WHEEL-A-MATIC 


TURNPLATES 
WA65 — Compact Car Adaptor 


WA600B 


WHEEL-A-MATIC MAGNETIC 
CASTER-CAMBER KING PIN 
GAUGE 


WHEEL ALIGNMENT SET 


You can make a complete and accurate 
check of caster, camber, toe out on turns, 
steering axis or kingpin inclination, toe- 
in and center steering in five minutes 
without the necessity of complicated 
computations. No special schooling re- 
quired. Simply follow the instructions on 
the gauge which locates at the exact 
center of the only machined surface of 
the wheel. 

Built to give years of trouble free serv- 
ice, this portable equipment requires no 
extra space. A level floor is not neces- 
sary. Simply level the plates the first 
time. Paint rectangles on floor and use 
these rectangles for all future alignment 
work, 

Add your own wrenches and hand tools 
to make up a set to suit your own needs. 
Take the guesswork out of wheel align- 
ment. You’ll enjoy selling this profitable 
service to your customers. 

The illustration shows this new, up-to- 
date, complete set of wheel alignment 
tools, which is designed to completely 
and properly service all passenger cars 
and light trucks. The individual tools 
illustrated in this set are shown through- 
out our catalog. In ordering out this com- 
plete unit, please order from Mac Allied 
Tools Corporation WA409DSAM, and from 
Mac Tools, Inc. KWA100. The set includes 
the board complete with all hooks. 


WAS510-8 
TOE-BAR 


WA510-8 — You'll Correct Toe-In More Ac- 
curately and Faster with the WA510 Toe- 
Bar and WA520 Angle Gauge. 


WA511-8 


TOE-BAR 


WA511-8 — Long a favorite of wheel align- 
ment men, this gauge is designed for 
reading toe by measuring the distance 
between marks previously scribed at ap- 
proximately the center of the tire treads. 
Pointers are adjustable to hub height for 
greater accuracy. Built of heavy durable 
castings and galvanized 16 gauge welded 
steel tubing, 8 feet in length, to assure 
long lift without bar distortion, graduated 
in thirty-seconds of an inch. Furnished 
complete with tire scriber. Used on all 
cars, trucks and busses. 
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WP530 
WHEEL WEIGHT PLIER 
WP530— Here is a new wheel weight 
plier, with a combination of good fea- 
tures. Plier end has short flat angle 
surface on one jaw, and sharp point on 
the other, giving it a positive grip. It has 
hammer stud and also a thin pry on one 
handle end for those stubborn wheel 

weights. 
WP530 — Wheel Weight Plier. 


TOE-IN TOE-OUT GAUGE 


WA75 — For quick accurate measurement 
of toe-in and toe-out. Especially designed 
for high performance Service Stations, 
Tire Dealers, Car Dealers and Light 
Truck Fleets. Constructed of heavy duty 
steel for long life. Place the WA75 in 
front of wheel with indicator in neutral 
position. Slowly drive over tread saver. 
Observe gauge reading. Correct toe-in or 
toe-out. The WA75 describes what hap- 
pens when a vehicle’s tires are dragging 
sideways instead of rolling straight along 
the line of travel. A must for every garage 
with high cost alignment equipment to 
cover. Check the tire alignment while the 
car is at the gas pump and watch your 
alignment business increase! 


TIE ROD SPREADER 
TS38 — Wedge-type principle. Opening 
2%." wide, 


TIE ROD SLEEVE WRENCH 
TRW300— Only one tool needed for 80 
per cent of the tie rod sleeve require- 
ments on compact cars and full-sized 
cars or trucks. High power with this tool, 
using a 42” drive ratchet or flex handle. 
To break loose and turn the most stub- 
born sleeve. 
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Wheel Alignment Tools 


HUB AND DUST 
CAP PLIER 


DC216 — Removes all types of hub caps, 
as well aS removes and replaces most 
stubborn dust caps. The plier jaw bites 
the dust cap with a firm grip. Hammer 
aids in replacing cap to original position. 
DC216 — Hub and Dust Cap Plier 


‘ CC570 


FORD-MERCURY 
CASTER-CAMBER 
ADJUSTING BAR 


Tie Rod Tools 


TIE ROD SLEEVE SPREADERS 
These tools will handle steering equip- 
ment with tie rods. Designed for easy 
service. Real tough tools. 

TRW100 — Regular passenger car spread- 


er. 
TRW150 — Compact car spreader. 


KD52 
WHEEL PULLERS 


KD52—A quick, convenient method for 
jarring wheel hubs loose without damage 
to axles. VW “Bingo” Wheel Puller—214” 
long. 24MM. 


WG361 
WHEEL ALIGNMENT GAUGE 


ri 
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CC620 


CASTER CAMBER TOOL 
= 


PITMAN ARM WEDGE 
P844—For cars and light trucks. 1/4” 
opening, 11” long. 

BJS1— Ball Joint Separator. Designed to 
remove ball joint from steering knuckle. 
Opening 1%”, length 117%”. 


PNEUMATIC TOOLS 
BJW2 — Pneumatic Ball Joint Wedge. 
TSP2— Pneumatic Tie Rod Spreader. 


BC Series 


BRAKE CYLINDER 
FLEX-HONE 
for a superior 


cylinder wall-finish 
BC Series — (180 grit silicone carbide.) 
An unbreakable Flex-Hone that will out- 
last at least three sets of stones. Fast 
and efficient. No flex shaft necessary. 
Use first as an inspection tool with brake 
fluid as a lubricant. RPM not above 1250. 
Three or four passes does it. Each size 
works down to next smaller size. 
BRAKE CYLINDERS 

BC 78—Compacts 7% in. (22 mm) 
BC118 — Standard American 1% in. 

(29. mm) 
BC138 — Big American 1% in. (35 mm) 
BC158 — Small Trucks 15@ in. (41 mm) 

Available On Special Order 
BC200 — Trucks 2 in. (51 mm) 

Available On Special Order 
PERFECT RING SEATING, right now. 
Cleans the cylinder-wall, does not frac- 
ture the metal, allows the wall to 
breathe. The perfect cross-hatch for mod- 
ern hi-performance engines. CONSIST- 
ENT performance. No appreciable stock 
removal. If you re-bore, bore to size, and 
use our GBD to de-feather and cross 
hatch. 
USE a 10-30 weight oil or our Processing 
Oil. NO SOLVENT—DO NOT USE DRY. 
SLOW RPM—300 to 750. NO AIR OR 
HIGH SPEED. Actuate up and down 
quickly—40-60 per minute. 20 to 40 SEC- 
ONDS per hole. 


KD275 
BRAKE LINING GAUGE 


KD275 — One side measures %, in. lining, 
reverse side % in. lining. 


KD276 
BRAKE LINING GAUGE 


KD276— Same as above except cali- 
brated in fractions, 0 in.-% in. 


Brake Tools 


BB100D 


DIAPHRAGM 


BRAKE BLEEDER 


BB100D — New, compact diaphragm type 
brake bleeder. Features safety pop-off 
valve to protect the operator and to pre- 
vent damage to the diaphragm. Rigid 
handle designed to protect the gauge 
and make opening the bleeder for filling 
easy. Zinc plated inside and out! Heavy 
steel wear plate protects the tank and 
fittings. 

Shut-off valve at the tank plus a quick 
disconnect coupler and nipple, PLUS a 
filler tip, make it possible to use the 
unit as both a one-man bleeder or as a 
source of brake fluid for “topping off” 
master cylinders. Includes: 


BB22 
BRAKE BLEEDING TANK 


BB22— Consists of tank, hose, 2 univer- 
sal adaptors and Chrysler adaptor. Other 
adaptors listed below available on order. 
BB22C —Chevrolet and GMC Truck 
Adaptor. 

BB22F — Ford-Falcon Adaptor. 

BB22R — Studebaker - Rambler - Cadillac 
Adaptor. 1963 to date. 

BB22S — General Motors Adaptor, except 
Cadillac. 1964 to date. 

BB2021 — Dual-Headed Master Brake Cyl- 
inder Adaptor for Ford, General Motors 
and Chrysler Cars. 

BB2021-A— Bands Only for Ford and 
General Motors Cars. 

BB2021-S — Special Bands for Corvette 
and Chrysler Cars. 


BB103D 


BB105D 


1. Tank assembly with gauge and pop-off 
valve. : 

2. 11 foot hose assembly with quick dis- 
connect coupler. 

3. Fluid nozzle with nipple for filling 
cylinders. 

4. In-line shut-off valve. 

-5. BB103D single cylinder adapter with 
cable attachments. 

6. BB105D dual cylinder adapter with 2 
cable attachments and built-in fluid 
displacers to prevent over filling. 

BB103D — Single cylinder adapter (avail- 

able separately). 

BB105D — Dual cylinder adapter (avail- 

able separately). (For replacement dia- 

phragm, order BB100D-99450.) 


KD277 
BRAKE DRUM GAUGE 


KD277 — Determines whether drum can 
be safely turned or should be discarded. 


KD2065 


BRAKE SPRING HOLDDOWN 
REMOVER AND INSTALLER 


KD2065 — Installs and removes holddown 
spring and two washers as a complete 
unit. 


BC45 


BRAKE SPRING 


COMPRESSOR 
BC45—Fits both flat and regular type 
brake cups. 
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CYLINDER 
RESURFACING TOOL 


A fast and convenient tool with wide 
range, flexible joint drive, and adjustable 
cutting tension. An all-purpose 280-grit 
hone designed for brake cylinder and 
recommended for resurfacing of small 
engines, up to 2% in. bore. Offers fast, 
easy cutting with high or low-speed 
drills, Capacity is % in. to 2% in. dia. 
Strongly built, self-aligning, self-center- 
ing. Stones permanently cemented to 
steel backing shoes. Quick change to 
new stones is a feature. Built to bottom 
in blind holes or resurface step-cyl- 
inders. 


CF64 


FOREIGN CAR BRAKE 


CYLINDER HONE 
CF64 — Capacity 17MM to 2 in. 
CF64-1 — Medium Grit Stones. 
CF64-14 — Fine Grit Stones. 


HYDRAULIC BRAKE CLIPS 


BC5— Universal, covers all passenger 
and commercial car requirements. 


me 


BRAKE SHOE 


ADJUSTMENT GAUGE 
BG8650—A ‘‘must’’ for self-adjusting 
brakes. 
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Brake Tools 


CF63 


BRAKE CYLINDER HONE 
CF63 — Capacity 34 in. to 2% in. diam- 
eter. 

CF63-1— Set of 3 Replacement Stones. 
280 grit. 

CF63-14— Set of 3 Replacement Stones. 
400 grit. 

CF66— Adjustable Tension Brake Cyl- 
inder Hone, 3% in.-2¥2 in. Capacity. 
CF67— Preset Tension Brake Cylinder 
Hone. 3% in.-2¥2 in. Capacity. 
Interchangeable Stone Sets for No. CF63, 
No. CF66, and No. CF67. 

CF63-1— Medium Grit—1 in. —Conven- 
tional work. 

CF63-14 — Fine Grit —1 in.—Conventional 
work. 

CF63-21 — Medium Grit—2 in.—For small 
engine cylinders. 

CF63-24— Fine Grit—2 in—For small en- 
gine cylinders. 

CF63-34— Fine Grit for Disc Brake Cali- 
per Work—% in. 

CF63-38 — (Set of 3) Honing Discs. Sizes 
for cylinders 2.375 in., 2.000 in. and 1.625 
in. 


BRAKE SPRING HOLDDOWN 
REMOVER AND INSTALLER 


KD2065 — Installs and removes holddown 
spring and two washers as a complete 
unit. 


CF48 


DISC BRAKE 


SPRING COMPRESSOR 
CF48 —A specially designed tool for fast 
removal and servicing disc brake calipers 
on 1968 Plymouths, Chrysler, Dodge and 
other make autos with Budd type disc 
brakes. 


KD294 


BRAKE PISTON PULLER 
Lockheed 
KD294— Removes piston easily. 634” 
length. 


KD2105 


DISC BRAKE 
PISTON POPPER 


SAFETY STANDS 


Offered in pairs these rugged, ratchet 
type stands are designed to provide 
utmost safety and stability. Self-engaging 
pawl is automatically locked in rack bar 
by weight of vehicle so it cannot trip ac- 
cidentally while supporting load. Formed 
steel frame and tough malleable rack 
bar assure extra strength. All sizes have 
rigid saddle. 

Automatically adjust to desired height. 
Handle provides convenient means to 
carry and position stands in addition to 
its height adjusting function. Two Stands 
should always be used for stable support 
when making under-vehicle repairs. 


10%” 
147%” 


FJ200 


2 TON JACK 


FJ200 — This compact Service Jack with 
short chassis is most suitable for opera- 
tion in close quarters, general service 
station and garage use. Lifts high and is 
powered by a forged steel hydraulic unit 
for extra long, troublefree performance. 
Handle has full 90° pumping arc and 


SPECIFICATIONS 


Jacks - Safety Stands 


3” x 9” 
10” x 12” 
13%” x 1542” 


Cap. Tons 1% 
Saddle 
Low Point 

Saddle 
High Point 
Length of 
Chassis 
Length of 
Handle 
Length 
Overall 
Frame 
Height 
Dia. of 
Saddle 
Dia. of 
Front 
Wheels 
Dia. of 
Caster 
Wheels 
Shipg. 
Weight 
Lbs. 


45,” 


1713/4” 


25” 


50” 


70” 
534” 


locks in three positions for easier spot- 
ting under load. 

Has positive stop to control overtravel 
of ram; malleable casters, front wheels 
and lifting arm; swivel saddle; overload 
safety valve; roller bearings in front 
wheels; ball bearings riding in work 
hardened races in casters; and high car- 
bon steel side members. 


1% TON JACK 


FJ125— An economical, compact jack for 
light shop and road service. Offers the 
same high standards of quality found in 
heavier Mac Jacks. Handle has “T” grip 
and can be removed from jack with finger 
pressure for easier portability in road 
service work. Rated capacity is prom- 
inently cast in lifting arm for easy 
identification. 

Other features include load centering 
swivel saddle; steel side plates; mal- 
leable casters and front wheels; Heinite 
piston; direct, gear type release valve; 
steel power unit; overload safety valve 
and positive stop to prevent overtravel of 
ram. 

Hydraulic unit is designed for easy 
removal whenever maintenance is nec- 
essary. 


1% TON JACK 

FJ150 —A powerful, stable jack for serv- 
ice staticn, road service and shop use. 
Handle has “T” grip and is removable 
without tools. Side members are of high 
carbon steel. Swivel casters, front wheels 
and lifting arm are malleable iron. Rated 
capacity is prominently cast in top sur- 
face of arm for easy identification. Safety 
valve prevents overloading, positive stop 
prevents overtravel of ram. 

Other important advantages include: 
white swivel saddle; direct, gear type 
release valve; steel power unit; Heinite 
piston and deep dished saddle with extra 
gripping ridges for secure load contact. 

Hydraulic unit may be easily removed 
whenever maintenance is required. 
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Creepers - Seats - Fender and Seat Covers 


CREEPER 


C333 — This creeper is sturdy, with a kiln 
dried oak frame, strong plywood platform, 
completely finished and varnished. It is 
equipped with 242” Roller Casters. Rolls 
over rough floors, casters do not clog 
with dirt and grease. This is very durable 
but light in weight. 

Separate caster sets (4) are available 
for replacement on all types of creepers. 
C333 — Creeper 
C3C — Creeper Caster (Set of 4) 


WHEEL-POWERENCH 

(for Budd Dual Wheels) 
Geared for stubborn nuts. This wrench is 
four wrenches in one: inner wrench, outer 
wrench, plus two speed wrenches. Has 3 
to 1 ratio on hex nut, loosens square nut, 
“Speeds Off” hex nut, and square nut, 
and also will remove nuts from broken 
studs. A WRENCH WITHIN A WRENCH. 
Inner wrench anchors to square nut while 
outer wrench applies 3 to 1 ratio on hex 
nut. 

PW124 set includes outer wrench, inner 
wrench, and 2-20%” speed handles. 
Adaptors and 36” handle as shown above 
are extra as listed on price sheet. 

Adaptors available for motor wheel, 
inner cap nut, and for 4%” square drive 
and 34” square drive, which enables the 
Powerench to be used with all standard 
Yo" and 34” sockets. 

PW124 — Powerench Set 
PW15 — 44” Drive Socket Adaptor 
PW17 — 34” Drive Socket Adaptor 
PA12 — Motor Wheel Adaptor 
PA64 — Inner Cap Nut Adaptor 
PT36 — 36” Tube Handle 
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“ADJUSTABLE HEAD” 


CREEPER 
C400 — Creeper built from kiln dried oak 
frame, with plywood platform. Has highly 
varnished finish. Equipped with 2%” roll- 
er casters. Features adjustable head with 
three comfortable positions. 
C400 — Adjustable Head Creeper 
C3C — Creeper Casters (Set of 4) 


Adjustable and Pipe Wrenches 


PIPE WRENCHES 


These, the world’s most popular pipe 
wrenches, are known for the brutal 
punishment they can take because of 
their extra, built-in toughness. Before 
shipment every wrench is work tested. 
Housings are guaranteed not to break or 
warp. Replaceable jaws are made of 
hardened tool steel. Full-floating hook 
jaw assures instant grip... easy release. 
Patented spring suspension eliminates 
chance that jaws could jam or lock on 


FENDER AND SEAT COVERS 


These covers are made with the finest 
material manufactured, with a backing of 
cushion foam rubber. These covers are 
designed with a fabricated neoprene oil 
and gasoline resistant rubber with a full 
backing of cushion foam rubber. The fin- 
ish on the bottom side is cushion foam 
rubber, to create a strong adhering quali- 
ty when placed over the fender, or seat. 
Fender Cover. 26” x 44”, 

FC103T — Fender Cover with Tool Holder. 
$C100 — Seat Cover. Size 33” x 56”. 


CREEPER SEAT 


C3S —For those jobs where the repair- 
man must work in a sitting position. This 
seat lessens fatigue and increases ef- 
ficiency. It is ideal for brake work, fend- 
er and frame work, wheel alignment and 
many other jobs of this nature. It is con- 
structed with strong steel frame, kiln- 
dried hardward seat surface with tool 
tray below, and roller casters as supplied 
on the Mac creeper. 


pipe. Handy pipe scale and large, easy- 
to-spin adjusting nut give fast, one-hand 
setting to pipe size. Comfort-grip, malle- 
able iron I-beam handle has convenient 
hang-up hole. 


Movable jaws also stocked. 


ADJUSTABLE WRENCHES 


AJB4C 
AJB6C 
AJB8C 
AJB10C 
AJB12C 
AJB15C 
AJB18C 


Jaws, Rollers and Screws Stocked. 


® 


FLEXHONE™ 


Globules of silicone carbide laminated to 

the ends of hi-density nylon creates a 

flexible hone which is unbreakable, 

requires no set-up, does not get out of 

shape and most important, imparts a 

consistent perfect cross hatch for oil 

retention and instant ring seating. 

SINGLE SPIRAL 

Flexible, Compressible, More Versatile 
Best For Engine-In-Chassis 

BLOCK CYLINDERS Grit 120 - 180 

GB314 — 3% in. (83 mm) 

GB312 — 3% in. (89 mm) 

GB334 — 334 in. (95 mm) 

GB418 — 4% in. (105-92 mm) 

GB458 — 4% in. (118-105 mm) 


RC150-T 


TRUCK-TRACTOR-DIESEL 
PISTON RING COMPRESSOR 


RC150-T — Covers capacity up to 7” diam- 
eter. 
RC150-TB — Bands only. 


OUTBOARD MOTOR PISTON 
RING COMPRESSOR SET 
RC25 — Capacity 142” to 3”. 


PISTON RINGER 


Cylinder Tools 


The Perfect finish for fast ring seating. 
PERFECT RING SEATING, right now. 
Cleans the cylinder-wall, does not frac- 
ture the metal, allows the wall to 
breathe. The perfect cross-hatch for mod- 
ern hi-performance engines. CONSIST- 
ENT performance. 

GB500 —FLEX SHAFT for fenders and 
firewalls. USE a 10-30 weight oil or our 


Piston Ring Tools 


PISTON RING COMPRESSOR 


RC50 — Capacity 3%” diameter. 
RC50-T — Truck size 342” to 7”. 
RC50-B — Bands only. 

RC50-TB — Bands only. 


CHEVROLET V-8 PISTON 
RING COMPRESSOR 


RC15— Capacity 242” to 5” diameter. 


CORVAIR-VOLKSWAGEN 
PISTON RING 
COMPRESSOR 

RC20 — Capacity 2” to 4” diameter. 


Processing Oil. NO SOLVENT—DO NOT 
USE DRY. SLOW RPM—300 to 750. NO 
AIR OR HIGH SPEED. Actuate up and 
down slowly—40-60 per minute. 20 to 40 
SECONDS per hole. 

GBD400 — (101-89 mm) for bore sizes 4 
in. to 3% in. Sizes from 3 in. to 8 in. 
Bore size available on special order. 
Compact car sizes also available. 


MIDGET PISTON RING 
COMPRESSOR 


RC10— For foreign cars and small Briggs 
and Stratton type gasoline engines. 


PISTON RING 
COMPRESSOR SET 


RC101— This set contains 5 individual 
bands with a range from 3” to 4%”. 


UNIVERSAL-ADJUSTABLE 
PISTON RING COMPRESSOR 
RC65— Capacity 3” to 5” diameter. 
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QUALITY CYLINDER HONES 


Because the combustion chamber is 
the heart of your engine and the source 
of its power, proper ring seating can be 
very important. It becomes even more 
important in high performance and 
racing engines where compression ratios 
are drastically increased and excessive 
blow-by poses a possible oil-loss prob- 
lem. With the use of Mac Deglazing 
Tools you are assured an even consist- 
ent bore finish to every cylinder bore. 


CF60C 


CYLINDER HONE 
CF60C — Adjustable abrasive cloth hone. 
Cloth 3 in. long. Capacity 2 in. to 5% in. 


(iLL 


wll, = 
CF61 


CYLINDER HONE 


CF61— Pre-set tension. Capacity 2 in. to 
5% in. Stone length 3 in. 


RR104 


ALL-POWER RIDGE REAMER 
RR104 — Capacity 23 in. to 4% in. 
RB2— Extra cutter blade. 

SP2— Small side plate. 

SP4— Large side plate. 
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Cylinder Tools 


a 
CF69 
CF64 


FOREIGN CAR BRAKE 


CYLINDER HONE 
CF64— Capacity 17MM to 2 in. 
CF64-1 — Medium Grit Stones. 
CF64-14 — Fine Grit Stones. 
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CF62 and CF62CS 


CYLINDER HONES 
CF62 and CF62CS —CF62 pre-set tension 
CF62CS adjustable tension. Capacity 2 
in. to 7 in. Stone length 4 in. 
Replacement Abrasive Cloths for CF60C 
Hones: 
CF60C-1—6 sets of 3 in. long medium 
grit abrasive cloths, 3 cloths per set. 
Replacement Stones for CF60C, CF60CS 
and CF61 Hones: 
CF61-12S — Set of three 3 in. stones, 200 
grit. 
CF61-100 — Coarse grit stones (set of 3) 
3 in 
CF61-14S — Same, except 400 grit. 
(NOTE: CF61-12S or 14S replacement 
stones may be used also for replacing 
the cloth pads of CF60C or worn out 
stones of the CF60CS hones. Above re- 
placement sets may be used also on the 
CF62 tool.) 
For CF62 Hones and CF62CS Hones: 
CF62-12S — Set of three 4 in. stones, 200 
grit. 
CF62-14S — Same, except 400 grit. 
(NOTE: We do not recommend use of 
stones longer than specifically listed for 
any above tool. The user may, however, 
use shorter stones. Example: CF61-12S 
replacement set in the CF60C or CF62 
Hone.) 


—J 


GLAZE BREAKER 

CF69— The all new CF69 is designed for 
deglazing and resurfacing larger cylin- 
ders as found in diesel work. The hones 
are designed for the fastest, fully accur- 
ate honing of cylinders in diameters from 
6 in. to 11 in. Fast and easy to handle 
(operated by any standard % in. Electric 
Drill). These hones are self-centering and 
bottoming. A powerful arm design keeps 
abrasive pads accurately in line. Exclu- 
sive spread limiter limits hone diameter 
for all general work. One tool does large 
and regular diameter work! 
CF69 — Equipped with 4 in. long medium 
stones 6 in. to 11 in. 


agra 


| CF60CS-200 
oe CF60CS-400 


STONES ADJUSTABLE 


ABRASIVE STONE 
CF60CS-200 — Stone 3 in. long. Capacity 
2 in. to 5% in. 200 grit. 

CF60CS-400 Same as above with 400 
grit. 
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7 CF63 
BRAKE CYLINDER HONE 


CF63 — Capacity 34 in. to 2% in. diam- 
eter. 

CF63-1— Set of 3 Replacement Stones. 
280 grit. 

CF63-14— Set of 3 Replacement Stones. 
400 grit. 

CF66— Adjustable Tension Brake Cyl- 
inder Hone. 34 in.-2% in. Capacity. 
CF67—Present Tension Brake Cylinder 
Hone. 3% in.- 2% in. Capacity. 
Interchangeable Stone Sets for No. CF63, 
No. CF66, and No. CF67. 

CF63-1 —-Medium Grit—1 in.—Conven- 
tional work. 

CF63-14— Fine Grit—l in.—Conventional 
work, 

CF63-21 — Medium Grit—2 in.—For small 
engine cylinders. 

CF63-24 — Fine Grit—2 in—For small en- 
gine cylinders. 

CF63-34 — Fine Grit for Disc Brake Cali- 
per Work—% in. 

CF63-38 — (Set of 3) Honing Discs. Sizes 
for cylinders 2.375 in. and 1.625 in. 


Cylinder Tools - Armature Tools 


DELUXE RING GROOVE 
CLEANER 


RG500 — Services 54”, %2”, %", 542”, and 
344” grooves. 

RG500-C — Standard Cutter Blade only. 
RG500-CT — ,”, 4”, 4” Blade for trucks 
—Corvair. 


RR2 
LISLE RIDGE REAMER 


RR2— Range 2'/, in. to 5%, in. 
RR2C — Carbide cutter only. 


ARMATURE LATHE 


(For Turning and Undercutting 


Starter and Generator Commutators) 
AL25—This is a quick, accurate and in- 
expensive tool. Body of tool is of high 
grade zinc alloy die casting, cutting 
blade is highest grade tool steel. Mica 
undercutting saw is of best grade saw- 
blade stock. Turning cut is all automa- 
tic, and Commutator turning operation 
requires about 142 minutes. This tool in- 
creases shop efficiency and profit. 
AL25 — Armature Lathe. 


AL42 


—™~——. PROO 
PISTON RINGER 


PROO — Will handle any size automotive 
ring and also truck or diesel rings up to 
and including 4%” width diameter. 


‘ PISTON RINGER 


KD875 — For rings less than 4” in diam- 
eter. 


R2100 


AMMCO RIDGE REAMER 
R2100 — Range 2%, in. to 5 in. 


AG440 


ARMATURE GROWLER 
AG440—This Growler, is effective and 
immediate in locating shorts and open- 
ings for all size armatures in generators, 
starters, and other equipment. Large and 
powerful, completely equipped with 
socket for test light, switch and test 
prods. Mounted on a sturdy metal base 
with long flexible rubber cord and un- 
breakable plug for electric socket. 
AG440 — Armature Growler 110 or 220, 60 
Cycle. 


ARMATURE TURNING TOOL 
AL42— Does a super smooth job in 
MINUTES. No need to disassemble be- 
fore turning. Stops automatically at end 
of cut. No operator experience necessary. 
Equipped with five adapters that fit arm- 
ature shafts of Ford, Chrysler, General 
Motors and most other cars. Special 
adapters available. 


RG3 


STANDARD 
RING GROOVE CLEANER 


with following accessories 
ae ee Cutter. Y%46”, %”, .070”, 
.220”. 
RG3B — Cleaner Cutter. %2”, 8”, 542”, He”. 
RG3C — Land Cutter. 
RG3D — Chamfering Cutter. 


LISLE RIDGE REAMER 
RR1 — Range 3 in. to 5 in. 
RR1C — Carbide cutter. 
RR1J — Compact jaws. 


HAND-OPERATED 


ARMATURE UNDERCUTTER 
AU112— One of our BIG FEATURES is 
that we cut the mica different from any 
other machine we know of, including 
electric rotary types. The cutters are 
milled in REVERSE—cutting is done on 
the way off the armature. This stops the 
packing of copper chips into corners, 
thereby eliminating short circuits be- 
tween segments. You will find this to be 
the FASTEST, FINEST, AND MOST AC- 
CURATE undercutter on the market RE- 
GARDLESS OF PRICE! 
AU112 — Armature Undercutter. 
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Taps - Dies - Thread Restorers 


a 


oO 


eaten! 


f tt anneurad® 


75TD 


SCREW PLATE SET 
(Y%" to %” Capacity) 

Round and Adjustable Dies 
75TD — The set consists of (40) pieces as 
listed below. All dies except pipe dies 
are adjustable. Set is of high quality and 
packaged in fine wood box. 14%” round 
dies-O.D. 


. Die 

.S. Die 

. Die 

.S. Die 

. Die 

. Die 

. Die 

. Die 

. Die 

Sp—24 S. ‘A. E. Die 

34—24 S.A.E. Die 

%ye—20 S.A.E. Die 

Y2—20 S.A.E. Die 

J—18 S.A.E. Die 

5¥e—18 S.A.E. Die 

3%4—16 S.A.E. Die 
Ya” Pipe Die 
¥4” Pipe Die 

Y4—20 U.S.S. Tap 

56—18 U.S.S. Tap 

%—16 U.S.S. Tap 

%o—14 U.S.S. Tap 

¥Y2—13 U.S.S. Tap 


614 SUPER TAP & DIE SET 
(1” Round 0.D.) 


¥%—20 U.S.S. 

54-—18 U.S.S. Die 
%—16 U.S.S. Die 
%e—14 U.S.S. Die 


¥Ya—13 U.S.S. Die 
Y4—28 S.A.E. Die 
S4—24 S.A.E. Die 
3%—24 S.A.E. Die 
%e"—20 S.A.E. Die 
Yz—20 S.A.E. Die 
¥g” Pipe Die 

4-36 M.S. Die 

6-32 M.S. Die 

8-32 M.S. Die 
10-24 M.S. Die 
10-32 M.S. Die 
12-24 M.S. Die 
Die Stock 
Screw Pitch Gauge 
Screwdriver 
Y4—20 U.S.S. Tap 
54—18 U.S.S. Tap 
%—16 U.S.S. Tap 
%e—14 U.S.S. Tap 
¥o—13 U.S.S. Tap 
Y4—28 S.A.E. Tap 
54-—24 S.A.E. Tap 
¥%—24 S.A.E. Tap 
%e—20 S.A.E. Tap 
Ye—20 S.A.E. Tap 


606 HEX TAP & DIE SET 


1” Diameter Solid Dies 


Yea—13 U. Ss. Ss. Die 
Y4—28 S.A.E. Die 
54—24 S.A.E. Die 
¥%—24 S.A.E. Die 
%e—20 S.A.E. Die 
Y2—20 S.A.E. Die 
¥g” Pipe Die 
Y4—20 U.S.S. Tap 
S6—18 U.S.S. Tap 
3%—16 U.S.S. Tap 
%e—14 U.S.S. Tap 
Y2—13 U.S.S. Tap 
Y4—28 S.A.E. Tap 
S4—24 S.A.E. Tap 
3%—24 S.A.E. Tap 
~e—20 S.A.E. Tap 
Yo—20 S.A.E. Tap 
Ye” Pipe Tap 
4-36 M.S. Tap 
6-32 M.S. Tap 
8-32 M.S. Tap 
10-24 M.S. Tap 
10-32 M.S. Tap 
12-24 M.S. Tap 


Yu—12 U.S.S. Tap 


%—11 U.S.S. Tap “ sets oe 

%—10 U.S.S. Tap 620M. Tap 

HOOASAE Tap ee Wie. Tap MSD10D 

3624 SAE. Tap 10-24 M.S. Tap MSD15D 

Yv—20 S.A.E. Ta og gl MSD20D 

Vs_20 SAE. Tap 12-24 M.S. Tap MSD25D 10-32 MS. Di 
yee balay “T” Type Tap Wrench Le 

%e—18 SAE. Tap MSD30D 12.24 M.S. Die 


4e—18 S.A.E. Tap Tap Wrench 


%4—16 S.A.E. Tap 
¥g” Pipe Tap 
Y4” Pipe Tap 


Die Stock for 4” Hex 

Die Stock for 1” Hex 

Tap Wrench 

Small T - Handle Tap Wr. 
Large T - Handle Tap Wr. 
Screw Pitch Ga. Screwdriver 


DS35—Die Stock 
1+ Screw Driver TW5—T-Tap Wrench 
for Die Adjustment TW98—Adj. Tap 

Wrench 


TAP AND REAMER 
WRENCH 


TW9—A very handy, quick action, sure 
grip tap and reamer wrench. Has 
hardened jaws, polished nickel finish and 
can be taken apart for cleaning. Small, 


HEX DIE ADAPTOR 
HA5— Hex Adaptors for 1” round dies. 
Designed with a 1” 


TAP WRENCH 


easy to use, you will like this one. Ca- TW2 — Size 0 to 4” 


pacity—4—¥2” Taps Incl. TW5 — Tap Wrench—Size 44” to 42” 
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Taps - Dies - Thread Restorers 


45TD TAP & DIE SET 
1” (Solid Hex Dies) 


%—20 U.S.S. Die 
5,—18 U.S.S. Die 
%—16 U.S.S. Die 
%e—14 U.S.S. Die 
Y2—13 U.S.S. Die 
Y4—28 S.A.E. Die 
5,—24 S.A.E. Die 
3%—24 S.A.E. Die 
%—20 S.A.E. Die 
Yz—20 S.A.E. Die 
Die Stock 

Adj. Tap Wrench 

%4—20 U.S.S. Tap 
56—18 U.S.S. Tap 
3%—16 U.S.S. Tap 
%e—14 U.S.S. Tap 
Yo—13 U.S.S. Tap 
Y4—28 S.A.E. Tap 
Se—24 S.A.E. Tap 
¥—24 S.A.E. Tap 
%y—20 S.A.E. Tap 
Yz—20 S.A.E. Tap 
¥g” Pipe Tap 

Ya” Pipe Die 


THREAD RESTORER 
TR1 and TR2—A few strokes across bat- 
tered threads produce a true new thread 
—nut will then go on easily. These tools 
are real trouble and time savers—NOT 
REPLACEABLE. 

TR1— Thread Restorer—has 8 thread 
sizes—11, 12, 13, 14, 16, 18, 20, and 24 
threads to the inch. 

TR2— Thread Restorer—has 9, 10, 12, 16, 
20, 27, 28, and 32 threads to the inch. 


SCREW PITCH GAUGE 


$G514— These gauges enable the user 
to measure either U.S. form threads or 
sharp V threads with same gauge. Each 
blade has accurate milled threads, and 
thread angles and pitches are held well 
within commercial tolerarices. 

Measuring sizes—threads per inch. All 
60 degree angle, U.S. thread form. 14 
Blades—10, 11, 12, 13, 14, 16, 18, 20, 24, 
27, 28, 32, 36, and 40. 


ZS 
a 6312 


SUPER METRIC TAP AND 
DIE SET 


6312 — Here is the ideal Tap and Die set 
for metric threading requirements. A 
most popular set for use with mechanics 
working on imported machinery and 
owners of foreign-made cars. Unbreak- 
able polyethylene case. 

Set includes: 1 each Tap and Hex Die 
in the following sizes: 5” O.D. (across 
flats) Hexagon Dies 3MM x 0.60, 4MM x 
0.70, 4MM x 0.75, 5MM x 0.80, 5MM x 
0.90, 6MM x 1.00, 1” O.D. (across flats) 
Hexagon Dies 7MM x 1.00, 8MM x 1.00, 
8MM x 1.25, 9MM x 1.00, 9MM x 1.25, 
10 MM x 1.25, 10MM x 1.50, 11 MM x 1.50, 
12MM x 1.25, 12MM x 1.50, 12MM x 1.75; 
Plain Die Stock to hold %” O.D. Hex 
Dies, No. 57 (311057), Adjustable Guide 
Die Stock to hold 1” O.D. Hex Dies. No. 
26 (311026), T Tap Wrench No. 1E (311001) 
holds Taps from 3MM to 5MM, T Tap 
Wrench No. 50 (311050) holds taps from 
6MM to 12MM, Straight Handle Adjust- 
able Tap Wrench No. 88 (311088) holds all 
sizes of Taps, Screw Pitch Gage No. G-16 
(117716) for metric threads, and Screw- 
driver. 


LARGE SIZE HEXAGON 
RETHREADING DIES 


Yu—18 S.A.E. 
Ye—18 S.A.E. 
Whe—16 S.A.E. 
%—16 S.A.E. 
%e—14 S.A.E. 
1—14S.A.E. 
Ao—12 VU.S.S. 
%—11 USS. 
WMye—11 U.S.S. 
%—10 USS. 
—-I USS, 
1—8 U.S.S. 


MACHINE SCREW TAP 


AND DIE SET 

22TD — The 22TD Machine Screw Tap and 
Die set carries six very popular size Ma- 
chine Screw Taps and Dies. The set also 
contains the Adjustable Guide Die Stock 
and an Adjustable Tap Wrench of the 
Tee Type can also be used as a Reamer 
Wrench within its capacity. 1” O.D. 
Round Dies. 

22TD — Set contains one each of the fol- 
lowing units.neatly packed in a fine wood 
box. 


10-32 M.S. Tap 

12-24 M.S. Tap 

Die Stock 

“T" Type Tap Wrench 
4-36 M.S. Die 
6-32 M.S. Die 
8-32 M.S. Die 

10-24 M.S. Die 

10-32 M.S. Die 

12-24 M.S. Die 


GUIDE CHART 
PLUG TAPS — HEX DIES 


Threads 
Per MM 


Major 
Diameter 


x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
x 
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TR1278 
THREAD RESTORING SET 


TR1278 — The most popular set for mas- 
ter mechanic or average size shop. Con- 
tains a No. 1 and No. 2 Nu-Thread File 
for threads from 9 to 32 T.P.I. Works on 
any diameter of thread either right or 
left hand. The No. 1278 also contains 8 
Coarse NC dies and 8 Fine NF dies from 
Y thru %. A place for each tool in a 
beautiful polished wood cabinet. 


UNIVERSAL OUTSIDE 
THREAD CHASER 


TC500 — A fast, sure way to restore dam- 
aged threads on shafts, housings, cages, 
etc. Complete with 6 interchangeable 
dies covering a large range of thread 
sizes. Overall capacity from 1%4” to 5” 


: Marking Tools 


V73BA 


VIBRO-GRAVER MARKING 
TOOL 


V73BA — Here is a fine marking tool 
which will write like a pencil on the 
hardest steel. Just plug it into an A.C. 
outlet and its tantulum carbide point 
with a built-in motor, produces 7200 
strokes per minute, and permanently en- 
graves on any hard or semi-hard material. 
V73BA — Vibro-Graver Marking Tool 
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Thread Restorers 


@ ¢ 


MAU ALLIED 


uke TOOLS CORR TAM 


ARMATURE DIE SET 
TR365 — This is a 3-piece die set used for 
restoring threads on armature shafts. 
Consists of %2”—20, .665—20 and .665—20 
L.H. dies. These are 1%,” across the flats. 
Will renew threads in one pass. 


a3 a dE 


TR365 


\__ RETHREADERS 


THREAD RESTORERS 


(8 pieces) %4”, 5%”, 36”, Ne”, 
Ya", Ye", 32”, 34”, (S.A.E.) 


(8 pieces) 44”, 46", 3”, %e”, 


Yo", ie", Ya", ¥", (U.S.S.) 

(5 pieces) %4”, %”, 1”, 1%”, 
1%” (S.A.E.) 

(5 pieces) %4”, %”, 1”, 1%”, 
1%” (U.S.S.) 


SPECIAL 
LEFT-HAND RETHREADING DIE 


[reo] ed 


TRD5 |%” L-Hand Rethreading Die. 
USS. 


TAP & DIE CHASER 
TR61F — Kit consists of 3 Chaser Taps 
and 3 Chaser Dies; ¥%x20, %x24, and 
34x24. Works on Fuel, Hydraulic and Oil 
Fittings for %.”, ¥4” and %,” tube size. 
Can be used by hand or with wrench or 
socket. It’s a money saver! For inverted 
flared fittings. 


STEEL LETTER AND 
FIGURE STAMPS 


Stamps are sturdy, antimushroom ham- 
mer end. Made of high carbon steel and 
give clear, deep impressions. 
LS316 — ¥,” Letter Set. 28 pieces. 
LS25— %4” Letter Set. 28 pieces. 
FS316 — ¥,” Figure Set. 9 pieces. 
FS25 — 44” Figure Set. 9 pieces. 


MAC Altrey «R455 | 
TR455 


WHEEL STUD DIE SET 
TR455 — Here is a wheel stud die set in 
handy package. Has both right and left 
hand dies in %,” and %2”. Both USS and 
SAE. 


Ht mura a a 


A Hex 


‘eT READER) DIES 


METRIC RETHREADER DIES 
TRM5— From Mac Tools comes 5 popu- 
lar nut size dies in METRIC THREADS. 
For renewing damaged or corroded 
threads on foreign cars and machinery. 
Dies: 6 x 1MM, 7 x 1MM, 8 x 125MM, 
10 x 1.50 MM, and 12 x 1.75 MM packaged 
in a heavy-duty plastic case. 


TRI77 
THREAD RESTORING SET 


TR177— This is the set every mechanic 
should own personally. Contains a No. 1 
Nu-Thread File, 7 Coarse NC dies and 7 
fine NF dies from % thru %. Neatly 
packaged in a wooden cabinet. 


ELECTRIC MARKING 
PENCIL 


EP9—For marking names on Tools, etc. 
Writes like pencil. Can be used with 
Battery or Transformer. 6-Volts. 12 Pen- 
cils 34 Ibs. 


TAP SETS 
Here are sets carried in the sizes we list 
below in plastic kit. Each set consisting 


of 1 each of a taper, a plug and a bottom- 
ing tap of the same size. 


USS Set 
USS Set 
USS Set 
USS Set 
USS Set 


USS Set 
SAE Set 
SAE Set 
SAE Set 
SAE Set 
SAE Set 
SAE Set 


Tap Sets - Rethreaders 


SPARK PLUG THREADING 
TOOLS 


10 MM Packard 
14 MM (V8-60 Ford) 
18 MM (V8-65 Ford) 
%-18 

4 Step Counterbore 
Complete Set 


TAP AND DIE CHASERS 
TDC5— Consists of one set of 
1—34”—24 P.|. Thread for %,” tube size. 
1—74"—24 P.|. Thread for ¥4” tube size. 
1—14”—20 P.I. Thread for 4” tube size. 


AXLE RETHREADING DIE 
AD10—Has the following six thread 
sizes: %4-16”, 34-20”, 7-14”, 1-14”, 14%-12”, 
1%-12”, 


BUCKINGHAM 
THREAD CLEANERS 


[we [in wax. Swine 


SPARK PLUG 
HOLE CHASER 


SP1— Designed with chaser on opposite 
ends for both 18MM and 14MM spark 
plug holes. Has hex center fitting with 
ball and spring for application of various 
type wrenches. 


Automatic Transmission Tools 


UNIVERSAL DIAL TEST 


INDICATOR SETS 
D201 — Calibrated to 0-50-0, in incre- 
ments of .001”. 

Set consists of Dial Test Indicator; 2 
contact points; 8” sectional rod for hold- 
ing indicator; hole attachment for check- 
ing bores, concentricity, etc.; clamp for 
attaching indicator to machines, plates, 
etc.; Universal rod connector for connect- 
ing indicator to rods; cap for hole at- 
tachments; 5” tool post holder for use 
with lathes. 


CLUTCH DRUM RING 
COMPRESSOR TOOL 


CDR1 — Designed to service all transmis- 
sions requiring the use of a clutch drum 
ring compressor. 
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SCREW EXTRACTOR SET 


These extractors are the fastest type and 
vastly superior to other designs. Only 3 
quick steps required. The sharp edges 
will bite positively. Gradual taper of 
flutes prevents wedging and binding. Ob- 
jects with right or left threads may be re- 
moved. This set includes the 5 most pop- 
ular sizes of extractors as listed below 
with our individual numbers. 


5-PIECE SCREW 


EXTRACTOR SET 
SSE5K — KB126 Kit Bag 
SSE5— 5-Piece Screw Extractor Set with- 
out Kit Bag 
Standard Twist Point Screw Extractors 


Tool 
No. Description 


Screw Ext. He" X 34%” 
yy” x 35%” 
Ae” x 44” 
3” x 47” 
Te” xX 54” 


Screw Ext. 
Screw Ext. 
Screw Ext. 
Screw Ext. 


KB126 — Kit Bag Only 
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Screw Extractor Sets 


SCREW EXTRACTOR SET 
$E100— For screws of diameters %4” to 
¥” inclusive. Maximum depth extrac- 
tions one inch. Contains one each of Ex- 
tractors Nos. 1 to 5 inclusive, with 
turnuts. Drills Nos. 1 to 5 inclusive. Drill 
Guides Nos. 921 to 1821 inclusive. Twenty 
precision tools. Packed in a preformed, 
non-breakable box. Wt. 1% Ibs. 


SET WITH DRILLS 


E02 .080”to%,” | E04 9%” to 2%,” 
E03 Ye" tow” | E05 14” to7%,” 


—_ | 


SCREW EXTRACTORS 
(Easy Outs) 


S 


ET 
.054” to Shy!" Hy,” to 2%," 
.080” to %,” Ya" to The” 
Ya" to Ya" 


- ea $y nt al 


EZY-OUT SCREW 
EXTRACTORS 


These are available in the following 
sizes: 


.054” 
.080” 
yg” 
He" 


yy” 


SCREW EXTRACTOR SET 

SEX10—Set of 10—Sizes %” through 
1%” in compact box. 
SEX15— Screw Extractor Set. Set of 15— 
Sizes ¥%” through %.” in hardwood block. 
SEX25 — Screw Extractor Set. Set of 25— 
Sizes ¥” through 7%” in handy box. 


Reamers 


SOLID VALVE 
GUIDE REAMER SETS 


ADJUSTABLE REAMER SETS 
Set No. 168 — Contains four reamers, 1-B 
to 4-B, in neat metal box. 

Set No. 17B—Contains seven reamers, 
5-B to 11-B, in neat wood box. 


INDIVIDUAL ADJUSTABLE REAMERS 


For Chevrolet, Corvair, Edsel, 
Ford, Lincoln, Mercury, Pon- 
tiac, Chevrolet, Ford and 


G.M.C. Trucks. Contains 3 
reamers, numbers 2011 (14” 
+ .003), 2013 (%," + .015), 
2015 (%.” + .030), as illus- 
trated in metal box. 


915” -1” 

985” - 146” 
14,” - 14%” 
1¥e” - 144” 
1%” - 13%” 
13%” si 1%” 
14” a 154” 


ADJUSTABLE 
VALVE GUIDE REAMERS 


Inches 
Length | Length 
Overall | of Blade 


eet fm 


SOLID TYPE REAMERS 


Length 
Description Overall 
Inches 
Ford Trucks F100 | .8605 | 1234” 
and F250 1953-60 


SOLID VALVE GUIDE 
REAMERS 


he : 
5S, + .003 

S_+ .015 

Ue4 

Wap 

MW + .003 

9 + .015 


234 
Mo + .030 
% 
¥% + .015 
¥% + .030 
Y, 


1-QUART CAN 
REAMER OIL 


FOR THE 
PROFESSIONAL 
MECHANIC 


KING BOLT 
BUSHING REAMERS 
Solid Type 


Length 
Description Overall 
Inches 
Volkswagen 1947-65} .7095 | 11” 
Except Transport 


TR131 
TAPER REAMER 


REPAIRMAN’S REAMERS 
RR57 — Reamer—Range 7%,” to 1”. 
RR56 — Reamer—Range ¥%” to %”. 
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IMPROVED PIPE JAWS 
Hardened steel provides 
a stronger, harder and 
more lasting bite. 


DEEP THROAT 
Handles larger work- 
pieces, provides 
extra versatility. 


PRECISION SLIDE 
BAR 

Steel key guide in 
broached keyway of 
cylindrical housing 
assures .003” 
precision fit. 

No side play. 


v1740 ~=—V1750 


1700 SERIES 
MECHANICS’ VISES 


V1740 and V1750 — It’s the finest vise you 
can buy for automotive shop duty. That’s 
because it incorporates the advantages 
of the famous, industry-proved Ma- 
chinists’ Vise, with moveable section 
lathed turned and stationary part bored 
for close precision fit. The 1700 Series 
features the lifetime precision “straight 
line” pull for spindle and nut, keyed 
round slide bar and sealed lubrication. 
Extra deep throat provides more work 
holding capacity. Hardened steel pipe 
Jaws and big anvil for added “work- 
ability”. One year guarantee. 


AUTOMOTIVE VISE 


V744— Here is one vise specially de- 
signed for the automotive mechanic. This 
vise features: Massive Anvil, Unbreakable 
nut, 360° Swivel Base, Hardened Steel 
Pipe Jaws, Full one year guarantee, Mov- 
ing parts enclosed, Rugged malleable 
iron, Extra strong and very precise. 4” 
Jaw width. 

V745— Same as above only with 5” jaw 
width. 
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SERRATED JAW 

FACES MASSIVE ANVIL 

Larger, deeper cut Extra-large with 

: 11 sq. inches of 

working surface 
fully supported 
by the heavy 
vise body. 


SEALED 
CONSTRUCTION 
All moving parts 
are totally enclosed 
to lock in 
lubrication, seal 
out abrasive dust, 
chips and moisture 
for a lifetime. 


SWIVEL LOCKING 
BASE 
Serrated faces with 
double lockdown 
RUGGED, MALLEABLE _ takes a firm, slip- 
IRON CASTINGS proof grip through 
STRAIGHT LINE PULL Provide high tensile 360° rotation. 
Horizontal construction strength to give 
means vise nut pulls the 1750 a bonus of 
on entire vise body. work capacity. 


SPECIFICATIONS 
Catalog Max. Pipe Depth Of Shipping 
No. Opening Capacity Throat Wt. 
4” Y4"—2Y2" 
5” Y4"—3Yo" 


PIN VISE 
PV92— With 4-size collets. 


TYPE MASTER VISES 


Channel 
Here are reasonably priced vises de- " ’ 
signed to service many requirements in 5” CADET MECHANIC'S 
the garage. VISE 
VM14312 — 3%” Vise. V150A — This is the round body type vise, 
VM144 — 4” Vise. guaranteed for two years. Void if handle 
VM145 — 5” Vise. is bent. 


VISE GRIP TOGGLE 
WRENCH 


V7RA —7” Length. 
V10R— Vise Grip Toggle Wrench. 10” 
Length. 


VISE GRIP C-CLAMP 


V6R — Jaw 0” to 2”. 6” Length. 

V11R — Vise Grip C-Clamp. Jaw 0” to 334”. 
11” Length. 

V18R — Vise Grip C-Clamp. Jaw 0” to 4%”. 
18” Length. 


6” ALL-PURPOSE GRINDERS 


Heavy-Duty 
BG610—This is a sausage-type design, 
length 147%”, width 87%”, weight 33 
pounds. 

Powered by 1/3 HP Baldor split-phase 
motor. Extra wide clearance between 
wheels makes it easy to grind odd- 
shaped pieces. Two-piece tool rest tilts 
for angle grinding. Supplied with 8-foot, 
3-conductor cord. Wheels 6” x 34” x ¥2”. 


Vise-Grip Tools 


VISE GRIP TOGGLE 
WRENCH 


without wire cutter 
V7CR —7” Length. 
V7WR — Vise Grip Toggle Wrench with 
Wire Cutter. 7” Length. 
V10CR —Vise Grip Toggle Wrench with- 
out Wire Cutter. 10” Length. 
VI0WR—Vise Grip Toggle Wrench with 
Wire Cutter. 10” Length. 


VISE GRIP CHAIN WRENCH 
Bench Grinders 


BG128A 


BENCH SPEED GRINDER 
BG128A — Specifications: Wheels—6” x 
34” x Yo”; 1—46 grit; 1—75 grit. No Load 
Speed—3450 R.P.M. Motor—%4” H.P.—In- 
duction Type—A.C. only. Body—1-piece 
Cast Aluminum. Overall Length—16”. Net 
Weight—19% Ibs. 


GRINDING WHEEL 


DRESSER AND CUTTER 
WDO—The sturdy handle of this tool 
provides a grip that really fits the hand. 
The cap is designed to serve directly as 
the upper clamp for the Spindle Bearing 
and the entire assembly. Each set of cut- 
ters is provided with a sleeve which 
eliminates spindle wear. Cutters are 
milled and have uniform sharp teeth, and 
are heat treated to insure maximum re- 
sistance to wear. They retain their sharp 
edge until completely worn out. 
WDO — Grinding Wheel Dresser. 
WDOC — Grinding Wheel Star Cutters. 
142” Diameter. Set includes 4 cutters, 2 
washers and sleeve. 


VISE GRIP WELDING 
CLAMP 
VSRA — 9” Length. 


5” MIDGET VISE GRIP 
TOGGLE WRENCH 


VISE GRIP 
SHEET METAL TOOL 
V8RA — 8” Length. 


ABRASIVE GRINDING 
WHEELS 


.These wheels are: made from manu- 
factured aluminous oxide abrasive... 
fully vitrified—giving you the finest, best 
cutting wheels you ever used. All 60 Grit 
wheels are grade “M” for fine general 
purpose work. All 36 Grit wheels are 
grade “O” which is a harder grade and 
better for heavier and rougher grinding. 


60 
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HALIDE LEAK DETECTOR 


AC12—Locates non-combustible halide 
refrigerant gas leaks quickly and ac- 
curately. Minute leaks cause visible 
change of color and intensity of flame 
housed in chimney. Portable, lightweight, 
complete with solid brass leak detector 
assembly, search hose, and fuel cylinder 
which lasts up to 15 hours. 


3-WAY GAUGE 


CONVERSION KIT 
AC10536— Where three (3) gauge read- 
ings are desirable, such as on Chrysler 
conditioners, you can quickly and easily 
make up your own outfit by simply con- 
necting a Robinair front wheel manifold 
unit and the 10536 Single gauge Unit 
which includes a 2” brass nipple, 2%” 
blue compound gauge 0 to 30” x 120 P.S./. 
with restrictor screw and recalibrator, %4” 
male flare connector and hose holder. 


INDIVIDUAL GAUGES 
ACG1 — High Side Gauge 
ACG2 — Low Side Gauge 
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Air-Conditioning Tools 


PORTABLE 
CHARGING STATION 


AC10570H — New, improved “Pressure- 
Temp” Charging Station utilizes the 
commercial air-conditioning industry's 
renowned patented “Dial-A-Charge” Cy- 
linder in conjunction with controlled 
electric heat as specified under AC- 
12550H Heated ‘“Dial-A-Charge” Cylinder. 

Complete with vacuum pump AC12467, 
manifold, color-coded gauges, and 84- 
inch color-coded charging lines, this unit 
requires only one hook-up to the car for 
complete diagnosing, evacuating and re- 
charging of the system. The portable fea- 
ture makes it the most practical piece of 
equipment for the automotive air-condi- 
tioning technician. 

Construction—1” tubular steel framing, 
rigid sheet metal support plates, mount- 
ed on 13%4”x10” semi-pneumatic tires, 
ball bearing wheels for easy movement 
throughout service area—Mac Red Baked 
Enamel finish. Web strap and bracket at 
rear of station provides for mounting of 
25 or 50 Ib. refrigerant drums. 

Includes second compound (low side) 
gauge for checking evaporator pressure 
relief valves (EPR). 

See AC12467 Vacuum Pump and AC- 
12550H Charging Cylinder for specifica- 
tions. 

Station less vacuum pump, but com- 
plete with manifold and gauges, charg- 
ing lines and heated “Dial-A-Charge” 
Cylinder available under Part No. AC- 
10570-50H. 


ACCMN4FA6 


AC10536 


CHARGING LINE SETS 


Mac quality built-in factors are evident 
in our wide range of charging lines. 

All brass barb, ferrule and quick 
coupler nut for easy finger tight connec- 
tions. Top quality rubber covered hose is 
extremely flexible, and capable of with- 
standing working pressures up to 500 PSI 
with an average burst pressure of 2000 
PSI. Molded tubular gaskets in each end 
are easy to replace—won't pop out, and 
free swiveling nut eliminates hose bind- 
ing or kinking while tightening. Access 
valve depressor in elbow end included in 
all lines . . . won’t pop out under re- 
frigerant pressure .. . may easily be re- 
moved with pliers or other handy tool if 
not required. 

ACH36W — 36” White 
ACH36Y — 36” Yellow 
ACH36R — 36” Red 
ACH36B — 36” Blue 
ACH72W — 72” White 
ACH72Y — 72” Yellow 
ACH72R — 72” Red 
ACH72B — 72” Blue 


DOUBLE PORT MANIFOLD 


VALVES WITH ACCESS 
ACCMN4FA6 — With front hand wheels. 
Equipped with side access valve fitting 
having a built-in flow check that permits 
the system to be evacuated and re- 
charged without disconnecting any lines 
from the manifold, thus avoiding possi- 
ble atmospheric contamination. Same 
quality construction features as ACCMN- 
4-6 except color-coded gauges are 2%” 
diameter. Includes four (4) color-coded 
charging lines (1) 72” yellow for vacuum 
connection, (1) 72” white for refrigerant, 
(1) 36” blue for low side (suction), (1) 36” 
red for high side (discharge). 
ACCMN4FA3— Same as above but with 
3-ft. color-coded color hoses. 


KD2130 


AIR-CONDITIONING 
COMPRESSOR 
SERVICE KIT 


KD2130 — Includes the following tools: 
KD2048 — Universal Oil Lever Checker. 
KD2049 — Universal Seal Kit. 
KD2050 — Test Plate. 

KD2080 — 90° Angle Adapter Fitting. 
KD2081 — Chrysler Seal Seat Installer 
and Remover. 

KD2082 — Chrysler EFR Valve Screen Re- 
mover and Installer. 

KD2120 — G.M. Seal Seat Remover. 
KD2121 — G.M. Seal Seat Protector. 
KD2122 — Expansion Valve Screen Re- 
mover. 


AC10540 


POCKET THERMOMETER 
25° to 125° F. 


AC10540—A standard precision glass 
pocket thermometer complete with metal 
carrying case. Five inches long with mer- 
cury on white background. The minimum 
requirement for every air conditioner 


serviceman. 
AC10502 
PULLEY INSTALLER 


BEARING REMOVER AND 
INSTALLER KIT 


Air-Conditioning Tools 


AC11001 


REFRIGERANT CAN 


“TAPS-ALL” VALVE 
AC11001 — For Flat Top and Screw Top 
Cans. Design permits tapping all styles 
of 1 Ib. refrigerant containers now on the 
market. Holding clamp slips on easily 
and tightening screw allows for safe, 
secure dispensing of refrigerant. 


AIR-CONDITIONER 
WRENCH 


RW80 — This is a special 5” air-condition- 
er wrench with 4%” square opening for 
compressor service valves, and a %,” 
solid hex opening for cap fittings. 


KD2020 


AIR-CONDITIONER 
SNAP RING PLIER KIT 


KD2020 — External and internal pliers 
with special points designed for remov- 
ing and installing retainer rings in G.M. 
compressors. 


AC10504 


HUB DRIVE PLATE 
REMOVER KIT - 


MANIFOLD HOOK-UP 

Illustrated here is a typical 
manifold hook-up. The basic tools need- 
ed to offer complete air conditioning 
service are found in our AC10570-H 
charging station. Note the light hose 
leading to vacuum pump and the mani- 
fold gauge hook-up. 


ALIGN § BALANCE 
necrrome TUNE-UP 


MSWD1 


SERVICE STATION 


ROAD SIGN 
MSWD1 — Advertise your investment with 
the use of this attractive road sign. Let 
everyone who passes your station be 
aware that you offer complete air condi- 
tioning service. Use this sign and watch 
your investment pay off. 


AC10505 


HUB AND DRIVE PLATE 
ASSEMBLY INSTALLER 
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AC10565 


BASIC AUTO 
AIR-CONDITIONER 
SERVICE TOOL SET 


AC10565 — For automotive or recreational 
vehicle air-conditioning units. Consists of 
AC-CMN-4-3 Manifold and Gauge set with 
color-coded gauges and 3-ft. charging 
lines AC10540. Thermometer 25° to 125°F, 
AC10559 Ratchet Wrench %,”, %4”, 2”, 
%", AC11001 Taps-All Refrigerant Can 
Valve and AC10561 Basic Service Train- 
ing Manual. 


AC10569 


BI-METAL DIAL 

THERMOMETER 

25° to 125°F (Capacity) 
AC10569— This handy, accurate dial 
thermometer with 5” stem is a must for 
determining discharge duct temperatures 
during diagnosis and after recharging. 

Accuracy +42°F — Shock Resistant — 

Furnished with shock-resistant carrying 
tube with convenient pocket clip. 


3-WAY COLOR-CODED SET 
AC10571— Consists of 2 - 36” quality 
rubber-covered lines - (1) blue for low 
side, (1) red for high side, and (1) 72” 
white line for vacuum or refrigerant. 
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Air-Conditioning Tools 


AC12467 


VACUUM PUMP 
AC12467 — Hand valve with teflon seat 
assures positive shut-off. 


Capacity of .8 CFM, % HP-115 volt 
motor - 3 position starting switch and 
overload relay protector. 


A rotary vane compressor capable of 
reducing pressure to within .3 inches of 
barometric pressure or 29.62 inches of 
mercury at 29.92 inches barometric pres- 
sure. According to standard steam tables, 
water will boil at 45°F. when pressure is 
reduced to this level. Water or moisture 
in a refrigerant system is recognized as 
the major cause of system breakdowns. 
Excessive moisture will freeze at the ex- 
pansion valve, resulting in system failure. 
Small amounts of moisture, when com- 
bined with refrigerants at high temper- 
atures, form hydrochloric and hydro- 
fluoric acids which attack the metal 
parts of the car compressor, causing rust 
and corrosion and eventual failure. 
AC12300 — Vacuum Pump Oil 


AIR CONDITIONING 
ALIGN & BALANCE 
euccrronie TUNE-UP 


MSWD1 


SIGN 


ACCMN4-6 


STANDARD MANIFOLD 


WITH SIDE WHEELS 
ACCMN-4-6 — Color-coded 2%” gauges 
and three (3) charging lines; (1) 36” red 
and (1) 72” white. Complete with hose 
holders and hook. 


AC10640 


BELT TENSION GAUGE 
AC10640 — For checking strand tension of 
belts to air-conditioning compressors, 
power steering, fans and generators. Fast- 
er... easier... more accurate because 
of many new features. Positive stop in- 
sures accurate readings and repeatabil- 
ity. Use of reset button and lazy hand 
pointer enables the technician to reach 
awkward locations, make a check and re- 
move the gauge to take his reading. 
Packaged complete with belt strand ten- 
sion specifications. 


AC10515 


EVACUATING AND 


CHARGING VALVE 
AC10515—Use of AC10515 greatly re- 
duces the time required to evacute and 
charge air-conditioner systems with Core 
fittings. Tool is assembled in-line be- 
tween the Charging line and the high 
side Compressor fitting. It repositions 
and holds captive the valve core, thereby 
removing it as a restriction to the refri- 
gerant flow. Complete operating instruc- 
tions are furnished with tool. 


AC12550H 


AC10662 
MITYVAC 


AC10662 — Some automotive applications 
of the Mityvac. *Check distributor vacu- 
um advance relative to specifications on 
a component. Checking carburetor vacu- 
um break units for choke and throttle 
control. *Checking vacuum modulator on 
transmission; checking for oil leaks and 
modulation. Check operation of C.C.S. 
units in air cleaner. Check out operation 
of air-conditioning vacuum hoses and 
vent doors. Check headlamp vacuum door 
and hoses. *Checking headlamp switches 
for vacuum leak. *Check leak at vacuum 
reservoirs. *Check cruise control switches 
and transducer operation. *Check thermo 
vacuum switches. *Check water tempera- 
ture valves. *Asterisk indicates those 
parts that can be checked at the bench, 
thereby eliminating needless replacement 
of good parts. 


Air-Conditioning Tools 


HEATED “DIAL-A-CHARGE®” 


CYLINDER 

AC12550H —The only portable device 
available designed to adjust for volume 
fluctuation in refrigerant caused by tem- 
perature changes. Calibrated for refriger- 
ant 12 and 22 for accurate recharging of 
auto air-conditioners and recreational ve- 
hicle air-conditioners. Available in a 
heated version model AC12550H. The 
“Dial-A-Charge®” with heating element 
provides a consistent positive pressure at 
the cylinder to overcome pressure equal- 
ization between the refrigerant source 
and the system being charged. This not 
only permits vapor charging in the low 
side, but also increases speed of high 
side liquid charging. Eliminates possible 
reed valve and piston failure caused by 
improperly “slugging” the low side. 

Shut-Off valve at bottom of cylinder 
contains a teflon seat which provides 
finger-tip control while charging systems 
with the exact factory specified amount 
of refrigerant. Eliminates wasted refriger- 
ant and permits the service facility to 
purchase refrigerant in large, economical 
drum containers. In conjunction with 
gauge manifold set and Vacuum Pump, 
provides the serviceman a complete in- 
expensive hook-up required to evacuate 
and recharge an automotive air-condi- 
tioner in a minimum of time. 


Be11004 we 


MULTI-CAN 
DISPENSING VALVE 


AC11004 — Especially developed for auto- 
motive air-conditioning. Refrigerant can 
be drawn from one can at a time, or 2, 
3, and 4 cans simultaneously. Same con- 
struction and clamped principal as AC- 
11001. 


ACP222 


AIR-CONDITIONING 
COMPRESSOR RETAINING 


RING PLIER 
ACP222 — This tool enables the mechanic 
to remove the retaining ring on automo- 
tive air conditioning compressors. Will 
remove and install the snap ring on com- 
pressor housings. < 


GM-6 CYLINDER 
COMPRESSOR TOOL KIT 


AC10500 — The compressor is the driving 
force of the automobile air-conditioning 
system. Since it, in turn, is driven by the 
engine crankshaft by means of a drive 
pulley, belt and electric clutch, the major 
causes of inoperative compressors are 
worn bearings and defective shaft seals. 
Field service of the compressor is thus 
usually confined to replacement of these 
parts. However, failure to use the correct 
tools during seal replacement can cause 
compressor damage and replacement 
seal failure. 

This set has been designed to service 
the three popular types of compressors 
currently used on U.S. Auto air-condition- 
ing systems: 

1. G.M. Frigidaire 

2. York Models A-206, 209, and 210 

3. Tecumseh Models HG850 and HG1000 
Set Consists of: 

AC10501 — Pulley Puller Kit 
AC10502 — Pulley Installer—Bearing Re- 
mover and Installer Kit 

AC10503— Seal Assembly Remover and 
Installer 

AC10504 — Hub Drive Plate Remover Kit 
AC10505 — Hub and Drive Plate Assembly 
Installer 

AC10513 — Ceramic Seal Remover and In- 
staller 

AC10514 — Shaft Seal Protector 
AC10507 — Seal Seat Remover and In- 
staller 

AC10508 — “O” Ring Remover 
AC10509 — “O” Ring Installer 
AC10510 — Snap Ring Installer 


AC10418 


CLUTCH HUB 
HOLDING TOOL 


(G. M. Compressor) 


AC10418— When compressor has failed 
electrically and clutch cannot be ener- 
gized or when servicing on a work bench, 
compressor shaft nut cannot be loosened 
unless clutch hub is held, AC10418 does 
the job. 
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Cooling System Tools 


UNIVERSAL PRESSURE TESTER 


PT255 — Comes with a flexible 14” hose, 
which connects radiator adapter to tester 
body. Use any place a regular cap can be 
operated. The tool has a color-coded, 
large two-inch dial. The PT255 pressure 
tester is a “must” with guaranteed win- 
terizing programs. Show your customer 
the leaks in his cooling system. 


HOSE CLAMP TOOL 
KD427— Overall length 1436”. Rust- 
proofed cable 11” long. Plastic handle. 


HOSE CLAMP PLIER 
KD429 — Hose Clamp Plier with Latch 


SHARKTOOTH 
RADIATOR HOSE PLIER 


KD421 — Its “never let go” jaws grip the 
rubber end and a few twists break the 
hose free. 
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Here is a tool which simplifies serv- 
icing and is a real money maker. This 
tool will help sell many more cooling 
system parts and services. We intend to 
expand this line as quickly as possible. 
Let’s see what you can do with the PT255. 
PT255 — Pressure Tester 
PT255 - A450 — Truck Adapter Set 


WATER SAVER 
WSM — Open-flow hose and valve. 
WSR — Water Saver. Fine stream hose 
and valve. 
WSME — Open-Flow Hose Only. 
WSRE — Fine Stream Hose Only. 
WSV — Valve Only. 


FREEZE PLUG 
INSTALLING TOOL 


FP18 — Eliminates the need for removing 
head or cutting through fire wall. Con- 
tains 5 drive heads covering 95% of all 
cars. 


FLEX SPOUT 
RADIATOR FAUCET 


208 — For 34” garden hose connection. 


ANTI-FREEZE TESTER 
CC3— New. Also in line with the con- 
struction of the BT12 is the CC3. Range - 
+10°F to -60°F. Direct Reading. No 
Temperature Tables required. Rugged, 
accurate instrument to determine in de- 
grees the freeze protection strength of 
Glycol-Water solutions. 


COLD-CHEK 
ANTI-FREEZE TESTER 


CC1 — This will test permanent-type anti- 
freeze with engine warm or cold. Comes 
in its own plastic pocket-protector case. 


DELUXE COLD-CHEK 
ANTI-FREEZE TESTER 


CC2—This will test same as above, has 
metal cover protector on tube. In plastic 
pocket protector. 


DELUXE IGNITION 


WRENCH SET 
IWK13 — Consists of 1 each of the follow- 
ing: 
IW10D — Size %,”. 
IW12D — Size %”. 
IW14D — Size 1%,”. 
IW16D — Size 44”. 
PF5 — Point File. 
FG15 — Ignition Gauge. 
$D181 — Screw Driver. 
$S5 — Screw Starter. 
P3A — Plier. 
These ignition wrenches same size both 
ends—one end 15° angle and other 80° 
angle. 


IW18D — Size %”. 
IW20D — Size 4”. 


IW24D — Size 3%”. 


Snap Ring Pliers 


TP21 


STRAIGHT NOSE 
INTERNAL RING PLIER 


TP21 —5” Length. Small tip. 
TP22 — Straight Nose External Ring Plier. 
5” Length. Small tip. 

TP23 — Straight Nose Internal Ring Plier. 
642” Length. Large tip. 

TP24 — Straight Nose External Ring Plier. 
613%,” Length. Large tip. 

TP25 — Straight Nose Internal Ring Plier. 
9” Length. Large tip. 

TP26 — Straight Nose External Ring Plier. 
94” Length. Large tip. 


LARGE INTERNAL AND 
EXTERNAL PLIERS 


with Package of Points 
KD454— This set is designed to supple- 
ment the No. 444 set, giving the me- 
chanic a wide range of applications. 
KD455 — Internal Snap Ring Plier Only. 
KD456 — External Snap Ring Plier Only. 
KD457— Interchangeable Point As- 
sortment in case. 


IW22D — Size 172”. 


Ignition Wrenches 


ME 


u KIWS 


IGNITION WRENCH SET 
KIWS — Consists of 1 each of the follow- 
Ing: 

IW2 — Size 1344” X %_” IW6 — Size %” X 2” 
IW4— Size %4” x 1%,” IW8 — Size 4%,” x 3%” 
PF5 — File 

FG15 — Ignition Gauge 

P3A — Ignition Plier 

$D181 — Screw Driver 

KIW — Standard Ignition Wrench Set. 

Same wrenches as KIWS, with P3A Igni- 

tion Plier. 


CONTACT ALIGNING TOOL 
TU126 — Voltage Regulator Tool. 
TU139 — V-8 Distributor—Offset Driver. 
TU140 — Ford Voltage Regulator Tool. 
TU160 — Complete Set as shown. 


- Plier Grips 


90° ANGLE 
INTERNAL PLIER 

TP21A — 5” Length. Small tip. 
TP22A — 90° Angle External Pliers. 5” 
Length. Small tip. 

TP23A — 90° Angle Internal Plier. 642” 
Length. Large tip. 

TP24A — 90° Angle External Plier. 642” 
Length. Large tip. 

TP25A — 90° Angle Internal Plier. 9” 
Length. Large tip. 

TP26A — 90° Angle External Plier. 942” 
Length. Large tip. 


ss 


TP12 


COMBINATION PLIER 


small 
TP12 — 5¥2” Length. 
TP34— Combination Plier (Large). 742” 
Length. 


P35 — Jaw Spread in a Parallel Plane, 10 
in. length. 


STANDARD IGNITION 


WRENCH SET 
IWK9 — This quality MAC set consists of 
1 each of the following: 
Iw10D — Size 4”. 
IW12D — Size 7%”. 
IW14D — Size 1%,”. 
IW16D — Size 44”. 

P3A — Plier. 

These ignition wrenches same size both 
ends — one end 15° angle and other 80° 
angle. 


IW18D — Size %,”. 
IW20D — Size %,”. 
IW22D — Size 1%)”. 
IW24D — Size 3%”. 


TU160 


KD444 


INTERNAL AND 
EXTERNAL PLIERS 
with Package of Points 


KD447 — Package of 5 Pairs Interchange- 
able Points. 
KD448 — Package of 9 Pairs Interchange- 
able Points. 


KD2011 
SNAP RING PLIER 


6” PLIER GRIPS 
PG8A — 8” Plier Grips. 
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QUALITY PLIERS 


Here are the finest quality pliers found 
in the automotive after-market today. 
Popular with all mechanics, sportsmen, 
and handymen, the Mac line of pliers is 
made of very high quality drop-forged 
steel, carefully finished and plated. 


SLIP JOINT PLIERS 


narrow head—general purpose 
P26A —6 in. slip joint pliers with wire 
cutter made from special steel drop- 
forged, machined and hardened by spec- 
ial methods to meet the most exacting 
standards. Knurled, handles, polished 
nickel chrome plating. 


P25A— 5 in. length P28A— 8 in. length. 
P26A — 6 in. length P30A — 10 in. length. 


QUALITY BATTERY PLIERS 


BP25 — All Mac battery pliers are specif- 
ically designed to grip and remove ter- 
minal nuts on batteries no matter how 
badly corroded and mutilated. Made of 
the finest quality steel, these pliers also 
reflect the quality found only in Mac 
tools designed for the professional 
mechanic. 8 in. length. 


HOG RING PLIER 


P130 — Closes hog rings quickly and uni- 
formly. Spring tension prevents ring from 
dropping out. Milled groove in case 
hardened jaws for easy loading. Red 
plastic covered handles. 6% in. length. 


P47 
BEZEL NUT PLIER 


P47 — The mechanic can easily loosen or 
tighten those stubborn bezel nuts on in- 
strument panels and ignition switches. 

Plier type design and shape of the 
gripping prongs allows this tool to be 
used on a wide variety of bezel type re- 
tainer nuts up to 134”. In many cases 
the nuts holding the light, wiper, radio 
and ignition switches can be loosened 
or tightened without removing the con- 
trol knobs. Tool has comfortable red 
plastic covered insulated grips. 
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MAC Mechanic's Pliers 


SLIP JOINT SIDE 
CUTTING PLIERS 


with side cutters 

P18A — Is a slenderized plier with side 
cutters added. A strong, sturdy tool with 
keen hardened cutting edges that cut 
easily. This plier has a slender nose with 
side cutting feature. Knurled handles, 
recessed bolt, polished nickel chrome 
plating. 8 in. length. 


MINI-PLIERS 


P14A — All-new slip joint pliers with wire 
cutter are made from special steel. 
Pocket size, this tool is ideal for your 
tool box, kitchen, car, or tackle box. 
Drop-forged, machined, and hardened by 
special methods to meet the most exact- 
ing standards. Red plastic, insulated 
clips, polished nickel chrome plating. 
Easily fits in your pocket. 4 in. length. 


ANGLE NOSE 
GRIPPING PLIERS 


P7G—The new streamlined gripping 
pliers P7G are designed with narrow, 
pear-shaped jaws to get into close 
places. All of the excellent features of 
Mac quality renowned in forged products 
have been incorporated into this plier. 
Drop-forged from electric furnace alloy 
steel. Deep, sharp and hard type wrench 
teeth. Jaws are offset at an angle of 32 
degrees. Machine cut hardened bolts. 
Knurled handles. Beautifully finished 
with full polished faces. Brightly chrome 
plated. Length, 63%4 in. 3 Adjustments. 
Range of jaws, 0 in. to 7% in. 


wr 


DIAGONAL CUTTING PLIER 


Forged from selected steel to obtain the 
keenest cutting edge for heavy cutting, 
carefully tempered to give long life and 
service. Designed with rivet close to 
cutting edge for added leverage and 
sturdy jaws for heavy duty work. Individ- 
ually hand sharpened and tested for per- 
fect cutting ability. 

P11A—Lap Joint Diagonal Cutting Plier, 
7 in. length. 


SLIP JOINT PLIER 
P6L—Is the service station slip joint 
plier. Economically priced, the P6L is a 
general-purpose type of slip joint plier. 
6 in. length. 


HOSE CLAMP PLIER 


HP8—Is designed especially for applying 
and removing spring hose clamps. The 
recesses in the jaws grip the ends of 
the spring so it cannot slip or twist. 
Grips with either end or side of jaw. For 
reaching easily into tight places. Slip 
ring on handle allows mechanic to 
remove hand from pliers to adjust hose. 
Nickle chrome finish. 7% in. length. 


SPARK PLUG PLIERS 
KD135 — Spark Plug Terminal Pliers, 8 
in. length. 


IGNITION PLIERS 


Range of jaws 0 in. to ¥% in. with three 
adjustments. Full fashioned handles, 
smoothly finished with full polished 
faces. Bright chrome plated. 

P3A— Ignition Plier—3-Position Slip 
Joint, 4% in. length. 

P3G — Ignition Plier—3-Position Slip 
Joint, 4% in. length. Features red plastic 
grips. 


LOCK RING PLIER 


P21A—These pliers spread snap lock 
rings used on brakes, transmissions, 
pedal shafts, clutch shafts and machine 
tools. Can also be used to spread piston 
rings. Drop forged alloy steel, polished 
jaws, chrome plated. Jaws are scored on 
outside to hold rings securely. Points are 
not guaranteed. 9 in. length. 


PI6A 


BATTERY PLIERS 


P16A — Battery Plier, 7 in. length. 


Channellock Pliers 


eS 


546 


SLIP JOINT PLIER 
WITH CUTTER 


546— Heavy duty. Polished finish, 
knurled grips. Length 6”. 

548 — Same as above. Length 8”. 
5410 — Same as above. Length 10”. 


DIAGONAL CUTTING PLIER 
435 — Many uses. Box joint, knurled grips. 
Polished finish. Length 5”. 

436 — Same as above. Length 6”. 
437 — Same as above. Length 7”. 
437G — Same as above with coated han- 
dies. Length 7”. 


LONG NOSE PLIER 
3171/2— Polished finish, knurled grips. 
Rounded 3/32” point with side cutter. 
Length 74”. 
317/%2G —Same as above with coated 
handles. Length 742”. 

3017%— Polished finish, knurled grips. 
Rounded 3/32” point without side cutter. 
Length 742”. 

3017/%2G —Same as above with coated 
handles. Length 742”. 

326— Polished finish, knurled grips. 
Rounded 3/32” point with side cutter. 
Length 742”. 

3026 — Polished finish, knurled grips. 
Rounded 3/32” point without side cutter. 
Length 74%”. 


SLIP JOINT PLIER 


516 — Thin nose, wire cutting shear. Gen- 
eral purpose with polished finish and 
knurled grips. Length 6”. 


MAC Mechanic’s Pliers 


TP7 


INTERNAL RATCHET PLIER 


TP7 — 16” Length. Large tip. 
TP8 — External Ratchet Plier. 16” Length. 
Large tip. 


LINEMAN’S PLIER 
304812 — Bevel nose, knurled grips, side 
cutter. Powerful leverage. Polished finish. 
Length 81%”. 


LONG-REACH 
NEEDLE NOSE PLIER 


3078 — Reaches recessed areas. Sure 
grip, accurately machined jaws. Polished 
finish. Length 8”. 


DIAGONAL CUTTING PLIER 
337 — Lap Joint. Polished finish, knurled 
grips. Sharp, tough cutting edges. Length 
1% 
337G — Same as above with coated han- 
dles. Length 7”. 
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537 — Side cutter. Precision tool with 
razor-sharp cutting edge. Polished finish, 
knurled grips. Length 7”. 


346 


LINEMAN’S PLIER 


346 — Rounded nose. Powerful grip, easy 
cutting action. Side cutter. Polished 
finish. Length 6”. 

347 — Rounded nose. Powerful grip, easy 
cutting action. Side cutter. Polished 
finish. Length 7”. 

34812 — Rounded nose. Powerful grip, 
easy cutting action. Side cutter. Polished 
finish. Length 842”. 
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HORSESHOE LOCK 
RING PLIER 


P20 — These pliers spread snap lock rings 
used on brakes, transmissions, pedal 
shafts, clutch shafts and machine tools. 
Can also be used to spread piston rings. 
Drop forged alloy steel, polished jaws, 
chrome plated. Jaws are scored on out- 
side to hold rings securely. Points are 
not guaranteed. 9 in. length. 


BATTERY PLIER 


307A —Lap joint. Short, powerful jaws 
provide positive grip on battery termi- 
nals. Polished head. Length 7”. 
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CURVED DIAGONAL 
CUTTING PLIER 


447 — Lap joint. Curved design and keen 
edge make this plier an ideal cutter. 
Polished finish. Length 74%”. 
447G — Same as above with coated han- 
dles. Length 742”. 


END CUTTER 


356 — Specially hardened cutting edges, 
designed for close work. Rolling motion 
permits easy pulling of cotter pins, etc. 
Length 6”. 


Diagonal 4Y2” 
End Cutter 4¥o” 
Long Nose 4Yn” 
Flat Nose 4a" 
Round Nose 4¥o” 
Set in Case 


MAC Needle Nose Pliers 


With the Mac needle nose line of pliers 
the mechanic is offered a wide range of 
sizes and shapes. All needle nose pliers 
are designed for the easy access to small 
and hard-to-reach objects. These pliers 
allow the mechanic to easily reach 


LONG NEEDLE NOSE 
PLIERS 


P32A — Especially designed for electrical 
and assembly work. Small, compact, this 
tool weighs .168 pounds. 6 in. length. 


CURVED NEEDLE 
NOSE PLIER 


P6C —Is the Mac curved needle nose 
plier. One of the most popular and prac- 
tical pliers available. This tool weighs 
.292 pounds. 5% in. length. 


restricted areas. Also, they are quite 
frequently used in wire work. All Mac 
needle nose pliers reflect the same 
quality found in the Mac line of quality 
tools for the professional mechanic. 


NEEDLE NOSE PLIER 


with spring handles 


P59SA — For long reach and firm grip on 
objects such as valve keys, pins, cotter 
keys, screws, bolts, etc. 


DUCK BILL PLIERS 


with high leverage 
P12A — Designed to reach into hard-to- 
get-at places. This plier is a slender 8 in. 
inside length plier. Tempered with milled 
jaws. 


P10A/P13 


LONG CHAIN NOSE PLIERS 
P10A and P13—Long, slender shape 
allows these pliers to be used in inacces- 
sible places where standard length tool 
would be of little use. Both pliers fea- 
ture powerful gripping and holding power 
due to the type of milled teeth. 
P10A—Long Chain Nose Plier. 6 in. 
length. 
P13—Long Chain Nose Plier. 7 in, 
length. 


NEEDLE NOSE PLIER 


with side cutters 
P17A—This plier is a long needle nose 
with side cutters. These cutters are 
tempered and keen edged. The jaws are 
milled with polished faces. 6% in. length. 


Channellock Tongue and Groove Pliers 


This interlocking principal positively pre- 
vents slipping under any load ... The 
heavier the job, the greater the inter- 
locking action. Patented design of ten- 
sion edge provides more strength and 
eliminates stress concentration at chan- 
nels. Precision-machined, interlocking 
surfaces provide perfect fit, thus dis- 
tributing pressure evenly. 


MULTI-PURPOSE 
PUMP PLIER 


420—5 adjustments. Adaptable to many 
uses. Length 91”. 

420G — Same as above, with coated 
handles. Length 9142”, 


MULTI-PURPOSE 


POCKET-SIZE PLIER 


426 — All-round plier with 5 adjustments. 
Undercut channels, reinforced tension 
edge. Polished finish. Length 612”. 
426G — Same as above, with coated han- 
dles. Length 642”. 


GRIPPING PLIER 


410 — Heavy-duty plier, yet lightweight 
and compact. 4 adjustments. Polished 
steel finish. Length 91”. 
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IGNITION PLIER 


424— This midget plier reaches in, grips 
small nuts on distributors, voltage regu- 
lators. 4 adjustments. Polished finish. 
Length 41”. 

424G—Same as above, with coated 
handles. Length 412”, 


BIG CHAMP PLIER 


430 —7 adjustments, undercut channels, 
reinforced tension edge. Polished finish. 
Length 10”. 
415— Same as above, with smooth jaws. 
Length 10”. 


we 


SLIP JOINT PLIER 
460G—8 adjustments. A 16” giant with 
all the patented exclusive features avail- 
able only in Channellock tongue and 
groove pliers. Coated handles. Length 
16”. 


senna 


Em 


NEW—CURVED. JAW 
TONGUE AND GROOVE 
PLIER 


422 —For greater-than-ever gripping 
power on curved objects. 5 adjustments. 
Length 91”, 

422G — Same as above, with coated han- 
dles. Length 914”. 


NEW—LARGE CURVED JAW 
TONGUE AND GROOVE 
PLIER 


442—For greater gripping power on 
curved objects. 7 adjustments. Length 
12”, 

442G — Same as above, with coated han- 
dles. Length 12”. 


SLIP JOINT PLIER 

440G —7 adjustments. Powerful, high- 
capacity, parallel jaws. Coated handles. 
Length 12”. 


Medium Curved Pick 


BT-1106 — Medium length. Curved and 
pointed. Use twisting or prying action. 
Length 264%”. Weight 2.5 Ibs. 
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Long Curved Pick 
BT-1107—Long length. Curved and pointed. 
Use twisting or prying action. Length 31”. 


Short Curved Pick 
BT-1110 — Extremely short length. Curved 
and pointed. Use twisting or prying action. 
Length 12”. Weight 1% Ibs. 


Medium Short Curved Pick 
BT-1111—Short length. Curved and pointed. 
Use twisting or prying action. Length 18”. 
Weight 142”. 


Light Chisel Bit Pick 
BT-1112 — Light duty. Employ twisting 
action. Chisel bit 1%” Length 16”. Weight 
1 Ib. 


Set of Three Picks 
BT-1000 — No’s. 1110, 1111, and 1112. 


Combination Spoon 
BT-1050 — General purpose fender spoon. 
Used as a dolly behind brackets, inner 
panels and similar places. Handle offset 
to give balance when dinging and for long 
reach. Has high crown working surface. 
Weight 234 Ibs. Face 134” x 542”. Handle 
1” octagon 434” long. 


Spoon Dolly 

BT-1052 — Long handle permits uses in 
places otherwise inaccessible. Can be 
driven between reinforcements and outer 
panel, then used to pry outward as the 
metal is dinged. Excellent forming and 
caulking tool for the deep pockets of doors, 
quarter-panels, rear fenders and lower 
trunk panels. Weight 3% Ibs. Size 242” x 
i” x 3": 


5” VACUUM LIFTER 


BT1912 — Handles sheet metal and glass 
safely. (Not Replaceable.) 


Body and Fender Tools 


Light Dinging Spoon 
BT-1036—To ding ridges smooth and level. 
When held against ridge and stuck with 
hammer, spreads blow over large area mak- 
ing smooth job and prevents damage to 
metal or finish. Not made for prying. 
Weight 11 oz. Length 10” overall — Face 
2” % AG 


Bumper Bracket Tool. 
BT-260 — A most useful tool for turned 
under edges work. Weight 5% Ibs. 


Long Curved Spoon 
BT-1054—Long, thin, curved blade is handy 
for prying up dents behind curved rein- 
forcements in header panels, hinge anchors 
in doors, body pillars and reinforcements 
in hood and radiator shells. Weight 14 
Ibs. Length 1042” overall. Face 2” x 7”. 


VACUUM LIFTER 
BT2000 — 8”. ‘ 
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BTH-150 BTH-153 


Dinging Hammer 
BTH-150 — For fender and high-crowned 
panel dihging or bumping. Both high and 
low crown faces for “on or off dolly.” 
Small Round Flat Face 1%” Diameter. 
Large Round Flat 13%” Diameter styled 
after the original “ding” hammer but bal- 
anced better than most. Longer pole on 
the small face side enables one to get bet- 
ter clearance when using in deep places. 


Cross Chisel Hammer 
BTH-153 — Cross Chisel, 3” Long. Flat 
Face, Diameter: 144”. This popular num- 
ber is used in narrow fender beads and 
corners. 13 oz. 


Curved Chisel 
Finishing Hammer 
BTH-153B — The well balanced curved 
chisel enables one to get into close 


BTH-158M 
ZY 


BTH-157 BTH-157M BTH-158 


BTH-153B 


Body and Fender Tools 


BTH-153S BTH-155 


places. The flat face is perfect for fin- 
ishing. Flat Face, Diameter: 114”, Chisel 
2%,” Long. 13 oz. 


Shrinking Chisel Hammer 


BTH-153S — Flat Round Face 1%” Di- 
ameter. Chisel, 234” Long. Round face 
cross grooved. This cross pein serrated 
face hammer can be used in place of 
several other hammers. 


Fender Bumper 


BTH-155 — For bumping where hand and 
dolly cannot reach. Ample clearance for 
obstructions. Also used as a calking iron. 
Weight: 1% Ibs. Length of Head, 834”. 
Heavy enough to raise tough sturdy fender 
dents. Also can be used as a “Setting 
Hammer” and used on frame work. 


BTH-158GM BTH-160 


BTH-156 _ 
wz 


BTH-161 


BTH-156B BTH-156L 


oN Y ‘ 
Pick Hammer 
BTH-156 — Long-reach, thin point for low 
spot on low-crown panels. Reaches over 
inner obstructions. One high crown face. 
Weight 9 oz. Face, 14%” Round Point, 4,” 
Radius. Length of Pointed End, 54”. 


Curved Pick Hammer 
BTH-156B — Flat Round Face, 1%” Di- 
ameter. Curved Pick 534” Long. Weight 
14 oz. A long curved pick used inside 
trunks, skirts, roof rails. This pick takes 
the place of other picks that are too short. 


Pick Hammer 
BTH-156L — Long Handle 9 oz. Long Pick, 
34%” Long. Round Flat Face, 1%,” Diam- 
eter. 19144” Handle — good reach. The 
turret top feather weight hammer makes 
a good general purpose pick for tops and 
deep skirted fenders and hoods. 


BTH-162 BTH-164 BTH-165 


Curved Pick Finishing Hammer 


BTH-157 — 13,” Head. 3” Pick. A medium 
curved pick takes the place of picks that 
are too long. 


Lightweight Pick 
Finishing Hammer 


BTH-157M — 74 oz. Flat Round Face 1%,” 
Diameter. Pick 3%” Long. This is one of 
the best and lightest finishing hammers 
usually selected as a “Must” in every 
Tool Kit. 


General Purpose Pick Hammer 


BTH-158 — Medium size point and reach 
for general work. Low crown point for 
perfect balance. Weight 9 oz. Face, 1%,” 
Round Point, %,” Radius. Length of Pick 
End, 334”. 
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Pick Hammer 
BTH-158M — Pick 234” Long. Flat face. 
Diameter 14”. 13 oz. The most popular 
weight and size for general use. It has 
the straight pick and is sturdy built with 
a flat face. 


Blunt Point Hammer 
BTH-158GM — Flat Round Face 114” Di- 
ameter. Blunt Point 234” Long. This blunt 
pick is selected by most beginners as it 
will not pick holes in the metal. 


Oval Faced Hammer 
BTH-160 — 9 oz. Round Face. Oval runs 
with handle. Drop forged. For all small 
curves, some of which are found on most 
all cars. Short stroke bumping hammer. 


Dinging Hammer 
BTH-161 — Short-reach, lightweight. One 
low-crown, square face. Lightest dinging 


Ss 


hammer in line. Weight 9 oz. Faces, 1%” 
Round and 13%” Square. Head, 4” Overall. 


Lightweight Shrinking Hammer 
BTH-162 — For work in close quarters. 
Expertly machined serrations on the round 
face which is selected by most body men 
as a fast finishing hammer. Weight 9 oz. 
Plain Square Face, 1%” Round Serrated 
Face, 14%”. Diameter 4” Overall. 


Finishing Hammer 
BTH-164 — Large, flat round head with 
short pick for those hard to get places. 
Distance from top of pick to flat face is 
short. 


Pick Hammer 
BTH-165 — Lightweight. Provides stubby 
pick point and high-crown pein type faces. 
Long reach, 18” handle. Will ding out 
small dents in high fins. No need to re- 
move panels. Weight 5 oz. 


Body-Fender Repair Tools 

MAC body tools have been carefully de- 
signed and made to produce the highest 
quality results known in body shop ex- 
perience. All tools are drop-forged of the 
most suitable steel for its application and 
heat treated to the same specifications 
found in all MAC products to give long 
lasting service. Each working face is cor- 
rectly shaped and polished. Each tool is 
built to fit the hand comfortably. The 
wide range of applications for each tool 
makes a complete set. 
GUARANTEE: All MAC body and fender 
tools are designed and engineered to meet 
normal usages for which they were in- 
tended. Every tool is rigidly inspected be- 
fore leaving the factory and is guaranteed 
against defects in materials and workman- 
ship. If any tool should prove defective 
through the use that the tool was intended 
your MAC distributor will replace it with- 
out charge. 


Pull Rods 


Pull rods eliminate the removal and re- 
placement of headliners, upholstery, inner 
panels, etc. Simply drill holes, pull out 
damage, fill holes, sand flush and paint. 
Pull rods enable time and effort to be 
directed in repairing the job — not trying 
to get at it. Work is performed on the out- 
side of the car exclusively. 

Pull rods are used to repair quarter-sec- 
tions, doors, tops, cowls, lids, etc., in a 
fraction of the time formerly required. As 
mechanics become experienced, they find 
pull rods are capable of doing unbelieve- 
ably difficult jobs. They are the answer 
to the repair problem created by today’s 
inaccessible, boxed in, sculptured cars. 
This design trend is increasing each year 
and the professional mechanic must have 
modern methods for modern cars. 


Set of Pull Rods 
BPR-6 — Complete set of Pull Rods in- 
cludes: 


4 Pull Rods (formed shank)....... BPR6-1 
2 Pick Pulls (straight shank)...... BPR6-2 
1 Stainless Steel Straight Edge. ..BPR6-3 
1 High Speed %,” Drill............ BPR6-4 


Body and Fender Tools 


Toe Dolly 

BT-1058 — Thinness and length provide 
easy accessibility to narrow pockets. 
Large flat face is frequently used in 
shrinking and dinging flat panels. The 
flat sides furnish a convenient anvil for 
repairing flanges. Weight 21% Ibs. 

Size 4%” x 2%” x 14%”. 


Heel Dolly 


BT-1059 — Design makes it possible to 
reach easily into sharp corners and wide 
radii. These features are exclusive to the 
heel dolly and continue its high demand. 
Weight 2'% Ibs. 

Size 3%” x 24%” x 1%”. 


General Purpose Dolly 
BT-1060 — Provides convenient and com- 
fortable hand hold during heaviest blows. 
Weight, balance and several differently 


crowned working faces, together with two 
beading and flange lips, gives this dolly 
broad general use. Weight 3 Ibs. 


Size 27%" x 2%" xX 244". 


Wedge Dolly 


BT-1067 — Long slender general purpose 
dolly. Widely favored by many body repair 
men for all-around use. The long, thin lip 
is very useful in working behind reinforce- 
ments. Weight 3% Ibs. 


Size 5%” x 2%” x 2%”. 


Low Crown Dolly 

BT-1068 — Specifically designed for use 
on low-crown panels where medium and 
high-crown dollies would stretch the 
metal. Angle between the sides and large 
face is less than 90°, which permits this 
dolly to reach into the corner of a flanged 
edge. Weight 3 Ibs. 


Size 3%” x 2%” x 1%”. 


Designed and 


® Engineered for 
The Professional Mechanic 


Heavy Duty Driving and 
Fender Beading Tool 


BT-1091 — A good tool for restoration of 
turned under, non-wired flanged edges. 
Especially handy for alignment of inner 
construction and flanges on alligator 
hoods. Heavy formed striking pads. Overall 
length 1442”. Weight 3% Ibs. 


BT-1091 
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PBF14 


PLASTIC BODY FILE 


PBF14—This is a completely new file. 
The file is designed specifically for use 
on plastic body repair. The teeth are 
extra coarse; absolutely will not clog, 
containing six teeth per inch. 


BT2088 


BUMPING FILES 


BT2088 —A labor saving tool for use in 
auto body repair shops. Use like a ham- 
mer with a dolly block to slap out dents. 
They have a tendency to make metal con- 
tract to its original shape, will not ex- 
pand metal. (Not Replaceable). 
BT2088 — Flat Coarse File - 12”. 

BT2089 — Flat Medium File - 12”. 
BT2090 — Half-Round Medium File 12”. 
BT2612— Complete Set of above three 
Files. 


8” ALUMINUM ABRASIVE 


HOLDER 
AB16 — 17” Masonite Abrasive Holder. 
AB17 —17” Aluminum Abrasive Holder. 


148 


Body Files and Handles 


SURFORM-TYPE 
BODY FILES 


BF110— Here are the Mac quality body 
files which are startling the body and 
fender trade market. The deep-cutting 
teeth and open holes allow body filler to 
easily sift through this line of files. 
Clogging as found in the old type body 
file is eliminated by this new design. 
BF110 — 10” Flat Pro-Cut Blade. 

BF111 — 10” Half Round Pro-Cut Blade. 
BF114 — 14” Flat Pro-Cut Blade. 
BF115 — 14” Half Round Pro-Cut Blade. 
BF105 — Pro-Cut Blade Holder. File Hold- 
er. 


FILE BLADE 
K14A — 14” Shell File Blade Only. 


ST6F 


6” SLIM TAPER FILE 


3 square 


ST6F —Triangular in shape. Used for 
cleaning out corners, filing internal 
angles inaccessible to rectangular shape 
files, and for filing annealed cutters and 
taps. Also used on flat surfaces. 


FILE BLADE 
K12A — 12” Shell File Blade Only. 


WOOD FILE HANDLES 
Easy to use—just screw onto file. This 
handle holds securely and is removable. 
FH4 — 4” File handle. 

FH6 — 6” File handle. 
FH8 — 8” File handle. 
FH10 — 10” File handle. 
FH12 — 12” File handle. 
FH14 — 14” File handle. 


Designed and 


°® Engineered for 
The Professional Mechanic 


Made from the highest grade quality 
steel to assure long life and maximum 
cutting and durability. Self-cleaning 
teeth. 


HRB8 — 8” Half round file. 

HRB10 — 10” Half round file. 
HRB12 — 12” Half round file. 
HRB3K — File set including the 8, 10, and 
12 inch half round files. 


RBF6 — 6” Round file. 

RBF8 — 8” Round file. 

RBF10— 10” Round file. 

RBF12 — 12” Round file. 

RBF4K — File set including the 6, 8, 10 
and 12” round files. 


MBF6— 6” Mill file. 

MBF8 — 8” Mill file. 

MBF10 — 10” Mill file. 

MBF12 — 12” Mill file. 

MBF4K — File set including the 6, 8, 10 
and 12” mill files. 


Body Files and Sets 


RBF4K 


MBF4K 


Body Tools - Hooks - Chains - Clamps 


CHAINS AND 


ACCESSORIES 
PM504 — 4’ x 14” Plated Chain with Hook. 
PM506 — 6’ x %4” Plated Chain with Hook. 
PM508 — 8’ x 14” Plated Chain with Hook. 
PM515—5’x 5,” Plated Chain with 2 
Hooks. 

PM516 — 3’x 36” Plated Chain with 2 
Clevis Hooks (removable). Hooks avail- 
able individually. 

PM517 — 6’x %” Plated Chain with 2 
Clevis Hooks (removable). Hooks avail- 
able individually. 

Chain is not warranted as is the custom 
of the industry. 


STANDARD 1” BUMPER 
CHAIN AND HOOK 
PM591 — With high-test 14” chain. 
PM591HD — Heavy-Duty 2” Bumper Chain 
and Hook—%” chain. 


FENDER STRAPS AND 
HOOKS 


PM39 — 3’ Strap non-stretch nylon con- 
struction. Guaranteed to hold 5 ton. 
PM48 — 6’ Strap non-stretch nylon con- 
struction. Guaranteed to hold 5 ton. 
PM502— Fender Strap Hooks (Set of 2) 
Designed to fit all standard-size exten- 
sion tubes. 


“Gq” CLAMP 
PM594— This a real beauty-rugged and 
tough! Heat treated. %-in. machined bolt 
with smooth Acme thread. Heat treated 
saw tooth grip pads of high carbon steel. 
All welded construction. The most versa- 
tile clamp made! 


TWIN CHAIN HOOKS 
PM595A — 14” with 5%.” Connector Link. 
PM595B — 4” Twin Chain Hooks with 4%.” 
Connector Link. 

PM595C — 36” Twin Chain Hooks with 
three 3g” Connector Links. Chain is not 
warranted as is the custom of the in- 
dustry. 

Heavy-duty alloy chain and accessories 
available on special request. 


VACUUM LIFTER 
BT1912 — Handles sheet metal and glass 
safely. (Not Replaceable.) 

BT2000 — 8” Vacuum Lifter. 
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P138KS 


SENIOR KNOCKER SET 


for unitized body construction 
10-Ib. slide hammer 


P138KS — This slide hammer puller set 

is designed for those hard-to-get-at 

places on late model unitized body re- 

construction, when working on fenders, 

rocker panels, door edges, bumper ends, 

aligning doors, hoods, trunks, etc. Will 

hammer both ways without reversing. 

Solid shaft with all parts and attach- 

ments braized and heat treated. 
Component Parts List 

K138A & B — Hammer and Slide Bar Set 

K138C — Claw 

K138D — Short Hook—5” 

K138E — Long Hook 

K138F — Thin Edge Hook 

K138G — Chain with Flat Hook 

K138H — Straight Driver 

K1381 — Screw Holder with Magic Tip 

K138J — Coupler 

K138PM — Board Only 


LONG PLANE-TYPE HANDLE 
old smoothie 14” file holder 


FH22— Will accomodate the U14-14” 
file and PBF14-14” Plastic Body File. 
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P3060 
GOLDEN SPIKE 
FHI1 


HAND SAW-TYPE HANDLE 
14” file 


FH11— Holder will accomodate the U14- 
14” file and PBF14 - 14” Plastic Body File. 


7” FLAT REVEAL FILE 


AND HOLDER 
X1207F — Reveal files do the job in small 
corners, on ledges and overhangs, and 
similar hard-to-get at places. 


7” FLAT FILE BLADE 


N7F —7” Flat File Blade Only. 


WOODEN HOLDER 
for N7F 


N7FH — 7” x ¥8”—Special window reveal 
flat file. 


7” SHELL REVEAL 
FILE AND HOLDER 


7” SHELL FILE BLADE 
N7S — 7” Shell File Blade Only. 
WOODEN HOLDER 
for N7S 


N7SH —7” x %” special window reveal 
Shell file. 


Hammer Knocker Sets—Body Files and Handles 
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JUNIOR KNOCKER SET 


7-piece 

P128KS — This set complete, mounted on 
storage board, has the same quality 
braizing and die zinc chromate as the 
P138KS. Designed with a middle weight 
knocker for smaller jobs. Multi-purpose 
slide hammer set with a thousand uses 
on auto body repair problems. It has a 
solid shaft and safety bell for positive 
hand protection on the hammer. Included 
in this set, you will note, is the patented 
magic screw holder. 

Component Parts List 
K128A & B— Hammer Slide Bar Set 
K128C — Claw 
K128D — Adapter 
K128E — Hook 
K128F — Magic Tip Screw Holder 
K128G — Screw Dent Puller 


BT1150 


FILE HOLDERS 


adjustable and flexible 
BT1150— Permits use of files to 14”. 
Handle adjustable for both right and left 
hand use for working close to offset or 
panels. Permit flexing either way to max- 
imum point of safety against breakage. 
Weight: 144 Ibs. 


SPEED-MIDGET® 
PUSH-SPREAD SET 


PF7 — 4 ton complete set remote control 
jack Ez-E-On® attachments . . . for push- 
ing, spreading faster . . . easier to hook- 
up, take-down than any other body re- 
pair equipment. 

All parts and attachments in this push- 
spread set are interchangeable with the 
PF10 Start-A-Set, the PF11 Push-N-Pull 
Set. An excellent addition to any body 
shop to broaden the job capabilities, 
speed production and add extra profits. 


PF7—31 PIECES IN STEEL CASE 


Quan- | Tool 
tity No. Description 


4 Ton Remote 
Control Jack 

Jack Body Toe 

Ram Extension Toes 

Jack Base 

V Notch Cap 


Rubber Heads 
Offset Spreading Toes 
Ram Caps 

20” Tube Extensions 
12” Tube Extension 


3” Tube Extension 
5” Tube Extension 
8” Tube Extension 
Pull Adapter 

Short Ram 


Hydraulic Spreader 
Pins 
Steel Carrying Case 


SM100 
SM7 
SM98 


Shipping Weight 49 Pounds 


DEEP THROAT | 
JAWS FIT EASILY 
OVER FLANGES 


SAW TOOTH 
FACES FOR POSITIVE 
HOLDING 


BU290 


Push-Pull Body Tools 


SPEED-MIDGET® 
PUSH-N-PULL SET 


PF11 — 4 ton set with remote control jack 
Ez-E-On® attachments and pull kit... 
for pushing, pulling, spreading faster 
than any other body repair equipment. 

This complete, push, pull, spread set 
takes advantage of all of the exclusive 
tool and attachment features to hook-up, 
apply the right amount of controlled 
power where it’s needed and take-down 
in record time. 


Please note that this set is identical to 
our PF7 except that it adds the— 
BU186 — 6’ chains 14” 

BU187 — Chain Pull Collar 

BU190 — Bite Tite Clamps 


ALL ANGLE PULL CLAMP 


BU290 — Does the work of eight ordinary 
clamps and can be used with all pull 
rigs and jack sets. This new tool has be- 
come one of the most important work 
and time saving accessories in thou- 
sands of progressive body shops. 


Foote. | weight_[ Description — 


BU290 8% Ibs. All Angle Pull 
Clamp 


BU285 — Adaptor for BU290. 


PF11—36 PIECES IN STEEL CASE 


Quan-_ Tool 
Description 


tity No. 
4 Ton Remote 
Control Jack 
Jack Body Toe 
Ram Exten. Toes 
Jack Base 
V Notch Cap 


Rubber Head 

Offset Spreading 
Toes 

Ram Caps 

20” Tube Extensions 

12” Tube Extension 


3” Tube Extensions 
5” Tube Extension 
8” Tube Extension 
Pull Adapter 


Short Ram 
Hydraulic Spreader 
6’ Chains—14” 
Chain Pull Collar 
Bite-Tite Clamps 
Pins 

Steel Carrying Case 


_ 
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Shipping Weight 61 Pounds 


Please note that additional sets up to 
10 ton capacity as well as additional 
parts are available through your MAC 
man. Just ask him. 
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Push-Pull Body Tools 


“POWER-MATE” 


PUSH-PULL SET 
This is really ‘‘POWER WHEN THE 
BODYMAN NEEDS IT,” with its extra-long 
55” reach for all jobs requiring pushing 
and pulling. The multi-purpose adapter 
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UNIVERSAL ALUMINUM 
FRICTION JACK 


PM63 — Universal Aluminum Jack. 4- 
piece set includes: 

PM63A — Jack Body (Light Weight) 
PM63B — 55” Hooked Friction Rod 
PM63C — Multi-Hook Attachment 

PM63D — Handle Only 

PM63F — 36” Rod (Optional Attachment) 


SPEED-MIDGET® 
START-A SET 


PF10S —4 ton basic set remote control 
jack Ez-E-On® attachments . . . a basic 
push kit engineered for maximum speed, 
versatility and economy. 

An excellent starter set. Additional 
standard attachments are interchange- 
able and can be added at any time to 
make this the most complete set of body 
and fender repair tools available. Start-A 
Set for high performance and profit, low 
initial investment. 


4 Ton Remote 

Control Jack 
Jack Body Toe 
Ram Extension Toe 
Jack Base 


V Notch Cap 


Rubber Head 

Offset Spreading Toe 
20” Tube 

12” Tube 


Shipping Weight 27 Pounds 


on this tool hooks fender, hood, and 
trunk lids. Flat section on adapter com- 
presses and clamps. Tool spreads and 
compresses to 6000-pound test. 

PM200 — Power-Mate 

PM200H — Shorty Hook (Optional Attach- 
ment) 

PM236 — 36” Rod (Optional Attachment) 


a 
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1-TON POWER PULL TOOL 


WITH STRAPS 
PP50—1-Ton Power Pull Tool with 
Straps, 6 ft. lift. 

PP50T — Pulling Tool Only. 
PP50S — Straps only—pair. 
PP72A — 2-ton Power Pull Tool. 6-ft. lift. 


Push-Pull Body Tools 


BODY-MATE TOOL 
COMPLETE 


BT500— Too! pushes, pulls, straightens, 
aligns, etc. BT501 Heavy-duty Body-mate 
available on special order. 


3%4 Ton Model 


PF10S 


BU190 


BITE-TITE CLAMP 
BU190 — Used with pull chain in stretch- 
ing operations. Grips edge of demount- 
able body sections firmly. Reversible 
jaws grip angled or bead edges. 


inG AND. 
aE ‘gute 


SOLIDOX WELDING SET 


T5000 — Braze, weld, silver solder with 
professional results. The T5000 welding 
torch creates temperatures in excess of 
5000°. Cuts 5%” bolts with a jet of pure 
oxygen. The Solidox unit burns oxygen 
pellets and propane from a standard 14- 
ounce cylinder. The Solidox unit is an 
amazing new development where the 
pellets are shaped like a candle but burn 
like a cigar. Each inch of length releases 
two minutes of oxygen. The pellets are 
color-coded to guide selection of the 
right pellet. 

T5000 — Welding and Cutting Unit. 

7109 — General-Purpose Pellets. 
T7117 — Fine Flame Pellets. 
7819 — Welding and Cutting Pellets 
75020 — Brazing Rod. 

T5060 — Assorted Rod Pack. 
T5070 — Welding Rod. 

T5000A — Assorted Pellets. 


Bushing Driver 


STANDARD 


BUSHING DRIVER SET 
875A — Range 3%” to 136”. 
975 — Heavy-duty Bushing Driver Set. 
Range 1%,” to 17%”. 


Welding Tools 


OXY-ACETYLENE WELDING 
AND CUTTING OUTFIT 


new deluxe 


WS500 — Mac Tools’ new WS500 Welding 
and Cutting Outfit is a complete shop- 
in-a-box. This versatile outfit is specifi- 
cally designed to handle the light to 
medium duty jobs most frequently en- 
countered. Everything needed for setting 
up a complete shop is included. This 
unique outfit is ideally suited for use by 
the experienced mechanic, while also be- 
ing perfect for the beginner. 

The WS500 Outfit features the per- 
formance—proven SIR200 series regula- 
tors for maximum safety and reliability. 
Constructed of forged brass, they ensure 
rugged strength and durability. The 
SL100 welding torch is precisely bal- 
anced to assure operator comfort during 


WELDING TIP 
CLEANER SET 


WTC1 — Instructions on case. Aluminum. 


GOLD-COATED 
FILTER PLATES 


Gold-coated filter plates are available 
through Mac Tools in shades 4 through 
14. Sizes 2”x4%4” or 44%2”x5%4”. These 
gold-coated filter plates are the most 
beneficial plates ever developed for the 
welder and his work. They create a much 
cooler, clearer and more concentrated 
welding vision. They reflect heat rather 
than absorb it. They are the cool ones. 


Clutch Aligner 


CLUTCH ALIGNING TOOL 


SET IN CARDBOARD BOX 
CA20DS — Same Set in Metal Box. 
CA20B — Box only. 

Above set contains dual pilots covering 
12 sizes and aligning tool. 


both welding operations and cutting op- 
erations when the SLCA1350 cutting at- 
tachment is in place. 

The WS500 Welding and Cutting Outfit 
includes: 

SLR200C-967 — Oxygen safety regulator. 
SLR210A-970 — Acetylene safety regula- 
tor. 

$L100 — Welding torch. 
4CD13N — Universal mixer. 

3 Type AB4 welding tips, sizes 000, 0 
and 2, for welding up to %”. (Replace- 
ment tips, plus other sizes for welding 
up to 44”, are readily available). 
SLCA1350 — Cutting attachment. 

1 Type 3-101 cutting tip, size 0, for cut- 
ting up to 4%”. (Replacement cutting tips, 
plus other sizes for cutting up to 8”, are 
readily available). 

Accessories: 25 feet of %” ID Dualine 
hose, cup goggles, spark lighter, com- 
bination wrench, instruction book. 


FLEXIBLE WELDERS 


GOGGLES 
WG950 — The WG950 is a beige, opaque, 
vinyl frame with flip front that lifts 
easily with one hand. The latest innova- 
tion in welding protection, this unit 
takes the standard 2”x4%4” filter plate. 
Ideal for antilaser use. Filter plates in 
shades 3 through 14 available on order. 


Axle Nut Wrenches 


AN1904 


REAR AXLE 
BEARING NUT WRENCHES 


These are designed for easy removal and 
replacement of truck rear axle bearing 
lock nuts. Carried in the following sizes: . 


AN1904 
AN1905 
AN1902 
AN1903 
AN1908 


AN1909 
AN1910 
AN1911 
AN1915 
AN1914 
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UNIVERSAL BRIDGE 
SPECTACLES 


$$331— These stylish plastic frame 
spectacles, which fit 95% of potential 
wearers, incorporate a new design that 
provides maximum eye protection and 
comfort. 


Plates and Lenses 

MAC lenses are precision ground and op- 
tically perfect to offer ultimate protection 
against impact hazards, ultra-violet and 
infrared rays. Our high standards of qual- 
ity control insure that each product con- 
forms with the applicable Government 
Specification and USAS Z-87.1-1968. 


Safety Tools - Goggles 


Paint and Dust Mask 


PR-22 — Here is the “Clear-Air’ general 
purpose, lightweight dust and paint respi- 
rator. This is a “must” for all body men 
and all mechanics involved in spray- 
painting. Soft, pliable, snug-fitting plastic 
mask affords reliable protection. Replace- 
able filters insure constant clear air. 


PR-22-F — Refill for PR-22 


pa 


Safety Hard Hat 
HH-100 — Safety Hard Hat — Here is the 
MAC bump cap in lightweight polyethy- 
lene for head and scalp protection. It is 
equipped with nape strap and adjustable 
headgear. 

HH-100-S — Suspension Only for Bump 
Cap 


DESIGNED, CONSTRUCTED AND 
TESTED IN ACCORDANCE 
WITH FEDERAL STANDARDS 


Helmet Plates and Goggle Lenses — Meet 
all Federal Specifications and USAS 
Z-87.1 when hardened. Blue green shades 
1.5 through 14; cobalt blue in light, me- 
dium and dark shades; mirrored plates 
shades 8 through 14. Standard 2 x 44%”, 
4, x 5%”, and 50mm sizes. Filter glass 
can also be cut to special sizes. 


Clear Cover Plates and Lenses — Avail- 


able in glass, plastic-coated glass, and 
the longer lasting spatter and scratch re- 
sistant CR-39 material, 50mm, 2 x 44%” and 
4% x 54%” sizes. Bulk, enveloped or dis- 
penser packed. 

Chipper’s and Grinder’s Lenses — 50mm 
clear hardened flat lenses and the popu- 
lar polycarbonate plastic lenses. Meet ap- 
plicable Federal and USAS Z-87 standards. 


Coverall Goggles 


Here are two of the finest welding gog- 
gles manufactured. The deep, well-pro- 
portioned frame is made of the highest 
quality soft vinyl which will easily fit 
over the largest Rx glasses. MAC goggles 
seal out all light leaks. Filter glass 
shades. Multiple newest style ventilators. 


WG-800-H — Welder’s goggles. Green 
opaque vinyl frame, 50mm Federal Spec- 
ification filter lens. Lightweight but prac- 
tically indestructible. 

GG-850-H — Welder’s goggles. The same 
as the GG-800-H, except with flip-up lens 
holder, affording dual-purpose usage and 
added safety. Beige opaque vinyl frame. 
Parts Available: 

GG-ML-5H — 50mm Goggle Lens — Shade 
5 Hardened 

GG-PL-5 — Clear Plastic 50mm Cover Lens 
GG-GL-6 — Clear Glass 50mm Cover Lens 
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WG-1165 


Flexible Coverall 
Welder’s Goggles 
WG-1165 — Flexible green vinyl coverall 
welder’s goggles. Multiple, newest style 
ventilators. Soft, comfortable fitting, vinyl 
frame that easily fits over Rx glasses. 
Practically indestructible. 


Coverall Goggles 

Here is the jumbo size modern color 
frame which covers even the largest Rx 
glasses. It is lightweight, yet rugged in 
design. Easily adjustable, soft leather 
nosepiece or flexible brace bar, permit- 
ting a most comfortable fit. 50mm round 
lenses. 


WG-707-H — This is the welder’s and cut- 


Cup-Type Goggles 
WG-600-H — Cup-Type Goggles. Designed 
for workers who do not wear Rx glasses. 
Comfortable, well-ventilated eye cups 
completely redesigned and produced in 
new colors of flame-resistant plastic. The 
WG-600-H is for welding and cutting op- 
erations. 50mm Federal Specification filt- 
er lens. Shades 3, 4, 5, and 6. 

Parts Available: 


GG-ML-5H — 50mm Goggle Lens — Shade 
5 Hardened 


GG-PL-5 — Clear Plastic 50mm Cover Lens 
GG-GL-6 — Clear Glass 50mm Cover Lens 


NEW FACE SHIELDS 
LIGHTWEIGHT GROUP 


Here are general purpose, bantam-weight 
face shields which provide economical 
and yet complete protection. These face 
shields fit over both goggles and Rx 
glasses. Adjustable elastic head band. 
FS78G — Green Face Shield—8” x 10” x 
.020” Window 

FS78 — Clear Face Shield—8” x 10” x .020” 
Window 


Safety Tools - Goggles 


ter’s style. Federal Specification filter 
lenses. Shades 3, 4, 5, and 6. Excellent 
indirect ventilation. Pliable spring steel 
brace bar. 

Parts Available: 

GG-ML-5H — 50mm Goggle Lens — Shade 
5 Hardened 

GG-PL-5 — Clear Plastic 50mm Cover Lens 
GG-GL-6 — Clear Glass 50mm Cover Lens 


Replacement Parts 
GG-ML-5H — 50mm Goggle Lens — Shade 
5 Hardened 
GG-1140-CL — Clear Replacement Lens 
GG-1165-CL — Clear Replacement Lens 
GG-PL-5 — Clear Plastic 50mm Cover Lens 
GG-GL-6 — Clear Glass 50mm Cover Lens 
HB-R51 — Elastic Headband 
PR-22-F — Refill for PR-22 


HH-100-S — Suspension Only for Bump 
Cap 


Face Shields 
Here is the deluxe MAC face shield. 
Heavy-duty, offering full panoramic vi- 
sion, rugged durability and adjustable 
nylon ratchet head gear. Long-wearing 
and truly a deluxe product. 


GG-1150 


1-Piece Plastic Goggles 
GG-1150 — Here is a sturdy general- 
purpose coverall goggle in slow-burning 
050” thick plastic. Well ventilated, inex- 
pensive, and really does the job. 


Flexible Frame Eye Shields 
GG-1140 — Flexible coverall eye shields 
molded from soft form-fitting vinyl which 
provides the highest degree of protection 
and wearing comfort available. Weighs 
only 2 oz. and large enough to fit any pair 
of Rx glasses. Specialized ventilation for 
each application supplies proper air cir- 
culation. Clear frames, replaceable clear 
polycarbonate lens. This particular model 
has a perforated frame for general in- 
dustrial conditions. 

GG-1140-CL — Clear Replacement Lens 


FS-47 WINDOW 


FS-47 — Clear Grinder’s Shield. Has fi- 
berglass spark deflector with replaceable 
ratchet headgear. .040” thickness. 


FS-47-S — Shield Only for FS-47 clear. 
FS-47-GS — Shield Only for FS-47-G green. 
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Soldering Irons - Paddles - Torch 


SG8200PK 


SOLDERING GUN KIT 


$G8200PK — Contains gun plus acces- 
sories of 3 soldering tips, wrench, brush 
and solder. 100-140 watts. 


re: 


TL2001 


TORCH LIGHTER 
TL2001 — Specially designed hood, heavy- 
duty round file, large spark tip, and 
high-quality steel wire. Gives instant 
lighting. 
TL2001X — Torch Lighter Flints—6 per 
box. 


TORCH KIT 
TX25 — Includes: Cylinder, Pencil Burner 
Unit, Utility Burner Head, Soldering Tip, 
Flame Spreader, and Flint Spark Lighter. 
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SGD550 
SOLDERING GUN KIT 


$GD550— Contains the gun, solder cut- 
ting tip, smoothing tip, and wrench. All 
in plastic case. 240-325 watts. 


STANDARD 


SOLDERING IRON 
SG1— 75 watts—%” tip. 
$G2—Standard Soldering lron—110 
watts—%4” tip. 
$G3—Standard Soldering lron—125 
watts—7” tip. 


SOLDER PADDLE 
SP11— 4” x 13%” Flat. 
SP22 — Solder Paddle. 4” x 134” Flat. 
SP33 — Solder Paddle. 5”x1” Rounded. 
SP3 — Complete Set of 3. 


= UNA) 


TRIG-R-HEAT 
SOLDERING GUNS 


These are instant-heat soldering irons, 
ready to use in seconds. Equipped with 
“thermostatic brain.” Built-in spotlight. 
$G212— Soldering Gun—%” tip—300 to 
650 watts. 

$G214— Soldering Gun—%4” tip—150 to 
400 watts. 

SGT1— %4” Tip for Either Gun. 
SGT2— 1%” Tip for Either Gun. 


Engine Hoist 


ENGINE HOIST 

EH10— This hoist is designed to remove 
engines with transmission intact in one 
simple operation. The 1” adjusting nut 
allows user to move engine in any angle 
required. This is a real time and labor 
saver. One man can easily remove or in- 
stall any engine. 

EH10 — Engine Hoist 


Clips - Clamps - Holders 


SMALL ADJUSTABLE AUTOMATIC ADJUSTING LARGE BATTERY CLIP 


TOOL HOLDER CLIP TOOL HOLDING CLIP 96C — Jaw spread 114”. 
CIT— Medium Adjustable Tool Holder : 

Clip. 

CO. Small Clip. 


HEAVY-DUTY C-CLAMP 
C503 — Capacity 0” to 3”. 
C504 — Heavy-duty C-clamp. Capacity 0” 
to 4”. 


C506 — Heavy-duty C-clamp. Capacity 0” | - 
to 6”. 


a Heavy-duty C-clamp. Capacity 2” PAN GASKET HOLDERS 


cc20 —Light-duty C-Clamp. Capacity 0” GK1—1 dozen per pack. 
cc30— Light-duty C-clamp. Capacity 0” 
cco — Light-duty C-clamp. Capacity 0” 
ccso_— Light-duty C-clamp. Capacity 0” 


INSTALL FROM ABOVE 


errs. J~@@ REMOVE FROM 


BELOW 


to 5”. UNIVERSAL CLIP UNIVERSAL CLIP 

CC60 — Light-duty C-clamp. Capacity 0” 27C — 27,” long. 85C — 2%” long. 

to 6”. 27C1 — Rubber Insulator for 27C. 85CI — Rubber Insulator for 85C. 
Holders 


SOCKET CARRY-RACKS 
Carry sockets you need to the job! 
Socket drive size imprinted on handle! 
Knurled vinyl sure-grip handle. 
Bright, durable, heavy plated steel rail 
with slide-on spring clips. Holds sockets 
snug and rattleproof, locked securely in 


place, yet easily removable! Carry full 
assortment or just selected sockets right 


SCREW DRIVER HOLDER 


SH75— Place your screw drivers in a 


to the job! f convenient rack. Additional clips avail- 
Keeps sockets organized. Perfect for able. 

storage! Hole in back for hanging by $H1138 SH1150 

work table. Can be mounted in tool 

drawer too! 
Order long or short rack. Choose your SOCKET HOLDERS 

rack with set of clips sized to fit ¥%” SH25— Conveniently holds 16 sockets. 

to %” socket drives. Spring clips avail- High quality polished metal. 

able separately! Mix or match socket SH25 — 4%” Socket Holder. 

drive sizes on one rack! SH38 — 3g” Socket Holder. 

$H1138 — 38” Socket Rack. SH50 — 42” Socket Holder. 

$H1150 — 42” Socket Rack. SH34 — 34” Socket Holder. 
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Wire Cutters - Strippers and Terminal Crimpers 


STRIPS 


Set cam to desired wire 
gauge size to be stripped. 
Clamp pliers and pull. 
Will strip wire quickly & 
easily. Not necessary to 
clamp too hard. 


ALL-PURPOSE WIRE TOOL 


stranded electrical wire, 12 to 26 gauge. 


TERMINAL CRIMPER 


AND WIRE CUTTER 
TCT9 — Made of selected high-grade 
steel, scientifically hardened to its high- 
est degree—fills all your wiring needs 
from 22 ga. to 10 ga. Butyrate handles 
withstand 4000 volts. It cuts, and strips 
wire from 22 ga. to 10 ga. Crimps termi- 
nals from 22 ga. to 10 ga. and has a built- 
in nest for crimping ignition terminals. 
TCTS — Wire Crimping & Cutting Tool. 
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WS511 — Knurled adjusting cam cali- 
brated for all popular size solid and 


CRIMPS 


“V" groove 
automatically 
centers solderless 
terminals for a perfect 
crimp. Seamed side of terminal 
should face down into “V” 
groove, away from crimping point. 


Unique design for quick, 
easy forming of screw connection 
loops in solid wire. 


CUTS 


Cuts solid and stranded wire 
up to 10 gauge. 


SCREWDRIVER 


Handy screwdriver blade, 
properly sized for electrical work. 


WwS766! 


WIRE STRIPPER 
AND WIRE CUTTING TOOL 


WS101 — Here is an economical small and 
handy wire tool for general use on all 
commonly used wire. The blades have 
been hardened and ground to cut with a 
smooth, shearing action. The tool will 
strip the insulation from wire with ease. 
WS101 — Wire Stripper 


AUTOMATIC WIRE 


STRIPPER 
WS766I— This is a fully automatic, de- 
layed return action, wire stripper, pre- 
venting crushing of fine wires. It has 
narrow, easy grip handles, and covers a 
range from 8 to, and including 22 wire. 
WS766I — Wire Stripper 


SKIL 3%” REVERSING 
DOUBLE INSULATED 


DRIVE-R-DRILL 
D925 — Operates from 0 to 1,000 RPM— 
Forward or Reverse. Features Adjustable 
Trigger Speed Control. 2-prong plug for 
use where grounding is inconvenient. 
Powerful 3-amp Super Burnout Protected 
motor. Extra chuck capacity for drilling, 
driving, removing applications. Double 
reduction gearing for added torque. Re- 
movable side handle for operator con- 
venience. 


¥e" CAPACITY AIR DRILL 


CP784— This tool is ideal for every auto- 
motive application. It is lightweight, and 
its high-quality construction includes a 
one-piece housing design that maintains 
correct alignment of tool components for 
greater drilling accuracy, while insuring 
less wear and longer tool life. Precision 
bearings throughout add increased dura- 
bility. 

The CP784 comes equipped with a 
genuine precision Jacobs chuck. Trigger 
control provides variable speeds. Burn- 
out-proof motor. 

The CP784 has a capacity of 3%”, 2800 
rp.m., net weight 2% pounds, overall 
length 6%”, air inlet thread size 14”. 


Drills -— Attachments 


SKIL %4” 


STANDARD DRILL 
D930 — Single forward speed of 2000 
r.p.m. Here’s the basic low-cost, quality 
tool for garage and body shop mechanics. 
Compact, lightweight. Powerful super 
burnout protected motor. Precision heli- 
ca: gears. Double insulated. 


Ya" BALL BEARING 


DRIVE-R-DRILL 

D1178— Variable speed from 0 to 600 
RPM, forward or reverse. 3.2 amp Super 
Burnout Protector motor. Desired speed 
can be preset with adjusting knob. Re- 
movable side handle. Double reduction 
gearing for more torque on tough drilling 
jobs. 


¥e" BALL BEARING 
STANDARD DRILL 


¥e"” BALL BEARING 


DRIVE-R-DRILL 
D1177 — Variable speed from 0 to 900 
RPM, forward or reverse. Use adjusting 
knob to preset desired speed. 3.2 amp 
Super Burnout Protected motor. Works as 
drill or driver. Big chuck capacity for 
many applications. Removable side 
handle. 


SKIL 3%” 


STANDARD DRILL 
D931 — Single forward speed of 1,000 
rp.m. Powerful 3-amp—super burnout 
protected motor. Double reduction gear- 
ing for added torque. Double insulated, 
removable side handle, 2-prong plug for 
use where grounding is inconvenient. 


POLISHER-SANDER 


P888 — Comes complete with lamb’s wool 
bonnet, rubber backing pad, and two 
sanding discs. 

Note: When drill is wanted just attach 
3g” chuck. This makes a 3-in-1 tool. 
P888B — Bonnet 
SD60 — 60 Grit Sanding Disc, 6” 
$D80 — 80 Grit Sanding Disc, 6” 


SKIL DELUXE HEAVY-DUTY 
Ya" STANDARD DRILL 


D542 — For drilling in metal, mechanics 
need a hefty, powerful drill that can take 
real abuse without flinching. This one 
has it. A powerful Super Burnout Pro- 
tected motor—3.5 amps—and helical 
gears deliver the needed torque for heavy 
automotive work. It drives hole-saws and 
large bits for automotive applications. 
The rear spade handle and removable 
pipe handle provide greater control and 
leverage. 


159 


Drill Bits 


QUALITY DRILL BITS 


Once again Mac quality is represented in 
our line of high-speed, general purpose 
drills. These drills are made of the finest 
quality high-speed steel available, and 
have been hardened and tempered with 
extreme accuracy to retain sharpness 
and long life. As with all Mac products, 
each Mac drill is a precision piece of 
equipment. 


QUALITY DRILL BITS 
individual drills 
Drill Dec. 


Size Equiv. 
Inches Inches 


SHORT Ye” DRILL BIT 
HD108 — Here is the body man’s dream. 
The HD108 is the short 4” drill bit, ideal 
for body and fender work. 
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SHD414 


Ya" SHANK DRILL BITS 


The precision-steel, high-speed, Mac 14” 
shank drill bits enable you to use your 
Y” electric drill to drill holes up to %” 
in diameter. Illustrated on this page is 
the individual %4” shank drill bit and the 
ever-popular SHD414 set, which includes 
four drills packed in a neat plastic bag 
to protect the edges. 


V4" SHANK HI-SPEED 
DRILL BITS 


(mechanic’s length) 


SHD20 
SHD24 
SHD28 
SHD32 
SHD414 


¥4” Shank Drill 
¥4” Shank Drill 
¥4” Shank Drill 
¥” Shank Drill 
Set of 4 above— 
In plastic kit 


HIGH SPEED DRILLS 
Y2” Shank 


"” Yo" Shank 
I" Y2" Shank 


5a” Yo" Shank 
4” Yo” Shank 
3%” Yo" Shank 
Yo” Split. (20”) 


INDIVIDUAL NUMBERED 
DRILL BITS 


Individually numbered drill bits are avail- 
able by numbers 1 through 80. Each bit 
is attractively packaged on a card indi- 
cating the number, the size, and decimal 
equivalent. 


20” — 2" SPOTLIGHT 
DRILL 


Drill Sets and Accessories 


DRILL CHUCKS AND KEYS 


0-%4” 3¥%"-24 | CK1 
0-4%4” 36”-24 | CK4 
Sa"-Yo" | Yo"-20 | CKS 
0-42” ¥2"-20 | CK6 
0-36” 3¥%”-24 | CKB13X 
0-14” Ya" CKB1X 
0-36” ao!” CK13 
Rubber Chuck Key Holder 


DM60A 


NUMBERED DRILL SET 
DM60A— The DM60A set contains num- 
bered drill sizes 1 through 60, inclusive, 
packaged in metal drill index box. 
DM80A — The DM80A set contains num- 
bered drill sizes 61 through 80, in wood 


HDA500 


DRILL SET 
HDA500— The new HDA500 MAC drill 
rack features: 

Complete Inventory Control — You will 
note there are 10 drills to a clear plastic 
tube, which gives you easy access to in- 
ventory taking. 

Small in Size — The HDA500 drill rack 
takes up as little space as possible — 
only 9” x 442” x 6”. 

146 Drills in 29 Sizes—All of this in 
one small package. 

HDD100 — Index Only. 
10 Drills To a Tube 


block with plastic cover. 


DM113 
DRILL SET 
America’s best selling 
drill set 
DRILL SET 


DM113 — Here is America’s No. 1 selling 
drill set. As illustrated, the DM113 is 
packaged in the handiest case ever de- 
signed. Bright red plastic, lightweight, 
this set has never been equalled in 
either quality or popularity. The DM113 
drill set contains 13 full jobber lengths 
quality Mac drills. Sizes 4,” to %4” x 64ths. 
In the Mac unbreakable hinged plastic 
case. 


DRILL SET 
DM3— The DM3 drill set contains 13 
high-speed Mac drills, attractively and 
conveniently packaged in a red metal 
drill index. Sizes ye, Sha, 342, You ¥8, Your Shar 
ha, hor har Var Shs, and 4. This is one of 
the most popular drill sets available. 
DRILL SETS 


(High Speed) Straight Shanks 
(Not Replaceable) 


29 Drills 

Vg” to Ya” by 64ths (All Sets 
13 Drills in Metal 

Vig” to ¥4” by 64ths Cases) 
15 Drills ' 

Vig” to Yo” by 32nds 


METAL DRILL INDEX ONLY 


DM1B For Drills 44” to 42” 


DRILL GRINDING DM3B 
ATTACHMENT DM1SB 


For Drills 4,” to 44” 
For Drills 44” to ¥2” 
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OF8810 


OIL FILTER CAP WRENCH 
OW5155— For removal of spin-on oil 
filters. Fits most filters. Can be used 
with socket wrench with %” drive and 
extensions. 
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Oil Filter Wrenches 
OIL FILTER WRENCH 


OF8810 — This is a new economy-priced 
quality oil filter wrench that is made of 
all high quality domestic steel and will 
work on filters from 342” to 4” in diam- 
eter—its features are: 

HM Spring steel band 34” wide so it 
doesn’t crush filter, yet narrow 
enough to get in tight spots. 

@ Heavy-duty riveted joints. 

H@ Solid heavy gauge construction. 

@ Fits most all makes. 

@ Non-slip red plastic covered 8” 
handle. 

HM Good leverage action, simple to use 
and positive toggle grip will not crush 
filter. 


OIL FILTER WRENCH 
for Tractors and Trucks 
KD2010 — Ford and Allis Chalmers Trac- 
tors and all Tractors and Trucks with Oil 
Filters (Spin-on-type) 4” to 436” in Diam- 
eter. 


OIL FILTER REMOVER 
OF11—This tool is unique in its design 
to enable the mechanic to remove the oil 
filter regardless of whether he encount- 
ers obstructions, above, below, behind, 
or in front of the filter. A 3%” sq. drive 
wrench is provided for normal use. How- 
ever, if an extension is needed or more 
leverage is necessary, and 3%” sq. drive 
ratchet, hingle handle, or sliding “T” 
handle can be used. The more pressure 
that is exerted to the wrench, the tighter 
it clamps to the filter thus eliminating 
slippage and allowing the user to remove 
the filter. 


UNIVERSAL OIL FILTER 
WRENCH 


Will remove spin-on filters in restricted 
areas without puncturing filter. 


FUEL FILTER 
REMOVER AND INSTALLER 


KD192 — Designed for the new replace- 
able cartridge-type gasoline filters to pre- 
vent crushing of filter case when re- 
placing the cartridge. 


KD2029 


OIL FILTER WRENCH 
KD2029— For those tough to get at 
places. Removes practically all (spin-on 
type) filters. Used with 3%” square drive 
extension and 3%” square drive ratchet 
wrench. 

Designed and built to the same high 
standards as the popular #190 with the 
added feature of accessibility to ex- 
tremely tight areas such as on the 67 
Pontiac and Chrysler 6. 


UNIVERSAL 
OIL FILTER WRENCH 


KD190 — For removing all disposable oil 
filters, cars and trucks. Positive friction 
grip with enough leverage to exceed 
normal requirements. WILL NOT PUNC- 
TURE OR CRUSH filter. Operates in 
close quarters. FOR TIGHT PLACES, dis- 
assemble band at bolt, wrap around 
filter, reassemble with bolt and proceed. 
Won’t Slip, Puncture or Crush! 


OIL SPOUT 
0S50 — Made of all high quality domestic 
steel, nickel plated finish. Hard steel 
cutting blade. 


15” FLEX SPOUT OILER 


0C34D — Has hollow wire extension. 


LONG SPOUT OILER 
0C12 — Has 12” long stem with 45° angle 
on tip. 


6-OUNCE OILER 
OC05— Has 6” long spout with single 
cone tipped vent. 


FUNNEL-TYPE OIL 
FILTER 


OFT7 —This all-purpose fluid dispenser 
has a 17” flexible tube, 6” mouth on fun- 
nel, with 4” tapered dispensing spout, 
¥4”" O.D. Equipped with mesh screen for 
filtering. . 


Oilers - Grease Tools 


MICRO LUBE GREASE GUN 


GG5120 — One hand operation grease gun. 
Develops 7,500 Ibs. pressure. Replace- 
ment cartridges are available. Can be 
bulk loaded. 

GG5145— Grease for GG5120. Three car- 
tridges to a pack. 


6-OUNCE OILER 
With Wall Holder 
0C11 — Has 6” spout with twin-tipped 
vent. 


001125 


1-PINT OILER 
0C1125 — Has 6” spout with angle nose. 


BASE TYPE HOLDER 
WALL TYPE HOLDER 


FUNNEL TYPE 


TRANSMISSION FILLER 
OFT6 — Has 18” flexible spout and mesh 
screen for dirt protection. 


| UPPER ARM 
| AMAL LUBE KIT 


NO. (H-7001 


PROFESSION: 
mECHARIC 


| LK7001 


LUBE KIT 
LK7001 — Announcing the LK7001 Arm 
Lube Kit, which simplifies lubrication of 
front suspensions on 1965 through cur- 
rent Ford light cars and Thunderbird. 
Complete instructions are included with 
the package, which is boxed in plastic 
and skin-packed on an attractive mer- 
chandising card. 

LK7001 — Lube Kit 


7%-PINT OILER 


0C25 — Has 6” spout twin-tipper vent. 


UPPER REAR MAIN OIL 
SEAL INSTALLER 
Remover for both Wick and 


Neoprene Seals 
PE1—Positive grip “chinese finger”. 
Eliminates removal of engine or crank- 
shaft. Saves as much as 2 hours per job. 
Handles both Wick (packing) and Neo- 
prene Molded Seals. Positive grip on 
Wick, can’t slip. This versatile tool offers 
a maximum of speed and safety. Correct- 
ly designed components remove and in- 
stall all rear main oil seals. 
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6 OZ. OILER 
00516 — With 642” flex spout. Full drawn 
copper lacquer finished bodies. Ledge 
cone machined tips to lift oil filler dust 
caps. 


LARGE OIL CAN 
TAPPER AND DISPENSER 


UNIVERSAL 
JOINT ADAPTER 


UA260— Long, narrow telescoping, uni- 
versal joint adapter for ease in lubricat- 
ing universal joints or packing springs on 
all makes of cars. 


GG4570 


FLEXIBLE 
HOSE GREASE GUN 


GG4570 — Easy one-hand operating gun, 
easy-grip, form-fitting handle, 5000 p.s.i. 
or more with minimum effort. 


MALE 
DRAIN PLUG WRENCH 
314B —An extra-heavy duty drain plug 
wrench with 7 openings to fit all male 
drain plugs. 
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Oilers 


DELUXE FILLER 


TF125 — Flexible metal spout, features 
thumb rest to make can cutting easy 
when hands are oily. Push button ball 
check valve to control flow. Hardened 
blade. Long life gasket with backup 
frame. Nickel plated. 


FLIP-SPOUT CAN TAPPER 
OCT77 —This flip-spout has large 34” 
diameter opening for faster pouring, leak- 
proof gasket, hardened steel cutting 
spear for longer life and positive grip on 
rim of can. 


—_= 


GG1080 


HAND GREASE GUN 


GG1080—A modern grease gun. May be 
bulk or cartridge loaded, and develops up 
to 8000 pounds pressure. 


BEARING PACKER 
BP24— Heavy-duty packer for packing 
front bearings fast, clean, and efficient. 
Equipped with standard grease fitting 
and can be used with either power or 
hand-operated grease gun. 


ZERK FITTING TOOL 
GT105— Removes and replaces 3” and 
He” hex Zerk fittings and removes broken 
fittings and retaps 4%” N.P.T. 
GT106 — Zerk Fitting Tool. Removes and 
replaces 4%” and 3%” hex Zerk fittings 
and removes broken fittings and retaps 
Y4” N.P.T. 


- Grease Tools 


SMALL CAN SPOUT 


OIL FILTER GASKET 
SCRAPER 


OS46— Cleans out those old gaskets in 
seconds. 


SUCTION GUN 
OSG11— Has 1.5 pints volume. Can be 
used for many purposes when draining or 
filling clutches, transmissions, differen- 
tials, etc. 


FEMALE 


DRAIN PLUG WRENCH 
314A — Length 9”. 


ZERK FITTING CLEANER 


GT200— Frees frozen fittings instantly 
when tapped with 4-pound hammer. 


GREASE RETAINER PULLER 


CFI6 


VALVE LIFTER 
Cr type 
Height 1042”, width 12”. Handles 1” to 
242” springs. Works on L-head or valve- 
in-head. For trucks, buses, tractors and 
heavy-duty motors. 


CF16 — Lifter. 

CF21A — Straight Jaws. 14%” to 134” ca- 
pacity. 

CF22C — Offset Jaws. 142” to 134” ca- 
pacity. 


CF23— Large Straight Jaws—1%” to 
2%” capacity. 

CF22A and CF22B 

CF22D — High Vertical Offset Jaws. 


VALVE LIFTER 
air operating 
CF700 — Air Operating Valve Lifter. Saves 
hours servicing regular or recessed valve 
heads. 


ee CF49A 


LITTLE SHORTY-VALVE 


LIFTER 
CF49A — Designed for use on all L-head 
motors with straight stemmed valves. Will 
easily lift the valve with room to replace 
locks. 


CF7 


VALVE KEY REPLACER 


CF7 — The surest tool to return the locks 
to the valve stem. 


“C".Type Valve Lifters 


So CFI1 


VALVE LIFTER 
aC" type 


CF11 — Height 10%4”, width 942”. Handles 
1” to 24%” springs. Equipped with CF21, 
CF22C, and CF23 jaws. For passenger car 


engines, valve-in-head, or L-head. 


CF18B 


VALVE LIFTER 


compact car 


CF18B — Lifter designed for all compact 
and foreign cars. Equipped with CF22D 
new offset jaw. The CF21A, CF22C, and 
CF23 will also fit this lifter. 


VG12 
HAND VALVE GRINDER 


Reciprocating motion for perfect valve 
lapping by simply turning the handle. 
VG12— Valve Grinder Complete. 

VG10 — Vacuum Cup. 


VALVE SPRING 
COMPRESSOR 


KD912— For use on Chevrolet and Pon- 
tiac 8-cylinder motors. For replacing 
weak or damaged valve spring on single 
stud rocker arm engines. 


ROCKER STOPPER 


RS50 — Eliminates splashing, squirting 
oil while adjusting clearances. 


a 


VALVE LIFTER 
rer type 
CF17 — This tool is designed for V-8 over- 


head valve engines. Takes 1” to 2” diam- 
eter springs. CF22C jaw. 


CFI7 


CF19 


VALVE LIFTER 


small engine 


Height 5%”, width 336”. For air or water 
cooled 4-cycle engines with spring diam- 
eters up to 1¥,”. Covers Briggs & Strat- 
ton, Wisconsin, Clinton, Harley Davidson, 
etc., motors. 

CF19 — Small Valve Lifter. 
CF19-3 — Small Jaw. 

CF19-4 — Regular Jaw. 


0V1418 


AIR-HOLDS TOOL SET 
0V1418 — Contains a 14 MM and 18 MM 
air-hold with 44” pipe thread for connect- 
ing coupler. The air does the work. 
Should be used on all over-head valve 
jobs. 
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VALVE TOOL 
VT100 — Save 80% of your time removing 
and replacing overhead valves, keepers 
and seals with this revolutionary new 
tool. The VT100 valve tool is for use on 
motors with up to %” diameter valves 
(passenger cars). It is so easy to use that 
the average mechanic will save up to 
80% of his time under present methods. 
Ideal for general shops. 

VT200 — Truck valve tool available on 
special order. 


KD915 


OVERHEAD VALVE 
SPRING COMPRESSOR 


Ford 


KD915 — For use on all models. 


VALVE SEAT RESEATER 


for small gasoline engines 


A practical, inexpensive way to reseat 
both intake and exhaust valve seats on 
light-duty engines. 

VR565 — Valve Seat Reseater Complete. 
VR574— One Dozen Coarse Abrasives. 
1%4y”—45°. 

VR575— One Dozen Fine Abrasives. 114” 
—45°, 


UNIVERSAL OVERHEAD 
VALVE SPRING 


COMPRESSOR 
KD2078 — Finally! Here is the tool to re- 
move Chrysler valve springs as well as all 
others on cars with overhead valve 
springs. Offset jaw designed to grip valve 
spring in parallel compression. It enables 
you to remove springs without removing 
cylinder head. 
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Valve Tools 


ADAPTOR RING 


vCICR 


VALVE GUIDE CLEANER 
VC1CR — This is an expansion-type clean- 
er. Covers Sizes 6”, "2", 36”, ie”, ¥2”, 
He", and We”. 


HEAVY DUTY 
TAPPET REMOVER 
hydraulic 
KD2079 — Ask any mechanic who has ex- 
perienced the time consuming job of re- 
moving stuck tappets and he’ll tell you 
it’s one mean job. With the KD2079 
heavy-duty hydraulic valve tappet re- 
mover, this once tough job becomes 
routine. You will find that this tool pays 

for itself on the first job. 

We have now complemented the line 
with the KD2079 for the tough jobs and 
the KD2114 for the quick jobs the KD- 
2079 removes sticking valve tappets. The 
jaws spread apart to clamp the recessed 
area of the tappet. A heavy sliding ham- 
mer bangs them out. There are three 
adapters supplied with the KD2079 which 
convert the tool to a puller for extremely 
tight or baked-in tappets. 


MAGNETIZES 


ag 


(Chrysler Prod. Only) 


“O” RING 


REPLACE KEEPERS, CAPS & VALVES 


DUAL CUP VALVE GRINDER 
Contains cups 1%” and 136” diameter. 
VG505 — Valve Grinder. 

VG17 — 34” Cups Only. 


ALIGNMENT DOWEL SET 
CF83—For fast, accurate placement of 
Head Gaskets and Cylinder Heads. Three 
dowels placed in the block give added 
protection to the gasket and three-point 
alignment for block-gasket assembly. 
Head bolts start easily. The spring ac- 
tivated retriever removes the dowels 
without unscrewing. 


QUICKIE HYDRAULIC 
VALVE TAPPET REMOVER 


KD2114 — Designed for the average job. 
Removes hydraulic tappets that are not 
stuck or baked in. Tool allows tappet re- 
moval without removing manifold. With 
this tool the job of removing tappets be- 
comes routine. The tool pays for itself on 
the first job. A real pro would not be 
without this tool. 


Hex Set Screw Wrenches 


HEX KEY WRENCHES 


MAC Hex Key Wrenches are made 
of special analysis steel and are scientif- 
ically engineered. They are heat treated 
under careful laboratory supervision as- 
suring maximum resistance to torque 
stresses and freedom from brittleness. 


9 PIECE WRENCH SET 


KAW — This set includes: 


050” hex 


Ye” hex 
54” hex 
Ye" hex 


Attractively and conveniently contained 
in a MAC red leatherette pouch. 


15 PIECE WRENCH SET 


KAW15 — Set includes: 


.050” hex 
Vg” hex 
54” hex 
Yoo" HEX 
a” HEX 
¥g” hex 
Aa” Hex 


44” hex 
Yoo" Hex 
Y4” hex 
She” hex 
36” hex 
Te” hex 


.050” hex 
Ye” hex 
Aa” Hex 
a” Hex 
54” hex 


%,"” hex 
a" eX 
Ye” hex 
Ha" Hex 
59” hex 


oe” hex 
Yan" hex 


KAWLL 


LONG HEX WRENCHES 
9 PIECE WRENCH SET 


KAWLL — Set includes: 
AW564L — 5%,” Hex Long 
AW332L — 3%,” Hex Long 
AW18L — 4” Hex Long 

AW532L — 54,” Hex Long 
AW316L — ¥,” Hex Long 
AW732L — 7.” Hex Long 
AW14L — 4” Hex Long 

AW516L — 5%,” Hex Long 
AW38L — 36” Hex Long 


SPEED HEX WRENCHES 


AW4307—A time-saving selection of 
seven L-shaped Speed Hex Wrenches 
that can be inserted and turned in a 
socket screw at up to a 20° angle with- 
out binding. Makes it easy to install, re- 
move or adjust hard-to-see, hard-to-reach 
socket screws. 

Seven Sizes: 

AW43130 — 5%,” 

AW43140 — 3%,” 

AW43150 — %,” 

AW43160 — 4” 

AW43170 — ¥,” 

AW43190 — 3,” 

AW43200 — 7,” 


“T” HANDLE 


HEX KEY WRENCH SET 
KAWT — Fits all types of hex socket 
screws. Ideal size - 6” approved arm 
length. New double duty design. Can be 
used with the long or short arm. Com- 
fortable to use in any position. Provides 
maximum torque in hard to reach areas. 
Ideal for industrial use. Tool steel pre- 
cision hardened. (Patent Pending). 10 
sizes: %)” thru 3%”. 6” blade. Packaged 
in attractive heavy duty vinyl kit. 


WRENCH SET 


KAW7 —7 piece. 


HEAVY-DUTY 
FOLDING WRENCH SET 


KW6L — 6 piece wrench set. ¥%e” thru 4,” 
heavy duty. Extra long. 


7 PIECE METRIC 


WRENCH SET 

Sizes 1.27 MM - 5MM 
KAW7M — Set includes: 1.27 MM, 1.50 MM, 
2.0MM, 2.50MM, 3.0MM, 4.0MM, and 
5.0 MM. 


METRIC-HEX WRENCH SET 
KAM10 — 10-piece set in metric sizes 
from 1.27 through 10 MM. 


Individual Sizes 


MAC MAN 
makes it 
happen! 
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Offset Screw Drivers - Screw Holders - Tubing Tools 


SS1M 


SCREW STARTER WITH 


MAGNET OPPOSITE END 
SS1M — 2%” length. 
$S2M — Screw Starter with Magnet Op- 
posite End. 5%” length. 
$S3M — Screw Starter with Magnet Op- 
posite End. 95” length. 


PHILLIPS TYPE 


SCREW HOLDER 
PSH3 — 3” length. 
PSH5— Phillips Type Screw Holder. 5” 
length. 


DOUBLE-FLARE 


TOOL SET 
FT93FB—Complete set for making ac- 
curate 45° double flares on thin wall, soft 
steel tubing for S.A.E. flare, and inverted 
flared joints. Will handle single or double 
flares on soft copper or aluminum tub- 
ing. Will cover sizes ¥%4”, 44”, %.”, 396” and 
Y_" O.D. tubing. 


DD 


SPRING TYPE TUBE 
BENDERS 


For bending tubing by hand in any de- 
sired shape without collapsing tube, as 
shown below: 

TB1— Size 4%” Bender. 

TB2— Size 4,” Bender. 

TB3 — Size 36” Bender. 

TB4— Size 4%” Bender. 

TB5 — Size 54” Bender. 

TBS — Set of 3 Sizes—ty”, 44” and %”. 


STANDARD TUBE CUTTER 
TC4— Range capacity 4%” to 1” O.D. 
TC4C — Cutter Blade Only. 
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RATCHET OFFSET 
SCREW DRIVER FOR 
SLOTTED SCREWS 


RO807X 


RATCHET OFFSET 
SCREW DRIVER FOR 
SLOTTED SCREWS 


y) 


“—" TC274F 


IMPERIAL “HI-DUTY” 


TUBE CUTTER 
TC274F — Range capacity %” to 1” O.D. 


TC127F 


“IMP” TUBE CUTTER 
TC127F — Range capacity ¥%” to %” O.D. 


STANDARD 
TUBE FLARING TOOL 


FT9— Will flare brass, copper, or alum- 
inum tubing to make S.A.E. flared joints 
without splitting. Takes tube sizes %,”, 
Ya", Se", Ye”, Te", ¥2”, and %” O.D. 


TUBING BENDER 


SCREW HOLDING 


SCREW DRIVER 
SH2 — 2” x 4,” shank, .028” bit. 
SH3— Screw Holding Screw Driver. 4” x 
¥,.” shank, .028” bit. 
SH4— Screw Holding Screw Driver. 4” x 
Y4” shank, .035” bit. 
SH5— Screw Holding Screw Driver. 6” x 
44” shank, .028” bit. 
SH6— Screw Holding Screw Driver. 6” x 
¥,” shank, .035” bit. 
SH8 — Screw Holding Screw Driver. 8” x 
¥Y4” shank, .035” bit. 


SCREW STARTER 
$S2— 2%” length, 4” bit. 
$S5— Screw Starter. 544” length, 14” bit. 
$S10— Screw Starter. 914” length. 14” 


yr ) 


IMPERIAL “JUNIOR” 


TUBE CUTTER 
TC227F — Range capacity %” to 34” O.D. 


TC227F 


DELUXE HEAVY-DUTY 


TUBE CUTTER 
TC300 — Range capacity 4%” to 1” O.D. 


METRIC 


DOUBLE FLARING TOOL 
FT165 — Designed like the standard MAC 
FT93FB, this tool has five sizes in milli- 
meters to service foreign made cars. Will 
withstand pressure necessary to double- 
flare tubing up to 1 millimeter wall thick- 
ness. The sizes most used are incor- 
porated in this tool—4.75MM, 5MM, 
6MM, 8MM, and 10MM. Heat treated 
alloy steel construction. Packed in a 
heavy duty polypropylene box. 


Pullers and Stud Removers 


Uv20 


UNIVERSAL 
WHEEL HUB PULLER 


UV20 — Designed to handle a large range 
of work without a large number of extra 
adaptors and parts. You will find it a 
trouble-free tool for removal of wheel 
hubs. 

UV20W — Wrench Only. 


DIFFERENTIAL 
SIDE BEARING PULLER 


P1001C — For removing differential side 
carrier bearings. Universal ... pulls bear- 
ings on all cars and light trucks having 
sufficient clearance behind bearing to 
insert jaws. Spread: 134” to 4%”. Max. 
reach: 342”. Screw size: %.” X 61%.” long. 


ALL-PURPOSE PULLER 
P150CA — Heavy-duty puller which will 
not spread once adjusted and tightened 
to position. Furnished with 3 sets of jaws 
in metal box. 


i 1 wn 
PULLEY PULLER 


P40 — Designed to remove pressed-on, 
one- and two-groove pulleys on alternator 
and power steering pumps. Will also re- 
move alternator bearings. 


SPRINGFIELD UNIVERSAL 
WHEEL HUB AND GEAR 
PULLER 


500 — This tool is designed so that it is 
easily adjusted for any spread and will 
pull a 5, 6, or 7-studded hub. 
500W — Wrench Only. 

500F — Ford Attachment. 


SP10 


STEERING WHEEL PULLER 


SP10— Covers all major automobiles. 
Center screw 52”—18 x 4”. Three sets of 
side screws—3e”—16, %4”—18, 5.”—24. 


DIFFERENTIAL 
SIDE BEARING PULLER 


P57 — Designed for removing differential 
side carrier bearings on cars and light 
trucks where sufficient clearance is be- 
hind the bearing to insert the jaws. The 
pull is on the inner race, thus eliminat- 
ing strain on the bearing itself. Three 
adapters are provided to plug axle shaft 
holes in the differential and provide a 
center for the forcing screw of the puller. 
These three sizes of adapters will fit the 
most popularly used models. 

We think this is a good addition to our 
line and are sure you will find great 
acceptability of this tool by your cus- 
tomers. Individually boxed. Contrasting 
Cadmium and Black Oxide. Weighs 3 
pounds. 


UJ150 


UNIVERSAL 
JOINT PULLER 


UJ150 — Tool is made to remove and as- 
semble universal joints on the majority 
of passenger cars and light trucks. Not 
necessary to hammer parts, that could 
cause damage. Many jobs performed 
right on car when clearance allows. 


PA60 


PITTMAN ARM PULLER 
PA60— (For compact cars.) Same as 
PA80. 2%2” reach, 134” clearance. 1,” 
opening. 

PA80— For use on Ford and almost all 
other late mode! cars and light trucks. 
2%” reach, 238” clearance, 1%,” opening. 


STUD REMOVER 
SR25— Wedge-type stud remover re- 
quires small turning radius. Tapered 
wedge tightens grip as pressure is ap- 
plied. Handles studs up to %,” diameter. 


SR19 


STUD REMOVER 

AND REPLACER 
SR19 — Capacity from ¥%4” to 34” in diam- 
eter. The tighter the stud, the more firm- 
ly it is gripped by this tool’s eccentric 
roller. 
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P240 4” 


P240-1 — Yoke 
P240-2 — Center 
Screw 
P240-3 — Link 
P240-4 — Bolt 
P240-5 — Jaw 
P240-6 — Nut 


P244 6” 


P244-1 — Yoke 
P244-2 — Center 
Screw 
P244-3 — Link 
P244-4 — Bolt 
P244-5 — Jaw 
P244-6 — Nut 


P245 8” 


P245-1 — Yoke 
P245-2 — Center 
Screw 
P245-3 — Link 
P245-4 — Bolt 
P245-5 — Jaw 
P245-6 — Nut 


P246 10” 


P246-1 — Yoke 
P246-2 — Center 
Screw 
P246-3 — Link 
P246-4 — Bolt 
P246-5 — Jaw 
P246-6 — Nut 
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Gear Pulling Center 


i GEAR PULLING CENTER 


b) 


GEAR PULLING CENTER 


this set makes 
these (9) pullers 


This is a storage panel with permanent 
hooks. 9 different pullers to pull from 
4 in. to 10 in. in either 2-jaw or 3-jaw 
combinations can be quickly assembled 
from this set—saves over 40% in cost 
compared to buying each individual tool. 
Additional parts may be ordered to com- 
plete a set. (See diagrams). 


NO. PC100 PARTS LIST 


T INOS (P2800) sisisnen abe caves Complete Tool 
L INGsP2U72 cospanseecee: Complete Tool 
WING AR QAR iesciets dav-n vs Complete Tool 
LING) P20 70el,..cstttee inet s Yoke Only 
he Nos POU on scssetavaree a escat Jaw Only 
3 (NG: P2U7 3S enrthdeevcssae Jaw Only 
A. NO) IP28521 ise: aeotous ous Yoke Only 
omeal > (0-4 54: | le ee Link Only 
2° NOW P2ABSAP nc copes cede evens Bolt Only 
2 NO 28S Gi cic ceatencrcnsreuane os Nut Only 
3 NOS P2475) 3 oa hesecarecenivns 66 Jaw Only 
dk” jae santocammeatataeeesaes 


P2173 10” 
P2173-1 — Yoke 
P2173-2 — Center 
Screw 
P2173-3 — Link 
P2173-4 — Bolt 
P2173-5 — Jaw 


P2173-6 — Nut 


P247 7” 


P247-1 — Yoke 
P247-2 — Center 
Screw 
P247-3 — Link 
P247-4 — Bolt 
P247-5 — Jaw 
P247-6 — Nut 


P248 7” 


P248-1 — Yoke 
P248-2 — Center 
Screw 
P248-3 — Link 
P248-4 — Bolt 
P248-5 — Jaw 
P248-6 — Nut 


P2171 6” 


P2171-1 — Yoke 
P2171-2 — Center 
Screw 
P2171-3 — Link 
P2171-4 — Bolt 
P2171-5 — Jaw 
P2171-6 — Nut 


P2172 8” 


P2172-1 — Yoke 
P2172-2 — Center 
Screw 
P2172-3 — Link 
P2172-4 — Bolt 
P2172-5 — Jaw 
P2172-6 — Nut 
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Alternator and Pulley Pullers 


f ™. 
] Ta : 
zx 


ALTERNATOR DIODE 
REMOVER AND INSTALLER 


TOOL 


ADR202 — Eliminates the need for using 
an arbor press or hammer for replacing 
one or a set of diodes. Keeps the diode 
accurately aligned as it is pressed into 
the housing or heat sink. For Delcotron, 
Motorola, Leece-Neville, Chrysler and 
Prestolite. 


6” 2-JAW STRAIGHT 
LINE PULLER ONLY 


ee 
P260SB ie 


ALTERNATOR NEEDLE 
BEARING ADAPTOR KIT 


These are for use with our ADR202, 
shown above, for purpose of removing 
and installing the needle bearing con- 
tained in the rear housing case of the 
alternator. 

ADR203 — Remover Support. 

ADR204 — Remover Adaptor. 

ADR205 — Installing Support. 

ADR206 — Installing Adaptor. 
ADR210 — Complete Set. 


_ Straight Line Gear Pullers 


sl STRAIGHT - LINE | 
GEAR PULLER SET 


UU ie 


mvc cgnennennantnnnn ey 


P45 


FORD AND CHRYSLER 
POWER STEERING PUMP 
PULLEY INSTALLER 


P45 — Designed to install the pulley on 
Ford power steering pumps and on 1968 
Chrysler products. Up to 4 tons of force 
is necessary to press the pulley onto the 
end of the shaft. Two pilots, one for Ford 
pumps and one for Chrysler pumps, are 
included and marked accordingly. 


eee 


9” 2-JAW STRAIGHT 
LINE PULLER ONLY 


COMPLETE SET 
on Storage Board 
P260SB — Here is a revolutionary new 
style design in a straight line gear puller. 
All parts will interchange. Jaws can be 
used for inside or outside pulling. All 


jaws will fit on the 6” or 9” yoke, the 6” 
yoke being medium strength, and the 9” 
yoke heavy-duty strength. This set allows 
the mechanic to use different lengths 
and styles of jaws, ranging from 4%4” to 
11” in length. A turn of the knurled nut 


locks clevis pin securely in place on the 
double cross arm yoke. This set covers a 
wide range of jobs, needing fewer parts 
and at lower cost to the mechanic. 
P260 — Complete Set (without board). 
P260BB — Board Only. 


- FlyWheel Turner - Coil Spring Tool - Chain Wrench 


FT12 
FLYWHEEL TURNER 


FT12— Engineered to easily turn fly- 
wheels for positioning of crankshaft on 
motor jobs. 

FT12S — Spanner only. 


’ Af oh le 


CC6800 i I : 


COIL SPRING COMPRESSOR 
CC6800 — Takes the hard work out of in- 
stalling coil springs in all makes of cars. 


pr. 


cwee7 
CHAIN WRENCH 


CW887—The most popular designed 
chain wrench. Capacity %” to 442”. 
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Bearing Splitters - Adaptors 


BEARING SPLITTER 
BS1—Capacity %4” to 2%”. Stud hole 
size 3%” N.C. Use with puller P2171 and 
P2172. 

BS2— Capacity %4” to 4%”. Stud hole 
size %” N.F. Use with puller P2171, 
P2172, and P2173. 

BS952A — Capacity 42” to 85%”. Stud hole 


size ¥%”—18. Use with P1003 puller. 


HARMONIC 
BALANCER PULLER 


TP10 — Has 2 center screws—11” and 5” 
in length—as well as 2 heat-treated hex 
screws threaded back enough to insure 
firm grip when pulling. Body length 4”, 
center screws 5%” diameter with N.F. 
thread. 


BUSHING PULLER 
AND DRIVER SET 


Bushing removal and replacement can 
now be handled without chiseling for 4 
or 5 hours. Easy to replace bushing while 
transmission is disassembled, when 
bushing is worn, when installing new 
grease seal, when installing new univer- 
sal joint. 

TBP1—For Ford-Falcon and Mercury- 
Comet. 

TBP2—For Fords, Mercurys, Chevrolet 
cars and trucks, G.M.C. trucks, Stude- 
bakers with regular transmissions. 
TBP3—For large Mercurys, Lincolns, 
Fords with large transmissions and 
Studebakers with large transmissions. 
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Pullers 


nn 


TIMING GEAR PULLER 


TP5—For pulling timing gears and other 
gears that have tapped holes. Will handle 
gears of all widths and for extra service 
the 6” side screws are machined to 
handle the two most-used thread sizes— 
¥%”—16 and %.”—18. Body length 642”, 
screw length 5%”, 54” screw with N.F. 
thread. 

TP5-B — Side Screws for TP5. 


BP150 


PILOT BEARING PULLER 
BP150 — Designed to remove flywheel 
pilot bearings on automobiles, trucks and 
tractors where working space is limited. 
Puller 7%” long. Very useful in pulling 
bearings and bushings on motors, start- 
ers, generators, and magnetos. Capacity 
¥2” minimum, 142” maximum. 


TPI5 


HARMONIC BALANCER OR 
VIBRATION DAMPER 


PULLER 


TP15— Designed with 4 slots, enabling 
tool to be used on Harmonic Balancers 
where they have 2 or 3 tapped holes in 
the gear. Can be used on most cars and 
trucks. Equipped with 3 sets of side 
screws to handle various diameters. Cen- 
ter screw 642” overall. 


P250 


GEAR PULLER 
P250 — 15” Reach. 0” to 14” Spread. Cen- 
ter Screw 13/16” - 16-12” Long. 


FLANGE-TYPE 


AXLE PULLER 
SP30— Designed to handle late model 
Chevrolets, Fords, Pontiacs, and Mer- 
curys. Will handle any job where the 
bolt circle is in a range from 4%” to 
5%”, also where the stud design is 
either 4, 5, or 6 studs in circle. %”—18 
Thread. 
SP30YV — Yoke for Lancer and Valiant. 
SP30AR — Adaptor for Removing Axle 
Shaft on Rambler and Chrysler. 


PILOT BEARING PULLER 


BP245— Puller is used for removing 
sleeve-type bearings from 42” to 142” in- 
side diameter on flywheel pumps and 
generators. 

BP245J — Regular Jaws—Pair. 

BP245JS — Small Jaws—Pair. 


TMs I | (7 BJP50 


BALL JOINT AND 
UNIVERSAL JOINT 
REMOVING/INSTALLING 
SETS 


BJP50 — Replaces U-joints with ease! Re- 
moves and replaces press fit ball joints 
without removing control arm from the 
vehicle! For fast and easy ball joint and 
U-joint service . .. Removal and replace- 
ment of ball joints and universal joints 
on most car makes and models can be 
accomplished without resorting to make- 
shift, “brute force” methods that are un- 
safe and can damage costly components. 
Forcing press, used with proper adapters, 
easily removes and installs all press-fit 
ball joints. Press is used without adapt- 
ers to remove and replace automotive 
universal joints with needle-type bear- 
ings (including new GM plastic-pin type 
U-joints). 


Slide Hammer Pullers 


SHOCK BODY SLIDE 
HAMMER PULLER 


BT400 — Pulls dents without removing 


panels. 
BT401 — Magic Tip only. 


SLIM SLIDE 


HAMMER PULLER 


P957 — Ideal for inside pulling jobs in 
very close quarters, such as removal of 
small bores, bearing, bushings, oil seals, 
etc. Capacity %” to 13%” jaw spread. 
Handle end has %2”—20 Thread. Working 
end. %”—18 Thread. 


SLIDE HAMMER 
SEAL PULLER 


SP80— Designed for removing oil seals 
on transmissions, axles, differentials, and 
power steering pumps. 


REVERSIBLE THREE-JAW 
SLIDE HAMMER PULLER 


P960 — Designed to pull gears, bearings, 
outer races, grease retainers, oil seals, 
etc. Jaws can be positioned for inside 
and outside pulling jobs. Length 27”. 5%” 
—18 Thread. 


Ball Joint and Universal Joint Sets 


EXTRACTOR 


INSTALLATION END 


For Corvair, Buick Riviera and Toyota. 
Upper and Lower Control Arms. 


EXTRACTOR END 


And Receiver Cup. 


RECEIVER CUP 


For Intermediate Buick Specials, Olds 
F85, Camaro, Chevelle, Chevy II, and Fire- 


bird. 


SPECIAL SPACER 
For Chevelle, Olds F85, & Buick Special. 


SPACERS 


Insert Tube for Inverted “A” Arm or Con- 
trol Arm for F85 Olds prior to 1963. 


REPRESSER CUP 


nm 
REPRESS ADAPTER 


For Small, Medium and Large Perfect 
Ball Joints. 


RECEIVER CUP 
For Cadillac, Senior Oldsmobile, 1972 


ey 


EXTRACTOR 


For Toyota only. 
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HACK SAWS 


HS25— Adjustable for 10 or 12 inch 
blades. Die-cast aluminum handle and 
front end. Individually boxed—Shipping 
weight: 17 Ibs. per doz. 


Aluminum diecasting makes com- 
fortable front end grip—no 
slippery “bent tube”. 


Inserts ‘‘welded’’ in 
place—no bolts or 
rivets to come loose— 
completely protected 
by metal around edges 
—gunstock “checker- 
ing” for slipless grip. 


Blade held straighter in machined 
slots, cuts more accurately—lasts 
longer. New method of holding 
blade eliminates all blade “twist” 
or “wobble”. 


3 to 4 times tighter blade from 
draw-up action of Tension Wheel. 
A tight blade cuts straighter, stays 
sharper, lasts longer. 


HACK SAWS 


HS65—Less blade “wobble” and more 
accurate blade alignment because of pre- 
cision fit between die-cast square holes 
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MmacK oaws 


Front stretcher held in snug fit- 
ting square hole—not a “punched 
hole” in thin wall of tubing. 


Tube never projects through 
handle—no holes or sharp edges 
on handle. 


Removable pins permit quick 
change of blade to flat position for 
sideways cuting. 


Extra blade storage. 


Right blade for the job 
always available. Extra 
blades stored in the 
saw itself. 


and blade stretchers. Stretcher pins are 
forged from one piece—can’t come loose! 

Die-cast construction is far superior to 
flat wire and stamping types. Resists 
bending in all directions and is virtually 
untwistable. All castings ribbed and rein- 
forced for extra strength. Throat depth is 
3". 

New type handle is practically inde- 
structible because plastic insert is com- 
pletely metal bound. (See illustration). 


Engagement of tube and handle 
is more than 2%” even in 12” 
position—insures good solid 


alignment. k— 2144 


Locking screw extends 

all the way through 

tube for tighter align- 

(Ss ment. Tube walls never 

f= press against threads 
of screw. 


N 


HACK SAWS 


Chrome Plated Steel 
All-Metal Die-Cast Aluminum 

with enamel finish 
HS30 — Compactness—mounts 12” blade, 
yet is only 16” overall. No troublesome 
adjustments to make. No blade “twist” 
or “wobble” with new method of holding 
blade. Higher tension makes blades cut 
better, stay sharp longer. All parts and 
materials completely guaranteed against 
defects. 


Cuts completely down to a surface. 
No protruding wing nuts or handle 
to interfere with cutting edge of 
blade. 


Cut sideways, flush with a surface. 
Only hacksaw that cuts off bolts, 
nails, etc., absolutely flush to a 
surface. 


DELUXE HACK SAW 


JAB SAWS 


HS45— Tempered steel sleeve - chrome 
plated. Die-cast metal handle. Uses any 
hack saw blade—even broken pieces. 
Baked enamel finish. Patented clamping 
action holds blade in any position. 
Created especially for working inside 
holes and reaching tight spots. 

Will cut absolutely flush. When blade is 
extended it can be flexed so that it can 
lie flat against a surface. Jaws hold with 
vise-like grip. Easily operated by turning 
handle. Will reach 6” into a 34” hole with 
rigidly supported blade . . . and when 


blade is extended it will reach 10” fur- 
ther. Individually boxed. Standard pack- 
age—12 or 36 to a carton. Shipping 
weights: 1 doz., 11 Ibs.—3 doz., 31 Ibs. 


HIGH-SPEED STEEL 
HOLE SAWS 


Sturdy production tools, Mac Hole Saws 
may be used in drill presses, lathes, bor- 
ing mills, milling machines, as well as 
portable electric and air tools. These 
tough, rugged saws cut accurate holes 
from ¥,” to 6” in diameter up to 1%” 
thick in mild steel, cast iron, aluminum, 
copper, brass, stainless steel, wood and 
plastic. 

Mac Hole Saws are made with a wear- 
resistant, fast-cutting, high-speed tool 
steel edge. The blade is welded to a 
tough and resilient steel cup to form the 
entire unit. This construction provides 
maximum strength with no chance of 
edge-stripping or shattering. 

Pin-drive arbors are especially suited 
to production work, because they do not 
have to be removed from the chuck to 
change the saw. 


RC351 — Arbor for hole saws, %” to 144”, 
inclusive. Used with %4” and larger elec- 
tric drills. 


RC351A — Pilot Drill only for No. 351 Ar- 
bor. 

RC350 — Universal Arbor for 12” drills. 
Fits all hole saws. 

RC353— Arbor with pilot drill for hole 
saws 158” and over. 


Hack Saw - Hole Saws 


LENGTH 12” - TEETH 24 
HIGH SPEED STEEL 


SHATTER-PROOF 


HIGH SPEED STEEL BLADES 


all hard rezistor 


HS12H — Manufactured from specially 
heat treated high speed steel. 
Cuts any machinable metal. 
Especially recommended for skilled 
mechanics or where work can be held in 
a vise. 


DELUXE HACK SAW 
BLADES 


HS10H 10”—24 Point (Pkg. of 10) 
HS12H 12”—24 Point (Pkg. of 10) 
HS10H-2 10”—32 Point (Pkg. of 10) 
HS12H-2 12”—32 Point (Pkg. of 10) 


TAPERED BACK SAW 


flexible rezistor 


Flexible Rezistors have the same hard, 
fast cutting teeth as the All Hard Re- 
zistor. Tough pliable back makes its vir- 
tually indestructible. 

Shatterproof — The Flexible Rezistor is 
the safest hand blade you can buy. 


STANDARD HACK SAW 


BLADES 
HS6 6” Length (Pkg. of 10) 
HS10 10”’—24 Point (Pkg. of 10) 
HS12 12”—24 Point (Pkg. of 10) 


STRAIGHT BACK SAW 


HIGH SPEED STEEL HOLE SAWS 


(Cutting Depth 1% Inches) 
(6 Teeth per Inch) 


Saw 
Diameter 
(Inches) 


RC375 
RC376 
RC377 
RC377A 
RC378 
RC378A 
RC379 
RC379A 
RC380 
RC380A 
RC381 
RC382 
RC383 
RC384 
RC385 
RC387 
RC389 
RC390 
RC391 
RC392 
RC393 
RC395 
RC402 
RC404 
RC415 
RC413 
RC433 


Use for 
Pipe Tap 
Pipe Size 


Speed R.P.M. 


Use for Cast Iron 
Pipe and 
Entrance Stainless 

Pipe Size Steel 
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RUBBER MALLETS 
TT49 — The extra large head of this mal- 
let is molded from high quality live rub- 
ber. It has been a favorite of tire 
changers for many years. Can be used 
with confidence wherever a mallet is re- 
quired. 

TT49 — 12” length—16 oz. 

TT53 — Molded Rubber Mallet. 15” length 
—2 Ibs. 

TT53H — Handle Only. 


PLASTIC TOP HAMMERS 
PH8P — For work where OSHA or safety 
hazards are evident. No spark plastic tip 
hammers are necessary where precision 
pounding is required. Soft, but tough tips 
of plastic which are easily replaceable. 
Especially useful for fitting piston pins, 
wrist pins, gears, bearings, tapping 
valves, ignition and distributor work. 
Three popular sizes. Center is quality 
steel with first quality hickory handle, 
which is securely anchored. (Tips Not 
Replaceable). 

PH8P — Plastic Tip Hammer. % Ib. 
PH8A — Extra Tips of PH8P. 
PH16 — Plastic Tip Hammer. 1 Ib. 
PH16A — Extra Tips for PH16. 
PH32 — Plastic Tip Hammer. 2 Ibs. 
PH32A — Extra Tips for PH32. 
PH32H — Handle Only for PH32. (Pin & 
Bushing). 

PH16H — Handle for PH8P and PH16. 
(Pin & Bushing). 


BRASS HAMMERS 


BRH15— Here are quality brass tipped 
hammers for bushing and transmission 
work. MAC quality wood handles. On the 
BRH32 the tips are removeable. 
BRH15 — Brass Hammer. 1 |b. 

BRH15H — Handle for BRH15. 
BRH32 — Steel Head Brass-Tipped Ham- 
mer. 2 Ibs. Tips removable. 

BRH32H — Handle for BRH32. 
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Hammers - Mallets 


BH2 


BALL PEEN HAMMERS 
BH2— Drop forged. EPOXY-LOKT, flame- 
toughened hickory handle. Nu-Red finish. 
Polished ball and face. Correctly tem- 
pered rims and faces, anvil-tested before 
shipment. 

EPOXY-LOKT Handle. No wedging 
needed ever. Handle permanently locked 
into head for life of hammer, can never 
come loose. 

ANVIL-TESTED Strength. Every hammer 
factory-tested for proper face and rim 
toughness. No chipping off around edges. 

HIGH POLISHED Face and Pien. 

FLAME-TOUGHENED Top-Grade Hick- 
ory Handle. Still the craftman’s first 
choice for feel and balance. EPOXY- 
LOKT feature assures lifetime, trouble 
free service. 

BH2 — 2-0z. Ball Peen Hammer. 
BH4 — 4-0z. Ball Peen Hammer. 
BH8 — 8-oz. Ball Peen Hammer. 
BH12 — 12-0z. Ball Peen Hammer. 
BH16 —1 Ib. Ball Peen Hammer. 
BH24 — 112-lb. Ball Peen Hammer. 
BH32 — 2-lb. Ball Peen Hammer. 
BH40 — 212-lb. Ball Peen Hammer. 
BH48 — 3-lb. Ball Peen Hammer. 


SLEDGE HAMMERS 


CROSS PEEN HAMMERS 
OH40 — Drop forged. EPOXY-LOKT, flame 
toughened hickory handle. Nu-Red finish. 
Polished face. Correctly tempered rim 
and face, anvil-tested before shipment. 
OH40 — 214-lb. Cross Peen Hammer. 
0H48 — 3-lb. Cross Peen Hammer. 
OH64 — 4-Ib. Cross Peen Hammer. 

OH40H — Handle Only. 
OH48H — Handle Only. 
OH64H — Handle Only. 


COMBINATION STEEL 


AND RUBBER HAMMERS 
TT60 — Dual head steel and rubber mal- 
let. A good all round mallet for tire work 
or any job where the surface should not 
be marred. Exceptionally well balanced 
with replaceable rubber tips for long life. 
TT60— Steel and Rubber Hammer. 16” 
length, 2% Ib. 

TT61 — Rubber Head Only. 


SH100— An extra durable red headed 
sledge with a rich-looking stained hickory 
handle 16” long. Has high-polished faces. 
$H100 — 4-Pound Sledge Hammer 
SH100H — 16” Handle Only 

SH32H — 32” Sledge Hammer Handle 


HAMMER HANDLES 
H2A — Hammer Handle for BH2. 
H4A — Hammer Handle for BH4. 
H8-12A — Hammer Handle for BH8 and 
BH12. 
H16A — Hammer Handle for BH16. 
H24-32A — Hammer Handle for BH24 and 


and BH32. 
H40-48A — Hammer Handle for BH40 and 
HAMMER WEDGES BH48. 
HW2'2 — Hammer Wedge. 38” Across Top. BT273 — Light Design for Body Hammers. 
HW3 — Hammer Wedge. 12” Across Top. 12” length. 


HW4 — Hammer Wedge. 34” Across Top. 
HW5 — Hammer Wedge. 1” Across Top. 


BT274— Regular Design for Body Ham- 
mers. 12” length. 

BT276 — Light Design for Body Hammers. 
20” length. 


Hammers 


SOFT FACE HAMMER 


PH40 — Fiberglass-Nylon two pound ham- 
mer available with replaceable tips. The 
completely new PH40 comes with one 
soft tip and one rugged nylon tip and is 
certainly one of the highest quality ham- 
mers available today. The tips thread 
directly into the metal head. 13” overall 
length. Tip diameter: 1%”. Fiberglass 
Handle. 
PH40N — Nylon Tip for PH40. 
PH40T — Soft Tip for PH40. 
Available on Special Order: 
PH25 — 12 oz., 144” diameter, 12” length. 
PH35 — 16 oz., 134” diameter, 12” length. 
Add N or T to hammer number for tip 
ordering. 

Inquire at MAC Allied Tools Corp. about 
special fiberglass replacement handles. 


Muffler Tools - Metal Cutters - Punches 


TAIL PIPE EXPANDER 
TE3— Too! designed for removing clamp 
grooves and rounding out tail pipes. 
Range 142” to 24%”. 


MUFFLER-TAIL PIPE CUTTER 
MT50C — Cutter Blades. Set of 4. 


SMALL BUSHING AND 
PANEL CUTTER TAIL AND EXHAUST 


CT1— 4" x 44”. PIPE EXTRACTOR 
CT2— Medium Bushing and Panel Cutter. PE5 — (For passenger car). 


Yo" xX 7Yy”. PE6—Tail and Exhaust Pipe Extractor. 
CT3— Offset Bushing and Panel Cutter. (For Trucks). 
Yo" x10". 


CT3S — Set Complete in Kit. 


GASKET OR HOLLOW 
PUNCH SET 


79P — Has 7 popular sizes from %4” to 
54”, inclusive. (Not Replaceable). 


AUTOMATIC CENTER PUNCH 
CP79 — Too! is automatic and is adjust- 
able for degree of indentation in metal. 


MUFFLER TOOL 


KD2031 


TAIL PIPE CUT-OFF TOOL 


KD2031 — Unique design. Completely ad- 
justable to different pipe sizes. Several 
cutters give excellent tracking. Only 90° 
of handle movement required. Chain cut- 
ters available for replacement. 


NUT CRACKER 
KD715 — Offset—open-head designed nut 
cracker, allowing access to any spot from 
any angle. Will handle nuts from 4” to 
134,”, inclusive. 
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Pneumatic Cutters - Sanders - Grinders 


MC200K | 


a 


BJW2 


; PNEUMATIC 
BALL JOINT WEDGE 


BJW2—Placed between ball joint and 
steering Knuckle given a few sharp blows 
with a Mac compact hammer this tool 
separates these stubborn parts with ease. 


~~ 


TSP2 


\\ cM 


$S50 


HEAVY-DUTY 


+ ‘ 
PNEUMATIC HAMMER 
MC200K —This ever-popular MC200HD 
heavy-duty pneumatic hammer is featured 
in this handy containerized pneumatic 
gun kit. This one takes on the toughést 
jobs in the house. The MC200HD is used 
to break frozen nuts, separate ball joints, 
tie rod and bushing work, bench rivets, 
and dozen of other jobs. 

Featured in this kit besides this heavy- 
duty gun are the MC302 cold chisel, MC 
304 solid punch, MC306 slotted panel 
cutter, MC359 tail pipe chisel, MC364 
rivet and bolt cutter, and MC390 ham- 
mer. 

All of these items are attractively and 
conveniently packaged in the MB7 metal 
box. Keep your chisels and pneumatic 
gun safe in this kit. 

MB7 — Metal Box Only. 


SDG1 


HIGH-SPEED PNEUMATIC 


DIE GRINDER 


SDG1— Features the popular lightweight 
nylon handle. Makés fine finishing of flat 
or contoured surfaces easy and smooth- 
running. This tool features a vibtation- 
free pneumatic motor, as speed is the 
success story of this mechanic’s friend. 
The work can be done in a fraction of 
the time of the old style sanders. This 
power-packed, easy-holding tool is just 
right for touchup, feather-edging, and 
production sanding. % in., 22,000 rpm. at 
125 psi. The trigger speed control valve 
gives variable speeds of 500 to 24,000 
rpm. The straight handle allows access 
to small, hard-to-get-at places. Average 
air consumed — 4 cfm. Operates on 90-150 
pounds of air pressure. Shipping weight 
— 3¥2 pounds. 
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PNEUMATIC 
TIE ROD SPREADER 


TSP2— Like other forks made from heat- 
treated steel alloy. Works on the wedge 
principle and will spread the toughest 
clamp. Opening is forged wide to straddle 
bolts on Ford, Chevrolet, etc. Heat treated 
and guaranteed. 


rc 


wns 


A 
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ORBITAL PAD ATTACHMENT 

SS500P — Orbital oscillator attachment 

converts conventional sanders for: 

@ Feather Edging 

M@ Wet and Dry Sanding 

@ Blocking of Primer Surfacer 

M@ General Refinishing of Metal, Plastic 
and Wood. 


CP710 


HIGH-SPEED PNEUMATIC 


SANDER AND DRILL 
$S50 — Featuring the lightweight handle. 
Twice as shock-resistant and less than 
one-half the weight. The SS50 features 
the trigger control valve, which gives 
variable speeds of 500 to 20,000 rpm. 
Makes fine finishing of flat or contoured 
surfaces easy with this lightweight, 
smooth-running, vibration-free pneumatic 
motor. No gears, for the vane rotor is 
the only moving part. Ruggedly con- 
structed with precision-ground working 
parts and strong nylon housing for years 
of care-free service. Just right for touch- 
up. Operates on 100 to 200 psi. Grinds, 
sands, drills, hones, and brushes. Light- 
weight 134 pounds. 
$S50CA — Drill Chuck Adaptor 
SS50R — Air Regulator 


“HI-SPEED” ZIP-GUN 


AIR HAMMER 
CP710 — “Hi-Speed” Zip Gun Hammer is 
designed for muffler, brake and body 
shop use, speeds removal of exhaust 
systems, shock absorber nuts, brake 
drums, license bolts, panels, etc. Rapid 
hammer action saves 75% of cutting 
time. 

Specifications: 


Chisel Sharik Opening ............ 401 in. 
INGE WEIBNE, cision vce toeva wuce 3% Ibs. 
Overall MST Sth saie,s..ccsee:tiecw oak dove duere 6% in. 
Average Air Consumption ......... 4 cfm 
Air Inlet Thread Size ............. Yq in. 
Recommended Hose Size .......... ¥% in 


SPEED SANDER 


SG7 — High-torque combination grinder, 
sander, and drill. It is designed for fast 
work, particularly where time is a factor, 
neatness, and finish are important. 
Excellent for buffing. The SG7 is en- 
gineered to drill holes in all thickness 
of metal quickly with no electric shock 
hazard, no heating, and free of spark. 
The SG7 also features the nylon handle, 
which is shock-resistant, durable, and 
lightweight. Plenty of power. Operates on 
100-150 psi. Trigger control gives variable 
speeds of 50 to 3500 rpm. Average air 
consumed —4 cfm. Shipping weight — 
4 pounds. 


Heavy Duty Pneumatic Hammers 


MC200HD 


HEAVY-DUTY 


PNEUMATIC HAMMER 
MC200HD — This hammer is designed for 
heavy-duty mechanical work. This tool 
cuts rivets off ball joints, shackle pins, 
universal joints, king pins, etc. It may 
also be used for ripping, punching, 
driving, or practically anything related to 
automotive body work. It may also be 
used for fast removal of muffler exhaust 
systems, panel cutting for body shops, 
and several other uses the mechanic may 
find in garages or filling stations. This 
hammer practically doubles the striking 
force of any air pressure and accelerates 
to 3500 strokes per minute. Chisels, tools, 
and accessories of most any type hammer 
will interchange with the Mac heavy-duty 
pneumatic hammer. 

Recommended air pressure — 90-150 psi. 
Air inlet thread — % in. 

Hose size — % in. 

Overall length — 7% in. 

The MC200HD features the completely 
new, durable, lightweight nylon handle. 
Shock-resistant and eliminates heat 
buildup. This gun comes complete with 
the FP513 safety chuck. Average air con- 
sumed - 4 cfm. 

MC305 — Beehive Spring 
MC305-U — Universal Spring 


STANDARD-DUTY 
PNEUMATIC HAMMER 


MC300 — Similar to MC200HD 
Recommended air pressure — 90-150 psi. 
Air inlet thread —% in. 

Hose size —% in. 

Overall length —5¥% in. 

The MC300 features the completely 
new, durable, lightweight nylon handle. 
Shock-resistant and eliminates heat 
buildup. This gun comes complete with 
the FP513 safety chuck. Average air con- 
sumed —4 cfm. 

MC305 — Beehive Spring 
MC305-U — Universal Spring 


HEAVY-DUTY AIR HAMMER 


MC700 — Features the patented metering 
trigger, delivers up to 2800 blows per 
minute. Beehive type spring retainer lets 
the operator easily rotate the chisel in 
any desired position while the hammer 
is in use. 

Specifications: 

Chisel Shank Opening — .401 in. 

Wt. — 3¥2 Ibs. 

Length — 8% in. 

Piston Stroke — 3 in. 

Blows per min. — 0 to 2800 

Avg. Air Consumption — 3CFM @ 90 psi. 
MC700S — Regular Spring 

MC700BS — Beehive Spring 


SAFETY CHUCK 
CHISEL HOLDER 


FP513— Here is the new safety feature 
for Mac heavy-duty pneumatic hammers 
which prevents accidents. The FP513 
locks chisel firmly in place. A quick 
change of the chisel is accomplished by 
turning one turn to the left. In order to 
lock chisel in place, turn safety chuck 
one turn to the right. The FP513 fits all 
pneumatic hammers by simply screwing 
chuck on threaded nose of hammer. This 
is a must with any mechanic using 
pneumatic tools. 


PNEUMATIC METAL SHEAR 


MC100 — This tool makes radial cuts on 
cold rolled steel up to 20 gauge. This 
tool shears aluminum, tin, steel, most 
types of fiberglass, and plastic. Also 
featuring the popular nylon handle, the 
MC100 is ideal for body shops, tinsmiths, 
sheet metal shops, and plastic fabrica- 
tion. 18,000 strokes per minute at 90 psi. 
You will find this tool compact and light- 
weight. Adjustable cutting head for side 
and overhead work. Cuts, trims, outlines 
and shears in straight cuts. Circles and 
contours for radius trimming. All parts 
and workmanship are guaranteed for 90 
days. Uses 4 cfm. at 80 psi. Shipping 
weight — 3 pounds. 


PNEUMATIC CHISELS 
AND CUTTERS 


MC301 Panel Cutter 
MC302 Cold Chisel 


a | 


MC303 Weld Buster 


as 


MC304 Solid Punch 


MC306 Slotted Panel Cutter 
ammamuneae” m= 


— eo 


MC357__Inside Muffler Cutter 


Weert y ld 
See ———- 
———— 


MC358 Outside Muffler Cutter 


MC359 Tail Pipe Chisel 


a 


tter 


MC364_ Rivet and Bolt Cu 


ie Sey 


MC384 %” Point—Taper Punch 


MC385 Body Ripper 


MC386 Panel Cutter 


MC387 Tailpipe Remover 


MC389 Cold Chisel 


MC390 Hammer 
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11123 


SKIL ¥%” SQUARE DRIVE 
IMPACT WRENCH 


11123 — The world’s most compact air im- 
pact wrench is now available with a 
standard 3” square drive. This remark- 
able tool weighs only 2% Ibs. and prac- 
tically fits in the palm of your hand. 
Never before has so much power been 
packaged in so small a wrench. Delivers 
100 ft. Ibs. of torque to make fast work 
of tough automotive service jobs. 

Also available with this item is the 
72740 Flat Attachment. 


FLAT ATTACHMENT 


FOR 11123 
72740 — Mounts on Model 1123 in any po- 
sition to reach spots normally accessible 
to hand wrenches only. Extends “reach” 
a full 8 inches—ideal for working on fan, 
axle, seat fasteners, fuel tank hangers. 
Exclusive—Thru-hole in Skil’s Hex Drive 
Imp Sockets permits use on any length 
stud. Handle jobs not possible by any 
other means. Uses standard 3%” Square 
Drive accessories or Skil Hex Drive Imp 
sockets. 


CP728 


CHICAGO PNEUMATIC 
AIR SPEED-RATCHET 


WRENCH 

Specifications: 

SQUAPE DIVE: 6055 sc asccdic ceccwa coves ¥%y"” 
Capacity (Std. Bolt Size) ............ 3%” 
Net Weight ..................... 1% Ibs. 
Overall Length ...................5. 9g” 
Average Air Consumption ........ 4 c.f.m. 
Air Inlet Thread Size ................ yy” 
Minimum Hose Size ................. Yy” 
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Air Impact Tools 


CHICAGO PNEUMATIC 
¥e" SQUARE DRIVE 


AIR WRENCH 

Specifications: 

Square. Drive: scccctonmcwsaeds sive ona 3%” 
Capacity (Std. Bolt Size) ............ 3” 
Net Weight .....0.ccccscesssssaes 2% Ibs. 
Side@-to-Centen ss scscessieriravassnasoser cresvacenee 7" 
Overall L@RStH sssscecacanpmasecscs 534” 
Average Air Consumption ...... 242 c.f.m. 
Air Inlet Thread Size ................ yy” 
Minimum Hose Size ................. yy” 


DATCO PNEUMATIC 
REVERSIBLE RATCHET 


375C — 3%” drive, service manual avail- 
able on request. 


CP740 


CHICAGO PNEUMATIC 
Ya" RUGGED DUTY 
SQUARE DRIVE AIR 


WRENCH 

Specifications: 

SO MAEt DNV) ca doy si sie.o.a Sed adiisidrenerdharenenevers Yo" 
Capacity (Std. Bolt Size) ............ Yo" 
Net Werghtcccccmmmedacadeve sis eek 6 Ibs. 
Side-to-Center ................00008 1%” 
Overall Length ccc cscazsavacoowacns 6%” 
Average Air Consumption .......... 4 cfm 
Air Inlet Thread Size ................ Y4” 
Minimum Hose Size ...............6. 3%” 


RODAC 


¥g"” IMPACT WRENCH 
603 — Net weight 236 Ibs., overall length, 
6%”, Drive size 3¢”, maximum air pres- 
sure 100 p.s.i., air inlet thread: 4%”, mini- 
mum hose size: 36”, leather cover in- 
cluded. 


CP772 


CHICAGO PNEUMATIC 
¥4" SQUARE DRIVE 


AIR WRENCH 

Specifications: 

DI IVE! assersce sb d-s0s #4 Spline or 34” Sq. 
Capacity (Std. Bolt Size) ............. ly? 
Nét Weight jacteenacdes coo cacer 10% Ibs. 
Side-to-Center ..............0c0cuee 13%” 
Overall en eelt a 5.0.a iiss wisiciaetheoriasscecorsvovec 8” 
Average Air Consumption ........ 7¥2 cfm 
Air Inlet Thread Size ................ Yy” 
Minimum Hose Size ................ He” 


RODAC 501 
¥e" SQUARE DRIVE 
POWER RATCHET 


The Rodac 501 features a 4 vane motor 
with planetary gear reduction for that 
surge of power when you need it. The 
ratchet mechanism is a full 40% larger 
than any now on the market. You get 
more torque, power and _ longer life. 
Specially designed and engineered for 
people who need more power than is now 
available. The 501 is easier to control 
with infinite power variations available 
at the touch of a lever. 

Weight: 2 Ibs. Air consumption: 4 CFM. 
Y4” air inlet. 3” square drive. 


Air Wrenches 


STREAMLINED HOUSINGS 
FOR COMPACTNESS AND 
GREATER “JOB ACCESSIBILITY” 


RUBBER SCUFF 
PROTECTORS a 


SUPPORTED RING 
SOCKET RETAINERS 


AIR WRENCH 
MI734— CAPACITY: ¥2 in. bolt size — % 
in. square drive. 


ONE-PIECE 
HOUSINGS 

Ideal for the “line” mechanic, the 
M1734 Air-Wrench features the ‘“Dyna- 


Pact” hammer and reliable Power Vane > BUILT-IN 
Motor that provide reserve power and ; LUBRICATOR 
speed for fast work output. Is designed ONE-HAND 7 AND 

in weight and size for convenient one- FORWARD-REVERSE ¥ ™ AIR STRAINER 


hand operation—with one-hand forward/ CONTROL 
reverse and built-in power regulator. 
QUICK-LOK Angle Head is available 
with MI734 that permits handling 30% TEASING TRIGGER 
more jobs than is possible with other 
wrenches not having this featured ac- 


cessory. COMFORT 
GRIP HANDLES 
Specifications: FOR BETTER BALANCE 
Square’ Drive: ce socamnemac dace ene’ Y in. 
Capacity (Std. Bolt Size) .......... ¥ in. 
Net Weight aie as Mate 4% Ibs. BUILT-IN POWER REGULATOR 
Overall Length ...-nce.0cnasssesas 6% in. FOR PRECISE TORQUE CONTROL 
Average Air Consumption ....... 3% cfm 
INI IMIGE, caver arrccoernd- cate tte he's Sepece’ 3 Yq in. 
Minimum Hose Size ............... % in. 


CP720-20 


CHICAGO PNEUMATIC 


AIR WRENCH SET 
CP720-20 — Set includes the CP720 Air 
Wrench plus Lok-On angle head, protector 
cover, 6 Mac sockets (% in. to "%, in. 12- 
point hex), and case. 


CHICAGO PNEUMATIC 


AIR WRENCH SET 
CP734-34 — Set includes: CP734 Air 
Wrench plus Quick-Lok angle head, pro- 
tector cover, 6 Mac sockets (7% in. to %4 
in. 6-point hex), and case. 


CP734-34 
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Impact Tools - Power Tools 


¥e" PISTOL GRIP 
IMPACT WRENCH 


Specifications: 


SQUAKE) DIVE: suse Fs sus apereartirrsecres 3%” 
Capacity (Std. Bolt Size) ............ ¥%"” 
Met Weight) .5 b2ed on caren teenactse 242 Ibs. 
SidettoxCentOr os 6c she Foswcteneeas 7” 
Overall Qnty: wcx0'okeee sos 3 eoenionte 5%” 
Average Air Consumption ...... 242 c.f.m. 
Air Inlet Thread Size ................ yy” 
Minimum Hose Size ................. yy” 


MAC AIR-TOOL OIL 


MI01— Mac Oil is prepared specifically 
for all rotary and piston-type air tools. 
It lubricates moving parts, prevents rust 
formation, and insures smoother starts. 
It dissolves gums and sludges that rob 
tools of speed and efficiency. Use it to 
insure top performance, maximum pro- 
ductivity, longer tool life. 

1 Pint Can. 

24 1-pint cans per case. 


MILLERS FALLS ORBITAL 


SANDER 
FS200 — High-speed finish sander. Small 
§” diameter orbit permits sanding with 
or across grain without marks. Uses one- 
third sheet of wet or dry abrasive paper. 
Positive sandpaper locking brackets with 
V-belt drive. 
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INGERSOLL RAND 
Y2" SQUARE DRIVE 
STANDARD DUTY ELECTRIC 


IMPACTOOL 
550 — Length: 11'4%.”, weight: 634 Ibs., 
speed: 1900 r.p.m., impacts per minute: 
2000, torque range: 95-130 ft. Ibs. 


IMPAKDRIVER 


1D67 — This is the answer toa mechanic’s 
dream for problem screws, bolts or nuts 
which refuse to be turned. This tool 
saves dollars and hours, tempers and 
skinned knuckles. Pays for itself on the 
first tough job made easy. Equipped with 
¥%” service, used with sockets and screw- 
driver bits. Just twist and rap. Twist in 
the desired direction ... rap with ham- 
mer... and presto, screws, bolts or nuts 
loosened in a jiffy. That’s why the Impak- 
driver belongs in every mechanic’s tool 
chest. 


Polishers - Sanders 


AS8600 


IMPACT CHUCK 
WC5S5— The WC5S5 Supreme Impact 
Chuck has been developed especially to 
withstand the rugged action of all popu- 
lar makes of impact tools. Easy to attach 
and remove. Capacity 4%” to %”. Fits all 
standard gauges with %” square drive 
Spindle. Keyless. Change bits instantly. 
This Supreme Impact Chuck doubles the 
usefulness of all impact tools. Dimen- 
Sions: 2%,” open, 254” closed; 1154,” diam- 
eter; 1 Ib. 4 oz. weight. 

Specifications: 
(Performance figures are at 120 psi (8.4 
kg/cm air pressure) 


FYe@ SPeedst pin sesicisici'essiacs ccaceesre:s 6500 
Average Blows per Minute .......... 1200 
Torque Range: ft-lb .............. 75-200 
INK GS & i orecereuersies 10.4-27.7 
Square Drive Size: in ................ Yp 
THM) casmiennasans 13 
Bolt Capacity: in ........... ¥ std. duty 
MM Seieeers a: 13 std. duty 

Overall Length to Shoulder 
of Square Driver: in .............. 642 
(AIM nccdorcseerearrinrs 165 
Welghtiib, es cieia vas accsumasacaenens 53%4 
RSs, twa tis a eecentiuacaecoirasaiis 2.6 
Hose-Connection Pipe Tap: in ......... Y, 
Size Hose Recommended: in ......... he 

MIM srerscsracaeais 


SANDER 


AS8600 — Designed to work on small cars 
and hard-to-get-at-areas, never leaves 
swirls or etches. The new Rodac D.P. 
(Dual Purpose) pad has a bonded Epoxy- 
Glas shoe that never loses its shape. It 
has a flat edge for square areas and a 
flexible edge for bending curves. The 
glue-on system gives you four times 
longer paper life because the paper 
never tears, plus there is no clip to 
break. 


ORBITAL AIR SPEED 
SANDER 


AS800— An all-new air sander for fast 
finishing of body fillers, wood, metal, and 
other applications where speed and pre- 
cision are important. A full 44 square 
inch flat cutting surface per orbit, using 
2%” x17¥2” standard abrasives. Self- 
tightening paper clamps plus specially 
designed pad that prevents loading. 
Built-in air regulator with finger-tip air 
control. 


Power Tools - Polishers -— Sanders 


SKIL 7” DISC SANDER 


Heavy Duty 
BS1140 — Now—Exceptional power in a 
lightweight, compact sander! And all at 
an amazing low price! 

Has all the power needed for doing any 
automotive sanding job, yet it weighs 
30% less than other comparably powered 
makes. Skil’s secret is two advances—l. 
extremely compact, patented Helicon® 
gears that deliver exceptional power, and 
2. powerful “Super Burnout Protected” 
motor that withstands frequent over- 
loads. 


DOUBLE PISTON 
STRAIGHT-LINE 


SANDER/FILER 
AS8000 — For those who prefer the two 
piston machine, MAC brings the 8000. It 
works on metal, plastic or wood and is 
both sander and filer. It has only seven 
moving parts. You get 2500 strokes per 
minute with improved balance. It’s tough! 
It’s made in the USA. 

The AS8000 is smooth to work with. 
You won’t have buck, jerk and vibration. 
You can do more work better. It’s the 
perfect tool for feather-edging and 
abrading. Comes with epoxy-glas shoe. 6 
month warranty. 


AS8000 


Two Pistons sso 


Check these quality features—Weight: 
6% Ibs. Sanding pressure: 90 Ibs. Filing 
pressure: 90 Ibs. Air Consumption: 6 CFM. 
13%,” reciprocating straight line strokes. 
Covers 40 sq. inches. New epoxy-glas 
shoe gives flat cutting surface at all 
times. New mechanical clip gives posi- 
tive sandpaper grinding action—longer 
paper life. 


SKIL 9” DISC SANDER 


Heavy Duty 
BS1142— Has extra power needed to 
handle 9” disc. An excellent all-purpose 
sander. Has all the fine features of 
Model 1140 but built to do extra heavy- 
duty work. Compact and lightweight de- 
sign—plus superb balance—add up to 
unequalled handling ease. 


SKIL 7” ELECTRIC 
POLISHER 


Heavy Duty 


P1145 — A truly lightweight polisher with 
all the power of heavier models. An ex- 
cellent all-purpose polisher for cars and 
equipment. Speed specially suitable for 
polishing difficult contours, confined 
areas, rubbing and cleaning. 

This compact powerhouse actually 
weighs 30% less than other makes with 
comparable power. That’s because it has 
patented Helicon® gearing that delivers 
exceptional power, permits compact de- 
sign for reaching deep contours and con- 
fined areas. Also has “Super Burnout 
Protected” motor that withstands repeat- 
ed overloading. 


SKIL 7” HIGH-SPEED 
POLISHER 


Heavy Duty 
P1146 — Now—a lightweight, compact 
polisher with super-fast 2350 R.P.M. 
polishing speed! Perfect for very fast 
polishing of all car finishes. Has all the 
features of Model 1145 and powerful 8 
Amp. Motor. Excellent for polishing all 
car finishes—especially meets the high- 
speed polishing requirements of the 
latest acrylic finishes. 


RODAC 5” DUAL ACTION 


FINISHING SANDER 
0$925 — Lightweight, 60-100 Ibs. operat- 
ing air pressure, low air consumption, 
quick change, low cost sanding pads, 
high torque 4-vane motor, speed: 7000 
rpm, 3 sealed ball bearings, precision 
machined and case hardened rotor and 
shaft, random orbit stroke: %,” cycle, 4” 
air inlet. 


AS8500 


SINGLE PISTON 
DUAL-ENDED STRAIGHT 


LINE SANDER/FILER 
AS8500 — The best, lowest priced pneu- 
matic dual action sander/filer in the 
world. Only five moving parts. Passes the 
3000 RPM barrier with ease. Gives you a 
longer one-inch plus stroke. Simple— 
trouble-free. 

. Engineered to perfection. A dual-ended 
single piston economy machine with 
balanced power. Case hardened and pre- 
cision ground gears. 

Sands plastic fillers at any stage. 
Feather-edge faster and smoother. 90 day 
unconditional guarantee. 


AS8500 
AS8600 


Check quality features—Weight: 6 Ibs. 
Sanding pressure: 90-125 Ibs. Filing pres- 
sure: 90 Ibs. Air Consumption: 6 CFM. 
Stroke: One inch. Uses standard abrasive 
sheets: 234” x 17/2”. Double locking clips. 
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Impact Tool - Power Tool Warranty 


M1734 


The warranty as it applies to the MI734 is 
identical to that of the CP734,. This wrench 
should be returned to Chicago Pneumatic 
service centers for repair, as the CP734 and 
M1734 are identical. Repairs may be handled 
through Mac Allied Tools Corporation. 


CHICAGO PNEUMATIC 


It is expressly agreed that there are no war- 
ranties, expressed or implied, made by either 
the distributor or the manufacturer on Chica- 
go Pneumatic Automotive Service Tools 
except the manufacturer’s warranty against 
defective materials or workmanship as follows: 
The Company agrees to repair or duplicate 
F.O.B. its authorized service stations, any part 
of its own manufacture proving to its satis- 
faction to be defective from faulty workman- 
ship or material, provided written notice is 
given immediately upon discovery of such de- 
fect and the defective part is promptly re- 
turned by an authorized service station to the 
place of manufacture, all carrying charges 
prepaid. Outside purchased equipment and 
accessories are guaranteed only to the extent 
that the Company recovers under the original 
manufacturer’s guarantee. The Company shall 
not be held liable for any contingent damages 
or delays caused by defective material and 
will make no allowance for repairs or altera- 
tions made without written consent. 

This warranty shall not apply to any tool 
which shall have been repaired or altered nor 
to expendable parts nor to tools which have 
Pe subject to misuse, negligence or acci- 

ent. 


Repair parts are available only at authorized 
Chicago Pneumatic service stations. A list of 
these service stations will be supplied upon 
request. Please refer to Form No. SP4025. 


: SKIL 


Skil Electric and Air Tools are designed to the 
highest standards of excellence. Precise mod- 
ern manufacturing techniques together with 
the use of the best materials available result 
in products that are rugged, comfortable to 
hold and assure trouble-free service. Every 
Skil tool has been carefully inspected at var- 
ious stages of its manufacture and is guaran- 
teed against defects caused by faulty material 
or workmanship. 

Our obligation assumed under this guaran- 
tee is limited to the replacement of parts, 
which by our examination are proven to be 
defective and which have not been misused, 
carelessly handled, or defaced by repairs 
made or attempted by others. The complete 
tool must be returned to the nearest Skil 
Factory Service Center or to an authorized 
service station with transportation charges 
prepaid. No other guarantee of our products, 
written or verbal, is authorized by us. 


1. All Mac distributors may enroll in the 
Skill Substitool Program, which is as fol- 
lows: The Substitool Program was de- 
veloped by Skil Corporation to solve one 
of the Professional Tradesman’s most 
bothersome problems—having one of his 
tools tied up for service when he needs it 
on the job. As a Registered Tradesman, 
you will never again be without your Skil 
Tradesman Tool on the job. 


If your Skil Tradesman Tool requires re- 
pair, factory trained technicians at any 
Skil service center will repair it while you 
wait. If, for any reason, we are unable to 
repair it immediately, you can borrow a 
Substitool to use on the job while yours 
is restored to working condition. 

If any Mac distributor has difficulty in 
being served under the Substitool Pro- 
gram, he should immediately contact Mac 
Allied Tools Corporation and inform them 
accordingly. 


INGERSOLL-RAND 


If any tool carrying the Ingersoll-Rand War- 
ranty fails for any reason except abuse or 
normal wear or is defective in material or 
workmanship it will be repaired or replaced 
free. This is a 100% repair or replacement 
guarantee. The tool must be returned trans- 
portation charges prepaid to the nearest Inger- 
soll-Rand Factory Branch or Authorized Serv- 
ice Station. We will repair or replace such 
tool without charge and return it postpaid to 
the owner. rie 

This Warranty is extended to the original 
user and is void if the tool is serviced b 
other than personnel authorized by Ingersoll- 
Rand Company or is damaged due to user's 
negligence. 


Airline Tools and Fittings 


FITTING KIT 


ae 


wa OFF 
Eee 
eet it 
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RE-USABLE HOSE 


MENDER OR SPLICER 
618 — For 5%” O.D. x %4” I.D. hose. 


Airline Hoses 


FAST-STOR NYLON 
SELF-RETRACTING 


AIR HOSE 
WH25C — MAC’s new FAST-STOR self- 
retracting hose is manufactured from 
tough abrasive-resistant nylon. It is de- 
signed for working pressures up to 200 
P.S.I. All sizes recoil to less than 1/25th 
of their extended length. Bright yellow in 
color as an added safety feature. Avail- 
able in three lengths with “easy to in- 
stall” fittings included. Also available in 
bulk coils of 100 ft. Fitting kits for 
each size contain two straight and one 
90 degree fitting which provides the user 
with his choice of either a verticle or 
horizontal mounting. Kits for %4” I.D. 
FAST-STOR have 4%” male NPT fittings, 
while kits for 36” 1.D. FAST-STOR have 
¥%” male NPT fittings. Fitting assembly 
instructions included with each kit. 

%” 1.D. HOSE 
WH25C — 17 ft. w/fittings. 

WH25CL — 25 ft. w/fittings. 


¥%” 1.D. HOSE 


WH38C — 17 ft. w/fittings. 
WH38CL — 25 ft. w/fittings. 


=f 867 


SINGLE HEAD CHUCK 


WASHERS 
867 — For air line. 10 to a pack. 
868 — Synthetic washer for Kwik-Change 
coupler. 10 to a pack. 


WHIP HOSES 


Here are two handy hoses for use on Im- 
pact tools. 

WH25 — 5’ Whip Hose, %4”. 

WH38 — 6’ Whip Hose, %”. 


Airline Tools and Fittings 


HOSE END 
AF310 — Standard Barb Type hose fitting. 
Brass-¥4” N.P.T. Hose |.D. %4”. 


“KWIK-CHANGE” 


COUPLER AND PLUG 
711A —715 body female %4” N.P.T. and 
727 plug, male 4”. Complete with hook- 
up instructions. 


“KWIK-CHANGE” 


COUPLER BODY 
716— Male 4%” N.P.T. Complete with 
hook-up instructions printed on back 
face of card. 


MALE COUPLER PLUG 
727 — ¥4” N.P.T. Complete with hook-up 
instructions on back face of card. 


FEMALE COUPLER PLUG 
728 — 4” N.P.T. Complete with hook-up 
instructions printed on back face of 
card. 


COUPLER REPAIR KIT 
701 — Consists of: one 868 Coupler Wash- 
er, one “Milton” 700-5 Coupler Pin, and 
one “Milton” 700-6 Coupler Cone Spring. 


MALE HOSE END 
HE603 — %” NPT x 3%” I.D. hose. 


HE602 


MALE HOSE END 
HE602— 4” NPT x 3” I.D. hose. 


FEMALE COUPLER BODY 
1803 — 4%” NPT. 
1805 — 36” NPT Female Coupler Body. CP 
interchange CA47301A. 


MALE COUPLER PLUG 
1807 — 34” NPT. Use with 1805 Coupler. 
1809 — 1%4” NPT Male Coupler Plug. 


FEMALE COUPLER PLUG 
1808 — 3g” NPT. Use with 1805 Coupler. 
1810 — 44” NPT Female Coupler Plug. 


FEMALE “A” COUPLER BODY 
775 —%” NPT. Interchange for Aro 210. 


MALE “A” COUPLER PLUG 
7711 — ¥4” NPT. Interchange for Aro A2608. 


FEMALE “A” COUPLER PLUG 


778 — ¥4” NPT. Interchange for Aro A2609. 


Ly 
AIR HOSE REPAIR KIT 
520 — A necessity wherever air hoses are 
used . . . such as service stations, 
garages, airports, factories, etc. 


1813 


FEMALE COUPLER BODY 
1813 — 36” NPT. 

1815 — 44” NPT Female Coupler Body. CP 
interchange CA49301A. 


MALE COUPLER PLUG 
1817 — ¥2” NPT. Use with 1815 Body. 
1819 — 36” NPT Male Coupler Plug. Use 
with 1813 or 1815. 


FEMALE COUPLER PLUG 
1818 — ¥2” NPT. 


LINCOLN STYLE COUPLERS 


FEMALE BODY 
790 — 1%” NPT. (sub. for Lincoln 815). 


MALE PLUG 
791 —¥%4” NPT. (sub. for Lincoln 11659). 


FEMALE PLUG 
792 —¥%4" NPT. (sub. for Lincoln 11661). 


RE-USABLE HOSE END 
617—For %” O.D. x %4” I.D. hose. Male 


Y4” N.P.T. 


oe 499 


FEMALE AIRCHUCK 


499 — Sealing type, for end of airline... 
not for use with inflator gage. 14” N.P.T. 
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Airline Tools and Fittings 


NIPPLE 
AFA2 — For AF53. ¥%4” Male Coupler Plug 
NPT. ARO Interchange A2608. 


HEAVY DUTY COUPLER 
Sleeve Type 
AF53—That will interchange with ARO 
210. %” NPT Female Coupler. 


NIPPLE 
AFH2— For AF93. %4” NPT Male Nipple: 
Interchange for: Aro 10-0205, Lincoln 


AIRLINE BOARD 13311, Milton 727, and Shrader 5138-11. 


AF100B — Displayed on your Mac Man’s 
Airline Board are the 19 most popular HEAVY DUTY COUPLER 


and most needed “Mac” airline tools. AF73—That will interchange with LIN- 
Ask your Mac Man to see his board to COLN “long stem” series. Interchange 
pick out what you really need. Illustrated for Lincoln 815. ¥%” NPT Female Coupler. 


on the next two pages are these tools 
from the Airline board. 


HEAVY DUTY 
INTERCHANGE COUPLER 
NIPPLE AF93— 4” NPT Male Coupler Body. In- COUPLER AND NIPPLE 
AFL2 — For AF73. ¥%4” NPT Male Coupler terchange for: Aro 10-0210, Lincoln 612004, COMBINATION 
Plug. Lincoln Interchange 11659. Milton 715, and Schrader 5138-12. AF101 14” Female pipe thread coupler, 
complete with AF112 Nipple with 4” 
MAC INTERCHANGE INFORMATION ‘mate Tipe. Sila 


Camel 
Mac Tru- Milton Aro C-P Lincoln NAPA Shra- Dill Acme Bridge- 
Flate der port 


210 wea 862 8888 | A918B 
re ae 815 .... | A935B 7 
23102-200 |... 612004 -12] .... | A937B COUPLER BODY 
2608 Te 13329 8891 | A914N : B14” : 
— oe 11659 wa be AF101B — 14” Female taper pipe thread. 
23902-210 |.... 630104 .... | A910N 
ees se D-13 | A925B 
D-12 | A926B 
yet bctas D2-C| A928N 
23102-012 |}.... 611004 .... |938B 
23902-210 |.... 630104 .... |A91ON 
23902-200 |.... 630204 sistas 


ae AF101M 
D-15 


D-2E).... COUPLER BODY 
ot ex AF101M — 14” Male N.P.T. Thread. 


D-17].... 
D=2F | as sc 
D-3F}.... 
8888 
8891 


NIPPLE 
AF112 — Standard steel nipple, %4”, Male 
N.P.T. Thread. 


Airline Tools and Fittings 


FEDERAL REGULATIONS 


The Federal Occupational Health and 
Safety Act provides: 

“Compressed air shall not be used for 
cleaning purposes except where reduced 
to less than 30 PSI and then only with 
effective chip guarding and personal 
protective equipment.” 

The phrase “reduce to less than 30 
PSI” means that the pressure of the air 
at the nozzle or opening of a blow gun 
used for cleaning purposes must remain 
at a pressure level at or below 30 PSI for 
all normal conditions. This pressure level 
may be attained by either having a re- 
strictor valve built directly into the blow 
gun which will limit the pressure at the 
nozzle to 30 PSI or less, or it may be at- 
tained by installing a pressure regulator 
in the air supply line between the com- 
pressor and the blow gun, with the regu- 
lator adjusted to 30 PSI or less. 

“Effective chip guarding” means any 
method or equipment which will prevent 
a chip or particle (of whatever size) from 
being blown into the eyes or unbroken 
skin of the operator or other workers. Ef- 
fective chip guarding may be separate 
from the air nozzle as in the case where 
screens or barriers are used. The use of 
protective cone air nozzles are accept- 
able in general for protection of the 
operator but barriers, baffles, or screens 
may be required to protect other workers 
if they are exposed to flying chips or 
particles”. 

The requirement concerning chip 
guarding is one over which we as a man- 
ufacturer have little control, since the 
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chip guards must not only protect the 
operator but other workers who are ex- 
posed to flying chips or particles. Chip 
guarding can be interpreted as meaning 
safety goggles to protect the eyes and 


SAFETY BLOW GUNS 
The new Mac Safety Blow Guns which 
meet all Federal Occupational Safety and 
Health Act requirements are: 


heavy clothing, including gloves, to pro- 
tect the rest of the body. It can also 
mean that screens or solid partitions 
must be built around the area where the 
blow gun is used for cleaning purposes. 

“Noise level of a blow gun must not ex- 
ceed a certain number of decibels at 
various lengths of time”. 

A rather complicated chart was de- 
veloped by the Federal Government giv- 
ing the maximum acceptable sound level 
of a blow gun when measured at arms 
length from your ear with the sound 
meter pointed at a 45 degree downward 
angle. 

“Requirements for dynamic flow are 
such that in the case when dead ending 
occurs a static pressure at the main 
orifice shall not exceed 30 PSI”. 


LEVER TYPE BLO GUN 
150 — Female 4” N.P.T. Heavy duty lever. 
A must wherever air is used to clean 
lines, dry parts, blow out dirt, dust, chips, 
filings, etc. 


AF18232 — 44” NPT level type safety blow 
gun with vented tip. For up to 150 PSI 
inlet pressure. At 100 PSI inlet pressure, 
nozzle pressure is 16 PSI—at 150 PSI in- 
let pressure, nozzle pressure is 30 PSI. 
Skin packed for easy display. 


VOLUME SAFETY BLO-GUN 


132S — Special venturi holes in the ex- 
tension tube increase the air volume ap- 
proximately five times that of conven- 
tional blo-guns. Nozzle pressure of 30 psi 
with inlet pressure of 100 psi. 


STANDARD BLO GUN 
CF301 — 2” overall length. 
CF302— Long Blo Gun. 6” overall length. 
CF303 — Extra-Long Blo Gun. 12” overall 
length. 


AF18230— 14” female NPT button type 
safety blow gun with vented tip—for up 
to 150 PSI inlet pressure. At 100 PSI in- 
let pressure, nozzle pressure is 16 PSI— 
at 150 PSI inlet pressure, nozzle pressure 
is 30 PSI. Skin packed for easy display. 


INDUSTRIAL SAFETY 
BLO-GUN 


131S —Long 4” heavy brass extension 
with approved by-pass safety nozzle. Dis- 
charges same volume of air as full flo 
blo guns, but maintains required nozzle 
pressure of 30 psi with inlet pressure of 
100 psi. 


LEVER BLO-GUN 
154S —4%4” NPT, bent tube with rubber 
tip (for automatic transmissions). 
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Air Gauges and Valve Core 


7105 
4 IN 1 VALVE TOOL 


T105— (Not Replaceable). A deluxe tool 
for removing and replacing tire valve 
cores, rethreading inside and outside of 
valve stem. This core remover has con- 
venient guide which slips over the valve 
stem. Made of high grade steel, well 
tempered and zinc plated. 


TG950 


TRUCK TIRE GAUGE 
TG950 — (Short extension). D.H. Chuck. 
Calibrated all four sides from 10 to 120 
Ibs. in 2 Ib. units, red marker. Nylon in- 
dicator bar. 


$3 = So eee - 


TG923 


STRAIGHT CHUCK PENCIL 
GAGE FOR PASSENGER 
CARS 


TG923— Nylon indicator bar calibrated 
on all four sides 5 to 45 Ibs. in one Ib. 
units. Red marker. 


VT43 
TIRE VALVE TOOL 


VT43— Removes and replaces valve 
cores. 
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ei 
7107 
HEAVY DUTY TIRE 


DEFLATOR AND CORE 
REMOVER 


T107 —A valuable tool for deflating tires 
and removing valve cores. Made of high 
grade steel, zinc plated. 


TG976 


TRUCK TIRE GAUGE 
TG976 — (Regular Extension). Dual Head 
Chuck. Calibrated all four sides from 10 
to 120 Ibs. on two Ib. units. Red marker. 


aN 


DUAL HEAD AIR CHUCK 


400 — Sealing type, for end of airline. 
Female 4%” N.P.T. 


& KD2083 


CHRYSLER AIR 
TEMPERATURE GAUGE 


sisi 


DELUXE PENCIL GAUGE 
TG701— Field Adjustable gauge has 
metal indicator bar calibrated in 1 Ib. in- 
crements from 12 to 40 p.s.i. and in 5 Ib. 
increments from 40 to 110 p.s.i. Deflator 
and valve core tool machined on the end 
of the chuck. Complete with pocket clip. 
10 per box. 
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TG702 


“FIELD ADJUSTABLE” 
GAUGE 


TG702 — Features flat nylon indicator 
bar, calibrated on both sides from 10 to 
120 p.s.i. in 2 Ib. increments. Dual foot 
chuck designed for truck or passenger 
car use. Complete with metal ring for 
chain attachment to prevent theft. 
Packed 10 per box. 


Tools 


T106 


DELUXE FISHING TOOL 
7106 — (Not Replaceable). Made of flex- 
ible steel cable which always remains in 
position, will not kink or break. The 
handle swivels, making it easy to use, 
with core remover on one end and tube 
deflator on the other. 
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TG921 


PENCIL GAGE FOR 


PASSENGER CARS 
TG921 — Calibrated all four sides 5 to 45 
Ibs. in 1 Ib. units. Red marker. Easy to 
read indicator bar. Fast, accurate, depen- 
dable. Instructions on reverse side of 
card. 
TG925— Pencil gage for truck tires. In- 
dicator bar calibrated on all four sides 
20 to 120 Ibs. in 5 Ib. units. Red marker. 
Complete with instructions. 
TG917— Pencil gage with easy to read 
nylon indicator bar. Low pressure 2 to 20 
Ibs. Calibrated in 1 Ib. units. Red marker. 
TG927 — Service pencil gage for truck 
tires. Calibrated all four sides 20 to 120 
Ibs. in 5 Ib. units. Red marker. 
TG928 — Tractor Tire gauge. Pencil air/ 
water gage with nylon indicator bar cali- 
brated all four sides 5 to 45 Ibs. in 1 Ib. 
units. “Easy Grip” end for flushing and 
oiling after use. Red marker. 


ga & 8 701 
REPAIR KIT FOR 
QUIK-CHANGE COUPLER 


DELUXE “INFLATOR TYPE” 


TIRE GAUGE 
TG730 — Accurate, dependable, and dur- 
able in all weather conditions. Fully en- 
closed dial, calibrated 12 to 120 p.s.i. 
(Body Only). 


Airline Tools and Fittings 


CF32156 


PISTOL GRIP AIR GUN 
With Two Nozzles 

CF321-5 — Standard nozzle. 4” length. 

CF321-6 — Standard nozzle. 6” length. 


RUBBER BLO-GUN 
152S —Tip %.”-27 and ¥%” NPT. Unique 
dual thread design permits use on all 
blo-guns with %” NPT opening. O ring 
seal makes an air tight assembly. 


DIRECT AIR CHUCK 
AF350 — Shut off valve built into the 


chuck head and cannot be used on auto- 


matic gauges. 14” Female N.P.T. 


Snips - Bolt Cutters 


CIRCLE PATTERN 


TINNER’S SNIPS 
TS7C — Length 7” 
TS12C — Length 12” 


WISS PIPE SNIP 
SM4R — 934” long. 


BLO GUN 
107 — Female %4” N.P.T. A must wherever 
air is used to clean lines, dry parts, and 
blow out dust, dirt, chips, filings, etc. 


EXTENSION 
For 107 Blo Gun 
108 — 4” (Not illustrated.) 


AIR CHUCK NOZZLE 
112S —A handy blo gun. Ready for in- 
stant use. Simply press nozzle into open- 
ing of air chuck. 


DUAL FOOT CHUCK 


AF352—For direct air lines only. %4” 
Female N.P.T. 


SINGLE FACE CHUCK 
AF351 — Same as AF350 with barb for 14” 
1.D. hose. 


WISS SNIPS 
SM1 — (Cuts Left)—overall length 10” 
SM2 — (Cuts Right)—overall length 10” 
SM3— Cuts Straight and Combination) 
10” 

WRG — Grips only. 


HEAVY-DUTY SNIPS 
SMA16 — Overall length 16”. Length of 
Cut 3”. 


BLOW GUN 
AF400 — Button type valve. Aluminum 
casting with %4” Female pipe thread. 
Molded to fit the hand. Combination 
finger guard and handy hang-up hook. 


RUBBER 
TIPPED BLOW GUN 


AF421 — Ideal for tight seal against oil 
passages, fuel lines, and carburetors 
when air pressure is required for clean- 
ing purposes. Cast aluminum body with 
¥4” Female pipe thread. 


mean ™ 
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SIPHON SPRAY 


BLO-GUN KIT 
157S —Complete with 8 feet of tubing 
and vinyl pouch. 


BOLT CUTTERS 
BC18S — 18” clipper cut 
BC24S — 24” clipper cut 


COMPLETE CUTTER HEADS 
BC18CH — 18” BC30CH — 30” 
BC24CH — 24” BC36CH — 36” 
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BLIND RIVET GUN 
RG400— This is an automatic deluxe 
blind rivet gun. For many non-blind ap- 
plications. The answer for the body and 
fender man to low cost, quick assembly. 
Replaces welding and sheet metal 
screws. Designed to get into confined 
places such as channel strips, etc. Both 
countersunk rivets and flat head rivets 
are available as shown below. 


RG700 — Rivet Gun with 100 Rivets. 
RG742F — Box of 500 Flat Head %” 
Rivets. 

RG742C — Box of 500 Counter Sink 1%” 
Rivets. 

RG744F — Box of 500 Flat Head %” 
Rivets. 

RG762F — Box of 500 Flat Head %,” 
Rivets. 

RG764F — Box of 500 Flat Head %,” 
Rivets. 

RG766XF — Box of 250 Large Head Alumi- 
num Rivets. 

RG400 — Rivet Gun in Metal Case. 


BRASS PADLOCK 
With 2 Keys 

PL78 — This lock is solid cast brass, with 
polished finish. Built for standard securi- 
ty. Size across case 17/,”. Has Double 
ward mechanism and rust resisting 
chrome plated shackle. Two coined steel 
keys. 

PL78 — Padlock 
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Miscellaneous Tools 


HAND CLEANER 
EZ5 — 41% Ib. cans (6 to case). 
EZ1 —1 Ib. can (12 to case). 


DISPENSER 


EZ5D — Removes all grease, grime, paint 
and tar. Rinses or wipes off. 

Dispenser is made of high impact plas- 
tic. This fits our EZ5 - 4% Ib. can of 
hand cleaner and is warranted for 5 years 
—has only 3 moving parts—bracket has 
3 drilled holes and comes with screws. 
Easy to refill—easy to operate and is 
self-priming. White only. 


WINDSHIELD 
WIPER ARM PULLER 


CF85— Removes and replaces all wind- 
shield wiper arms on small Ramblers 
through 1967, Pontiacs and Fords, with- 
out damage to car finish or wiper arm 
assembly. 


WINDSHIELD 
WIPER ARM PULLER 


WW2 —A time-saver when removing and 
replacing windshield wiper arms quickly 
and easily on car or truck, without dan- 
ger of scratching finish. 


CLUTCH ADJUSTING SET 


Volkswagen 
KD50 — Two reversible ratchet wrenches 
designed especially for adjusting Volks- 
wagen clutches. The short wrench has an 
11 MM hex head for holding the lock nut. 
The larger 14MM hex head wrench ad- 
justs the clutch. 


KEY-BAK BELT LOOP STYLE 
KB5C — Key-bak Clip-on Style. 

KB10 — 3 of Each on Display Board. 

A most handy way to store keys within 
immediate reach. Key-bak reel is 24” 
long, allowing reach to all locations. 
Swivel prevents twisting. 


HJ1 
HOOD JACK 


HJ1— Up-to-the-minute tool for holding 
hoods. Telescope type. Handles from 
26%” closed to 52” open. Release by 
simply squeezing holding point. 

PJ1— Pedal Jack. Works on same princi- 
ple as HJ1 Hood Jack. 


ALL-SPRAY GUN 


CG13— Improved spray unit for applying 
kerosene or other cleaning solvents with 
compressed air. Operates without adjust- 
ment on any air pressure from 35 to 175 
So Straight style with 6-ft. Neoprene 
ose. 


ALL-SPRAY GUN 


CG16 — Works on same principle as CGl13; 
however has curved tip with 8-ft. Neo- 
prene hose. 


01201 
DIAL INDICATOR TESTER 


DI201 —A precision-made, jewelled indi- 
cator for accurate determination. Range 
0 to .20, calibrated 0-50-0 in increments 
of .001. 


TT263 


TIMING GAUGE 
TT263 — Complete with 14mm and 18mm 
adaptors, and an extra long reach con- 
tact. It has a lugged back for attachment 
to any indicator holder and can be used 
for any application, such as checking 
end-play and runout. Excellent for pre- 
cisely setting timing in SNOWMOBILES, 
OUTBOARDS, GO KARTS, MOTORCY- 
CLES, for two-cycle engines. 
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POCKET RULE WITH CLIP 
SR6— 6” Steel. 


CBG258 


CYLINDER BORE GAGE 
CBG258 — Range 2.125” - 7.000” — Gradua- 
tions .0005”. This Bore Gage, complete 
with Handle and contact extensions, will 
quickly determine cylinder taper and out- 
of-roundness. It is packaged in a fitted 
steel case. 


When Ordering Metrics add “M” to existing number 


Measuring Tools 


DI260 


ONE INCH RANGE DIAL 
INDICATOR WITH MAGNETIC 
BASE 


DI260— Set is packaged complete with 
all components in a fitted steel case. 
The components include a 1” travel dial 
indicator only, with contact; plain back, 
contact point, universal rod connector, 
indicator holding clamp, 2 diameter rods, 
lugged back, and magnetic base. 
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ET273 


AUDIO VISUAL 


TIMING TESTER 


ET273— This new tester will signal by 
light or buzzer, or both, when points open 
to aid in setting timing. Designed for 2- 
cycle engines and any service work re- 
quiring a continuity tester. Batteries not 
included. 


M40RL 
OUTSIDE MICROMETER SET 


M40RL — For measurements from 0”-4”. 
Satin chrome finish, complete with fric- 
tion stops and spindle locks. 


C721 


WHITE FACE TAPES 
306W — Tape. Width 1%”, length 6’. 
308W — Tape. Width 1”, length 8’. 
310W — Tape. Width 1”, length 10’. 
325W — Tape. Width 44”, length 10’. 
375W — Tape. Width 34”, length 10’. 
306R — Refill Only. Length 6’. 
308R — Refill Only. Length 8’. 
310R — Refill Only. Length 10’. 
375R — Refill Only. Length 10’. 


VERNIER CALIPER 
C721—5” capacity. Inside and outside 
jaws. Depth gauge. Finger-tip roller ad- 
justment. 


INSIDE MICROMETER 
M85RT — Measuring range: 2”-8”. Satin 
chrome finish. Furnished complete with 
measuring rods, spacing collars, and ex- 
tension handle in a leatherette case. 


MICROMETERS 
M12RL — Central Micrometer. 0”-1” Eng- 
MZ2RL— Centra Micrometer. 1”-2” Eng- 
MG2RL— Central Micrometer. 2”-3” Eng- 
Ma2RL— Central Micrometer. 3”-4” Eng- 
MARL — Centra Micrometer. 4”-5” Eng- 
ish. 
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T1275 packaged in fitted 
steel case 


TIMING GAGE SET 


T1275 — This new timing gage will give a 
direct reading on engines with angled 


Measuring Tools 
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TT275 in position to time 
engine with straight spark 
plug hole. 


plug holes and all engines with straight 
spark plug holes. 

Will instantly adjust to handle any 
angle 40 to 60 degrees from horizontal 


Nut Drivers 
NUT DRIVERS 


Broached deep enough to handle 2 nuts. 
Depth of shaft hole 114”. 

ND6—¥%,” Opening Hex. 

ND7 —%” Opening Hex. 

ND8 — 4” Opening Hex. 

NDS — ¥.” Opening Hex. 

ND10 — 4,” Opening Hex. 

ND11 — 1%,” Opening Hex. 

ND12 — 34” Opening Hex. 

ND14— 7,” Opening Hex. 

ND16 — ¥%” Opening Hex. 

ND7S — Set Complete in Box. Consists 
of first 7 sizes. 


| | 
TT275 in position to time engine 
with angled spark plug hole. 


and give a direct reading which elimi- 
nates errors inducted by dome pistons 
or incorrect calculations. Complete with 
14mm and 18mm adaptors. 


ND100S 


NUT DRIVER SET 
ND100S —10 Piece in Case. Sizes %”, 
il 5h", Se”, Yar”, Ya", Yoo", he”, Yeo" and 


Torque Wrench Warranty 


The following warranty standards apply to all 
torque products sold under the Mac brand. 
We attach no specific time limit to these war- 
ranties, as recalibration of torque products is 
quite often necessary within a 90-day period 
due to normal use. ‘ 

Out of calibration warranty allowed if 
wrench has apparently had little use and seal 
is intact. Charge customer if cause is normal 
wear and tear. 

Handhold does not turn freely warranty 
allowed if restriction is internal and wrench is 
not worn or damaged from abuse. Charge 
customer if wrench is dented or damaged 
from abuse. 

Lock does not restrain handhold warranty 
allowed if locking ring is loose or restricted 
and has not been damaged from abuse. Charge 
customer if locking ring is distorted or lock- 
ing ball damaged by excessive turning force 
while locked. 

Calibration marks do not line up warranty 
allowed if wrench has apparently had little 
use and shows no indication of lock being 
forced. Charge customer if damage resulted 
from excessive force applied to handhold 
when locked. 

Plated finish peeling or unsightly warranty 
allowed if wrench has had little use, base 
material improperly finished or plating layers 
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not properly bonded. Charge customer if worn 
or damaged from abuse. 

Drive tang does not retain attachment war- 
ranty allowed if tang is undersized or irregu- 
lar. Ball staked too deeply. Charge customer 
i is worn or ball movement restricted by 


irt. 

Ratchet does not engage, reverse, or turn 
freely warranty allowed if apparent manufac- 
turing error. Charge customer if worn or dam- 
aged from abuse. 

Handle bent or broken warranty allowed if 
hardness of handle is incorrect or evidence of 
other apparent manufacturing error. Charge 
customer if damaged from misuse or abuse. 

Drive tang cracked or broken warranty al- 
lowed if hardness is incorrect or if tang shows 
evidence of other apparent manufacturing 
error. Charge customer if failure resulted from 
excessive torque or other abuse. 

Tools which have been marked or etched with 
owner’s name. 

When a tool is returned to Mac Allied Tools 
Corporation for repair and it is discovered 
that the owner’s name has been etched or 
stamped onto the tool, we are forced to have 
this item repaired rather than replaced under 
warranty. This is standard policy with all of 
our suppliers, and consequently should be 
pointed out to the customer at the time of 
Purchase. 


Torque Wrenches 


ROUND BEAM 
TORQUE WRENCHES 


Precision engineered. Compact head. 
MAC quality. 


Capacity 
Catalog Inch Drive Sq. 
Number Pounds | Size (Inches) 


DR25-I 0 to 25 
DR50-1 0 to 50 
DR100-1 0 to 100 
DR200-1 0 to 200 


R600-1 0 to 600 

R1200-1 0 to 1200 
R1800-] 0 to 1800 
R2400-1 0 to 2400 


SPRING TESTER 
SPT —With this sensitive spring tester 
and any accurate torque wrench it is 
possible to check the strength of valve 
0 to 150 and clutch spring to be in accordance 
0 to 200 with manufacturer’s spring specifica- 


tions. Complete operating instructions RATCHETING 
0 to 300 . 
are on the face of the tool. PRE-SELECTION TORQUE 


WRENCHES 
Click Type — High Quality Steel 
Audible Release Signal — New Design 
MAC Quality 

TI50FR— 1%” drive ratchet type with a 
capacity of 10-150 ft. Ibs., with micro- 
meter increments of 1 ft. Ib. It weighs 
2¥2 pounds and has an overall length of 
18”. 

T200FR — 2” flexible drive ratchet type 
with a capacity of 10-200 ft. Ibs., with 
micrometer increments of 1% ft. Ibs. It 
weighs 342 Ibs. and has an overall length 
of 19”. Flex head. 


0 to 25 
0 to 50 
0 to 100 


FLEX-HEAD TORQUE DIAL TYPE 
WRENCHES TORQUE WRENCHES 
DDR150 — 0 to 150 ft. Ib—%” drive. Inch pound, foot pound, metric available 
DDR600-I —0 to 600 in. Ib—%” drive. on special order. Available with needle 


or electric light signal dials. 


TW3FRAN 


Model Drive Weight | Length 
Number Size Style Range Pounds | Inches 


TWIRAN %” Ratchet} 10-250 
TW2RAN ¥%” Ratchet | 50-1000 
TW3FRAN YQ” Ratchet} 10-250 
TW4FRA %” Ratchet} 100-600 
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GEARED TORQUE 
MULTIPLYING WRENCHES 
TAME TOUGH NUTS 


Many rough-tough nut turning applica- 
tions are easily tamed with MAC Torque 
Multiplying Wrenches. These are rugged, 
geared wrenches in two models with 
ratios of 3.8 to 1 or 5 to 1. 

Manually-applied input torque is multi- 
plied through the gearing either 3.8 or 5 
times at the output drive, depending on 
the particular model used. The amount 
of input torque is controlled by use of 
a torque indicating wrench, in place of 
a work handle. 
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Torque Wrenches 


When properly positioned and 
anchored, MAC Torque Multiplying 
Wrenches provide a safe and efficient 
method of applying torque to all types 
of nuts, bolts, cap screws and other parts 
requiring rotary force. 

As illustrated above, they can be 
anchored in various ways to absorb 
torque reaction and can be used in com- 
bination with sockets, ratchet wrenches, 
ratchet adaptors, work handles, exten- 
sions and torque indicating wrenches. 

Even “frozen” nuts can be loosened 
with these tools, as on the “U”-bolt ap- 
plication shown, cylinder head nuts and 
other applications requiring high torque. 

Both models can be driven 360° con- 
tinuous rotation in either direction. 


Tool Power Output 
No. Ratio Drive 

T™M101 3.8:1 Ya"'Sq. F. 263 Ft-Lbs 

T™M103 5:1 400 Ft-Lbs 


TM101 TM103 


Maximum | Net Wt. 
Output Pounds 
3%” Sq.M. | 1000 Ft-Lbs 10 
1”Sq.M. | 2000 Ft-Lbs 18 


4” Sq. F. 


LEV-L-LITE FOR GARAGE 
TYPE HEADLAMP AIMING 
AND INSPECTION 


The compact portable Lev-L-Lite Head- 
light Service Center is a proven money 
maker for fleet owners, service sta- 
tions, garages and repair shops, large 
or small. It presents you the opportunity 
to offer your customers a new and highly 
profitable service. The Lev-L-Lite Princi- 
ple of mechanical headlight aiming is 
used by all of the new car manufacturers. 
The Lev-L-Lite Principle is more accurate 
and efficient, saves you time, makes you 
more profit. The Lev-L-Lite Principle is 
less expensive, one-third the cost of 
other systems. Lev-L-Lite mechanical 
aiming equipment has met with all state 
requirements that have compulsory head- 
light aiming laws. The Lev-L-Lite System 
can be obtained in a variety of compon- 
ents to meet your needs. 


HEADLIGH 
SERVICE in 


STORAGE CASE 


Headlight Aimers 


STMENT screen 
1 
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B4CIK3S 


HEADLIGHT AIMER 

B4CIK3S — This kit includes: 

1. Two B4 Lev-L-Lite Headlamp Aimers— 
these units are affixed to the head- 
lamps of the automobile, one on the 
driver side and one on the passenger 
side, for quick and easy alignment of 
the headlamps. 

2. One pair of black adaptors for use on 
7” headlamps with aiming pads. 

3. One Split Image Transit and target— 
this is used to determine floor slope 
readings to compensate the B4 Head- 
lamp Aimers, so headlamps can be 
accurately aimed on out-of-level floors. 


HEADLIGHT AIMER 
B4— This kit includes: 

1. Two B4 Lev-L-Lite Headlamp Aimers 
—these units are affixed to the head- 
lamps of the automobile, one on the 
driver side and one on the passenger 
side, for quick and easy alignment of 
the headlamps. 

2. One pair of black adaptors for use 
on 7” headlamps with aiming pads. 

3. One Split Image Transit and target— 
this is used to determine floor slope 
readings to compensate the B4 Head- 
lamp Aimers, so headlamps can be ac- 
curately aimed on out-of-level floors. 

4. One B4SK3 Storage Case—de- 
signed to carry all of the aiming equip- 
ment pictured above. 

5. One Field Calibration Fixture—this 
allows the owner to check and calibrate 
the Model B4 Headlamp Aimers in his 
shop. 


LITE METER 


B4CI — For measuring the candle power 
of headlamps. 


4. One B4SK3 Storage Case—designed 
to carry all of the aiming equipment 
pictured above. 

5. One Field Calibration Fixture—this 
allows the owner to check and cali- 
brate the Model B4 Headlamp Aimers 
in his shop. 

6. One B4Cl Light Meter that meas- 
ures indicated candle power of both 
standard 534” and 7” headlamps and 
other related electrical problems. 

7. One B4AD1 Aiming Screen—pro- 
vides a means for aiming headlamps 
on motor cycles and some vehicles 
that cannot be aimed mechanically. 


B4CIK3 


HEADLIGHT AIMER 

B4CIK3 — This kit includes: 

1. Two B4 Lev-L-Lite Headlamp Aimers— 
these units are affixed to the head- 
lamps of the automobile, one on the 
driver side and one on the passenger 
side, for quick and easy alignment of 
the headlamps. 

2. One pair of black adaptors for use on 
7” headlamps with aiming pads. 

3. One Split Image Transit and target— 
this is used to determine floor slope 
readings to compensate the B4 Head- 
lamp Aimers, so headlamps can be 
accurately aimed on out-of-level floors. 

4. One B4SK3 Storage Case—designed 
to carry all of the aiming equipment 
pictured above. 

5. One Field Calibration Fixture—this 
allows the owner to check and cali- 
brate the Model B4 Headlamp Aimers 
in his shop. 

6. One B4C1 Light Meter that meas- 
ures indicated candle power of both 
standard 534” and 7” headlamps and 
other related electrical problems. 
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BT28HD 


BT30SD 


BATTERY CABLES 

Ask any old hand in the battery service 
business and he'll tell you that MAC 
“professional” booster cables are the 
best you can buy—regardless of price! 

The famous sure-grip 400-amp “Safety 
Clamps” are completely coated in tough, 
wear-resistant plastisol . . . current flows 
directly from cable through copper jaw 
. . . plastisol insulation, nylon bushing 
and vinyl washer prevent current from 
flowing through clamp handle, spring, or 
rivet—no arcing against fenders, radi- 
ators, rods, copper tubing. 
BT28HD — Booster Cable Set. 10’ long. 
BT30SD — Super-Duty Cable Set. 12’ long. 
BT28C — Standard Duty Clips (Insulated). 
BT50C — Heavy-Duty Clips (Insulated). 
BT75C — Small 75 Amp Clips (Insulated). 
BT30C — Extra Heavy-Duty Booster Cable 
Clamp (Insulated). 


BATTERY POST 
AND TERMINAL CLEANER 


BB7 — Positively cleans posts and termi- 
nals. Sharp stainless steel spring wire 
cutters shave corrosion and deposits 
from battery posts and terminals quickly, 
easily. Cutters hold edge many jobs long- 
er than brush type and fit both positive 
and negative sizes without adjustment. 

Convenient one-piece polypropylene 
case is non-corrosive and cutters clean 
easily under hot water. Exclusive case de- 
sign eliminates easily lost caps and locks 
spring cutters into position for each op- 
eration. 

Battery Terminal Cleaner. Wt. 4 oz. 
Standard pack of 6 in counter box. Ship- 
ping Wt. 1 Ib. 11 oz. 
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Battery Service Tools 


i BATTERY \ 


BATTERY CELL TESTER 


BT725 — Tests voltage variation in battery 
cells and will indicate a defective cell. 
Indicates battery charge necessary. 


“HYDRO-MITE” 
BATTERY TESTER 


BT1— This compact battery tester does 
the same job as a full-sized hydrometer. 
Gives quick, sure readings, tucks snugly 
into unbreakable vacuum-sealed contain- 
er when not in use. 


BATTERY TERMINAL 
RESHAPER 


BR6— Here is the one tool to reshape 
old and worn battery terminals and 
clamps. Reshapes and cleans post from 
top to base. 

Removes carbon build-up and prevents 
grounding out. Cleans and shapes both 
positive and negative posts. Tool clearly 
marked for negative and positive posts. 
Removes high spots and reshapes by pro- 
viding precise matching taper for 100% 
mating. No cleaning tool alone can ac- 
complish this. 

Non-conductive plastic body. Unique 
design for easier grip and handling. Self 
cleaning. Tempered spring steel post 
blades. 


BATTERY POST 
AND TERMINAL CLEANER 


BB6— Plastic case, red bottom, trans- 
parent top. Fine wire post cleaner one 
end and with fine wire hone for cable 
terminal cleaning, on other end. 
BB5 — Battery Post and Terminal Cleaner 
—metal case. 

BB6R — Refill Brush Set for BB6. 


BATTERY TOOL SET 


BP22K — Three popular and indispens- 
able battery tools packed in a handy 
leatherette kit of blue. It keeps battery 
tools in one spot, and will fit into the 
service man’s pocket, a convenient thing 
on service calls. Complete battery service 
kit to do the job. Kit is acid resistant. 
Consists of 1 each BP20 Clamp Spreader 
and Cleaner, BP11 Hex Nut Plier and 
Post Cleaner, and BP21 Universal Clamp 
Lifter, in kit. 


BATTERY FILLER 
BF6 — Has straight tip made of hard rub- 
ber. Rubber bulb made of acid-resisting 
rubber. 


BATTERY HYDROMETER 
BT12— Direct reading . . . Unbreakable. 
The all new BT12 is accurate-range 1.100 
to 1.300. No temperature tables required. 
No difficult float reading to be observed. 
Small compact design can be used in 
hard to reach places. Saves money as the 
first cost is the only one. No replacement 
parts will be required. All parts are un- 
breakable. 


BATTERY HANDLER 
BH140 — This handler covers all widths 
of popular long or short type batteries. 
Also a very handy tool for clamping 
metal in body shops. 


BATTERY HANDLER 


BL1 — Has positive action leverage. Lifts 
on the battery case, eliminating possible 
damage to terminal post. 


Battery Service Tools 


BATTERY FILLER 
BF30T — Short tip only. 


HEX NUT PLIER 
AND POST CLEANER 


BP11—A self-locking plier that will not 
slip and cause damage to battery! Its 
super-leverage overcomes the most stub- 
born nut. Also serves as a general pur- 
pose nut wrench especially adaptable for 
brake nut adjusting. Attached post clean- 
er insures perfect contact and stops 
energy loss. 

BP11— 712” Long. Weight 9 oz. 


SURE-GRIP BATTERY 


CARRIER LONG STYLE 
BL10— Sure-Grip self-locking ends posi- 
tively hold the heaviest battery without 
danger of slipping. The greater the 
weight the tighter they grip. EXTRA 
LONG to handle the new 20” batteries. 
BL10— Long Type Cells assembled end 
to end. 


UNIVERSAL 
CLAMP LIFTER 


BP21— Tool designed to remove the 
most badly corroded clamp. Double cam 
action. Always a very popular tool. 

A handy tool that makes it easy to re- 
mcve cable clamp without breaking or 
damaging battery post. Positive locking 
jaws get under clamp—no slipping. 


BATTERY HYDROMETER 
BT11 — Easy to read, with clear vision of 
float. Float has 3-color scale showing 
charge condition of battery as well as 
specified gravity readings. 


CLAMP SPREADER 


AND CLEANER 


BP20—A quick, easy and efficient way 
to spread and clean terminal clamps 
after removal from post in one operation 
and without distortion. 

BP20 — 732” Long. Weight 11 oz. 


BATTERY CHARGER 


BC10 — For charging batteries used in 
small fleets or around the farm—also a 
deluxe unit for charging car and boat 
batteries. 

Height: 7”. Width: 634”. Depth: 7”. Net 
Weight: 11 Ibs. 

Charge Ratings: “Hi”, one 6-volt battery 
@ 10 amps; one 12-volt battery @ 10 
amps. “LO”, one 6-volt battery @ 3 amps; 
one 12-volt battery at 3 amps. 

Cables: 6’ charging cables; 8’ power 
cord. Full Wave Duratron Rectifier. Auto- 
matic Circuit Breaker. Clamps: Two— 
solid copper. Ammeter: Determines ap- 
proximate rate of charge, shows if charger 
is operating correctly, indicates if clamp 
connections are reversed. 
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Door Tools - Molding Trim Tools - Upholsterer Tool 


LOCK CLIP REMOVER 


General Motors 
DT115— One end of tool for new style 
General Motors door window handles, 
other end for older style handles. 


DOOR HANDLE REMOVER 
Chrysler 


KD435 — For all Chrysler-built cars since 
1955. Releases retaining springs so 
handle can be removed. Necessary for 
1957's. 


KD441 


MOLDING CLIP 
INSTALLING TOOL 


KD441 — Designed for installing molding 
clips on General Motors cars. 


DOOR ALIGNER 
DA100A — Perfect for springing hinges 
for door alignment. 
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KD430 
DOOR HANDLE 


SPRING REMOVER 
KD430 — For G.M. and Ford-built cars. 


ad 


DT160 


DOOR HANDLE 
REMOVING TOOL 


General Motors 


DT160 — This tool designed to fit all Gen- 
eral Motors cars 1962 and later. 


EQDKSH 


DOOR HANDLE TOOL 
Chrysler 


DT118 — For removing inside door-window 
handle of all late Chrysler products. 


DT118 


= 


UT3 


UPHOLSTERER’S TOOL 


UT3 — Designed to use as a tack puller 
and for breaking away upholstery and 
back board from the inside of auto body. 


WINDSHIELD MOLDING 
CLIP TOOL 


LOCKING STRIP TOOLS 


Designed to install self-sealing rubber 
weatherstrip quickly. 

GT110 — Straight Locking Strip Tool. 
GT110R — Right Locking Strip Tool. 
GT110L — Left Locking Strip Tool. 
GT1103 — Complete Set of One Each. 


DOOR HINGE TOOL 


Corvair 
$C70— No. 4 Phillips Insert Adapter, 
used with Ratcheting Box Wrench to 
service the door hinges on Corvair. An 
essential tool for alignment or removal 
of the Corvair doors. 


RADIO AERIAL PLIER 


KD420 — For removing and installing the 
cone-shaped nut used on many fender 
aerials. 
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National distribution of MAC tools 
is made possible through these inter-related 
corporations. 


MAC tools are the finest, strongest, best 
looking tools you can find anywhere be- 
cause the men who started MAC 30 years 
ago decided to make them that way. 

Everything that goes into MAC tools— 
steel, machinery and the men who make 
them—are the very best. 

For example, here are just three of the 
many special operations that make MAC 
superior tools for professional mechanics: 
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This powerful 150 ton press... 


gives heavy duty MAC sockets (34” and 
1” drives) their extra strength and tough- 
ness. It hot forges the socket and drive 
ends so the grain structure is molded. 
There’s no drilling to break the grain and 
weaken the socket. 


MAC TOOLS, INC., Washington Court House, Ohio 


Why MAC tools 
are better for 
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Our automatic drilling machine... 
was designed especially for MAC tools. 


It drills over 6 million holes a year— 
every one exactly the right size and per- 
fectly positioned. 


There are 8,000 different tools... 


. in our shipping departments. Your 
distributor's order is filled as it travels 
on a conveyor through these tool bins. 
Then, it’s thoroughly checked, packed 
and sent on its way. An average order is 
ready for shipping about two hours after 
we receive it. It’s a fast, efficient way to 
get MAC tools to your distributor and 
into your shop. 


MATCO ALLIED EQUIPMENT CORP., Medina, Ohio 


e 


9 

ow 
bar 
Ide 
2) 
o 
r. 


